State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

LMA District Cover Sheet

Spring 2020 Levee Inspection Results

Lower San Joaquin Levee District

Spring Summer ** Fall Winter *x
(March - May) (June - August) (September - November) (December - February)

T Overall LMA Rating (Fall Only)

*x% Non-receipt of Summer or Winter Inspection
Reports may effect overall annual rating.

.I.

SPRING INSPECTIONS: Overall maintenance ratings are not determined for the spring inspection results. Individual maintenance
deficiencies are rated using the same criteria in the spring and in the fall.

FALL INSPECTIONS: The overall maintenance rating shown above is based on operation and maintenance deficiencies identified
within the attached unit inspection reports. This rating is not intended to be an indiction of risk.

Comments
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Unit Cover Sheet
Spring 2020 Levee Inspection Results

Lower San Joaquin Levee District

Waterway Bank @ Unit Miles
Unit No. 01 San Joaquin River Right 22.52
Spring Summer (September - November) Winter
(March - May) (June - August) Fall (December - February)

Unit Maintenance Rating
(Fall Only)

Date of Inspection 4/21/2020 - 4/21/2020
DWR Inspector Corey Fujitani

Accompanied By

Summer & Winter Inspections

The Local Maintaining Agency (LMA) is responsible for summer and winter inspections. The LMA
is required to submit a report regarding summer and winter inspections to the California
Department of Water Resources (DWR).

DWR must be informed on the:
a) completion of the inspection
b) any changes other than the results of normal maintenance
c¢) corrections to deficiencies noted in this report
If additional items are noted, further documentation of those items must also be submitted.
The LMA should submit this information to DWR using the LMA web application tool available at:
http://cdec.water.ca.gov/Ima.html

If the LMA is unable to submit information on this webpage, please contact DWR for assistance.

The LMA should submit the information and any associated documentation by September 30 for
summer inspections and March 31 for winter inspections.

Friday, May 29, 2020 01:11



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 22.52 04/21/2020 Fujitani
No Photos
Earthen Levee
Operations & Maintenance
Manuals
DWR_NA0010_01_s _ 2013_23
The LMA maintains a copy of the O&M manuals on file at district office.
No Photos
Earthen Levee
Emergency Supplies &
Equipment
DWR_NA0010_01_s _ 2013_24
The LMA has adequate supplies and equipment for flood response.
No Photos

Earthen Levee

Flood Preparedness & Training

DWR_NA0010_01_s _ 2013_25

LMA preparedness and training is adequate for flood response.

Friday, May 29, 2020 01:12 FINAL DATA Page 1 of 139



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

Repair Type: Non-Urgent
Crossing Status: Found

LMStart | 0.00 ‘ Rating ** M | lIssue No. 1185
LM End 0.00 ‘ Issue Type+  Ma  Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.348637 ° 37.348637 °
-120.958834 °  -120.958834 °
DWR ID 19650
Comment Code
Inspector Comment
DS_ID:19650
FS_1D:39091
EP_NO: N/A

UCIP Comments: 04/08/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the waterward
slope and landward toe. Recommend removing vegetation along pipe
alignment and landward toe to conduct proper inspection of structure
and appurtenances. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.5 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 108 bench mark (BM) on the
headwall on the landside (LS), elevation 65.1 feet, USGS Datum.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
0&M Manual 601.1, 1967, (HLM 0.02)].

FS Date: 4/8/2014 7:34:00 AM

LM Start 0.00 Rating ** M Issue No. 1185 (cont)
LM End 0.00 Issue Type+ Ma  Location *
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

LM Start 0.00 ‘ Rating ** M Issue No. 1185 (cont) Photo 3 of 3 : UCIP_SP_2020_39091_60602.jpg
LM End 0.00 ‘ Issue Type + Ma Location * R
Category Supplemental GPS Latitude/Longitude »
Stat  End
ttem DWR UCIP LMA Responsibility 37.348637 ° 37.348637 °
-120.958834 °  -120.958834 °
DWR ID 19650
LMStat  0.00 | Rating** M lIssue No. o5
LM End 2.53 ‘ Issue Type + Ma Location * LS
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Vegetation 37.348637 ° 37.328311°
-120.958840 °  -120.933763 °
DWR ID DWR_NA0010_01_s _ 2020_95

Comment Code
V1 : Control annual grass and weeds on the levee slopes and

easements.
Inspector Comment
View of the landside slope looking upstream. (Spring 2020)
LM Start 0.00 Rating ** M Issue No. 96
LM End 2.55 Issue Type + Ma Location * WS
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Vegetation 37.348637 ° 37.328220 °
-120.958840 °  -120.933584 °

DWR ID DWR_NA0010_01_s _ 2020_96

easements.
Inspector Comment
Looking upstream along the waterside slope. (Spring 2020)
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 22.52 04/21/2020 Fuijitani
LM Start 0.12 ‘ Rating ** M ‘ Issue No. 143 Photo 1 of 1: SP_2020_NA0010_118_143_20200505_00288.jpg
LM End 0.12 ‘ Issue Type + Ma  Location * wSs F g
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.347444 ° 37.347444 °

-120.960311 °  -120.960311 °
DWRID DWR_NA0010 01 s _ 2020 143
Comment Code

TR : Tree or limb

Inspector Comment

Downedree Iibshould be roe rom h Watersidsoulder.
(Spring 2020)

LM Start 0.34 Rating ** M Issue No. 1186 Photo 1 of 3 : UCIP_SP_2020_39092_60611.jpg
LM End 0.34 Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.344705 ° 37.344705 °
-120.962176 °  -120.962176 °
DWR ID 19651

Comment Code

Inspector Comment

DS_ID:19651

FS_ID:39092

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/08/2014 Pipe has significant sediment buildup and
shows some signs of corrosion at landward toe. Recommend cleaning
sediment from inside pipe and check wall integrity. (DWR UCIP - W.
Wylie)

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 18.5 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 108 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 0.35)].
FS Date: 4/8/2014

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA Page 4 of 139



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 01 San Joaquin River Right | 22.52 82‘5352858 F?Ji{?r;

1186 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.344705
-120.962176 °

19651

1186 (cont)

Pipe and headwall visible off LS toe.

Friday, May 29, 2020 01:12 FINAL DATA Page 5 of 139



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

NA0010

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStart = 0.60 ‘ Rating ** M | lIssue No. 1187
LMEnd ~ 0.60  IssueType+ Ma | Location*
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.341507 ° 37.341507 °
-120.961283 °  -120.961283 °
DWR ID 19583
Comment Code
Inspector Comment
DS_ID:19583
FS_1D:39095
EP_NO: N/A

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/08/2014 Recommend removing vegetation pile

from waterward toe. (DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage

pipe through the levee, 8.5 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 108 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 0.62)].

FS Date: 4/8/2014

Photo 1 of 3: UCIP_S

P_2020_39095_60622.jpg

¥

LMStart  0.60 Rating ** M | Issue No. 1187 (cont) Photo 2 of 3 : UCIP_SP_2020_39095_60623.jpg

LMEnd = 0.60 | IssueType+ Ma | Location * : P e
VA % . 555
Flapgate and headwall visible on WS toe.

* Location ** Rating +Issue Type

LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence

CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 01 San Joaquin River Right | 22.52 82‘5352858 F(ff,).:?r:.

1187 (cont)

Supplemental

o

37.341507 37.341507
-120.961283 °  -120.961283 °

DWR UCIP LMA Responsibility

19583

Supplemental

DWR UCIP LMA Responsibility 37.339829 ° 37.339829

-120.958621 °  -120.958621

19584

DS_ID:19584

FS_ID:33524

EP_NO: N/A

Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 7 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 108 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 0.87)].
FS Date: 4/8/2014

A Pipe, flagate, and eadwall visile on S toe.

Friday, May 29, 2020 01:12 FINAL DATA Page 7 of 139



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 01 San Joaquin River Right =~ 22,52 | 042112020 Corey

Fujitani

1188 (cont)

Supplemental

o

DWR UCIP LMA Responsibility 37.339829 37.339829

-120.958621 °  -120.958621 °

19584

0.85

1188 (cont)

Pipe and headwall visible on LS toe

Friday, May 29, 2020 01:12 FINAL DATA Page 8 of 139



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start 0.93 \ Rating ** M Issue No. 1189 Photo 1 of 3 : UCIP_SP_2020_39096_60632.jpg
LMEnd 093 IssueType+ Ma  Location*
Supplemental i i
Gy pplemental GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.339598 ° 37.339598 °
-120.957202 °  -120.957202 °
DWR ID 19585
Comment Code
Inspector Comment
DS_ID:19585
FS_1D:39096
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/08/2014 Moderate erosion around headwall on
landward toe. May or may not be an issue. Need to contact owner to
determine status of crossing and to address erosion issue on landward
side. (DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 7 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 108 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 0.95)].
FS Date: 4/8/2014

LMStart  0.93 Rating ** M | Issue No. 1189 (cont) Photo 2 of 3: UCIP_SP_2020_39096_60631.jpg
LM End 0.93 Issue Type + Ma Location * . = -
Concrete headwall and pipe visible at LS toe.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA

Page 9 of 139




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

2252 04/21/2020 Corey

Unit No. 01 San Joaquin River Right 04/21/2020 Fujitani

1189 (cont)

Supplemental

o

DWR UCIP LMA Responsibility 37.339598 37.339598

-120.957202 °  -120.957202 °

19585

Supplemental

DWR UCIP LMA Responsibility 37.338005 ° 37.338005

-120.953921 °  -120.953921

19586

DS_ID:19586

FS_ID:33543 ye

EP_NO: N/A v : % <L :
Repair Type: No Action Needed , S ' e e
Crossing Status: Found Pipe, headwall, and flapgate visible on WS toe.

UCIP Comments:

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 7.5 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 108 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 1.17)].
FS Date: 4/8/2014

Friday, May 29, 2020 01:12 FINAL DATA Page 10 of 139



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

2252 04/21/2020 Corey

Unit No. 01 San Joaquin River Right 04/21/2020 Fujitani

1190 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.338005 °
-120.953921 °

19586

pe

Ppe, headwall, and flapgate isible on WS toe.

1190 (cont)

Headwall and pipe visible o LS toe.

Friday, May 29, 2020 01:12 FINAL DATA Page 11 of 139



Repair Type: No Action Needed
Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 12.8 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 108 bench mark (BM) on the
headwall on the landside (LS). Pipe crosses through the levee at about
a 45 degree angle to the crown. [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 1.34)].

FS Date: 4/8/2014

LM Start 1.32
LM End 1.32

Rating **
Issue Type +

A/W | lIssueNo. 1191 (cont)
Ma Location *

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start 1.32 ‘ Rating ** A/W | Issue No. 1191 Photo 1 of 3 : UCIP_SP_2020_33544_60649.jpg
LM End 1.32 ‘ Issue Type + Ma | Location * ! P “l« BN, ; 57 .
Suppl [ i i L
Gy pplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.337361 ° 37.337361°
-120.950879 °  -120.950879 °
DWR ID 19587
Comment Code
Inspector Comment

DS_ID:19587
FS_1D:33544
EP_NO: N/A

* Location

LS : Land Side  N/A : Not Applicable

WS : Water Side
CR : Crown

** Rating
A : Acceptable N : Not Inspected/Rated
M : Minimally Acceptable C : Corrected
U : Unacceptable A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start 1.32 ‘ Rating ** A/W | Issue No. 1191 (cont) Photo 3 of 3 : UCIP_SP_2020_33544_60647.jpg
LM End 1.32 ‘ Issue Type + Ma  Location * ) Sl N/ ey,
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.337361 ° 37.337361°
-120.950879 °©  -120.950879 °
DWR ID 19587
L < 3 2 R 6
Concrete headwall and pipe visible at LS toe.
LM Start 1.46 ‘ Rating ** M Issue No. 1192 Photo 1 of 3 : UCIP_SP_2020_39099_60652.jpg
LM End 1.46 ‘ Issue Type + Ma Location * -
Suppl tal i i
Category pplemental GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.336866 ° 37.336866 °
-120.948520 °©  -120.948520 °
DWR ID 19588
Comment Code
Inspector Comment
DS_ID:19588
FS_ID:39099 : :
EP_NO: N/A £ % -

R irT : Non- . Y y des s
epair Type: Non-Urgent Pipe, flapgate, and concrete headwall visible on WS toe.

Crossing Status: Found

UCIP Comments: 04/08/2014 Some sediment buildup inside pipe at LS
toe. Recommend contacting owner to clear sediment buildup and check
wall integrity through pipe section. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage

pipe through the levee, 11 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 108 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 1.48)].
FS Date: 4/8/2014

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start 1.46 ‘ Rating ** M Issue No. 1192 (cont) Photo 2 of 3 : UCIP_SP_2020_39099_60653.jpg
LM End 1.46 ‘ Issue Type + Ma Location *
Suppl | i i
Gy upplementa GPS Latitude/Longitude
Stat  End
- DWR UCIP LMA Responsibility 37.336866v° 37.336866 °
-120.948520 °©  -120.948520 °
DWR ID 19588
|pe ﬂépate, and concret headwall visil on WS toe.
LM Start ‘ 1.46 ‘ Rating ** M ‘ Issue No. 1192 (cont) Photo 3 of 3 : UCIP_SP_2020_39099_60651.jpg
LM End ‘ 1.46 ‘ Issue Type +  Ma ‘ Location * :

X

Pipe and concrete headwall visible on LS toe.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA Page 14 of 139




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

Repair Type: Non-Urgent
Crossing Status: Found

LM Start | 1.67 ‘ Rating ** M | lIssue No. 1193
LMEnd 167 IssueType+ Ma  Location*
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.336459 ° 37.336459 °
-120.944803 °  -120.944803 °
DWR ID 19589
Comment Code
Inspector Comment
DS_1D:19589
FS_1D:33563
EP_NO: N/A

Pipe, headwall, and ﬂpgte visile on WS te.

UCIP Comments: 04/08/2014 Heavy sediment buildup in pipe at LS

toe. (DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 13.6 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 108 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 1.69)].

FS Date: 4/8/2014

Photo 1 of 3 : UCIP_SP_2020_33563_60661.jpg

LMStart ~ 1.67 Rating ** M | Issue No. 1193 (cont) Photo 2 of 3 : UCIP_SP_2020_33563_60663.jpg
LM End 1.67 Issue Type+ Ma  Location *
X *\
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 01 San Joaquin River Right | 22.52 82‘5352858 F?Ji{?r;

1193 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.336459
-120.944803 °

19589

Supplemental

DWR UCIP LMA Responsibility 37.335612 ° 37.335612
-120.942532 °  -120.942532

19590

DS_ID:19590

FS_ID:33564

EP_NO: N/A

Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 14.2 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 100 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 1.83)].
FS Date: 4/8/2014

Pipe, flapgate, and headwall visible at WS toe.

Friday, May 29, 2020 01:12 FINAL DATA Page 16 of 139



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 01 San Joaquin River Right | 22.52 82‘5352858 Fi?.zgﬁ.

1194 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.335612 °
-120.942532°

19590

1194 (cont)

Pipe and concrete headwall visible at LS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStart | 1.95 ‘ Rating ** M | lIssue No. 1195
LMEnd 195 lIssueType+ Ma  Location*
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.334377° 37.334377°
-120.940397 °  -120.940397 °
DWR ID 19591
Comment Code
Inspector Comment
DS_ID:19591
FS_1D:39100
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/08/2014 Need to contact owner to determine
crossing status. Inlet drop box silted in and needs to be cleaned out.
(DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9.7 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 100 bench mark (BM) on the
headwall on the landside (LS). Wooden barrier around drop inlet on the
LS toe. [Additional Reference(s): DWR Levee Log, 2002. USACE San
Joaquin O&M Manual 601.1, 1967, (HLM 1.98)].

FS Date: 4/8/2014

Photo 1 of 3 : UCIP_SP_2020_39100_60670.jpg

g

N

fefl 3!
Concrete headwall and flapgate on WS toe.

WS : Water Side C : Corrected

CR : Crown

M : Minimally Acceptable
U : Unacceptable

A/W : Acceptable but Monitor & Maintain

LMStart | 1.95 Rating ** M | Issue No. 1195 (cont) Photo 2 of 3: UCIP_SP_2020_39100_60672.jpg
LM End 1.95 Issue Type + Ma | Location * 3 S
Pipe, flapgate, and headwall on WS toe.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 01 San Joaquin River Right | 22.52 82‘5352858 F(l:f,).:?r:.

1195 (cont)

Supplemental

o

DWR UCIP LMA Responsibility 37.334377 37.334377

-120.940397 °  -120.940397 °

19591

Wooded barrier around drop-inlet on LS toe.

No Photos
Earthen Levee

Animal Control 37.334173 ° 37.334173
-120.939886 °  -120.939886

DWR_NA0010_01_s _ 2020_99

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

Rodent burrows on both sides of the levee.

Friday, May 29, 2020 01:12 FINAL DATA Page 19 of 139



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 01 San Joaquin River Right | 22.52 82‘5352858 F(l:JzIZ)r;

Supplemental

DWR UCIP LMA Responsibility 37.333653 °
-120.938770 °

19570

DS_ID:19570

FS_ID:39123

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/08/2014 Unable to find inlet on landward toe.
Recommend clearing vegetation on landward side to properly inspect
inlet. (DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9.8 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 100 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 2.08)].
FS Date: 4/8/2014

2.06 M 1196 (cont)

200 [ssieTyer e

Pipe and flapgate visible on WS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start 2.06 ‘ Rating ** M Issue No. 1196 (cont) Photo 3 of 3: UCIP_SP_2020_39123 60674.jpg
il * 5 T S - - =
LM End 2.06 ‘ Issue Type + Ma Location 3 7 . : iy e
Supplemental GPS Latitude/Longitude !
Category
Stat  End
tem DWR UCIP LMA Responsibility 37.333653 ° 37.333653 °
-120.938770 °  -120.938770 °
DWRID 19570
Woode barrier around drop-inlet on LS toe.
LM Start 2.20 ‘ Rating ** N Issue No. 110 Photo 1 of 1 : SP_2020_NA0010_118_110_20200225_00021.jpg
LM End 2.20 \ Issue Type +  Ma  Location * LS i § e :
Earthen Levee GPS Latitude/Longitude
Category
Start End
- Trim / Thin Trees 37.331820 ° 37.331820 °
-120.937605 °  -120.937605 °
DWR ID DWR_NA0010_01_f 2018 110
Comment Code
T5 : Tree stumps.
Inspector Comment
Tree stump on landside slope should be removed.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
Friday, May 29, 2020 01:12 FINAL DATA Page 21 of 139




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

2252 04/21/2020 Corey

Unit No. 01 San Joaquin River Right 04/21/2020 Fujitani

Supplemental

DWR UCIP LMA Responsibility,  37.331611 °

-120.937455 °

19571

DS_ID:19571

FS_ID:39125

EP_NO: N/A

Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 12.6 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 100 bench mark (BM) on the
headwall on the landside (LS). Wooden barrier around drop inlet on the
LS toe. [Additional Reference(s): DWR Levee Log, 2002. USACE San
Joaquin O&M Manual 601.1, 1967, (HLM 2.25)].

FS Date: 4/8/2014

1197 (con
e

Pie and flapgate on WS toe.

Pipe and headwall on LS toe.

Friday, May 29, 2020 01:12 FINAL DATA Page 22 of 139



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 01 San Joaquin River Right | 22.52 82‘5352858 F?Ji{?r;

1197 (cont)
Supplemental

DWR UCIP LMA Responsibility,  37.331611 °
-120.937455 °

19571

Pipe and headwall on LS toe.

Supplemental

DWR UCIP LMA Responsibility 37.328619 ° 37.328619

-120.934369 °  -120.934369

19572

DS_ID:19572

FS_ID:33568

EP_NO: N/A

Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 100 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 2.52)].
FS Date: 4/8/2014

%

Pipe, headwall, and flapgate on WS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 01 San Joaquin River Right | 22.52 82‘5352858 F?Ji{?r;

1198 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.328619 °
-120.934369 °

19572

2.50

1198 (cont)

Pipe and headwall on LS toe.

Earthen Levee

Slope Stability 37.327936 ° 37.327936
-120.933013 °  -120.933013

DWR_NA0010_01_f _2018_113

S3 : Repair the levee slope damaged by vehicle traffic and prevent
access where possible.

There is damage caused by vehicle traffic over the levee.

Slope damage by vehicle traffic. (Spring 2020)

Friday, May 29, 2020 01:12 FINAL DATA Page 24 of 139



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LM Start | 2.67 ‘ Rating ** M | lIssue No. 1199
LMEnd ~ 2.67 IssueType+ Ma  Location*
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.327362 ° 37.327362°
-120.931591 °  -120.931591 °
DWRID 19573
Comment Code
Inspector Comment
DS_ID:19573
FS_1D:39127
EP_NO: N/A

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/08/2014 Sedimentation in pipe at landward toe.

(DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 7.3 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 100 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 2.70)].

FS Date: 4/8/2014

Photo 1 of 3 : UCIP_SP_2020_39127_60688.jpg

LM Start |~ 2.67 Rating ** M | Issue No. 1199 (cont) Photo 2 of 3 : UCIP_SP_2020_39127_60689.jpg
LM End 2.67 Issue Type + Ma Location * P
Pipe, flapgate, and headwall on WS toe.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 C
Unit No. 01 San Joaquin River Right | 22.52 0412112020 Fu?i:?r/li
LM Start 2.67 ‘ Rating ** M Issue No. 1199 (cont) Photo 3 of 3 : UCIP_SP_2020_39127_60687.jpg
LM End 2.67 ‘ Issue Type + Ma Location * . } = o
Supplemental i i =5
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.327362 ° 37.327362°
-120.931591 °  -120.931591 °
DWR ID 19573
Pipe and headwall on LS toe.
LM Start 2.99 ‘ Rating ** M Issue No. 114 Photo 1 of 1 : SP_2020_NA0010_118 114_20200506_00292.jpg
LM End 2.99 ‘ Issue Type+ Ma  Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
ttem Animal Control 37.323328 ° 37.323328 °
-120.929521 °  -120.929521 °
DWR ID DWR_NA0010_01_f_ 2018 114

Comment Code

A2 : Repair the levee slope damaged by livestock and prevent large

animal access.

Slope damage caused by livestock on both landside and waterside

Inspector Comment

slope.
LM Start 3.06 Rating ** A/W | Issue No. 104
LM End 3.06 Issue Type + Ma Location * LS
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Animal Control 37.322499 ° 37.322499 °
-120.928986 °©  -120.928986 °
DWR ID DWR_NA0010_01 f 2017_104

A2 : Repair the levee slope damaged by livestock and prevent large

Comment Code

animal access.

Inspector Comment

Slope damage caused by foot traffic.

Looking northeast at the landside slope. (Fall 2017)

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
Friday, May 29, 2020 01:12 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStart = 3.10 ‘ Rating ** M | lIssue No. 115
LM End 3.10 ‘ Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.321903 ° 37.321903 °
-120.928748 °  -120.928748 °

DWRID DWR_NA0010 01 f 2018 115

Comment Code

A2 : Repair the levee slope damaged by livestock and prevent large

animal access.

Inspector Comment
Damage caused by livestock traffic.

View of erosion ath looking downstream. (Fall 2018)

Photo 1 of 1 : SP_2020_NA0010_118_115_20200225_00026.jpg

LMStat  3.13  Rating** M | lIssue No. 108
LM End 3.13 ‘ Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
ttem Animal Control 37.321488 ° 37.321488 °
-120.928758 °  -120.928758 °

DWR ID DWR_NA0010_01_s _2017_108

Comment Code

A2 : Repair the levee slope damaged by livestock and prevent large

animal access.

Inspector Comment
Slope damage caused by animal traffic on landside toe.

Photo 1 of 1 : SP_2020_NA0010_118_108_20200225_00019.jpg

2 L

Looking west at slope damage caused by animal traffic.

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA

Page 27 of 139




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

NA0010

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStart | 3.13 ‘ Rating ** M | lIssue No. 1200
LM End 3.13 ‘ Issue Type+  Ma | Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.321444 ° 37.321444°
-120.928764 °  -120.928764 °
DWR ID 19574
Comment Code
Inspector Comment
DS_ID:19574
FS_1D:39128
EP_NO: N/A

Repair Type: Non-Urgent
Crossing Status: Found

s A S s i O A
Pipe, Flapgate, and headwall on WS toe.

UCIP Comments: 04/08/2014 Some minor erosion around headwall on

LS toe. (DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage

pipe through the levee, 8 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 100 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 3.16)].

FS Date: 4/8/2014

Photo 1 of 3 : UCIP_SP_2020_39128_60702.jpg

N R A e M
R AAREL SR

L 2P il

LMStart = 3.13 Rating ** M | Issue No. 1200 (cont) Photo 2 of 3 : UCIP_SP_2020_39128 60700.jpg
LM End 3.13 Issue Type + Ma | Location * ST - « =
pe, Flapgate, and headwall on WS toe.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 01 San Joaquin River Right | 22.52 82‘5352858 F(l:JzIZ)r;

1200 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.321444
-120.928764 °

19574

Earthen Levee

Vegetation 37.321071° 37.283679
-120.928799 °  -120.833221

DWR_NA0010_01_s _ 2020 144

V1 : Control annual grass and weeds on the levee slopes and
easements.

—

10
LS

Earthen Levee

o

Animal Control 37.321053 37.321053

-120.928785 °  -120.928785 °

DWR_NA0010_01_s _ 2012_10

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

Several rodent holes noted within this section. Rodent hole noted on
landside shoulder next to fence pole.

7

Looking at typical view of rodent holes on Iandwar st.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LM Start 3.18 Rating ** M Issue No. 116 Photo 1 of 1 : SP_2020_NA0010_118_116_20200225_00028.jpg
LM End 3.18 Issue Type + Ma Location * LS |
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.320725 ° 37.320725 °
-120.928837 °  -120.928837 °

DWR ID DWR_NA0010_01 f_2018 116

Comment Code

A3 : No rodents visible, but rodent burrows visible; need to backfill and

compact or grout burrows.

Inspector Comment
Several rodent holes noted in this section.

View of landside slope with rodent holes (Fall 2018)

Photo 1 of 1 : SP_2020_NA0010_118_117_20200225_00030.jpg

LM Start 3.23 Rating ** M Issue No. 117
LM End 3.90 Issue Type + En Location * LS
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Encroachments 37.320029 ° 37.311311°
-120.928556 °©  -120.927310 °
DWR ID DWR_NA0010_01_f 2018 117
Comment Code
DT : Ditch

Inspector Comment
Earthen ditch along landside toe.

Earthen ditch alnglandside toe

o

. (Fall 2018)

No Photos

LM Start 3.32 Rating ** M Issue No. 145
LM End 3.48 Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.319020 ° 37.316989 °
-120.927643 °©  -120.926395 °

DWR ID DWR_NA0010_01_s_2020_145

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

easements.
Inspector Comment
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LM Start 3.47 ‘ Rating ** u Issue No. 1201
LM End 3.47 ‘ Issue Type + Ma | Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.317116 ° 37.317116 °
-120.926451 °  -120.926451 °
DWR ID 19575
Comment Code
Inspector Comment
DS_ID:19575
FS_1D:53188
EP_NO: N/A

Repair Type: Urgent

Crossing Status: Found

UCIP Comments: 11/01/2018 Pipe continues to rust through, causing
the pipe to collapse on the LS. Sediment buildup visible from the LS
inlet. Loss of soil just above the LS concrete headwall and along the LS
slope. Crossing remains Urgent due to the levee slope issues and pipe
failure through the levee. (O. Magana - DWR UCIP)07/19/2016 Same
as previous inspection. Erosion present on LS slope. (DWR UCIP - O.
Magana)04/08/2014 Pipe rusted through at Springline on LS toe.
Flapgate blocked by sediment on WS toe. Heavy sediment on both
ends of pipe. Need to contact owner to address issues. (DWR UCIP -
W. Wylie)

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 9.7 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 100 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 3.50)].
FS Date: 11/1/2018 12:49:00 PM

Photo 1 of 3 : UCIP_SP_2020_531

s

Pipe, headwall, and flapgate on WS toe.

88_60707.jpg

P e

LM Start 3.47 Rating ** U Issue No. 1201 (cont) Photo 2 of 3 : UCIP_SP_2020_53188_60706.jpg
LM End 3.47 Issue Type + Ma Location *
Pipe and headwall on LS toe.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side C : Corrected

Ob : Design & System Obsolescence

CR : Crown

M : Minimally Acceptable
U : Unacceptable

A/W : Acceptable but Monitor & Maintain

En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 C
Unit No. 01 San Joaquin River Right | 22.52 04/21/2020 ;:u?ii?,:i
LM Start 3.47 ‘ Rating ** U Issue No. 1201 (cont) Photo 3 of 3 : UCIP_SP_2020_53188_60705.jpg
LM End 3.47 ‘ Issue Type + Ma  Location * g
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.317116 ° 37.317116 °
-120.926451 °  -120.926451 °
DWR ID 19575
Pipe and headwall on LS toe.
LM Start 3.87 ‘ Rating ** U Issue No. 2 Photo 1 of 1 : SP_2020_NA0010_118 2 20200225_00001.jpg
LM End 3.90 ‘ Issue Type + Ma Location * LS - -
Earthen Levee GPS Latitude/Longitude
Category
Start End
ttem Animal Control 37.311798 ° 37.311341°
-120.927670 °  -120.927365 °

DWR ID DWR_NA0010_01_s _2012_2

Comment Code

Al : Exterminate rodents and backfill and compact or grout burrows.

Inspector Comment
Several rodent burrows are along this section of the levee.

View of rodent burrows in this section looking downstrea. (FII 2019)

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LM Start | 3.92 ‘ Rating ** M | lIssue No. 1202
LM End 3.92 ‘ Issue Type + En Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP Field Study 37.311178 ° 37.311178 °
-120.927007 °©  -120.927007 °
DWR ID 19576
Comment Code
Inspector Comment
DS_ID:19576
FS_1D:39132
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/08/2014 Slide gate missing from WS. No closure
device, but degrading of levee at Highway 140 is lower than pipe, so
this does not appear to be a critical issue. Also dense vegetation limits
the inspector's visibility to identify signs of pipe failure (leaks) along the
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure and appurtenances. (DWR

UCIP - W. Wylie)

FIELD_STRUCT_DESC: 30-inch corrugated metal gravity drainage
pipe through the levee, 3.5 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 100 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 3.95)].
FS Date: 4/8/2014

Photo 1 of 3 : UCIP_SP_2020_39132_60723.jpg
o ——— RS il >
- e A e =‘w.\\;. T

LMStart = 3.92 Rating ** M | Issue No. 1202 (cont) Photo 2 of 3 : UCIP_SP_2020_39132_60720.jpg
LM End 392 IssueType+ En | Location* 3 o, ST !
Slide gate missing on WS toe with heavy vegetation camouflauging pipe
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Comment Code

Inspector Comment

DS_ID:19606

FS_ID:39133

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Indicator Found

UCIP Comments: 04/08/2014 Need to contact owner to determine
status of crossing inlet and outlet not found. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 12-inch reinforced concrete irrigation
discharge pipe through the levee, 3.5 feet below the crown. 12-inch
concrete standpipe off each side of the levee. [Additional Reference(s):
DWR Levee Log, 2002].

FS Date: 4/8/2014

12-inch concrete standpipe off WS toe.

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 C
Unit No. 01 San Joaquin River Right | 22.52 04/21/2020 ;:u?i;?éi
LM Start 3.92 ‘ Rating ** M Issue No. 1202 (cont) Photo 3 of 3: UCIP_SP_2020_39132_60722.jpg
LM End 3.92 ‘ Issue Type+ En  Location * i g o
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
ttem DWR UCIP Field Study 37.311178 ° 37.311178 °
-120.927007 °  -120.927007 °
DWR ID 19576
A v' * 3 ' ~ AT \\ X
Concrete headwall in heavy vegetation at LS toe.
LM Start 3.93 ‘ Rating ** M Issue No. 1203 Photo 1 of 2 : UCIP_SP_2020_39133_60725.jpg
LM End 3.93 ‘ Issue Type + En Location * ’—f‘—_':'—'
Supplemental i i "
G pp GPS Latitude/Longitude .
Start End
- DWR UCIP Field Study 37.311157° 37.311157 °
-120.926919 °  -120.926919 °
DWR ID 19606

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

C : Corrected

N : Not Inspected/Rated

A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12
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NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Inspection

Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

Inspector Comment

Irrigation ditch at landside toe.

LM Start 3.93 Rating ** M Issue No. 1203 (cont) Photo 2 of 2 : UCIP_SP_2020_39133_60724.jpg
LM End 3.93 Issue Type + En Location *
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP Field Study 37.311157° 37.311157 °
-120.926919 °©  -120.926919 °
DWR ID 19606
12-inch concrete standpipe off LS toe.
LM Start 3.98 Rating ** U Issue No. 5 Photo 1 of 1 : SP_2020_NA0010_118 5 20200506_00295.jpg
LM End 4.05 Issue Type + En Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.310837 ° 37.310003 °
-120.926182 °  -120.925313 °
DWR ID DWR_NA0010_01_s _2012_5
Comment Code
DT : Ditch

118
LS

LM Start 3.99 Rating ** M Issue No.
LM End 4.25 Issue Type + En Location *
Earthen Levee
Category
Start
Encroachments 37.310693 °
Iltem
-120.926024 °
DWR ID DWR_NA0010_01 f 2018 118
Comment Code
FE : Fence

Inspector Comment

Fence along landside toe.

GPS Latitude/Longitude

End
37.307895 °
-120.922935 °

g )

View of fence along Indside toe. (FII 2018)

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start 4.08 Rating ** u Issue No. 146 Photo 1 of 1 : SP_2020_NA0010_118 146_20200506_00296.jpg
LM End 10.69 | IssueType+ Ma | Location * LS .
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.309734 ° 37.283679 °
-120.924982 °  -120.833221 °
DWR ID DWR_NA0010_01_s _2020_146

Comment Code
V1 : Control annual grass and weeds on the levee slopes and

easements.
Inspector Comment
Vegetation growing along the landside slope. (Spring 2020)
LM Start 4.13 Rating ** M Issue No. 1204 Photo 1 of 3 : UCIP_SP_2020_39134_60730.jpg
LM End 4.13 Issue Type+  Ma  Location * % : o dda B
Supplemental i i -
Sy pp GPS Latitude/Longitude

Start End

DWR UCIP LMA Responsibility 37.309080 ° 37.309080 °
-120.924442 ° -120.924442 °

Item

DWR ID 19607
Comment Code

Inspector Comment

DS_ID:19607

FS_ID:39134

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/08/2014 Pipe appears sleeved with a 12-inch
steel pipe with a slide gate at the LS toe. No identified authorization for
changes to this crossing. Need to contact owner to obtain additional
information about the modifications to crossing. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 48-inch corrugated metal gravity drainage
pipe through the levee, 14 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 90 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 4.16)].
FS Date: 4/8/2014

Concrete headwall and 48-inch flapgate visible on WS toe.

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start 4.13 ‘ Rating ** M Issue No. 1204 (cont) Photo 2 of 3: UCIP_SP_2020_39134_60731.jpg
LM End 4.13 ‘ Issue Type+ Ma  Location * - - : .
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.309080 ° 37.309080 °
-120.924442 °  -120.924442 °
DWR ID 19607
Assumed pipe exists under pump at LS toe.
(MStat 413  Rating** M | lIssueNo. 1204 (cont) Photo 3 of 3 : UCIP_SP_2020_39134_60729.jpg
LMEnd 413 IssueType+ Ma  Location* . =
Concrete inlet, slidegate, and concrete headwall at LS toe
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

Repair Type: Non-Urgent
Crossing Status: Found

LM Start 4.13 ‘ Rating ** M ‘ Issue No. 1205
LM End 4.13 ‘ Issue Type + En Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.309063 ° 37.309063 °
-120.924449 °©  -120.924449 °
DWR ID 24866
Comment Code
Inspector Comment
DS_ID:24866
FS_1D:39138
EP_NO: N/A

UCIP Comments: 04/08/2014 Need to contact owner to get details of

crossing. (DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 12-inch steel drainage discharge pipe through
the levee, 2.5 feet below the crown. 12-inch steel pipe, vent, and pump
on stand visible on the landside (LS) slope. 10-inch polyvinyl chloride
(PVC) pipe visible on the waterside (WS) slope.

FS Date: 4/8/2014

Photo 1 of 2 : UCIP_SP_2020_39138_71320.jpg

v

LM Start 4.13 Rating ** M Issue No. 1205 (cont)
LM End 4.13 Issue Type + En Location *
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Waterway Bank | Unit Miles 'gtsgr‘:l‘é':é‘ Inspector
Unit No. 01 San Joaquin River Right | 22.52 835353838 F?,?.i;ﬁ.
LM Start 4.18 Rating ** M Issue No. 105
LM End 4,18 | IssueType+ Ma | Location* LS No Photos
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Animal Control 37.308458 ° 37.308458 °
-120.923942 °  -120.923942 °

DWR ID DWR_NA0010_01_f _2017_105

Comment Code
A1l : Exterminate rodents and backfill and compact or grout burrows.

Inspector Comment
There are several rodent holes noted at this location.

LM Start 4.25 Rating ** M Issue No. 1206
LM End 4.25 Issue Type+ Ma  Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.307930 ° 37.307930 °
-120.923057 °©  -120.923057 °
DWR ID 19608
Comment Code
Inspector Comment
DS_ID:19608
FS_ID:39140
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/08/2014 Dense vegetation and fence limits the
inspector's visibility to identify signs of pipe failure (leaks) along the
landward side. Recommend obtaining access to landward toe and
removing vegetation along pipe alignment to conduct proper inspection
of structure and appurtenances. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.9 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 90 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 4.27)].
FS Date: 4/8/2014

Photo 1 of 3 : UCIP_SP_2020_39140_60733.jpg

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 01 San Joaquin River Right | 22.52 82‘5352858 F(l:JzIZ)r;

1206 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.307930 °
-120.923057 °

19608

4.25

1206 (cont)

Concrete headwall at LS toe.

No Photos
Earthen Levee

Animal Control 37.307826 ° 37.307826

-120.922735 °  -120.922735

DWR_NA0010_01_s _ 2019_102

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

—
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Waterway

M Inspection
Bank | Unit Miles Start/End Inspector

Unit No. 01 San Joaquin River

. 04/21/2020 Corey
Right | 22.52 | 545512020 Fujitani

Photo 1 of 3 : UCIP_SP_2020_39141_60737.jpg

LMStat ~ 4.69  Rating** M | Issue No. 1207
LMEnd = 4.69 \ Issue Type+ Ma | Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.302408 ° 37.302408 °

Item
-120.920931 °  -120.920931 °
DWR ID 19609
Comment Code
Inspector Comment
DS_ID:19609
FS_ID:39141
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/08/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the waterward

side. Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure and appurtenances. (DWR UCIP - W.
Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 90 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 4.72)].
FS Date: 4/8/2014

LM Start 4.69 Rating ** M Issue No. 1207 (cont) Photo 2 of 3 : UCIP_SP_2020_39141_60738.jpg
LM End 4.69 Issue Type + Ma | Location * IS A R e o
.\;"l » »y i
Pipe, flébgate, and headall on WS toe
* Location ** Rating +Issue Type

LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LM Start 4.69 Rating ** M Issue No.
LM End 4.69 |lIssueType+ Ma

Supplemental

Location *
Category
Start
37.302408 °
-120.920931 °

DWR UCIP LMA Responsibility
Item

DWR ID 19609

1207 (cont)

GPS Latitude/Longitude

End
37.302408 °
-120.920931 °

Photo 3 of 3 : UCIP_SP_2020_39141_60736.jpg

ik 0
Pipe and concrete headwall on LS toe.

LM Start 4.69 Rating ** U Issue No. 9 Photo 1 of 1 : SP_2020_NAO0010_118 9 20200506_00297.jpg
LM End 4.69 Issue Type+ Ma | Location * LS R
Earthen Levee GPS Latitude/Longitude
Category
Start End
ttem Animal Control 37.302398 ° 37.302398 °
-120.920920 °  -120.920920 °

DWR ID [DWR_NA0010 01 s_ 2013 9

Comment Code

A2 : Repair the levee slope damaged by livestock and prevent large

animal access.
Inspector Comment
Levee landside toe damaged by livestock.

LM Start 4.77 Rating ** M Issue No. 107 Photo 1 of 1 : SP_2020_NA0010_118_107_20200506_00298.jpg
LM End 5.32 Issue Type + En Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.301269 ° 37.300396 °
-120.920660 °  -120.912625 °

DWR ID DWR_NA0010 01 s _ 2019 107

Comment Code

DT : Ditch
Inspector Comment
Looking upstream at an irrigation ditch along the landside toe. (Spring
2020)
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStat  5.02 | Rating** M | Issue No. 1208
LM End 5.02 ‘ Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.298917v° 37.298917 °
-120.917262 °  -120.917262 °
DWR ID 19610

Comment Code

Inspector Comment

DS_ID:19610

FS_ID:39143

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/08/2014 Non-functional -- sediment buildup
against flapgate and inlet buried at landward side. (DWR UCIP - W.
Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 90 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 5.05)].
FS Date: 4/8/2014

Photo 1 of 2 : UCIP_SP_2020_39143_60740.jpg

WS : Water Side
CR : Crown

M : Minimally Acceptable
U : Unacceptable

C : Corrected
A/W : Acceptable but Monitor & Maintain

LMStart  5.02 Rating ** M | Issue No. 1208 (cont) Photo 2 of 2 : UCIP_SP_2020_39143_60739.jpg
LM End 5.02 |lIssueType+ Ma | Location* & ) s L ol
o It 4 R
Flapgate and headwall visible at WS toe.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStat 592  Ratng™ M lIssueNo. 1209
LM End 5.92 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.303612 ° 37.303612 °

Item
-120.903704 °  -120.903704 °
DWRID 19611
Comment Code
Inspector Comment
DS_ID:19611
FS_ID:39151
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/08/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along waterward and
landward slopes. Recommend removing vegetation along pipe
alignment to conduct proper inspection of structure and appurtenances.
Landward side filled in with soil. Need to contact owner. If crossing is
no longer used need to coordinate with CVFPB for proper
abandonment. (DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8.6 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 90 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 5.95)].
FS Date: 4/8/2014

LM Start 5.92 Rating ** M Issue No. 1209 (cont)
LM End 5.92 Issue Type + Ma Location *

Photo 1 of 2 : UCIP_SP_2020_39151_60742.jpg

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Deficiancy

Ob : Design & System Obsolescence
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 01 San Joaquin River Right | 22.52 82‘5352858 F(l:f,).:?r:.

No Photos
Earthen Levee

Vegetation 37.304122 ° 37.304453
-120.900958 °  -120.900131

DWR_NA0010_01_s_ 2020_147

V9 : Keep the crown roadway free of vegetation.

Supplemental

DWR UCIP LMA Responsibility 37.304232° 37.304232
-120.900706 °  -120.900706

19612

DS_ID:19612

FS_ID:39152

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/08/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along waterward and
landward slopes. Recommend removing vegetation along pipe
alignment to conduct proper inspection of structure and appurtenances.
Pipe completely blocked by soil on LS toe due to animal activity. Slide
gate blocked open. (DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 48-inch corrugated metal gravity drainage
pipe through the levee, 13.1 feet below the crown. Walkway to slide
gate at the concrete headwall on the landside (LS) toe. Flap gate at the
concrete headwall on the waterside (WS) toe. Brass cap No. 90 bench
mark (BM) on the headwall on the LS. Pipe crosses the levee at an
angle. [Additional Reference(s): DWR Levee Log, 2002. USACE San
Joaquin O&M Manual 601.1, 1967, (HLM 6.13)].

FS Date: 4/8/2014

Slidegate at LS toe.
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Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start 6.10 Rating ** M ‘ Issue No. 1210 (cont) Photo 2 of 3 : UCIP_SP_2020_39152_60744.jpg
LM End 6.10 |Issue Type+ Ma | Location * RN g v,
Suppl | i i .
Gy pplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.304232 ° 37.304232°
-120.900706 °  -120.900706 °
DWR ID 19612

LMStat  6.10 | Rating**

M \ Issue No.

Pipe, concrete-headwall, slid

1210 (cont)

LMEnd 610  Issue Type+

Ma ‘ Location *

WL T X
AT G A

egate, and metal walkway on LS toe.

& -
Flapgate on concrete headwall at WS toe.

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStart | 6.39 ‘ Rating ** M ‘ Issue No. 1211
LM End 6.39 ‘ Issue Type+  Ma  Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.304459 ° 37.304459 °
-120.895863 °  -120.895863 °
DWR ID 19613
Comment Code
Inspector Comment
DS_ID:19613
FS_1D:39154
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/08/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure and appurtenances. (DWR UCIP - W.
Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9.5 feet below the crown. Flap gate on the
waterside (WS) end. Slide gate on the landside (LS) end next to a 48-
inch concrete riser with walkway over the top. Brass cap No. 90 bench
mark (BM) on the headwall on the LS. [Additional Reference(s): DWR
Levee Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967,
(HLM 6.40)].

FS Date: 4/8/2014

Photo 1 of 3 : UCIP_SP_2020_39154_60762.jpg

L 5 ¥ G
gA ! N ¥ <
Pipe, flapgate, and concrete headwall on WS toe.

LMStart | 6.39 Rating ** M [lIssueNo. 1211 (cont) Photo 2 of 3 : UCIP_SP_2020_39154_60760.jpg
LM End 6.39 Issue Type + Ma | Location * y X e~ “
Pipe, flapgate, and concrete headwall on WS toe.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side C : Corrected

CR : Crown

M : Minimally Acceptable
U : Unacceptable

AIW : Acceptable but Monitor & Maintain

Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

Comment Code

V9 : Keep the crown roadway free of vegetation.

Inspector Comment

LM Start 6.39 ‘ Rating ** M ‘ Issue No. 1211 (cont) Photo 3 of 3 : UCIP_SP_2020_39154_60761.jpg
LM End 6.39 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.304459 ° 37.304459 °
-120.895863 °  -120.895863 °
DWR ID 19613
; LR A il iy
Metal walkway over concrete standpipe next to slide gate on LS toe.
LMStart 641  Rating** M | Issue No. 148
LM End 6.52 ‘ Issue Type + Ma Location * CR No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.304349 ° 37.304075 °
-120.895495 °©  -120.893576 °
DWRID DWR_NA0010_01 s _2020_148

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Inspection

Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStart = 6.61 ‘ Rating ** M | lIssue No. 1212
LM End 6.61 ‘ Issue Type+  Ma | Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.303815 ° 37.303815 °
-120.891955 °  -120.891955 °
DWR ID 19614
Comment Code
Inspector Comment
DS_ID:19614
FS_1D:49962
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 7/19/2016 Same as previous inspection. Outlet and
inlet are under water. (DWR UCIP - O. Magana)4/08/2014 Flapgate
blocked by sedimentation at WS toe. Dense vegetation limits the
inspector's visibility to identify signs of pipe failure (leaks) along the
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure and appurtenances. Also
recommend clearing vegetation from both waterward and landward toe.
(DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9.8 feet below the crown. Wooden fence around
a 4-foot by 4-foot drop inlet on the landside (LS) toe. Flap gate on the
waterside (WS) end. Brass cap No. 90 bench mark (BM) on the
headwall on the LS. [Additional Reference(s): DWR Levee Log, 2002.
USACE San Joaquin O&M Manual 601.1, 1967, (HLM 6.64)].

FS Date: 7/19/2016

Photo 1 of 3 : UCIP_SP_2020_49962_60764.jpg

WS : Water Side C : Corrected

CR : Crown

M : Minimally Acceptable
U : Unacceptable

AIW : Acceptable but Monitor & Maintain

LM Start 6.61 Rating ** M Issue No. 1212 (cont) Photo 2 of 3: UCIP_SP_2020_49962_60766.jpg
LM End 6.61 | IssueType+ Ma | Location* el R 51 1A
ot 1y
. oy
Pipe and flapgate visible at WS toe. Flapgate blocked by
sedementation on WS toe.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Waterway

M Inspection
Bank | Unit Miles Start/End Inspector

Unit No. 01 San Joaquin River

: 04/21/2020 Corey
Right | 22.52 | 1515020

Fujitani

LMStat  6.61 | Rating** M |lIssueNo. 1212 (cont)

LM End 6.61 ‘ Issue Type + Ma Location *

Supplemental GPS Latitude/Longitude

Category
Stat  End

DWR UCIP LMA Responsibility 37.303815 ° 37.303815 °

Photo 3 of 3 : UCIP_SP_2020_49962_60765.jpg

s

Item
-120.891955 °  -120.891955 °
DWR ID 19614
Wooden barrier around drop inlet on LS toe. Excess vegetation.
LM Start 6.86 ‘ Rating ** M Issue No. 1213 Photo 1 of 3 : UCIP_SP_2020_50077_60768.jpg
LM End 6.86 ‘ Issue Type+ Ma  Location * g o Sk e
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.302098 ° 37.302098 °
-120.887943 °©  -120.887943 °
DWR ID 19615

Comment Code

Inspector Comment

DS_ID:19615

FS_ID:50077

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 7/19/2016 Potential LS slope damage--difficult to
determine due to dense vegetation. Limited access on WS toe due to
wire fence. (DWR UCIP - O. Magana)4/08/2014 Slide gate blocked

by debris at LS toe. Flapgate won't close because of debris. Dense
vegetation limits the inspector's visibility to identify signs of pipe failure
(leaks) along the slope. Recommend removing vegetation along pipe
alignment to conduct proper inspection of structure and appurtenances.
(DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 10.3 feet below the crown. Slide gate on the
landside (LS) toe. Flap gate on the waterside (WS) end. Brass cap No.
90 bench mark (BM) on the headwall on the LS. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M
Manual 601.1, 1967, (HLM 6.90)].

FS Date: 7/19/2016

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable

N : Not Inspected/Rated

A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LM Start 6.86 Rating ** M Issue No. 1213 (cont)
LM End 6.86 Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.302098 ° 37.302098 °
-120.887943 °©  -120.887943 °
DWR ID 19615

Photo 2 of 3 : UCIP_SP_2020_50077_60767.jpg

P A N e W ]
Pipe, concrete headwall, and slidegate on LS toe. Debris blocking
closure of slidegate.

LM Start 6.86 Rating ** M Issue No. 1213 (cont) Photo 3 of 3 : UCIP_SP_2020_50077_75470.jpg
LM End 6.86 Issue Type + Ma Location * o A% f ’ w &
View of WS--fence Iirﬁits accesé to flap"gate.
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side
CR : Crown

M : Minimally Acceptable C : Corrected

U : Unacceptable

AIW : Acceptable but Monitor & Maintain

Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start 7.18 Rating ** U Issue No. 1214 Photo 1 of 3 : UCIP_SP_2020_53412_60770.jpg
LM End 7.18 Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.300055 ° 37.300055 °
-120.882939 °  -120.882939 °
DWRID 19616
Comment Code
Inspector Comment
DS_ID:19616
FS_ID:53412
EP_NO: N/A

Repair Type: Urgent

Crossing Status: Found

UCIP Comments: 11/01/2018 Pipe continues to corrode through. Voids
(undermining) along pipe invert are visible from the LS. Potential
undermining caused by erosion under concrete apron on the WS.
Crossing remains Urgent due to the pipe failure. (O. Magana - DWR
UCIP)04/08/2014 Pipe failing and corroded through at LS toe. Need

to contact owner to determine status of crossing. Also dense vegetation
limits the inspector's visibility to identify signs of pipe failure (leaks)
along the landward slope. Recommend removing vegetation along pipe
alignment to conduct proper inspection of structure. (DWR UCIP - W.
Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 5.1 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 90 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 7.21)].
FS Date: 11/1/2018 1:02:00 PM

LM Start 7.18 Rating ** U Issue No. 1214 (cont) Photo 2 of 3 : UCIP_SP_2020_53412_60772.jpg
+ N

LM End 7.18 Issue Type + Ma Location *

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA

Page 52 of 139




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Inspection

Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LM Start 7.18 Rating **
LM End 7.18

Supplemental

Issue Type +

U Issue No.
Ma Location *

GPS Latitude/Longitude

Category
Start
tem DWR UCIP LMA Responsibility 37.300055 °
-120.882939 °
DWR ID 19616

1214 (cont)

End
37.300055 °
-120.882939 °

Repair Type: Non-Urgent
Crossing Status: Found

LM Start 7.29 Rating ** M Issue No. 1215
LM End 7.29 Issue Type + En Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.299931 ° 37.299931 °
-120.880947 ©  -120.880947 °
DWRID 19617
Comment Code
Inspector Comment
DS_ID:19617
FS_ID:39160
EP_NO: 4425

Pipe visible under water in concrete box riser on WS toe.

UCIP Comments: 04/08/2014 Recommend contacting owner to
determine status of crossing. No pump was found on waterwaard side
(riverbank). If crossing is no longer used need to coordinate with
CVFPB for proper abandonment. (DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch concrete encased steel irrigation
discharge pipe through the levee, 13.6 feet below the crown. Pipe
encased in 6-inches of concrete through the levee. 5-foot by 7-foot
concrete distribution box on the waterside (WS). 20-inch concrete
standpipe at the landside (LS) toe. Pump on the riverbank, accessible
by walkway platform, pump not found. Concrete cutoff walls around
pipe in line with the levee shoulders. Pipe extends to 36-inch concrete
pipes on both sides of the levee. (Plans to install an irrigation pipeline
through the levee authorized under Permit No. 4425, 1964 - James J.
Stevinson, a Corporation). [Additional Reference(s): DWR Levee Log,
2002].

FS Date: 4/8/2014

N : Not Inspected/Rated

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable

A/W : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 01 San Joaquin River Right | 22.52 82‘5352858 F(l:JzIZ)r;

1215 (cont)
Supplemental

DWR UCIP Field Study 37.299931 °
-120.880947 °

19617

1215 (cont)

20-inch concrete standpipe off LS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Inspection

Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LM Start 7.42 ‘ Rating ** M Issue No. 1216
LM End 7.42 ‘ Issue Type+  Ma | Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.299817 ° 37.299817 °
-120.878519 °  -120.878519 °
DWR ID 19618
Comment Code
Inspector Comment
DS_ID:19618
FS_ID:39161
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/08/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure and appurtenances. (DWR UCIP - W.
Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 80 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 7.46)].
FS Date: 4/8/2014

Photo 1 of 3 : UCIP_SP_2020_39161_60778.jpg

LM Start 7.42 Rating ** M Issue No. 1216 (cont) Photo 2 of 3 : UCIP_SP_2020_39161_60780.jpg
LM End 7.42 Issue Type + Ma Location * = BN a A (5 e
# v
Pipe and flapgate visible on WS toe.
* Location ** Rating +Issue Type

LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence

CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

04/21/2020 Corey

Unit No. 01 San Joaquin River Right | 22.52 04/21/2020 Fujitani

1216 (cont)
Supplemental

DWR UCIP LMA Responsibility, ~ 37.299817 °
-120.878519 °

19618

Supplemental

DWR UCIP LMA Responsibility 37.299211 ° 37.299211
-120.874415 °  -120.874415

19619

DS_ID:19619

FS_1D:39243

EP_NO: N/A AT b y " »

Repair Type: Non-Urgent RN Akl e A
Crossing Status: Found Flapgate and headwall at WS toe. Heavy vegetation on slopes.

UCIP Comments: 04/08/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 80 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 7.69)].
FS Date: 4/8/2014
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start 7.65 ‘ Rating ** M Issue No. 1217 (cont) Photo 2 of 3 : UCIP_SP_2020_39243_60840.jpg
LM End 7.65 ‘ Issue Type + Ma Location * e AT o
Category Supplemental GPS Latitude/Longitude
Stat  End

DWR UCIP LMA Responsibility 37.299211 ° 37.299211 °

Item
-120.874415 °  -120.874415 °
DWR ID 19619
S S L TR AT
Flapgate and headwall at WS toe.
(MStat ~ 7.65 | Rating** M |lIssueNo. 1217 (cont) Photo 3 of 3 : UCIP_SP_2020_39243_60841.jpg
LM End ‘ 7.65 ‘ Issue Type + Ma ‘ Location * T W
Concrete headwall at LS toe. Heavy vegetation on both slopes.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 01 San Joaquin River Right | 22.52 82‘5352858 F(l:JzIZ)r;

Supplemental

DWR UCIP LMA Responsibility 37.298711
-120.867756 °

19620

DS_ID:19620
FS_ID:39244

EP_NO: N/A ) : k
g?gg{n-;yg?ét?;%gﬂ%%m Pipe, Headwall, and flapgate at WS toe.
UCIP Comments: 04/09/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 80 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 8.07)].

FS Date: 4/9/2014

Ma

1218 (cont)

N
L) et R
', w, : h: St
e’ R 4 .

Pipe, Headwall, and flapgate at

i~.,_ag¢..;‘v,
WS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

04/21/2020 Corey

Unit No. 01 San Joaquin River Right | 22.52 04/21/2020 Fujitani

1218 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.298711
-120.867756 °

19620

Supplemental

DWR UCIP LMA Responsibility 37.296637 ° 37.296637
-120.861994 °  -120.861994

19621

DS_ID:19621
FS_ID:39245

EP_NO: N/A , 5 : 4
g?g:slirn;yg%tsgnl:gﬂzm Concrete headwall, pipe, and flapgate at WS toe.
UCIP Comments: 04/09/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. Sediment buildup at landward toe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9.5 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 80 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 8.41)].
FS Date: 4/9/2014

Z%
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Comment Code

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

Inspector Comment
Several rodent holes observed along this section.

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 C
Unit No. 01 San Joaquin River Right | 22.52 04/21/2020 ;:u?iigﬁi
LM Start 8.38 ‘ Rating ** M Issue No. 1219 (cont) Photo 2 of 3 : UCIP_SP_2020_39245_60848.jpg
LM End 8.38 ‘ Issue Type + Ma | Location * SO s e bl
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.296637 ° 37.296637 °
-120.861994 °©  -120.861994 °
DWR ID 19621
B BRIN, i 5 w‘ 1
Concrete headwall, pipe, and flapgate at WS toe.
LM Start ‘ 8.38 ‘ Rating ** M ‘ Issue No. 1219 (cont) Photo 3 of 3 : UCIP_SP_2020_39245_60849.jpg
LM End ‘ 8.38 ‘ Issue Type + Ma ‘ Location * 8 gl b Wi
Pipe and concrete headwall at LS toe. Note heavy vegetation.
LM Start 8.55 Rating ** M Issue No. 12
LM End 8.63 | IssueType+ Ma  Location* LS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.296489 ° 37.296764 °
-120.859081 °  -120.857635 °
DWR ID DWR_NA0010 01 s _ 2018 12

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

it Mi Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 c
Unit No. 01 San Joaquin River Right | 22.52 04/21/2020 ;:u?i;?éi

LM Start 8.57 ‘ Rating ** A/W | Issue No. 1220 Photo 1 of 3 : UCIP_SP_2020_39246_60854.jpg

LM End 8.57 ‘ Issue Type + Ma  Location * AL S A

Suppl | i i
Gy pplemental GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.296552 ° 37.296552 °

Item
-120.858596 °  -120.858596 °
DWRID 19622
Comment Code
Inspector Comment
DS_ID:19622
FS_1D:39246
EP_NO: N/A

Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 80 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 8.61)].
FS Date: 4/9/2014

LM Start 8.57 Rating ** A/W | Issue No. 1220 (cont) Photo 2 of 3 : UCIP_SP_2020_39246_60855.jpg
LM End 8.57 | IssueType+ Ma | Location * SR N | ! g %
Pipe, Flapgate, and headwall on WS toe.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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Lower San Joaquin Levee District

2252 04/21/2020 Corey

Unit No. 01 San Joaquin River Right 04/21/2020 Fujitani

1220 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.296552 °
-120.858596 °

19622

Supplemental

DWR UCIP LMA Responsibility 37.297296 ° 37.297296
-120.852871 °  -120.852871

19623

DS_1D:19623 2
FS_ID:39247 i
EP_NO: N/A L e e

Repair Type: Non-Urgent ] :
Crossing Status: Found Pipe, flapgate, and headwall on WS toe.

UCIP Comments: 04/09/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9.1 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 80 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 8.93)].
FS Date: 4/9/2014

Friday, May 29, 2020 01:12 FINAL DATA Page 62 of 139



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 01 San Joaquin River Right | 22.52 82‘5352858 F?Ji{?r;

1221 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.297296 °
-120.852871 °

19623

8.89

1221 (cont)

ey »

Pipe and heawall visible on LS toe.
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Lower San Joaquin Levee District

NA0010

Inspection

Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LM Start 8.97 Rating ** u Issue No. 1222
LM End 8.97 Issue Type + En Location *
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP Field Study 37.297423 ° 37.297423°
-120.851575 °  -120.851575 °
DWR ID 19624

Comment Code

Inspector Comment

DS_ID:19624

FS_ID:53190

EP_NO: 12156

Repair Type: Urgent

Crossing Status: Found

UCIP Comments: 11/01/2018 Dense vegetation prevented a full
inspection of this crossing. Assumed crossing remains the same as the
2016 inspection. Crossing remains Urgent due to signs of pipe being
rusted through visible from the WS. Need to contact owner to clear the
dense vegetation on both the WS and the LS to be able to perform
proper inspection of crossing. (O. Magana - DWR UCIP)7/19/2016
same as previous inspection--pipe rusted through. Sediment visible
inside LS pipe; walkway wood panels have dry rot and appears to be
unsafe to use. (DWR UCIP - O. Magana)4/09/2014 Slide gate rusted
through and open on WS toe. Inlet appears to be obscured or covered
in soil at LS toe. Also dense vegetation on waterward and landward
sides. Need to contact owner to contact CVFPB to address issue.
(DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 26-inch steel pipe sleeved through a 30-inch
reinforced concrete gravity drainage pipe through the levee, 7.3 feet
below the crown. Annular space grouted between the two pipes. Two
concrete cutoff walls in the center of the levee. Slide gate with elevated
walkway access on the waterside (WS) end. 6-inch thick concrete
headwall on the WS end. Concrete wing walls on each end. (Plans to
install a 30-inch storm drainage pipe with a valve through the levee
authorized under Permit No. 12156, 1977 - Merquin County Water
District). (Additional Related Permit(s): Permit No. 12156-A, 1978 -
Merquin County Water District). [Additional Reference(s): DWR Levee
Log, 2002].

FS Date: 11/1/2018 12:50:00 PM

a‘“’z’m "‘,, 7

Metal Walkway'fo slidegat

:

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

C : Corrected

N : Not Inspected/Rated

A/W : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy

En : Enforcement

Ob : Design & System Obsolescence
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Unit No. 01 San Joaquin River Right | 22.52 82‘5352858 F(l:JzIZ)r;

1222 (cont)
Supplemental

DWR UCIP Field Study 37.297423
-120.851575 °

19624

1222 (cont)
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Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LM Start | 8.97 ‘ Rating ** M ‘ Issue No. 1223
LM End 8.97 ‘ Issue Type+  Ma | Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.297425 ° 37.297425°
-120.851522 °  -120.851522 °
DWR ID 19625
Comment Code
Inspector Comment
DS_ID:19625
FS_1D:39249
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/09/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. Some sediment buildup in pipe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 10 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 80 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 9.00)].
FS Date: 4/9/2014

E’ipe a(i- flapgate vsible on WS toe

LM Start 8.97 Rating ** M Issue No. 1223 (cont) Photo 2 of 3 : UCIP_SP_2020_39249_60869.jpg
LM End 897 |lIssueType+ Ma | Location * e T TR TR
¥ \'
Pipe and flapgate visible on WS toe.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side C : Corrected

CR : Crown

M : Minimally Acceptable
U : Unacceptable

AIW : Acceptable but Monitor & Maintain

Ob : Design & System Obsolescence
En : Enforcement
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M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start 8.97 ‘ Rating ** M Issue No. 1223 (cont) Photo 3 of 3 : UCIP_SP_2020_39249 60868.jpg
LMEnd 897 IssueType+ Ma  Location* -
Suppl | i i
Gy upplementa GPS Latitude/Longitude
Stat  End
ttem DWR UCIP LMA Responsibility 37.297425° 37.297425°
-120.851522 °  -120.851522 °
DWR ID 19625
Pipe and headall visible on LS te. -
LM Start 8.99 ‘ Rating ** M Issue No. 1224 Photo 1 of 2: UCIP_SP_2020_39250_60872.jpg

o

LM End 8.99 ‘ Issue Type + Ma Location *

Supplemental GPS Latitude/Longitude
Category
Start End
ttem DWR UCIP LMA Responsibility 37.297488 ° 37.297488 °

-120.851157 °  -120.851157 °

DWRID 19626
Comment Code

Inspector Comment

DS_ID:19626

FS_ID:39250

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/09/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 80 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 9.03)].
FS Date: 4/9/2014

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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Comment Code

Inspector Comment

DS_ID:19627

FS_ID:39251

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/09/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8.6 feet below the crown. Concrete drop inlet at
the landside (LS) toe. Flap gate on the waterside (WS) end. Brass cap
No. 80 bench mark (BM) on the headwall on the LS. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M
Manual 601.1, 1967, (HLM 9.37)].

FS Date: 4/9/2014

Pipe and flapgate on WS toe.

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 C
Unit No. 01 San Joaquin River Right | 22.52 04/21/2020 Fu?ii?r:i
LM Start 8.99 ‘ Rating ** M ‘ Issue No. 1224 (cont) Photo 2 of 2 : UCIP_SP_2020_39250_60871.jpg
LM End 8.99 ‘ Issue Type+ Ma | Location * ; 24 BrEE : (0 R o e 18,
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.297488 ° 37.297488 °
-120.851157 °  -120.851157 °
DWR ID 19626
Pipe, concrete headwall and flapgate at WS toe
LM Start 9.34 ‘ Rating ** M Issue No. 1225 Photo 1 of 3 : UCIP_SP_2020_39251_60875.jpg
LM End 9.34 ‘ Issue Type + Ma Location *
Suppl tal i i
Category upplementa GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.295413 ° 37.295413 °
-120.845664 °  -120.845664 °
DWR ID 19627

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

C : Corrected

N : Not Inspected/Rated

AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start 9.34 ‘ Rating ** M Issue No. 1225 (cont) Photo 2 of 3: UCIP_SP_2020_39251_60876.jpg
LMEnd ~ 9.34 IssueType+ Ma  Location* X LT %
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.295413 ° 37.295413°
-120.845664 °  -120.845664 °
DWR ID 19627
LMStat ~ 9.34  Rating** M [lssieNo. 1225 (cont)
LM End ‘ 9.34 ‘ Issue Type +  Ma ‘ Location *
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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NA0010

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LM Start 9.64 Rating ** A/W | Issue No. 1226
LM End 9.64 Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.294845 ° 37.294845 °
-120.840580 °  -120.840580 °
DWR ID 19628
Comment Code
Inspector Comment
DS_1D:19628
FS_1D:33683
EP_NO: N/A

Repair Type: No Action Needed
Crossing Status: Found
UCIP Comments:

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage

pipe through the levee, 4.5 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 80 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 9.67)].

FS Date: 4/9/2014

LM Start 9.89 Rating ** A/W | Issue No. 112
LM End 9.90 Issue Type + Ma Location * CR
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Erosion / Bank Caving 37.291796 ° 37.291581 °
-120.839497 °©  -120.839718 °

DWR ID DWR_NA0010 01 f_2017_112

Comment Code

Inspector Comment

Landowner degraded levee in the 1970's because water on LS was
flooding his property. Landowner has prevented efforts to restore
levee. LMA has stated that no water from the waterside of the levee
has ever backed up through the degraded levee and caused flooding.

Pipe, flapgate, and headwall visible on WS te.

Looking south at the levee bank caving. (Fall 2017)

Photo 1 of 1 : SP_2020_NA0010_118_112_20200225_00023.jpg

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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M Inspection

Waterway Bank | Unit Miles Start/End Inspector

Unit No. 01 San Joaquin River Right | 22.52 83;355858 éj’.iiﬁ.

LM Start

9.94 | Rating*™ U

Issue No. 120
LM End 9.97 ‘ Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.290994 ° 37.290673 °
-120.839758 °©  -120.839988 °
DWR ID DWR_NA0010 01 f 2018 120

A3 : No rodents visible, but rodent burrows visible; need to backfill and

Comment Code

compact or grout burrows.

Rodent burrows observed in this section with large amount of material

Inspector Comment

Photo 1 of 1 : SP_2020_NA0010_118_120_20200225_00033.jpg

displaced.
LMStat ~ 9.99  Rating** M | lIssue No. 121
LM End 9.99 ‘ Issue Type + Ma Location * LS No Photos
Category Earthen Levee GPS Latitude/Longitude
Start End
ttem Animal Control 37.290432 ° 37.290432 °
-120.840189 °  -120.840189 °

DWR ID DWR_NA0010_01_f 2018 121

Comment Code

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

Several rodent holes noted at this location.

Inspector Comment

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable

WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

Friday, May 29, 2020 01:12

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStat  10.20 | Rating** YR 1227
LMEnd  10.20 | IssueType+ Ma | Location*
- supplemental ; .
Category PP GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.287511° 37.287511 °

Item
-120.840251 °  -120.840251 °
DWRID 19629
Comment Code
Inspector Comment
DS_ID:19629
FS_ID:39253
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/09/2014 Dense vegetation blocks waterward and
landward toes Recommend removing vegetation from both toes. Also
sediment buildup in pipe visible from landward side. (DWR UCIP - W.
Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 69 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
10.23)].

FS Date: 4/9/2014

Pie,

Photo 1 of 3 : UCIP_SP_2020_39253_60884.jpg

A2 i R X
headwall, and flapgate on WS toe.

LM Start | 10.20 Rating ** M Issue No. 1227 (cont) Photo 2 of 3 : UCIP_SP_2020_39253_60886.jpg
LM End 10.20 | IssueType+ Ma | Location * -~ :
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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NA0010

Repair Type: No Action Needed
Crossing Status: Found

UCIP Comments:
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 7 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 68 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM

10.72)].

FS Date: 4/9/2014

oy i

iDipe ana‘ﬁapg:alte' on Ws toe.

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start | 10.20 ‘ Rating ** M Issue No. 1227 (cont) Photo 3 of 3 : UCIP_SP_2020_39253_60885.jpg
LM End 10.20 ‘ Issue Type + Ma  Location * 3 "
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
ttem DWR UCIP LMA Responsibility 37.287511° 37.287511 °
-120.840251 °  -120.840251 °
DWR ID 19629
LMStart  10.68 | Rating** | AW | Issue No. 1228
LM End 10.68 ‘ Issue Type + Ma | Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.283740 ° 37.283740 °
-120.833452 °  -120.833452 °
DWR ID 19630
Comment Code
Inspector Comment
DS_ID:19630
FS_ID:33687
EP_NO: N/A ¥

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement
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M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 22.52 04/21/2020 Fujitani
LM Start = 10.68 ‘ Rating ** A/W | Issue No. 1228 (cont) Photo 2 of 3 : UCIP_SP_2020_33687_60889.jpg
LM End 10.68 ‘ Issue Type+  Ma  Location * >
Suppl | i i
Gy pplemental GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.283740 ° 37.283740 °
-120.833452 °  -120.833452 °
DWR ID 19630
Pipe ahd headwall on LS toe\.
gl

(MStart 1068 | Raing*® AW |lIssueNo. 1228 (cont) Photo 3 of 3: UCIP_SP_2020_33687_60888

LM End ‘ 10.68 ‘Issue Type + Ma ‘Location*

L8

Pipe and headwall on LS toe.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

Repair Type: No Action Needed
Crossing Status: Found
UCIP Comments:

LM Start | 10.69 Rating* | A/W ‘ Issue No. 1229
LM End 10.69 | Issue Type + Ma | Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.283710 ° 37.283710 °
-120.833329 °  -120.833329 °
DWR ID 19631
Comment Code
Inspector Comment
DS _1D:19631
FS_ID:39254
EP_NO: N/A

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 7 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 67 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM

Photo 1 of 3 : UCIP_SP_2020_39254_60894.jpg

Headwall, Apipe, and flapgate on WS toe.

10.72)].
FS Date: 4/9/2014
LM Start 10.69 Rating ** A/W | Issue No. 1229 (cont) Photo 2 of 3: UCIP_SP_2020_39254 60893.jpg
LMEnd 10.69 | IssueType+ Ma  Location * A A o e L "f%
Headwall, pipe, and flapgate on WS toe.
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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Lower San Joaquin Levee District

Unit No. 01 San Joaquin River Right | 22.52 82‘5352858 F(l:f,).:?r:.

1229 (cont)

Supplemental

o

37.283710 37.283710
-120.833329 °  -120.833329 °

DWR UCIP LMA Responsibility

19631

Concrete pipe visible on LS slope.

No Photos
Earthen Levee
Vegetation 37.283679 ° 37.275481
-120.833221 °  -120.826043
DWR_NA0010_01_s _ 2020_149
V1 : Control annual grass and weeds on the levee slopes and
easements.
No Photos

Earthen Levee

Vegetation 37.283679 ° 37.275481
-120.833221 °  -120.826043

DWR_NA0010_01_s _ 2020_150

V1 : Control annual grass and weeds on the levee slopes and
easements.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStat  10.98  Rating ** M | IssueNo. 1230
LMEnd  10.98 IssueType+ Ma | Location*
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.282627 ° 37.282627 °
-120.828233 °  -120.828233 °
DWR ID 19632
Comment Code
Inspector Comment
DS_ID:19632
FS_1D:39255
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/09/2014 Dense vegetation blocks landward
headwall. Recommend removing excess vegetation on landward toe.
(DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 6 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 66 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
11.00)].

FS Date: 4/9/2014

Photo 1 of 3 : UCIP_SP_2020_39255_60897.jpg

& ¥,

Pipe, headwll, nd fIapéafe .n WS toe.

LMStart =~ 10.98 | Rating** M | Issue No. 1230 (cont) Photo 2 of 3: UCIP_SP_2020_39255_60899.jpg
LMEnd 1098 | IssueType+ Ma  Location * G ' ;
Pipe, headwall, and flapgate on WS toe.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 01 San Joaquin River Right | 22.52 82‘5352858 F(l:f,).:?r:.

1230 (cont)

Supplemental

o

37.282627 37.282627
-120.828233 °  -120.828233 °

DWR UCIP LMA Responsibility

19632

Supplemental

DWR UCIP LMA Responsibility 37.281813° 37.281813

-120.825409 °  -120.825409

19633

DS_1D:19633

FS_ID:33690

EP_NO: N/A

Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 5 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 65 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
11.18)].

FS Date: 4/9/2014

Pipe, headwall, and flapgate on WS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 01 San Joaquin River Right | 22.52 82‘5352858 F(l:JzIZ)r;

1231 (cont)

Supplemental .
‘w:h--n-mo i e o

DWR UCIP LMA Responsibility 37.281813°
-120.825409 °

e et
el AT v AR O e S bR 30 v0)

19633

b

11.14

1231 (cont)

Earthen Levee

Animal Control 37.275481 ° 37.275481
-120.826042 °  -120.826042

DWR_NA0010_01_s _ 2020_151

Al : Exterminate rodents and backfill and compact or grout burrows.

—

Rodent burrows in the landside slope. (Spring 2020)
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start | 11.37 Rating* | A/W ‘ Issue No. 1232
LM End 11.37 |lIssueType+ Ma | Location* No Photos
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.275518 ° 37.275518 °
-120.826052 °  -120.826052 °
DWR ID 19814
Comment Code
Inspector Comment
DS_ID:19814
FS_ID:47100
EP_NO: N/A

Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through levee, 12 feet below the crown. Two metal cutoff walls.
Flap gate on the waterside (WS) end. Concrete headwall on the
landside (LS) end. Concrete saddle and apron on the WS end.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
O&M Manual 601.1, 1967, (recorded as U6 HLM 0.05 should be U1
HLM 11.37)].

FS Date: 4/18/2014

LM Start | 11.44 Rating ** u Issue No. 152
LM End 11.57 | Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
Vegetation 37.274522° 37.272619 °
Item

-120.825729 °  -120.825741 °

DWRID DWR_NA0010_01 s _ 2020 152
Comment Code

V1 : Control annual grass and weeds on the levee slopes and
easements.

Inspector Comment

Photo 1 of 1 : SP_2020_NA0010_118_152_20200506_00300.jpg

View f landside slope Ioki ustam.SprlQ 020)

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

C : Corrected

N : Not Inspected/Rated

AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStat  11.44 | Rating** U | Issue No. 153
LMEnd 1157 |IssueType+ Ma  Location* WS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.274487 ° 37.272563 °
-120.825716 °  -120.825751 °

DWR ID DWR_NA0010 01 s 2020 153

Comment Code
V1 : Control annual grass and weeds on the levee slopes and

Photo 1 of 1 : SP_2020_NA0010_118_153_20200506_00301.jpg

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/25/2014 Need to contact owner--landward side
has been buried. It appears that soil was removed from levee toe,
immediately upstream, and used to pile soil at landward side at
crossing. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 62 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM

11.48)].
FS Date: 4/25/2014

easements.
Inspector Comment
Vegtation gowiné 6n>‘the‘ Waiéride slope. (Spring 2020)
LM Start | 11.49 ‘ Rating ** M Issue No. 1233 Photo 1 of 3 : UCIP_SP_2020_36103_65362.jpg
LM End 11.49 ‘ Issue Type + Ma Location *
Suppl tal i i
Category pplementa GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.273787 ° 37.273787 °
-120.825519 °  -120.825519 °
DWR ID 19634
Comment Code
Inspector Comment
DS_ID:19634
FS_ID:36103
EP_NO: N/A

View of waterward sie.

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected

AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start = 11.49 ‘ Rating ** M Issue No. 1233 (cont) Photo 2 of 3 : UCIP. SP_2020_36103 65364.jpg_
LMEnd  11.49 |IssueType+ Ma  Location* R o R L
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.273787 ° 37.273787 °
-120.825519 °  -120.825519 °
DWR ID 19634
View of concrete headwall and flap gate visible on waterward side.
(MStat 1149  Rating** M | lIssueNo. 1233 (cont)

Photo 3 of 3 : UCIP_SP_2020_36103_65363.jpg

LM End ‘ 11.49 ‘Issue Type + Ma ‘Location* : 4 . ;

B A S S .
Inside view of pipe from waterward side.

LM Start 11.62 Rating ** M Issue No. 132
LM End 11.62 |Issue Type+ Ma | Location* WS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.271863 ° 37.271863 °
-120.825903 °  -120.825903 °

DWR ID DWR_NA0010 01 s 2019 132

Comment Code
Al : Exterminate rodents and backfill and compact or grout burrows.

Inspector Comment

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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Repair Type: Non-Urgent
Crossing Status: Found

View of waterward side.

UCIP Comments: 04/25/2014 Crossing is non-functional --landward
side is buried. Debris found on landward side (channel). Dense
vegetation found on waterward slope. Recommend contacting owner to
determine status of crossing. If crossing is no longer used need to
coordinate with CVFPB for proper abandonment. (DWR UCIP - O.

Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 17 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 61 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM

11.76)].
FS Date: 4/25/2014

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start | 11.78 ‘ Rating ** M Issue No. 1234 Photo 1 of 3 : ucip SP_2020_36105_65372.jpg
LM End 11.78 ‘ Issue Type+ Ma  Location * R
Suppl | i i
Gy pplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.269701 ° 37.269701 °
-120.826450 °  -120.826450 °
DWR ID 19635
Comment Code
Inspector Comment

DS_ID:19635
FS_ID:36105 :
EP_NO: N/A Nk

LM Start | 11.78 Rating ** M Issue No. 1234 (cont) Photo 2 of 3 : UCIP_SP_2020_36105_65371.jpg
LM End 11.78 | Issue Type+ Ma | Location * : X\ YO e T

Landward side of crossing buried--damage pipe ection visible on

landward side.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

+ Issue Type
N : Not Inspected/Rated Ma : Maintenance Deficiancy
C : Corrected Ob : Design & System Obsolescence
A/W : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Core!
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitaﬁi
LM Start 11.78 ‘ Rating ** M Issue No. 1234 (cont) Photo 3 of 3: UCIP_SP_2020_36105_65373.jpg
LM End 11.78 ‘ Issue Type + Ma | Location * ?
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
it DWR UCIP LMA Responsibility 37.269701 ° 37.269701 °
em
-120.826450 °  -120.826450 °
DWR ID 19635
View of landward side.
(MStat 1210  Rating** M | Issue No. 154
LM End 12.48 ‘ Issue Type + Ma Location * WS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
— Vegetation 37.265623 ° 37.260442 °
-120.826456 °©  -120.828106 °
DWR ID DWR_NA0010_01_s _2020_154
Comment Code
V1 : Control annual grass and weeds on the levee slopes and
easements.
Inspector Comment
*Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStart  12.12  Rating ** M Issue No. 1235
LM End 12.12 | Issue Type+ Ma | Location *
- supplemental : .
Category PP GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.265336 ° 37.265336 °

Item
-120.826591 °  -120.826591 °
DWR ID 19636
Comment Code
Inspector Comment
DS_ID:19636
FS_ID:36106
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/25/2014 Crossing is non-functional --landward
side is buried. Dense vegetation found on waterward slope.
Recommend contacting owner to determine status of crossing. If
crossing is no longer used need to coordinate with CVFPB for proper
abandonment. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 12.4 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 60 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
12.11)].

FS Date: 4/25/2014

LM Start | 12.12 Rating ** M Issue No. 1235 (cont)
LM End 12.12  Issue Type + Ma | Location *

Photo 1 of 3 : UCIP_SP_2020_36106_65378.jpg
—

View of waterward side--flap gate visible on waterward toe.

Photo 2 of 3 : UCIP_SP_2020_36106_65379

Flap gate and concrete he

ipg

o

adwall visible on waterward side.

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 C
Unit No. 01 San Joaquin River Right | 22.52 04/21/2020 Fu;i?,:i
LM Start 12.12 Rating ** M ‘ Issue No. 1235 (cont) Photo 3 of 3: UCIP_SP_2020_36106_65377.jpg
LM End 12.12 Issue Type + Ma Location * ' ’ 2
Supplemental i i S > -
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.265336 ° 37.265336 °
-120.826591 °  -120.826591 °
DWR ID 19636
View of landward side.
LM Start | 12.15 Rating ** M Issue No. 155
LM End 12.62 Issue Type + Ma Location * LS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.265007 ° 37.258987 °
-120.826730 °  -120.826429 °

DWR ID DWR_NA0010_01_s _ 2020_155

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

easements.
Inspector Comment
LM Start | 12.62 Rating ** U Issue No. 156 Photo 1 of 1 : SP_2020_NA0010_118_156_20200506_00302.jpg
LM End 17.46 | IssueType+ Ma | Location* LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.258988 ° 37.216004 °
-120.826429 °©  -120.778791 °

DWR ID DWR_NA0010 01 s _ 2020 156

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

easements.
Inspector Comment
Looking upstream along the landside slope. (Spring 2020)
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

NA0010

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 c
Unit No. 01 San Joaquin River Right | 22.52 04/21/2020 Fu;i?,:i
LM Start  12.62 Rating ** U Issue No. 157 Photo 1 of 1 : SP_2020_NA0010_118 157_20200506_00303.jpg
LM End 17.46 | Issue Type + Ma | Location * WS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.258988 ° 37.216004 °
-120.826429 °  -120.778791 °
DWR ID DWR_NA0010_01_s _2020_157

Comment Code

V1 : Control annual grass and weeds on the levee slopes and
easements.

Inspector Comment

Vie f t waterside Iop Ioking upsrem. (Spring 220)

LM Start  12.95 Rating ** M Issue No. 1236
LM End 12.95 | Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.256873 ° 37.256873°
-120.821277 °  -120.821277 °
DWR ID 19637

Comment Code

Inspector Comment

DS_ID:19637

FS_ID:36146

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/25/2014 Concrete headwall on landward side
blocked by debris. Dense vegetation limits the inspector's visibility to
identify signs of pipe failure (leaks) along the landward slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of crossing. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9.5 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 60 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
12.94)].

FS Date: 4/25/2014

Photo 1 of 3 : UCIP_SP_2020_36146_65412.jpg

—

View of waterward side.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable

N : Not Inspected/Rated

A/W : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStat ~ 12.95  Rating** M | IssueNo. 1236 (cont)
LM End 12.95 ‘ Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.256873 ° 37.256873 °
-120.821277 °  -120.821277 °
DWR ID 19637

(MStat  12.95  Rating**

M \ Issue No.

1236 (cont)

St ZA0T Lol
= i

Photo 2 of 3 : UCIP_SP_2020_36146_65411.jpg
ii

Flap gate and concrete headwall visible on waterward side.

LMEnd 12,95 lssue Type +

Ma ‘ Location *

Photo 3 of 3: UCIP_SP_2020_36146_65410.jpg

View of landward side--concrete headwall visible covered by dense

vegetation.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LM Start | 13.49 ‘ Rating ** M | lIssue No. 1237
LM End 13.49 ‘ Issue Type+  Ma | Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.251590 ° 37.251590 °
-120.814354 °  -120.814354 °
DWR ID 19638
Comment Code
Inspector Comment
DS_ID:19638
FS_1D:36109
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/25/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Concrete headwall blocked by debris located on landward toe.
Recommend clearing debris from landward slope and toe. (DWR
UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 14.2 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 60 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
13.48)).

FS Date: 4/25/2014

Photo 1 of 3 : UCIP_SP_2020_36109_65389.jpg

—

View of waterward side.

LM Start | 13.49 Rating ** M | Issue No. 1237 (cont) Photo 2 of 3 : UCIP_SP_2020 36109 _65387.jpg
LM End 13.49 | IssueType+ Ma  Location * R T TR - T e = ! 4

B o

View of flap gate and pipe through levee on waterward side.
* Location ** Rating +Issue Type

LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start =~ 13.49 Rating ** M Issue No. 1237 (cont) Photo 3 of 3 : UCIP_SP_2020_36109_65388.jpg

LM End 13.49 | Issue Type + Ma Location *

Supplemental

Category
Start

37.251590 °

-120.814354 °

DWR UCIP LMA Responsibility
Item

DWR ID 19638

p—

GPS Latitude/Longitude

End
37.251590 °
-120.814354 °

View of landward sie.

LM Start 13.59 Rating ** M Issue No. 1238 Photo 1 of 3 : UCIP_SP_2020_39256_65418.jpg
LM End 13.59 | Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.250138 ° 37.250138 °
-120.814720 °  -120.814720 °
DWR ID 19639

Comment Code

Inspector Comment

DS_ID:19639
FS_ID:39256

EP_NO: N/A

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/25/2014 No access to waterward toe due to

fence. Unable to find the concrete headwall and flap gate
side past fence. Also dense vegetation limits the inspecto

on waterward
r's visibility to

identify signs of pipe failure (leaks) along the waterward slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. Also need access past fence on

waterward side. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 14.5 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 60 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM

13.58)].
FS Date: 4/25/2014

View of waterward side.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start 13.59 Rating ** M ‘ Issue No. 1238 (cont) Photo 2 of 3: UCIP_SP_2020_39256_65417.jpg
LM End 13.59 | IssueType+ Ma | Location*
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.250138 ° 37.250138 °
-120.814720 °  -120.814720 °
DWR ID 19639
Dense vegetation on waterward side.
LM Start ‘ 13.59 Rating ** M ‘ Issue No. 1238 (cont) Photo 3 of 3 : UCIP_SP_2020_39256_65416.jpg
LM End ‘ 13.59 Issue Type + Ma ‘ Location * : 5 M
Concrete headwall visible from landward side.
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Waterway

M Inspection
Bank | Unit Miles Start/End Inspector

Unit No. 01 San Joaquin River

. 04/21/2020 Corey
Right | 22.52 | 545512020 Fujitani

LM Start = 13.82 Rating ** M Issue No. 1239
LM End 13.82  Issue Type + En Location *
Category Supplemental GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.247568 ° 37.247568 °
-120.817074 °  -120.817074 °
DWR ID 19640

Comment Code

Inspector Comment

DS_ID:19640

FS_1D:36544

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Indicator Found

UCIP Comments: 04/25/2014 No photos available--missed crossing.
Aerial photograph indicates crossing is present. Need to confirm if
crossing is still present on waterward side. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 60 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
13.81)].

FS Date: 4/25/2014

Photo 1 of 1 : UCIP_SP_2020_36544 66286.jpg

Indicators of crossing visible from aerial photograph.

LM Start 14.22 Rating ** M Issue No. 1240
LM End 14.22 Issue Type + Ma Location *
Supplemental i i
Sy pp GPS Latitude/Longitude
Start End
em DWR UCIP LMA Responsibility 37.242225° 37.242225°
-120.817665 °  -120.817665 °
DWR ID 19641
Comment Code
Inspector Comment
DS_ID:19641
FS_1D:36166
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/25/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slopes.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 13 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 60 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
14.21)].

FS Date: 4/25/2014

Photo 1 of 3 : UCIP_SP_2020_36166_65449.jpg

View of waterward side.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable

+Issue Type

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence

A/W : Acceptable but Monitor & Maintain En : Enforcement
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FINAL DATA

Page 92 of 139




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LM Start 14.22 ‘ Rating ** M Issue No. 1240 (cont) Photo 2 of 3: UCIP_SP_2020_36166_65452.jpg
LM End 14.22 ‘ Issue Type + Ma Location * TS b
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.242225 ° 37.242225°
-120.817665 °  -120.817665 °
DWR ID 19641
View of concrete headwall, concrete aprn, and flap ate on waterward
side.
LM Start 14.22 Rating ** M Issue No. 1240 (cont) Photo 3 of 3: UCIP_SP_2020_36166_65448.jpg
LM End 14.22 | Issue Type + Ma Location * P g -
View of landward side.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side
CR : Crown

M : Minimally Acceptable
U : Unacceptable

C : Corrected
A/W : Acceptable but Monitor & Maintain

Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStart  14.65 | Rating** YR 1241
LM End 14.65 ‘ Issue Type+ Ma | Location *
- supplemental ; :
Category PP GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.237584 ° 37.237584 °

Item
-120.812967 °  -120.812967 °
DWR ID 19642
Comment Code
Inspector Comment
DS_ID:19642
FS_ID:36167
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/25/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward slope
and toe. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9.7 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 60 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
14.65)].

FS Date: 4/25/2014

Photo 1 of 3 : UCIP_SP_2020_36167_65455.jpg

View of waterward side.

LM Start |~ 14.65 Rating ** M Issue No. 1241 (cont) Photo 2 of 3 : UCIP_SP_2020_36167_65454.jpg
LM End 14.65 | IssueType+ Ma | Location * i
Flap gate, concrete headwall, and concrete apron located on waterward
toe.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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Comment Code

Inspector Comment

DS_ID:19643

FS_ID:36168

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/25/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9.2 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 60 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
15.29)].

FS Date: 4/25/2014

View of waterward side.

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
i+ Mi Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 C
Unit No. 01 San Joaquin River Right | 22.52 04/21/2020 Fu?ii?r:i
LM Start 14.65 ‘ Rating ** M ‘ Issue No. 1241 (cont) Photo 3 of 3 : UCIP_SP_2020_36167_65453.jpg
LMEnd @ 14.65 ‘ Issue Type+ Ma | Location * T RN 3§ o
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.237584 ° 37.237584 °
-120.812967 °©  -120.812967 °
DWR ID 19642
=4 / s ‘:A" ¥y, \ o
Concrete headwall located on landward toe.
LM Start | 15.29 ‘ Rating ** M Issue No. 1242 Photo 1 of 3 : UCIP_SP_2020_36168_65459.jpg
LM End 15.29 ‘ Issue Type + Ma Location *
Suppl tal i i
Category pplementa GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.231428 ° 37.231428 °
-120.805543 °©  -120.805543 °

DWR ID 19643

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

C : Corrected

N : Not Inspected/Rated

AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12
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Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LMStat ~ 15.29  Rating ** M [lssueNo. 1242 (cont) Photo 2 of 3 : UCIP_SP_2020_36168_65457.jpg
LM End 15.29 ‘ Issue Type + Ma | Location * " Z
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.231428 ° 37.231428 °
-120.805543 °  -120.805543 °
DWR ID 19643
@ % S "
Concrete headwall, flap gate, and concrete apron located on waterward
side.
LM Start | 15.29 Rating ** M Issue No. 1242 (cont) Photo 3 of 3 : UCIP_SP_2020_36168_65458.jpg
LM End 15.29 | Issue Type + Ma Location *
View of Iandard side.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start =~ 15.58 ‘ Rating ** M Issue No. 1243 Photo 1 of 3 : UCIP_SP_2020_36169_65464.jpg
LM End 15.58 ‘ Issue Type + Ma | Location * - W, 3
Suppl | i i
Gy pplemental GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.228155 ° 37.228155 °

Item
-120.802645 °  -120.802645 °
DWR ID 19644
Comment Code
Inspector Comment
DS_ID:19644
FS_ID:36169
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/25/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the waterward and
landward slopes. Recommend removing vegetation along pipe
alignment to conduct proper inspection of structure. (DWR UCIP - O.
Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8.5 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 60 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
15.57)].

FS Date: 4/25/2014

View of waterward side--flap gate visible through dense vegetation.

LM Start 15.58 Rating ** M Issue No. 1243 (cont) Photo 2 of 3: UCIP_SP_2020_36169_65463.jpg
LM End 15.58 | Issue Type + Ma Location *

View of waterward slope covered by dense vegetation.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LM Start 15.58 Rating ** M Issue No. 1243 (cont) Photo 3 of 3: UCIP_SP_2020_36169_65462.jpg
LMEnd 1558 | IssueType+ Ma  Location * SRy gamN W
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.228155 ° 37.228155 °
-120.802645 °  -120.802645 °
DWR ID 19644
Concrete headwall visible on landward toe--dense vegetation blocking
inlet.
LM Start 15.82 Rating ** M Issue No. 1244 Photo 1 of 3 : UCIP_SP_2020_36171_65471.jpg
LM End 15.82 Issue Type + Ma Location * B AR v oy ; v
Supplemental i i
Gt pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.226099 ° 37.226099 °
-120.799125 °©  -120.799125 °
DWR ID 19645
Comment Code
Inspector Comment
DS_ID:19645
FS_1D:36171
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/25/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the waterward and
landward slope. Recommend removing vegetation along pipe alignment
to conduct proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 60 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
15.81)].

FS Date: 4/25/2014

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start 15.82 ‘ Rating ** M Issue No. 1244 (cont) Photo 2 of 3: UCIP_SP_2020_36171_65470.jpg
LM End 15.82 ‘ Issue Type + Ma | Location * ¥ ¥
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.226099 ° 37.226099 °
-120.799125 °©  -120.799125 °
DWR ID 19645
Flap gatevisible on Watrward side.

(MStat  15.82  Rating** M | lIssueNo. 1244 (cont) Photo 3 of 3 : UCIP_SP_2020_36171_65469.jpg
LM End ‘ 15.82 ‘ Issue Type + Ma ‘ Location * AR s b | ’hﬂ!f; .

Side view of pipe and flap gate on waterward side.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start |~ 16.09 ‘ Rating ** M Issue No. 1245 Photo 1 of 3 : UCIP_SP_2020_36172_65476.jpg
LM End 16.09 ‘ Issue Type + Ma  Location * -
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.224157 ° 37.224157 °
-120.795250 °  -120.795250 °
DWR ID 19646
Comment Code
Inspector Comment
DS_ID:19646
FS_ID:36172
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/25/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the waterward and
landward slopes. Recommend removing vegetation along pipe
alignment to conduct proper inspection of structure and appurtenances.
(DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.3 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 50 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
16.09)].

FS Date: 4/25/2014

View of waterward side.

(MStat  16.09  Rating* M | IssueNo. 1245 (cont) Photo 2 of 3 : UCIP_SP_2020_36172_65475.jpg
LM End 16.09 | IssueType+ Ma | Location* — l' T e

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Comment Code

Inspector Comment

DS_ID:19647

FS_ID:39257

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/25/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the waterward and
landward slopes. Recommend removing vegetation along pipe
alignment to conduct proper inspection of structure. Unable to find pipe
on landward side. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 14.7 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 50 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
16.15)].

FS Date: 4/25/2014

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start 16.09 ‘ Rating ** M Issue No. 1245 (cont) Photo 3 of 3: UCIP_SP_2020_36172_65474.jpg
LM End 16.09 ‘ Issue Type + Ma | Location * s o Aol T o - e
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
ttem DWR UCIP LMA Responsibility 37.224157° 37.224157 °
-120.795250 °  -120.795250 °
DWR ID 19646
) Vie of landward side.
LM Start  16.15 ‘ Rating ** M Issue No. 1246 Photo 1 of 3: UCIP_SP_2020_39257_65480.jpg
LM End 16.15 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.224120 ° 37.224120 °
-120.794002 °©  -120.794002 °

DWR ID 19647

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

C : Corrected

N : Not Inspected/Rated

A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy

En : Enforcement

Ob : Design & System Obsolescence
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Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStat  16.15 | Rating** M | IssueNo. 1246 (cont)
LM End 16.15 ‘ Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.224120° 37.224120 °
-120.794002 °  -120.794002 °
DWR ID 19647

(MStat  16.15 | Rating**

M \ Issue No.

1246 (cont)

LMEnd  16.15 lssue Type +

Ma ‘ Location *

Photo 2 of 3 : UCIP_SP_2020_3

9257_65479.jpg

Crossing visible on waterward side under dense vegetation.

Photo 3 of 3: UCIP_SP_2020_39257_65478.jpg

. iew of Iandwr sie.

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Waterway

M Inspection
Bank | Unit Miles Start/End Inspector

Unit No. 01 San Joaquin River

. 04/21/2020 Corey
Right | 22.52 | 545512020 Fujitani

1247 Photo 1 of 3 : UCIP_SP_2020_39258_66288.jpg

Repair Type: Non-Urgent
Crossing Status: Found

LM Start = 16.72 ‘ Rating ** M Issue No.
LM End 16.72 ‘ Issue Type + Ma  Location * |
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.224223 ° 37.224223°
-120.783806 °  -120.783806 °
DWR ID 19648
Comment Code
Inspector Comment
DS_ID:19648
FS_ID:39258
EP_NO: N/A

UCIP Comments: 04/25/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the waterward and
landward slopes. Recommend removing vegetation along pipe
alignment to conduct proper inspection of structure. Unable to find pipe
on landward side. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.4 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 50 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM

16.72)].
FS Date: 4/25/2014

IMStat 16.72  Rating™
LM End 16.72 | Issue Type +

M Issue No.

Ma Location *

1247 (cont)

Photo 2 of 3 :

View of levee crown at crossing.

UCIP_SP_2020_39258 66289.jpg

H

View of waterward sidé.

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStat  16.72 | Rating**

M Issue No.

1247 (cont)

LMEnd @ 16.72 \ Issue Type +
Supplemental

Category
Start
ttem DWR UCIP LMA Responsibility 37.224223°
-120.783806 °
DWR ID 19648

Ma Location *

GPS Latitude/Longitude

End
37.224223°
-120.783806 °

R o

View of flap géte visible on waterward side.

LMStart  16.72  Rating**

M Issue No.

LMEnd  16.72  lssue Type +

En Location *

1248 Photo 1 of 2 : UCIP_SP_2020_39360_71487.jpg

Supplemental GPS Latitude/Longitude
Category
Start End
DWR UCIP Field Study 37.224223 ° 37.224223 °

Item

-120.783806 °

-120.783806 °

DWR ID 24870

Comment Code

Inspector Comment

DS_ID:24870
FS_1D:39360

EP_NO: N/A

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/25/2014 Need to contact owner to determine

status and reason for crossing. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 12-inch steel gravity drainage pipe through the
levee, at an unknown depth. Concrete standpipe visible on the landside
(LS). This pipe was field discovered.

FS Date: 4/25/2014

View of pipe located on waterward side.

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start = 16.72 Rating ** M ‘ Issue No. 1248 (cont) Photo 2 of 2 : UCIP_SP_2020_39360_71486.jpg
LM End 16.72 | Issue Type + En Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.224223 ° 37.224223 °
-120.783806 °  -120.783806 °
DWR ID 24870
View f Ianward side. '
LM Start | 17.01 Rating ** M Issue No. 1249 Photo 1 of 3 : UCIP_SP_2020_39259 65518.jpg
LM End 17.01 | Issue Type + Ma | Location *
Suppl tal i i
Category pplementa GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.221838 ° 37.221838 °
-120.780230 °  -120.780230 °
DWR ID 19577
Comment Code
Inspector Comment
DS_ID:19577
FS_1D:39259
EP_NO: N/A

Repair Type: Non-Urgent -
Crossing Status: Found

UCIP Comments: 04/25/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the waterward and
landward slopes. Concrete headwall is buried by dense vegetation.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.5 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 50 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
17.01)].

FS Date: 4/25/2014

View of waterward side.

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 Page 105 of 139
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start 17.01 ‘ Rating ** M Issue No. 1249 (cont) Photo 2 of 3: UCIP_SP_2020_39259 65519.jpg
LM End 17.01 ‘ Issue Type+ Ma  Location * . .~ e ' o "‘""‘ ek 4
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.221838 ° 37.221838 °
-120.780230 °  -120.780230 °
DWRID 19577
Flap gate visible on waterward side.
LM Start ‘ 17.01 ‘ Rating ** M ‘ Issue No. 1249 (cont) Photo 3 of 3 : UCIP_SP_2020_39259 65517.jpg
LM End ‘ 17.01 ‘ Issue Type + Ma ‘ Location * [ B ;
View of landward side.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
Friday, May 29, 2020 01:12 FINAL DATA Page 106 of 139




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStat ~ 17.19  Rating** YR 1250
LMEnd  17.19 lIssueType+ Ma  Location *
- supplemental ; .
Category PP GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.219302 ° 37.219302 °

Item
-120.779475 °  -120.779475 °
DWRID 19578
Comment Code
Inspector Comment
DS_ID:19578
FS_1D:39260
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/25/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the waterward and
landward slopes. Recommend removing vegetation along pipe
alignment to conduct proper inspection of structure. Sediment buildup
inside pipe visible from landward side. Recommend clearing pipe.
(DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.5 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 50 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
17.19)).

FS Date: 4/25/2014

LM Start | 17.19 Rating ** M Issue No. 1250 (cont)
LM End 17.19  Issue Type + Ma Location *

Photo 1 of 3 : UCIP_SP_2020_39260_65525.jpg

View of w

a

aterward side.

Photo 2 of 3 : UCIP_SP_2020_39260_65521.jpg

2 >

‘ Pipe visible on wat

erward side.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Ob : Design & System Obsolescence

Friday, May 29, 2020 01:12 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

Rating ** M
Issue Type + Ma

LM Start | 17.19 Issue No. 1250 (cont)
LMEnd | 17.19

Supplemental

| Location * |
GPS Latitude/Longitude
Start End
37.219302 ° 37.219302 °
-120.779475 °  -120.779475 °

Category

DWR UCIP LMA Responsibility
Item

DWR ID 19578

Photo 3 of 3 : UCIP_SP_2020_39260_65520.jpg

Flap gate visible on waterward toe.

Rating ** M
Issue Type + Ma

Issue No. 1251
Location *

LM Start 17.26
LM End 17.26

Supplemental i i
e pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.218332 ° 37.218332°

-120.779459 ° -120.779459 °

DWRID 19579
Comment Code

Inspector Comment

DS_ID:19579

FS_ID:36203

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/25/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the waterward and
landward slope. Recommend removing vegetation along pipe alignment
to conduct proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 15.8 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 50 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
17.26)].

FS Date: 4/25/2014

pa—

View of waterward slope.

Photo 1 of 3 : UCIP_SP_2020_36203_65551.jpg

it

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start 17.26 ‘ Rating ** M Issue No. 1251 (cont) Photo 2 of 3: UCIP_SP_2020_36203_65552.jpg
LM End 17.26 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
ttem DWR UCIP LMA Responsibility 37.218332° 37.218332°
-120.779459 °©  -120.779459 °
DWRID 19579
Pipe visibleon waterwar side.
(MStat  17.26 | Rating** M |lIssueNo. 1251 (cont) Photo 3 of 3 : UCIP_SP_2020_36203_65554.jpg
LM End ‘ 17.26 ‘ Issue Type + Ma ‘ Location * L o y p- AVSH
View of landward side.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
Friday, May 29, 2020 01:12 FINAL DATA Page 109 of 139




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStat  17.52 | Rating** YR 1252
LMEnd 17.52 | IssueType+ Ma | Location*
- supplemental ; .
Category PP GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.215976 ° 37.215976 °

Item
-120.777615 °  -120.777615 °
DWR ID 19580
Comment Code
Inspector Comment
DS_ID:19580
FS_ID:36204
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/25/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9.5 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 50 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
17.53)].

FS Date: 4/25/2014

Photo 1 of 3 : UCIP_SP_2020_36204_65547.jpg
JI—

View of waterward side.

LM Start | 17.52 Rating ** M Issue No. 1252 (cont) Photo 2 of 3: UCIP_SP_2020_36204_65546.jpg
LM End 17.52  Issue Type + Ma | Location * v T v
Flap gate visible on waterward side.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

Comment Code
V1 : Control annual grass and weeds on the levee slopes and

LM Start = 17.52 Rating ** M Issue No. 1252 (cont) Photo 3 of 3: UCIP_SP_2020_36204_65545.jpg
LM End 17.52 | Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.215976 ° 37.215976 °
-120.777615 °  -120.777615 °
DWR ID 19580
View of landward side--riser at levee toe.
LM Start ~ 17.76 Rating ** M Issue No. 158
LM End 18.37 Issue Type + Ma Location * LS No Photos
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Vegetation 37.215545 ° 37.208247 °
-120.773443 ° -120.768662 °
DWRID DWR_NA0010_01 s _2020_158
Comment Code
V1 : Control annual grass and weeds on the levee slopes and
easements.
Inspector Comment
LM Start 17.76 Rating ** M Issue No. 159
LM End 18.37 Issue Type + Ma Location * WS No Photos
Earthen Levee » GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.215511 ° 37.208313 °
-120.773330 °  -120.768706 °
DWR ID DWR_NA0010 01 s _ 2020 159

easements.
Inspector Comment
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

NA0010

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

Repair Type: Non-Urgent
Crossing Status: Found

LM Start = 18.18 ‘ Rating ** M | lIssue No. 1253
LM End 18.18 ‘ Issue Type+  Ma | Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.210998 ° 37.210998 °
-120.768900 °  -120.768900 °
DWR ID 19581
Comment Code
Inspector Comment
DS_ID:19581
FS_1D:39261
EP_NO: N/A

UCIP Comments: 04/25/2014 Need to contact owner. Recommend
investigating integrity of pipe wall through levee heavy corrosion visible
from landward side. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.5 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 50 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM

18.19)].
FS Date: 4/25/2014

Photo 1 of 3 : UCIP_SP_2020_39261_65557.jpg

View of waterward side.

LMStart  18.18  Rating ** M | Issue No. 1253 (cont) Photo 2 of 3: UCIP_SP_2020_39261_65556.jpg
LM End 18.18 |lIssue Type+ Ma | Location * - 5
/
Flap gate visible on waterward side.

* Location ** Rating +Issue Type

LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence

CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Repair Type: No Action Needed
Crossing Status: Found

UCIP Comments:
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9.4 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 50 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM

18.45)].

FS Date: 4/25/2014

AN

View of watn/vard side.

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start = 18.18 ‘ Rating ** M Issue No. 1253 (cont) Photo 3 of 3: UCIP_SP_2020_39261_65555.jpg
LM End 18.18 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.210998 ° 37.210998 °
-120.768900 °  -120.768900 °
DWR ID 19581
View of landward side.
LM Start |~ 18.45 ‘ Rating ** A/W | Issue No. 1254 Photo 1 of 3 : UCIP_SP_2020_36206_65563.jpg
LMEnd 1845 IssueType+ Ma | Location* o g
Supplemental i i s
Category pplementa GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.207538 ° 37.207538 °
-120.767679 °  -120.767679 °
DWR ID 19582
Comment Code
Inspector Comment
DS_ID:19582
FS_1D:36206
EP_NO: N/A

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStat  18.45 | Rating® | AW |lIssueNo. 1254 (cont)
LM End 18.45 ‘ Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.207538 ° 37.207538 °
-120.767679 °  -120.767679 °
DWR ID 19582

(MStat 1845 | Rating**

AW \ Issue No.

1254 (cont)

LM End ‘ 18.45 ‘ Issue Type +

Ma ‘ Location *

Photo 2 of 3 : UCIP_SP_2020_36206_65562.jpg

Photo 3 of 3 : UCIP_SP_2020_3

View of waterward slope.

6206_65

561.jpg

7 a

il

Flap gate visible on waterward side.

LMStart  18.77  Rating ** U  lIssueNo. 134 Photo 1 of 1 : SP_2020_NA0010_118_134_20200225_00042.jpg
LM End 18.77 | Issue Type + En Location * WS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.205064 ° 37.205064 °
-120.762721 °  -120.762721 °
DWR ID DWR_NA0010_01_s _2019_134
Comment Code
PR : Prunings
Inspector Comment
View of prunings on waterside slope. (Spring 2019)
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStat ~ 18.79  Rating** YR 1255
LMEnd 1879 IssueType+ Ma  Location *
- supplemental ; .
Category PP GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.204966 ° 37.204966 °

Item
-120.762511 °  -120.762511 °
DWR ID 19593
Comment Code
Inspector Comment
DS_ID:19593
FS_ID:36246
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/25/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 12 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 50 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
18.79)].

FS Date: 4/25/2014

Photo 1 of 3 : UCIP_SP_2020_36246_65627.jpg

Overview of levee crown and waterward slope.

LM Start |~ 18.79 Rating ** M Issue No. 1255 (cont) Photo 2 of 3 : UCIP_SP_2020_36246_65623.jpg
LM End 18.79 | Issue Type + Ma Location * 4
View of waterward side.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

Comment Code

A3 : No rodents visible, but rodent burrows visible; need to backfill and

compact or grout burrows.

Inspector Comment
Several large rodent holes on landward slope.

{

Looking at large rodent hole on landward slo|

LM Start |~ 18.79 ‘ Rating ** M Issue No. 1255 (cont) Photo 3 of 3 : UCIP_SP_2020_36246_65626.jpg
LMEnd 18.79 ‘ Issue Type+ Ma  Location * B 1 g T N
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.204966 ° 37.204966 °
-120.762511 °  -120.762511 °
DWR ID 19593
At ¢ D4 ¥ >
Overview of landward side.
LM Start |~ 18.79 ‘ Rating ** U Issue No. 94 Photo 1 of 1 : SP_2020_NA0010_118 94 20200225_00013.jpg
LMEnd  18.79 IssueType+ Ma  Location* LS 3 e e D
Category Earthen Levee GPS Latitude/Longitude A
Start End
ttem Animal Control 37.204913 ° 37.204913 °
-120.762412 °  -120.762412 °
DWR ID DWR_NA0010_01_s _2018_94

pe. (Spring 2018)

LM Start =~ 18.83 Rating ** u Issue No. 161
LM End 20.34 | lIssue Type + Ma Location * WS |
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.204612 ° 37.192695 °
-120.761886 °©  -120.761030 °

DWR ID DWR_NA0010_01_s_2020_161

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

Photo 1 of 1 : SP_2020_NA0010_118_161_20200506_00304.jpg

easements.
Inspector Comment
¥ % A
%% L R Wk :
View of vegetation on the waterside slope. (Spring 2020)
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

NA0010

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 c
Unit No. 01 San Joaquin River Right | 22.52 04/21/2020 Fu;i?,:i
LM Start = 18.83 Rating ** U Issue No. 160 Photo 1 of 1 : SP_2020_NA0010_118_160_20200506_00305.jpg
LM End 20.37 | Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.204612 ° 37.192277 °
-120.761886 °  -120.761263 °
DWR ID DWR_NA0010_01_s _2020_160

Comment Code

V1 : Control annual grass and weeds on the levee slopes and
easements.

Inspector Comment

View of the landside slope Iookig pstre. (Spring 2020)

LM Start =~ 19.17 Rating ** M Issue No. 1256
LM End 19.17 | Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.202801 ° 37.202801 °
-120.756209 °  -120.756209 °
DWR ID 19594

Comment Code

Inspector Comment

DS_ID:19594

FS_ID:39263

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/25/2014 Non-functional crossing--pipe is buried
on waterward side. Sediment buildup in pipe visible from landward side.
Need to coordinate with owner to determine status. If crossing is no
longer in use, owner will need to coordinate with DWR Inspector and
CVFPB to properly abandon. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 13 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 40 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
19.17)].

FS Date: 4/25/2014

Photo 1 of 3 : UCIP_SP_2020_39263_65631.jpg
| -

View of waterward slope. MP riser and pipe visible.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable

N : Not Inspected/Rated

A/W : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStat  19.17  Rating**

M Issue No.

1256 (cont)

M 19.17 ‘ Issue Type +

Supplemental
Category PP

Item

DWR ID 19594

(MStat  19.17  Rating**

Ma Location *

GPS Latitude/Longitude

Start

DWR UCIP LMA Responsibility 37.202801 °

-120.756209 °

M \ Issue No.

1256 (cont)

End
37.202801 °
-120.756209 °

LMEnd  10.17  lssue Type +

Ma ‘ Location *

View of wterward side.

Inside view of CMP riser.

Photo 2 of 3 : UCIP_SP_2020_39263_65630.jpg

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance

Ob : Design & System Obsolescence

En : Enforcement

Deficiancy

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

Repair Type: Non-Urgent
Crossing Status: Found

LM Start | 19.32 Rating ** M ‘ Issue No. 1257
LM End 19.32 | IssueType+ En | Location * —
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.200921 ° 37.200921 °
-120.756901 °  -120.756901 °
DWR ID 24871
Comment Code
Inspector Comment
DS_ID:24871
FS_1D:39266
EP_NO: N/A

UCIP Comments: 04/25/2014 New crossing found during field
inspection--Need to contact owner to obtain additional information
about crossing. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 1 of 2: 20-inch steel drainage discharge pipe
through the levee, at an unknown depth. Pump station and electrical

panel on the landside (LS). This pipe was field discovered.

FS Date: 4/25/2014

View of landward S|de

Photo 1 of 3 : UCIP_SP_2020_39266_71421.jpg

LMStart  19.32  Rating ** M | Issue No. 1257 (cont) Photo 2 of 3 : UCIP_SP_2020_39266_71420.jpg
LM End 19.32 | Issue Type + En Location * -
Overview of levee crown at crossing.
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Waterway

M Inspection
Bank | Unit Miles Start/End Inspector

Unit No. 01 San Joaquin River

. 04/21/2020 Corey
Right | 22.52 | 545512020 Fujitani

Comment Code

Inspector Comment

DS_ID:24872
FS_ID:39267

EP_NO: N/A

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/25/2014 New crossing found during field
inspection--Need to contact owner to obtain additional information

about crossing. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 2 of 2: 20-inch steel drainage discharge pipe
through the levee, at an unknown depth. Pump station and electrical

panel on the landside (LS). This pipe was field discovered.

FS Date: 4/25/2014

LM Start 19.32 Rating ** M ‘ Issue No. 1257 (cont) Photo 3 of 3: UCIP_SP_2020_39266_71423.jpg
LM End 19.32 | Issue Type+ En | Location * |
Supplemental i i
G pp GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.200921 ° 37.200921 °
-120.756901 °  -120.756901 °
DWR ID 24871
View of waterward slope.
LM Start 19.32 Rating ** M Issue No. 1258 Photo 1 of 3: UCIP_SP_2020_39267_71427.jpg
LM End 19.32 Issue Type + En Location * —
Supplemental i i
G pp GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.200919 ° 37.200919 °
-120.756928 °  -120.756928 °
DWR ID 24872

View of landward 5|de

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStat  19.32  Rating** M | IssueNo. 1258 (cont)
LM End 19.32 ‘ Issue Type + En Location * —
Category Supplemental GPS Latitude/Longitude
Stat  End
tem DWR UCIP Field Study 37.200919 ° 37.200919 °
-120.756928 °  -120.756928 °
DWR ID 24872

(MStat  19.32  Rating**

M \ Issue No.

1258 (cont)

LMEnd  10.32 lssue Type +

En ‘ Location *

—

View of levee crown at crossings.

Photo 2 of 3 : UCIP_SP_2020_39267_71425.jpg

Photo 3 of 3: UCIP_SP_2020_39267_71424.jpg

View of waterward slope.

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start |~ 19.53 ‘ Rating ** M ‘ Issue No. 1259 Photo 1 of 3 : UCIP_SP_2020_39268_65641.jpg
LM End 19.53 ‘ Issue Type+  Ma  Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.199427 ° 37.199427 °
-120.760235 °  -120.760235 °
DWR ID 19596
Comment Code
Inspector Comment
DS_ID:19596
FS_1D:39268
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/25/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the waterward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. Dense vegetation blocks both
waterward and landward headwalls. Sediment buildup in pipe visible
from landward side. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 40 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
19.54)].

FS Date: 4/25/2014

View of waterward side.

LMStat ~ 19.53  Rating** M [lIssueNo. 1259 (cont) Photo 2 of 3 : UCIP_SP_2020_39268_65640.jpg
LM End 19.53 | IssueType+ Ma | Location *
Flap gate visible on waterward side--potential erosion present on slope.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA Page 122 of 139



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LM Start 19.53 Rating ** M Issue No. 1259 (cont) Photo 3 of 3 : UCIP_SP_2020_39268_65639.jpg
LM End 19.53 | Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.199427 ° 37.199427 °
-120.760235 °  -120.760235 °
DWR ID 19596

View of landward slope.

LM Start 19.81 Rating ** M Issue No. 1260 Photo 1 of 1 : UCIP_SP_2020_36253_65645.jpg
LM End 19.81 | Issue Type + En Location *
Category Supplemental GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.197502 ° 37.197502 °
-120.764045 °  -120.764045 °
DWRID 19597

Comment Code

Inspector Comment

DS_ID:19597

FS_ID:36253

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Indicator Found

UCIP Comments: 04/25/2014 No photos available for crossing--
crossing missed. Recommend taking photos to confirm status of
crossing. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 40 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
19.81)].

FS Date: 4/25/2014

Indicators that a crossing is still present through the levee. Flap gate
should be in waterward side.

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

C : Corrected

N : Not Inspected/Rated

A/W : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStat  20.18  Rating** YR 1261
LMEnd 20.18 | IssueType+ Ma | Location*
- supplemental ; .
Category PP GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.194669 ° 37.194669 °

Item
-120.759736 °  -120.759736 °
DWR ID 19598
Comment Code
Inspector Comment
DS_ID:19598
FS_ID:39269
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/25/2014 Recommend removing vegetation and
sediment buildup from both waterward and landward concrete
headwalls. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8.5 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 40 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
20.18)].

FS Date: 4/25/2014

LM Start =~ 20.18 Rating ** M Issue No. 1261 (cont)
LM End 20.18 | Issue Type + Ma | Location *

Photo 1 of 3 : UCIP_SP_2020_39269_65648.jpg

Enter phto 1 description 0 comment here.

Photo 2 of 3 : UCIP_SP_2020_39269_65647.jpg
g

Flap gate visible onWS toe.

A ]
a4

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Ob : Design & System Obsolescence

Friday, May 29, 2020 01:12 FINAL DATA

Page 124 of 139




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 C
Unit No. 01 San Joaquin River Right | 22.52 04/21/2020 ;:u?i;?éi
LM Start = 20.18 ‘ Rating ** M Issue No. 1261 (cont) Photo 3 of 3 : UCIP_SP_2020_39269_65646.jpg
LM End 20.18 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
ttem DWR UCIP LMA Responsibility 37.194669 ° 37.194669 °
-120.759736 °©  -120.759736 °
DWR ID 19598
Enter photo descriptioor commet here.
LM Start = 20.25 ‘ Rating ** U Issue No. 1184 Photo 1 of 1 : SP_2020_NA0010_118 1184 20200506_00307.jpg
LM End 20.25 ‘ Issue Type+ En | Location * LS F
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.193657 ° 37.193657 °
-120.760138 °  -120.760138 °

DWR ID DWR_NA0010_01 s _ 2015 1184

Comment Code

RA : Ramp

Inspector Comment
Landowner installed unauthorized ramp on landside slope and toe.

G 2% s D e s -
Ramp cut into to the landside slope to access irrigation ditch at the
landside toe. (Spring 2020)

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

Repair Type: Non-Urgent
Crossing Status: Found

LM Start | 20.26 Rating ** M ‘ Issue No. 1262
LM End 20.26 | Issue Type + En Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.193550 ° 37.193550 °
-120.760284 °  -120.760284 °
DWR ID 24873
Comment Code
Inspector Comment
DS_ID:24873
FS_1D:39285
EP_NO: N/A

UCIP Comments: 04/25/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the waterward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 12-inch steel drainage discharge pipe sleeved
through a 24-inch steel pipe through levee, at an unknown depth.

FS Date: 4/25/2014

LM Start |~ 20.26 Rating **

LMEnd  20.26 lssue Type+

M Issue No. 1262 (cont)
En Location *

Photo 2 of 3 : UCIP_SP_2020_39285_71445.jpg

View of waterward side.

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement

Friday, May 29, 2020 01:12
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Comment Code

Inspector Comment

DS_ID:19599

FS_ID:49965

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 7/19/2016 same as previous inspection. crossing
was downgraded from Urgent to Non-Urgent due to metal rod not
interfering with flap gate. (DWR UCIP - omagana)4/25/2014
Unauthorized crossing through pipe. Line was pushed through existing
crossing. Need to contact owner. Also sediment buildup in pipe visible
from landward side--recommend clearing. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 5 feet below the crown. Flap gate on the
waterside (WS) end. No permit for this crossing. [Additional
Reference(s): DWR Levee Log, 2002].

FS Date: 7/19/2016

Overview of levee crown at crossing.

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start = 20.26 ‘ Rating ** M Issue No. 1262 (cont) Photo 3 of 3 : UCIP_SP_2020_39285_71444.jpg
LM End 20.26 ‘ Issue Type + En Location * m—
Suppl | i i
Gy pplemental GPS Latitude/Longitude
Stat  End
tem DWR UCIP Field Study 37.193550 ° 37.193550 °
-120.760284 °  -120.760284 °
DWR ID 24873
View of landward side.
LM Start = 20.27 ‘ Rating ** M Issue No. 1263 Photo 1 of 3 : UCIP_SP_2020_49965_66303.jpg
LM End 20.27 ‘ Issue Type + En Location * .
Suppl i i
Category upplemental GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.193542 ° 37.193542 °
-120.760300 °  -120.760300 °

DWR ID 19599

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

C : Corrected

N : Not Inspected/Rated

AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start 20.27 ‘ Rating ** M Issue No. 1263 (cont) Photo 2 of 3: UCIP_SP_2020_49965_66304.jpg
LM End 20.27 ‘ Issue Type + En Location *
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
- DWR UCIP Field Study 37.193542 ° 37.193542 °
-120.760300 °  -120.760300 °
DWR ID 19599
View of WS.
LM Start ‘ 20.27 ‘ Rating ** M ‘ Issue No. 1263 (cont) Photo 3 of 3 : UCIP_SP_2020_49965_66302.jpg
LM End ‘ 20.27 ‘ Issue Type + En ‘ Location * ¥ B ‘ [
iew of WS.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
Friday, May 29, 2020 01:12 FINAL DATA Page 128 of 139




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStat  20.27 | Rating** YR 1264
LM End 20.27 ‘ Issue Type+ Ma | Location *
- supplemental : .
Category PP GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.193542 ° 37.193542 °

Item
-120.760300 °  -120.760300 °
DWR ID 19600
Comment Code
Inspector Comment
DS_ID:19600
FS_ID:39878
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/25/2014 Crossing partially submersed--no signs
of failure of pipe present along pipe alignment. Recommend contacting
owner to determine status of crossing and condition. (DWR UCIP - O.
Magana)

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 10.5 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 40 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
20.27)].

FS Date: 4/25/2014

Photo 1 of 3 : UCIP_SP_2020_39878_66308.jpg

Overview of levee crown at crossing--multiple crossings at this location.

LM Start |~ 20.27 Rating ** M Issue No. 1264 (cont) Photo 2 of 3 : UCIP_SP_2020_39878_66309.jpg
LM End 20.27 | IssueType+ Ma | Location* AV \ { | ri%
S, ‘(.
S Y Yl )
Multiple crossings visible on waterward side--36 inch CMP is submersed
in water.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Inspection

Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LM Start 20.27 Rating ** M ‘ Issue No. 1264 (cont) Photo 3 of 3: UCIP_SP_2020_39878_66307.jpg
LMEnd 2027 IssueType+ Ma  Location * 1
Supplemental i i '
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.193542 ° 37.193542 °
-120.760300 °  -120.760300 °
DWR ID 19600
View of landward side.
LM Start | 20.27 Rating ** M Issue No. 1265
LM End 20.27 | Issue Type + En Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.193542 ° 37.193542 °
-120.760300 °  -120.760300 °
DWR ID 24874

Comment Code

Inspector Comment

DS_ID:24874

FS_ID:39286

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/25/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the waterward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 18-inch steel drainage discharge pipe sleeved
through a 24-inch steel pipe through levee, at an unknown depth.

FS Date: 4/25/2014

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LMStat  20.27 | Rating* M | IssueNo. 1265 (cont)
LM End 20.27 | Issue Type + En Location *
Category Supplemental GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.193542 ° 37.193542 °
-120.760300 °  -120.760300 °
DWR ID 24874

LMStat | 20.27

Rating ** M

‘ Issue No. 1265 (cont)

LMEnd = 20.27

Issue Type +

En ‘ Location *

View of waterward side.

Photo 3 of 3: UCIP_SP_2020_39286_71440.jpg

View of Iadward side.

Photo 2 of 3 : UCIP_SP_2020_39286_71441.jpg

LM Start | 20.35 Rating ** M Issue No. 162
LM End 21.15 | Issue Type + Ma Location * WS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.192555 ° 37.182402 °
-120.761105 °  -120.763089 °

DWR ID DWR_NA0010 01 s _ 2020 162

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

No Photos

easements.
Inspector Comment
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 c
Unit No. 01 San Joaquin River Right | 22.52 04/21/2020 Fu;izﬁi
LM Start = 20.37 Rating ** M Issue No. 163
LMEnd 21.15 |lIssueType+ Ma  Location* LS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.192223 ° 37.182402 °
-120.761294 °  -120.763089 °
DWR ID DWR_NA0010_01_s _2020_163

Comment Code
V1 : Control annual grass and weeds on the levee slopes and

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

easements.
Inspector Comment
LM Start 21.15 Rating ** ] Issue No. 164 Photo 1 of 1 : SP_2020_NA0010_118 164_20200506_00308.jpg
LM End 21.54 | Issue Type + Ma Location * WS R 3
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.182402 ° 37.178338 °
-120.763089 °  -120.759317 °

DWR ID DWR_NA0010_01_s _2020_164

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

easements.
Inspector Comment
LM Start 21.15 Rating ** M Issue No. 165
LM End 2152 |lIssueType+ Ma | Location * LS No Photos
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Vegetation 37.182401° 37.178492 °
-120.763089 °  -120.759624 °

DWR ID DWR_NA0010_01_s _2020_165

easements.
Inspector Comment
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LM Start | 21.40 ‘ Rating ** M | lIssue No. 1266
LM End 21.40 ‘ Issue Type+  Ma | Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.179065 ° 37.179065 °
-120.761567 °  -120.761567 °
DWR ID 19603
Comment Code
Inspector Comment
DS_ID:19603
FS_1D:39271
EP_NO: N/A

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/25/2014 Crossing is non-functional--crossing
buried on landward side. Need to contact owner to determine status of
crossing. If crossing is no longer used need to coordinate with CVFPB

for proper abandonment. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 11.5 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 40 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM

Photo 1 of 3 : UCIP_SP_2020_39271_66312.]

View of waterward side.

21.40)].
FS Date: 4/25/2014

LM Start |~ 21.40 Rating ** M Issue No. 1266 (cont) Photo 2 of 3 : UCIP_SP_2020_39271_66313.jpg

LM End 21.40 Issue Type + Ma Location * R i

Flap gate half way submersed located on waterward side.

* Location ** Rating +Issue Type

LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence

CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Inspection

Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LM Start |~ 21.40 Rating ** M Issue No. 1266 (cont) Photo 3 of 3: UCIP_SP_2020_39271_66311.jpg
LM End 21.40 | Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.179065 ° 37.179065 °
-120.761567 °  -120.761567 °
DWR ID 19603
View f Indward side.
LM Start =~ 21.59 Rating ** A/W | Issue No. 166
LM End 21.59 Issue Type + Ma Location * WS No Photos
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Slope Stability 37.177982 ° 37.177982 °
-120.758582 °©  -120.758582 °
DWR ID DWR_NA0010_01_s _ 2020_166

Comment Code

S3 : Repair the levee slope damaged by vehicle traffic and prevent
access where possible.

Inspector Comment

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

Repair Type: Non-Urgent
Crossing Status: Found
UCIP Comments: 04/25/2014 Non-functional crossing-landward side is
buried. Need to contact owner to determine status of crossing. If
crossing is no longer used need to coordinate with CVFPB for proper
abandonment. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 40 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM

21.76)].

FS Date: 4/25/2014

LM Start | 21.75 ‘ Rating ** M | lIssue No. 1267
LM End 21.75 ‘ Issue Type+  Ma | Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.176106 ° 37.176106 °
-120.756768 °  -120.756768 °
DWR ID 19604
Comment Code
Inspector Comment
DS_ID:19604
FS_1D:39272
EP_NO: N/A

Photo 1 of 3 : UCIP_SP_2020_39272_65697.jpg

View of waterward side.

LM Start | 21.75 Rating ** M Issue No. 1267 (cont) Photo 2 of 3 : UCIP_SP_2020_39272_65695.jpg
LM End 21.75 Issue Type + Ma Location * e T "
Flap gate visible on waterward side.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side
CR : Crown

M : Minimally Acceptable
U : Unacceptable

C : Corrected

A/W : Acceptable but Monitor & Maintain En : Enforcement

Ob : Design & System Obsolescence

Friday, May 29, 2020 01:12

FINAL DATA

Page 135 of 139




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani
LM Start | 21.75 Rating ** M ‘ Issue No. 1267 (cont) Photo 3 of 3: UCIP_SP_2020_39272_65696.jpg
LM End 21.75  Issue Type + Ma | Location *
Supplemental i i
G pp GPS Latitude/Longitude ’
Start End —
tem DWR UCIP LMA Responsibility 37.176106 ° 37.176106 °
-120.756768 °  -120.756768 °
DWR ID 19604
View of landward side.
LM Start  21.80 Rating ** M Issue No. 167
LM End 22.05 Issue Type + Ma Location * WS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.175479 ° 37.172135 °
-120.756435 °©  -120.754644 °

DWR ID DWR_NA0010_01_s _ 2020_167

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

easements.
Inspector Comment
LM Start | 21.99 Rating ** M Issue No. 130 Photo 1 of 1 : SP_2020_NA0010_118_130_20200225_00040.jpg
LMEnd 22.01 IssueType+ En  Location * LS T SRR : :
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.173001 ° 37.172668 °
-120.755115 °©  -120.754933 °

DWR ID DWR_NA0010_01 f 2018 130

AT : Agricultural tilling

Tilling along landside toe partially cut into the slope.

Comment Code

Inspector Comment

22 %

View of tilling from toe Iookln tor the levee. (Fall 18)

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LM Start =~ 22.05 Rating ** u Issue No. 168
LM End 22.51 | Issue Type + Ma | Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.172138 ° 37.166962 °
-120.754645 °©  -120.750063 °

DWR ID DWR_NA0010 01 s _ 2020 168

Comment Code

V1 : Control annual grass and weeds on the levee slopes and
easements.

Inspector Comment

Photo 1 of 1 : SP_2020_NA0010_118_168_20200506_00310.jpg

Vie the landside Ipe Ioi(lngxlnjpstream §pr|ng 20)

LM Start ~ 22.06 Rating ** u Issue No. 169
LM End 22.51 Issue Type + Ma Location * WS
Earthen Levee GPS Latitude/Longitude
Category
Start End
- Vegetation 37.172090 ° 37.166967 °
-120.754635 °  -120.750072 °

DWR ID DWR_NA0010_01_s _2020_169

Comment Code

V1 : Control annual grass and weeds on the levee slopes and
easements.

Inspector Comment

Photo 1 of 1 : SP_2020_NA0010_118_169_20200506_00309.jpg

Loklng u.prem Talong the watersidslope (Spring 020)

LM Start |~ 22.06 Rating ** U Issue No. 22
LM End 22.52 | Issue Type + En Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.172074° 37.166906 °
-120.754628 °©  -120.749962 °
DWR ID DWR_NA0010 01 s _ 2020 22
Comment Code
DT : Ditch

Inspector Comment
Ditch has encroached into landside toe and slope.

Photo 1 of 1 : SP_2020_NA0010_118_22_20200225_00012.jpg

Looking upstream at irrigation at landside toe.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected

AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Corey
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujitani

LM Start | 22.12 ‘ Rating ** M | lIssue No. 1268
LM End 22.12 ‘ Issue Type+  Ma | Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.171181 ° 37.171181°
-120.754526 °  -120.754526 °
DWR ID 19605
Comment Code
Inspector Comment
DS_ID:19605
FS_1D:39273
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/25/2014 Non-functional crossing--landward side
is buried. Need to contact owner to determine status. If crossing is no
longer used need to coordinate with CVFPB for proper abandonment.
(DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9 feet below the crown. Flap gate on the
waterside (WS) end. Wooden headboards on the landside (LS) end.
Brass cap No. 31 bench mark (BM) on the headwall on the LS.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
O&M Manual 601.1, 1967, (HLM 22.13)].

FS Date: 4/25/2014

Photo 1 of 3 : UCIP_SP_2020_39273_65709.jpg

View of waterward side.

LM Start |~ 22.12 Rating ** M Issue No. 1268 (cont) Photo 2 of 3 : UCIP_SP_2020_39273_65707.jpg
LM End 22.12 Issue Type + Ma Location * e s =53 e ~ -
Flap gate visible on waterward side.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side
CR : Crown

M : Minimally Acceptable
U : Unacceptable

C : Corrected
AIW : Acceptable but Monitor & Maintain

Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Inspection

Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/21/2020 Core
Unit No. 01 San Joaquin River Right | 2252 04/21/2020 Fujita‘,:i
LMStart ~22.12  Rating* M | Issue No. 1268 (cont) Photo 3 of 3 : UCIP_SP_2020_39273_65708.jpg
LM End 22.12  Issue Type + Ma | Location *
Supplemental GPS Latitude/Longitud
Category pp atitude/Longitude
Start End
it DWR UCIP LMA Responsibility 37.171181 ° 37.171181°
em
-120.754526 °©  -120.754526 ° l
DWRID 19605 —
i
View of landward side.
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Unit Cover Sheet
Spring 2020 Levee Inspection Results

Lower San Joaquin Levee District

Waterway Bank @ Unit Miles
Unit No. 02A San Joaquin River Left 7.87
Spring Summer (September - November) Winter
(March - May) (June - August) Fall (December - February)

Unit Maintenance Rating
(Fall Only)

Date of Inspection 4/20/2020 - 4/24/2020
DWR Inspector Corey Fujitani

Accompanied By

Summer & Winter Inspections

Department of Water Resources (DWR).
DWR must be informed on the:
a) completion of the inspection

b) any changes other than the results of normal maintenance
c¢) corrections to deficiencies noted in this report

http://cdec.water.ca.gov/Ima.html

summer inspections and March 31 for winter inspections.

If additional items are noted, further documentation of those items must also be submitted.

The Local Maintaining Agency (LMA) is responsible for summer and winter inspections. The LMA
is required to submit a report regarding summer and winter inspections to the California

The LMA should submit this information to DWR using the LMA web application tool available at:

If the LMA is unable to submit information on this webpage, please contact DWR for assistance.

The LMA should submit the information and any associated documentation by September 30 for

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

7.87 04/20/2020 Corey

Unit No. 02A San Joaquin River Left 0412412020 Fujitani

Earthen Levee

Vegetation 37.296224
-120.880353 °

DWR_NA0010_02A_s _ 2020_26

V1 : Control annual grass and weeds on the levee slopes and
easements.

—

Looking downstream along the waterside slope. (Spring 2020)

Earthen Levee

Vegetation 37.296224 ° 37.291772
-120.880353 °  -120.851672

DWR_NA0010_02A_s _2020_27

V1 : Control annual grass and weeds on the levee slopes and
easements.

—

View of the landside slope looking downstream. (Spring 20)

Friday, May 29, 2020 01:12 FINAL DATA Page 1 of 31



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani
LM Start 0.23 ‘ Rating ** M ‘ Issue No. 29 Photo 1 of 3 : UCIP_SP_2020_36503_66102._jpg

LMEnd 023  lssue Type +

Supplemental
Category PP

Ma Location *

GPS Latitude/Longitude

Start

DWR UCIP LMA Responsibility 37.293440 °

End
37.293440 °

Item
-120.878978 °  -120.878978 °
DWRID 19652
Comment Code
Inspector Comment
DS_ID:19652
FS_ID:36503
EP_NO: N/A

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 05/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage

pipe through the levee, 11 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 139 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 0.24)].

FS Date: 5/1/2014

LM Start 0.23 Rating **

LM End 0.23 | Issue Type +

M Issue No.
Ma Location *

29 (cont) Photo 2 of 3 : UCIP_SP_2020_36503_66101.jpg

Sl

View of waterward side.

L

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Waterway

Bank

Unit Miles

Inspection
Start/End

Inspector

Unit No. 02A San Joaquin River

Left

7.87

04/20/2020
04/24/2020

Corey
Fujitani

LMStat ~ 0.23  Rating** M | Issue No. 29 (cont)

LM End 0.23 ‘ Issue Type + Ma Location *

Supplemental i i
G pp GPS Latitude/Longitude

Stat  End
DWR UCIP LMA Responsibility 37.293440 ° 37.293440 °
-120.878978 °  -120.878978 °

Item

DWR ID 19652

Photo 3 of 3 : UCIP_SP_2020_36503_66100.jpg

View of landward side.

LM Start 0.66 ‘ Rating ** M Issue No. 30

LM End 0.66 ‘ Issue Type + Ma Location *

Category Supplemental GPS Latitude/Longitude

Start End

DWR UCIP LMA Responsibility 37.288087 ° 37.288087 °
-120.874919 °  -120.874919 °

Item

DWR ID 19653
Comment Code

Inspector Comment

DS_ID:19653

FS_ID:36504

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 05/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 14.8 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 138 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 0.67)].
FS Date: 5/1/2014

Photo 1 of 3 : UCIP_SP_2020_36504_66106.jpg

View of waterward side.

* Location ** Rating

LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated

WS : Water Side M : Minimally Acceptable C : Corrected

CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain

+ Issue Type

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani
LM Start 0.66 Rating ** M Issue No. 30 (cont) Photo 2 of 3 : UCIP_SP_2020_36504_66105.jpg

LM End 0.66 Issue Type + Ma | Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.288087 ° 37.288087 °
-120.874919 °  -120.874919 °

Item

DWR ID 19653

LM Start 0.66 Rating ** M Issue No. 30 (cont)
LM End 0.66 Issue Type + Ma Location *

X

Concree eadwall found on landward side.

LM Start 0.71 Rating ** U Issue No. 5 Photo 1 of 1 : SP_2020_NAO0010_119 5 20200506_00070.jpg
LM End 0.78 | IssueType+ Ma  Location* WS
Earthen Levee GPS Latitude/Longitude
Category
Start End
Erosion / Bank Caving 37.287517° 37.286543 °

Item
-120.874583 °©  -120.873935 °

DWR ID DWR_NA0010_02A s 2012 5
Comment Code
E2 : Schedule repair of erosion site prior to the next inspection.

Inspector Comment

This section of the levee unit is in the process of being turned over to
State Parks.

Looking downstream at erosion through the waterside slope and levee
crown. (Spring 2020)

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA Page 4 of 31




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani

LMStart | 1.01 Rating ** M ‘ Issue No. 31
LM End 1.01 Issue Type+  Ma | Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.284889 ° 37.284889 °
-120.871352 °  -120.871352 °
DWR ID 19654
Comment Code
Inspector Comment
DS_ID:19654
FS_ID:39363
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 05/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. Sediment buildup in pipe recommend
clearing. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8.6 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 137 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 1.02)].
FS Date: 5/1/2014

LM Start 1.01 Rating ** M Issue No.

LM End 1.01 Issue Type + Ma Location *

31 (cont)

Photo 1 of 3 : UCIP_SP_2020_39363_66113.jpg

View of waterward sie. '

Photo 2 of 3: UCIP_SP_2020_39363_66112.jpg

Pipe visible on waterward side.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

C : Corrected

N : Not Inspected/Rated

AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA

Page 5 of 31




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Inspection

Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani

Rating ** M
Issue Type + Ma

LM Start 1.01
LM End 1.01

Issue No. 31 (cont)
Location *

Supplemental GPS Latitude/Longitude
Category
Start End
DWR UCIP LMA Responsibility 37.284889 ° 37.284889 °

Item
-120.871352 °  -120.871352 °

DWR ID 19654

Photo 3 of 3: UCIP_SP_2020_39363_66111.jpg

4
¢ i

Flap gate visible on waterward side.

LM Start 121 Rating ** M Issue No. 32
LM End 1.21 Issue Type + Ma Location *
Supplemental i i
e pp! GPS Latitude/Longitude
Start End
DWR UCIP LMA Responsibility 37.286118 ° 37.286118 °

Item
-120.868167 °  -120.868167 °

DWR ID 19655
Comment Code

Inspector Comment

DS_ID:19655

FS_ID:36506

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 05/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8.6 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 136 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 1.22)].
FS Date: 5/1/2014

Photo 1 of 3 : UCIP_SP_2020_36506_66114.jpg

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

C : Corrected

N : Not Inspected/Rated

A/W : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA

Page 6 of 31




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani
LM Start 121 ‘ Rating ** M Issue No. 32 (cont) Photo 2 of 3 : UCIP_SP_2020_36506_66117.jpg
LM End 1.21 ‘ Issue Type + Ma | Location * e B > it 2
Supplemental i i
Gy pplemental GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.286118 ° 37.286118 °
-120.868167 °  -120.868167 °
DWR ID 19655
¢ NoNEN
Flap gate visible on waterward side.
(MStat ~ 1.21  Rating** M Issue No. 32 (cont) Photo 3 of 3 : UCIP_SP_2020_36506_66116.jpg

|
LM End ‘ 1.21 ‘ Issue Type +  Ma ‘ Location *

View of landward side.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA Page 7 of 31




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani

LMStat ~ 1.33  Rating** M | Issue No. 33
LM End 1.33 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.286463 ° 37.286463 °

Item
-120.865997 °  -120.865997 °
DWR ID 19656
Comment Code
Inspector Comment
DS_ID:19656
FS_ID:36507
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 05/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 14.6 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 135 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 1.34)].
FS Date: 5/1/2014

LM Start 1.33 Rating ** M Issue No. 33 (cont)
LM End 1.33 Issue Type+  Ma  Location *

Photo 1 of 3 : UCIP_SP_2020_36507_66120.jpg

View of landward side.

Photo 2 of 3 : UCIP_SP_2020_36507_66119.jpg

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA

Page 8 of 31




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani

LM Start 1.33 Rating ** M
LM End 133 |IssueType+ Ma
Supplemental

Issue No. 33 (cont)
Location *
GPS Latitude/Longitude
Start End

37.286463 ° 37.286463 °
-120.865997 °©  -120.865997 °

Category

DWR UCIP LMA Responsibility
Item

DWR ID 19656

Photo 3 of 3: UCIP_SP_2020_36507_66118.jpg

#

i@ } ,
Flap gate and concrete apron visible on waterward side.

LM Start 1.61 Rating ** M Issue No. 34
LM End 1.61 Issue Type + Ma Location *

Supplemental i i
G pp GPS Latitude/Longitude

Start End

DWR UCIP LMA Responsibility 37.288599 ° 37.288599 °
-120.862007 °  -120.862007 °

Item

DWRID 19657
Comment Code

Inspector Comment

DS_ID:19657

FS_ID:36508

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 05/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.2 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 135 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 1.62)].
FS Date: 5/1/2014

Photo 1 of 3 : UCIP_SP_2020_36508_66124.jpg

Overview of landward side.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable

+Issue Type

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence

A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA

Page 9 of 31
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani
LM Start 1.61 ‘ Rating ** M ‘ Issue No. 34 (cont) Photo 2 of 3: UCIP_SP_2020_36508_66123.jpg
LM End 1.61 ‘ Issue Type + Ma Location *
| | i i
Category Supplementa GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.288599 ° 37.288599 °
-120.862007 °  -120.862007 °
DWR ID 19657
LM Start 1.61 ‘ Rating ** M ‘ Issue No. 34 (cont) Photo 3 of 3 : UCIP_SP_2020_36508_66122.jpg
¥ e ] Ay A ,‘.r‘l o

|
LM End ‘ 1.61 ‘ Issue Type +  Ma ‘ Location *

A

Enter photo 3 description or comment here.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA

Page 10 of 31




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani

LMStat ~ 1.85  Rating** M Issue No. 35
LM End 1.85 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.290836 ° 37.290836 °

Item
-120.858882 °  -120.858882 °
DWR ID 19658
Comment Code
Inspector Comment
DS_ID:19658
FS_ID:36509
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 05/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.7 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 135 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 1.86)].
FS Date: 5/1/2014

LM Start 1.85 Rating ** M Issue No. 35 (cont)
LM End 1.85 Issue Type+  Ma  Location *

Photo 1 of 3 : UCIP_SP_2020_36509_66129.jpg

" b ik
View of landward side.

HA

o

Concrete headwall visible on landward side.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable

+ Issue Type

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence

AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA

Page 11 of 31




Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 05/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct

proper inspection of structure. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage

pipe through the levee, 7 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 135 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 2.30)].

FS Date: 5/1/2014

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani
LM Start 1.85 ‘ Rating ** M Issue No. 35 (cont) Photo 3 of 3 : UCIP_SP_2020_36509_66127.jpg
LM End 1.85 ‘ Issue Type + Ma  Location * N AR ¥
Supplemental i i t
G pp GPS Latitude/Longitude e
Start End Fo
tem DWR UCIP LMA Responsibility 37.290836 ° 37.290836 ° ? 8
-120.858882 °©  -120.858882 °
DWR ID 19658
7 i v ~ |
Inside view of pipe from landward side.
LM Start 2.28 ‘ Rating ** M Issue No. 36 Photo 1 of 3 : UCIP_SP_2020_36510_66133.jpg
LM End 2.28 ‘ Issue Type + Ma Location * - *“""’ff pRA T : B
Suppl tal i i
Category upplemental GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.291686 ° 37.291686 °
-120.851475 °  -120.851475 °
DWR ID 19659
Comment Code
Inspector Comment
DS_ID:19659
FS_ID:36510
EP_NO: N/A

View of landward side.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA

Page 12 of 31




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

it Mi Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 c
Unit No. 02A San Joaquin River Left = 7.87 04/24/2020 Fujtani
LM Start 2.28 ‘ Rating ** M Issue No. 36 (cont) Photo 2 of 3 : UCIP_SP_2020_36510_66132.jpg
LM End 2.28 ‘ Issue Type + Ma | Location * REFSURR S PR SRS TR
Suppl I i i

Gy pplemental GPS Latitude/Longitude

Stat  End

DWR UCIP LMA Responsibility 37.291686 ° 37.291686 °

Item o o
-120.851475 -120.851475
DWR ID 19659
Concrete headwall visible on landward side.
(MStat ~ 2.28  Rating** M Issue No. 36 (cont) Photo 3 of 3 : UCIP_SP_2020_36510_66131.jpg
LM End ‘ 2.28 ‘ Issue Type + Ma ‘ Location *
View of pipe through levee visible on waterward side.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA Page 13 of 31




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani

Repair Type: Non-Urgent
Crossing Status: Found

LMStart = 2.30 ‘ Rating ** M | lIssue No. 37
LM End 2.30 ‘ Issue Type+  Ma  Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.291532 ° 37.291532 °
-120.851203 °  -120.851203 °
DWR ID 19660
Comment Code
Inspector Comment
DS_ID:19660
FS_ID:36511
EP_NO: N/A

UCIP Comments: 05/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage

pipe through the levee, 7 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 135 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 2.32)].

FS Date: 5/1/2014

Photo 1 of 3 : UCIP_SP_2020_36511_66137.jpg

View of waterward side.

LMStart = 2.30 Rating ** M | Issue No. 37 (cont) Photo 2 of 3: UCIP_SP_2020_36511_66136.jpg
LM End 2.30 |lIssueType+ Ma | Location* B Sl = F 8
Flap gate visible on waterward side.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA

Page 14 of 31




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Inspection

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani
LM Start 2.30 Rating ** M Issue No. 37 (cont) Photo 3 of 3 : UCIP_SP_2020_36511_66138.jpg
LM End 2.30 |IssueType+ Ma | Location*
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.291532 ° 37.291532 °
-120.851203 °  -120.851203 °
DWR ID 19660
Overview of landward slpe.
LM Start 2.32 Rating ** U Issue No. 23 Photo 1 of 1 : SP_2020_NA0010_119 23_20200506_00074.jpg
LM End 7.85 Issue Type+ Ma  Location * WS .
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.291414 ° 37.231424°
-120.850956 °©  -120.812021 °

DWR ID DWR_NA0010_02A_s _2020_23

easements.
Inspector Comment
View of vegetation on the waterside slope. (Spring 2020)
LM Start 2.32 Rating ** U Issue No. 22 Photo 1 of 1 : SP_2020_NA0010_119 22 20200506_00075.jpg
LMEnd  7.86 IssueType+ Ma  Location * LS :‘
Earthen Levee GPS Latitude/Longitude -
Category
Start End
tem Vegetation 37.291413 ° 37.231336 °
-120.850956 °  -120.811931 °
DWR ID DWR_NA0010_02A_s _ 2020_22

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

easements.
Inspector Comment
Looking upstream along the landside slope. (Spring 2020)
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA

Page 15 of 31




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 02A San Joaquin River Left = 7.87 | O2020%0 Pt

Earthen Levee

Encroachments 37.291433 ° 37.291433
-120.850917 °©  -120.850917

DWR_NA0010_02A_s_ 2012_2

Unauthorized ramps are located on the landside and waterside slopes.

Looking northeast at unauthorized ramp on landward slope.

Supplemental
DWR UCIP LMA Responsibility 37.289487 ° 37.289487
-120.846941 °  -120.846941

19661

DS_1D:19661

FS_ID:36512

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found View of landward side.
UCIP Comments: 05/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 130 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 2.59)].
FS Date: 5/1/2014

Friday, May 29, 2020 01:12 FINAL DATA Page 16 of 31



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani

LM Start 2.58 ‘ Rating ** M Issue No. 38 (cont) Photo 2 of 3: UCIP_SP_2020_36512_66141.jpg

LM End 2.58 ‘ Issue Type + Ma Location * e

Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
ttem DWR UCIP LMA Responsibility 37.289487 ° 37.289487 °
-120.846941 °  -120.846941 °

DWRID 19661

(MStat 258  Rating** M Issue No. 38 (cont)

LMEnd 258 IssueType+ Ma  Location*

Non-functional crossing concrete headwall and inlet buried on landward
side.

* Location ** Rating +Issue Type

LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence

CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA

Page 17 of 31




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani

Repair Type: Non-Urgent
Crossing Status: Found

LMStart | 2.95 ‘ Rating ** M | lIssue No. 39
LMEnd ~ 2.95 |IssueType+ Ma  Location*
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.284326 ° 37.284326 °
-120.845157 °  -120.845157 °
DWR ID 19662
Comment Code
Inspector Comment
DS_1D:19662
FS_1D:36513
EP_NO: N/A

UCIP Comments: 05/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage

pipe through the levee, 10 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 130 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 2.96)].

FS Date: 5/1/2014

Photo 1 of 3 : UCIP_SP_2020_36513_66145.jpg

View of Wateard side.

LMStart = 2.95 Rating ** M | Issue No. 39 (cont) Photo 2 of 3: UCIP_SP_2020_36513_66144.jpg
LM End 205 |lIssueType+ Ma | Location* i A
Flap gate visible on waterward side.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani

LMStat ~ 2.95  Rating® M IssueNo. 39 (cont)
LM End 2.95 Issue Type + Ma Location *
Supplemental i i
Category ppi GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.284326 ° 37.284326 °

Photo 3 of 3: UCIP_SP_2020_36513_66149.jpg

ltem
-120.845157 °  -120.845157 °
DWR ID 19662
W i e
View of slope on waterward side.
LM Start 3.28 Rating ** M Issue No. 40 Photo 1 of 3 : UCIP_SP_2020_36514_66151.jpg
LM End 3.28 Issue Type + Ma | Location * it
pis' -
Supplemental i i
i ppi GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.279656 ° 37.279656 °
-120.844795 °  -120.844795 °
DWR ID 19665

Comment Code

Inspector Comment

DS_ID:19665

FS_ID:36514

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 05/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 12.4 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 130 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 3.29)].
FS Date: 5/1/2014

View of waterward side.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable

+ Issue Type

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence

AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA

Page 19 of 31




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani
LM Start 3.28 ‘ Rating ** M Issue No. 40 (cont) Photo 2 of 3: UCIP_SP_2020_36514 66153.jpg
LM End 3.28 ‘ Issue Type + Ma | Location * : & NG, o S PR REY
Supplemental i i
G pp GPS Latitude/Longitude }
Start End
tem DWR UCIP LMA Responsibility 37.279656 ° 37.279656 °
-120.844795 °©  -120.844795 °

DWR ID 19665

e 05 01 2014

o *’v‘\?‘ A o >

Flap gate visible on waterward side.
(MStat 328  Rating** M Issue No. 40 (cont) Photo 3 of 3 : UCIP_SP_2020_36514_66152.jpg
LM End ‘ 3.28 ‘ Issue Type +  Ma ‘ Location * T sy S A
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
Friday, May 29, 2020 01:12 FINAL DATA Page 20 of 31




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani

LMStat ~ 3.61  Rating** M Issue No. 41
LM End 3.61 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.278203 ° 37.278203 °

Item
-120.839884 °  -120.839884 °
DWR ID 19666
Comment Code
Inspector Comment
DS_ID:19666
FS_ID:36515
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 05/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 130 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 3.62)].
FS Date: 5/1/2014

LM Start 3.61 Rating ** M Issue No. 41 (cont)
LM End 3.61 Issue Type + Ma | Location *

Photo 1 of 3 : UCIP_SP_2020_36515_66155.jpg

View of waterward side.

Photo 2 of 3 : UCIP_SP_2020_36515_66154.jpg
enr

Flap gate visible on waterward side.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable

+ Issue Type

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence

AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA

Page 21 of 31




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani
LM Start 3.61 ‘ Rating ** M ‘ Issue No. 41 (cont) Photo 3 of 3: UCIP_SP_2020_36515_66156.jpg
LM End 3.61 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
it DWR UCIP LMA Responsibility 37.278203 ° 37.278203 °
em
-120.839884 °  -120.839884 °
DWR ID 19666
View of landward side.
LMStat  3.67  Rating** M | Issue No. 24
LM End 3.85 ‘ Issue Type + Ma Location * CR No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
— Vegetation 37.278806 ° 37.279989 °
-120.839001 °  -120.836329 °
DWR ID DWR_NA0010_02A_s _ 2020_24
Comment Code
V9 : Keep the crown roadway free of vegetation.
Inspector Comment
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
Friday, May 29, 2020 01:12 EINAL DATA Page 22 of 31




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani
LM Start 3.94 ‘ Rating ** M Issue No. 42 Photo 1 of 3 : UCIP_SP_2020_39364_66161.jpg
LM End 3.94 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.279704 ° 37.279704 °
-120.834709 °  -120.834709 °
DWRID 19667
Comment Code
Inspector Comment
DS_ID:19667
FS_ID:39364
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 05/01/2014 Signs of erosion or sink hole present on
landward toe--Need to contact owner. Dense vegetation limits the
inspector's visibility to identify signs of pipe failure (leaks) along the
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8.6 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 130 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 3.95)].
FS Date: 5/1/2014

View of Iandward sid.

LM Start 3.94 Rating ** M Issue No. 42 (cont) Photo 2 of 3 : UCIP_SP_2020_39364_66160.jpg
LM End 3.94 Issue Type + Ma Location *
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Inspection

Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 05/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 125 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 5.43)].
FS Date: 5/1/2014

LM Start 3.94 Rating ** M Issue No. 42 (cont) Photo 3 of 3 : UCIP_SP_2020_39364_66159.jpg
LM End 3.94 Issue Type + Ma | Location *
Supplemental i i .
e pp GPS Latitude/Longitude o
Start End
tem DWR UCIP LMA Responsibility 37.279704 ° 37.279704 °
-120.834709 °  -120.834709 °
DWR ID 19667
Flap gate and concrete headwall visible through dense vegettion.
LM Start 5.41 Rating ** M Issue No. 43 Photo 1 of 3 : UCIP_SP_2020_36517_66167.jpg
LM End 5.41 Issue Type + Ma Location * -2 .
Supplemental i i
Sy pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.260069 ° 37.260069 °
-120.831768 °©  -120.831768 °
DWR ID 19668
Comment Code
Inspector Comment
DS_ID:19668
FS_ID:36517
EP_NO: N/A

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA

Page 24 of 31




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

it Mi Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 C
Unit No. 02A San Joaquin River Left = 7.87 04/24/2020 Fujtani
LM Start 5.41 \ Rating ** M Issue No. 43 (cont) Photo 2 of 3 : UCIP_SP_2020_36517_66166.jpg
LMEnd 541 IssueType+ Ma  Location* WBVEaT T i o ook
Suppl I i i

Gy pplemental GPS Latitude/Longitude

Stat  End

DWR UCIP LMA Responsibility 37.260069 ° 37.260069 °

Item o o
-120.831768 -120.831768
DWR ID 19668
7 ¢ “\ 2
Flap gate visible on waterward side.
(MStat 541 | Rating** M Issue No. 43 (cont) Photo 3 of 3 : UCIP_SP_2020_36517_66165.jpg
LM End ‘ 5.41 ‘ Issue Type +  Ma ‘ Location * P o |
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA Page 25 of 31




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Inspection

Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani

LMStat  6.03 | Rating** M | Issue No. a4
LM End 6.03 ‘ Issue Type+  Ma  Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.253527 ° 37.253527 °
-120.823991 °  -120.823991 °
DWR ID 19669
Comment Code
Inspector Comment
DS_ID:19669
FS_1D:36518
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 05/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 7.7 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 125 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 6.06)].
FS Date: 5/1/2014

Photo 1 of 2 : UCIP_SP_2020_36518_66171.jpg

x“ ’

View of landward side.

WS : Water Side
CR : Crown

M : Minimally Acceptable C : Corrected

U : Unacceptable

A/W : Acceptable but Monitor & Maintain

LMStart  6.03 Rating ** M | Issue No. 44 (cont) Photo 2 of 2 : UCIP_SP_2020_36518_66170.jpg
LM End 6.03 | IssueType+ Ma  Location * : &
View of waterward side.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA

Page 26 of 31




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani

LM Start | 6.47 ‘ Rating ** M ‘ Issue No. 45
LM End 6.47 ‘ Issue Type+  Ma | Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.248210 ° 37.248210 °
-120.823120 °  -120.823120 °
DWR ID 19670
Comment Code
Inspector Comment
DS_ID:19670
FS_ID:36519
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 05/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 7.7 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 125 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 6.50)].
FS Date: 5/1/2014

Photo 1 of 3 : UCIP_SP_2020_36519_66173.jpg

. 2

View of waterward side.

LMStart  6.47 Rating ** M | Issue No. 45 (cont) Photo 2 of 3 : UCIP_SP_2020_36519_66172.jpg
LM End 6.47 |lssueType+ Ma | Location* T i
Crossing and flap gate visible on waterward side.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side
CR : Crown

M : Minimally Acceptable C : Corrected

U : Unacceptable

AIW : Acceptable but Monitor & Maintain

Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani
LM Start 6.47 ‘ Rating ** M Issue No. 45 (cont) Photo 3 of 3 : UCIP_SP_2020_36519_66174.jpg
LM End 6.47 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End .
tem DWR UCIP LMA Responsibility 37.248210 ° 37.248210 ° T o
-120.823120 °  -120.823120 ° i
DWR ID 19670
Y - ) ’
verview of levee crown and landward slope.
LM Start 6.97 ‘ Rating ** M Issue No. 28 Photo 1 of 1 : SP_2020_NA0010_119 28 20200225_00011.jpg
LMEnd 697 IssueType+ Ma  Location* LS &5 (i | ,
Earthen Levee GPS Latitude/Longitude -
Category
Start End
ttem Animal Control 37.241125° 37.241125°
-120.821747 °  -120.821747 °
DWR ID DWR_NA0010_02A_f_ 2017_28

Comment Code

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

Inspector Comment

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

NA0010

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Inspection

Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani
LM Start 7.02 ‘ Rating ** M Issue No. 46 Photo 1 of 3: UCIP_SP_2020_39365_66178.jpg
LM End 7.02 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.240333 ° 37.240333 °
-120.821490 °  -120.821490 °
DWRID 19671
Comment Code
Inspector Comment
DS _ID:19671
FS_ID:39365 Gl
EP_NO: N/A . ) o

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 05/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. Pipe extension visible on landward side--
need to contact owner for additional information about
extension/modification. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage

pipe through the levee, 12.6 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 125 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 7.05)].

FS Date: 5/1/2014

View of Iandwardside.

LMStart =~ 7.02 Rating ** M | Issue No. 46 (cont) Photo 2 of 3 : UCIP_SP_2020 39365 66177.jpg
LM End 7.02 Issue Type + Ma | Location * I ;i
iy
N : '7.
3 T AR § ? o s
Pipe extension visible on landward side attached to inlet at concrete
headwall.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani

LMStat |~ 7.02 Rating ** M Issue No. 46 (cont)

LM End 7.02 Issue Type + Ma Location *
Supplemental GPS Latitude/Longitude
Start End
DWR UCIP LMA Responsibility 37.240333 ° 37.240333 °
-120.821490 °  -120.821490 °

Category

Item

DWR ID 19671

Photo 3 of 3 : UCIP_SP_2020_39365_66176.jpg

»

LM Start 7.74 Rating ** M Issue No. 47
LM End 7.74 Issue Type + Ma Location *
Supplemental GPS Latitude/Longitude

Category

Start End

DWR UCIP LMA Responsibility 37.232650 ° 37.232650 °
-120.813363 °  -120.813363 °

Item

DWRID 19673
Comment Code

Inspector Comment

DS_ID:19673

FS_ID:36521

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 05/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 125 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 7.77)].
FS Date: 5/1/2014

R 5 Dl RS

View of wéterwérd side.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable

+ Issue Type

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence

AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:12

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/20/2020 Corey
Unit No. 02A San Joaquin River Left 7.87 0412412020 Fujitani

LMStat ~ 7.74  Rating* M IssueNo. 47 (cont)
LM End 7.74 ‘ Issue Type + Ma Location *
Supplemental i i
Category ppi GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.232650 ° 37.232650 °

Item

-120.813363°  -120.813363 °
DWRID 19673
LMStart ~ 7.74  Rating** M Issue No. 47 (cont)

|
LM End ‘ 7.74 ‘ Issue Type +  Ma ‘ Location *

Photo 2 of 3 : UCIP_SP_2020_36

Photo 3 of 3: UCIP_SP_2020_36521_66181.jpg

521_66182.jpg
: =l

View of waterward side--photo taken from levee toe looking towards
alignment of crossing.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain

+ Issue Type

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence

En : Enforcement

Friday, May 29, 2020 01:12 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Unit Cover Sheet
Spring 2020 Levee Inspection Results

Lower San Joaquin Levee District

Waterway Bank @ Unit Miles
Unit No. 02B San Joaquin River Left 5.92
Spring Summer (September - November) Winter
(March - May) (June - August) Fall (December - February)

Unit Maintenance Rating
(Fall Only)

Date of Inspection 4/24/2020 - 4/24/2020
DWR Inspector Corey Fujitani

Accompanied By

Summer & Winter Inspections

Department of Water Resources (DWR).
DWR must be informed on the:
a) completion of the inspection

b) any changes other than the results of normal maintenance
c¢) corrections to deficiencies noted in this report

http://cdec.water.ca.gov/Ima.html

summer inspections and March 31 for winter inspections.

If additional items are noted, further documentation of those items must also be submitted.

The Local Maintaining Agency (LMA) is responsible for summer and winter inspections. The LMA
is required to submit a report regarding summer and winter inspections to the California

The LMA should submit this information to DWR using the LMA web application tool available at:

If the LMA is unable to submit information on this webpage, please contact DWR for assistance.

The LMA should submit the information and any associated documentation by September 30 for

Friday, May 29, 2020 01:13

NA0010



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 Corey
Unit No. 02B San Joaquin River Left 5.92 0412412020 Fujitani

V1 : Control annual grass and weeds on the levee slopes and

Comment Code

LMStat  7.87 Rating ** U IssueNo. 15
LM End 13.73  Issue Type + Ma Location * WS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.231206 ° 37.172443°
-120.811800 °  -120.761150 °

DWR ID DWR_NA0010 02B s 2020 15

Photo 1 of 1 : SP_2020_NA0010_120_15_20200506_00049.jpg

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

easements.
Inspector Comment
s Y , » :
View of the waterside slope looking upstre‘amu. (Spring 2020)
LM Start 7.87 Rating ** ] Issue No. 18 Photo 1 of 1 : SP_2020_NA0010_120_18_20200506_00050.jpg
LM End 13.73 | Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.231205 ° 37.172443°
-120.811800 °  -120.761150 °

DWR ID DWR_NA0010_02B_s _2020_18

easements.
Inspector Comment
Looking upstream along the landside slope. (Spring 2020)

LM Start 7.87 Rating ** C Issue No. 16
LM End 8.96 | IssueType+ Ma | Location* CR No Photos

Earthen Levee GPS Latitude/Longitude
Category

Start End
Crown Surface / Depressions / 37.231209 ° 37.221054 °
ltem 1o ttin
g -120.811764 °  -120.796934 °

DWR ID DWR_NA0010_02B_f _2016_16

Comment Code

C2 : Repair depressions or ruts in the crown or slope.

Inspector Comment

Rutting caused by excessive speeds on levee crown.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:13

FINAL DATA

Page 1 of 22




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 Corey
Unit No. 02B San Joaquin River Left 5.92 0412412020 Fujitani

LMStart | 8.13 ‘ Rating ** M | lIssue No. 26
LMEnd 813 IssueType+ Ma  Location*
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.228343° 37.228343°
-120.808789 °  -120.808789 °
DWRID 19674
Comment Code
Inspector Comment
DS_ID:19674
FS_1D:39366
EP_NO: N/A

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 05/14/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope and
landward headwall. Recommend removing vegetation along pipe
alignment and toe to conduct proper inspection of structure. Sediment
buildup in pipe visible from landward side--recommend clearing. (DWR

UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 120 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 8.16)].

FS Date: 5/14/2014

Photo 1 of 3 : UCIP_SP_2020_39366_66184.jpg

Viewf landward side.

LMStart ~ 8.13 Rating ** M | Issue No. 26 (cont) Photo 2 of 3 : UCIP_SP_2020_39366_66185.jpg
LM End 8.13 Issue Type+ Ma  Location *
Overview of levee crown at crossing.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13

FINAL DATA

Page 2 of 22




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 Corey
Unit No. 02B San Joaquin River Left 5.92 0412412020 Fujitani

LMStat 813  Rating** M Issue No. 26 (cont)

LM End 8.13 ‘ Issue Type + Ma Location *
Supplemental GPS Latitude/Longitude
Start End
DWR UCIP LMA Responsibility 37.228343 ° 37.228343°

Category

Photo 3 of 3 : UCIP_SP_2020_39366_66186.jpg

I——

Item
-120.808789 °  -120.808789 °
DWR ID 19674
View of waterward side.
LM Start 8.46 ‘ Rating ** M Issue No. 27 Photo 1 of 3: UCIP_SP_2020_39367_66195.jpg
LM End 8.46 ‘ Issue Type + Ma Location * F
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.225241 ° 37.225241°
-120.804286 °  -120.804286 °
DWR ID 19675

Comment Code

Inspector Comment

DS_ID:19675

FS_ID:39367

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 05/14/2014 Dense vegetation on landward toe. Also
dense vegetation limits the inspector's visibility to identify signs of pipe
failure (leaks) along waterward slope. Recommend removing vegetation
along pipe alignment toe to conduct proper inspection of structure.
Sediment buildup in pipe--recommend clearing. (DWR UCIP - O.
Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9.4 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 120 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 8.48)].
FS Date: 5/14/2014

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable

+ Issue Type

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence

AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13

FINAL DATA

Page 3 of 22




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

5.92 04/24/2020 Corey

Unit No. 02B San Joaquin River Left 0412412020 Fujitani

27 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.225241 °
-120.804286 °

19675

Overview of levee crown at crossing.

27 (cont)

View of waterward side.

Friday, May 29, 2020 01:13 FINAL DATA Page 4 of 22



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 Corey
Unit No. 02B San Joaquin River Left 5.92 0412412020 Fujitani

LMStat  8.83  Rating** M | Issue No. 28
LM End 8.83 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.222271° 37.222271°

Item
-120.798705 °  -120.798705 °
DWRID 19676
Comment Code
Inspector Comment
DS_ID:19676
FS_ID:42503
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 05/14/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. Burrow activity presen on waterward
slope. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8.8 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 120 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (recorded
as HLM 9.86 should be 8.86)].

FS Date: 5/14/2014

LM Start 8.83 Rating ** M Issue No. 28 (cont)
LM End 8.83 Issue Type + Ma | Location *

Photo 1 of 3 : UCIP_SP_2020_42503_66200.jpg

View of landward side.

Photo 2 of 3 : UCIP_SP_2020_42503_66199.jpg

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement

Friday, May 29, 2020 01:13 FINAL DATA

Page 5 of 22




Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 05/14/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage

pipe through the levee, 8.8 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 120 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 9.02)].

FS Date: 5/14/2014

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
i+ Mi Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 Corey
Unit No. 02B San Joaquin River Left 5.92 0412412020 Fujitani
LM Start 8.83 ‘ Rating ** M Issue No. 28 (cont) Photo 3 of 3 : UCIP_SP_2020_42503_66201.jpg
LMEnd 883 IssueType+ Ma  Location* W 2 ¥ i ;
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.222271° 37.222271°
-120.798705 °  -120.798705 °
DWR ID 19676
View of waterward to.
LM Start 9.00 ‘ Rating ** M Issue No. 29 Photo 1 of 3 : UCIP_SP_2020_36525_66208.jpg
LM End 9.00 ‘ Issue Type + Ma Location *
Suppl tal i i
Category upplementa GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.220888 ° 37.220888 °
-120.796394 °  -120.796394 °
DWR ID 19677
Comment Code
Inspector Comment
DS_ID:19677
FS_ID:36525
EP_NO: N/A

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:13

FINAL DATA

Page 6 of 22




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 Corey
Unit No. 02B San Joaquin River Left 5.92 0412412020 Fujitani

LMStat ~ 9.00  Rating**

M Issue No.

29 (cont)

LMEnd  9.00 Issue Type +

Supplemental
Category PP

DWR UCIP LMA Responsibility

Ma Location *

GPS Latitude/Longitude

Start

37.220888 °

End
37.220888 °

Photo 2 of 3 : UCIP_SP_2020_36525_66207.jpg

Item
-120.796394 °©  -120.796394 °
DWR ID 19677
View of flap gate visible from waterward side.
(MStat  9.00  Rating** M Issue No. 29 (cont) Photo 3 of 3 : UCIP_SP_2020_36525_66206.jpg
LMEnd ~ 9.00 IssueType+ Ma  Location * —————
View of landward side.

* Location ** Rating +Issue Type

LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side
CR : Crown

M : Minimally Acceptable
U : Unacceptable

C : Corrected

Ob : Design & System Obsolescence

A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13

FINAL DATA

Page 7 of 22




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 Corey
Unit No. 02B San Joaquin River Left 5.92 0412412020 Fujitani

LMStat ~ 9.17  Rating** M | Issue No. 30
LM End 9.17 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.220520 ° 37.220520 °

Item
-120.793277 ° -120.793277 °
DWRID 19678
Comment Code
Inspector Comment
DS_ID:19678
FS_ID:40443
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 05/14/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 120 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 9.20)].
FS Date: 5/14/2014

LM Start 9.17 Rating ** M Issue No. 30 (cont)
LM End 9.17 Issue Type + Ma | Location *

Photo 1 of 3 : UCIP_SP_2020_40443_66211.jpg

‘ View of Indward sid.

Photo 2 of 3 : UCIP_SP_2020_40443_66210.jpg

A
View of waterward side.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13 FINAL DATA

Page 8 of 22




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 Corey
Unit No. 02B San Joaquin River Left 5.92 0412412020 Fujitani
LM Start 9.17 ‘ Rating ** M Issue No. 30 (cont) Photo 3 of 3: UCIP_SP_2020_40443_66209.jpg
LM End 9.17 ‘ Issue Type + Ma  Location * § SRR
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.220520 ° 37.220520 °
-120.793277 °  -120.793277 °
DWR ID 19678
Pipe visible on waterward side.
LMStart ~ 9.42  Rating** C  IssueNo. 17
LM End 9.42 ‘ Issue Type + Ma Location * LS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
- Trim / Thin Trees 37.220199 ° 37.220199 °
-120.788748 °  -120.788748 °
DWR ID DWR_NA0010_02B_f_ 2016_17
Comment Code
T3 : Trim and thin trees to allow visibility of the ground and room to
flood fight.
Inspector Comment
Trim back dead tree limbs on landside toe.
*Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
Friday, May 29, 2020 01:13 FINAL DATA Page 9 of 22




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 Corey
Unit No. 02B San Joaquin River Left 5.92 0412412020 Fujitani

LM Start | 9.43 Rating ** M ‘ Issue No. 31
LM End 9.43 Issue Type+  Ma | Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.220227 ° 37.220227 °
-120.788634 °  -120.788634 °
DWR ID 19686
Comment Code
Inspector Comment
DS_ID:19686
FS_ID:36527
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 05/14/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 115 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 9.46)].
FS Date: 5/14/2014

Photo 1 of 3 : UCIP_SP_202

4 .

Vle-WBf IandWard sidé.

0_36527_66217.jpg

LMStart  9.43 Rating ** M | Issue No. 31 (cont) Photo 2 of 3 : UCIP_SP_2020_36527_66216.jpg
LM End 9.43 Issue Type + Ma Location * “~ e |
=
View of waterward side.
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13

FINAL DATA

Page 10 of 22




Comment Code
T1: Trim trees to at least five feet above ground level.

Inspector Comment
Dead tree limb hanging on landside toe.

- LI PR & 2 N LR
View of broken tree limb hanging over landside slope and toe

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 Corey
Unit No. 02B San Joaquin River Left 5.92 0412412020 Fujitani
LM Start 9.43 Rating ** M Issue No. 31 (cont) Photo 3 of 3: UCIP_SP_2020_36527_66215.jpg
LMEnd = 9.43 | IssueType+ Ma | Location * ol T i W
Supplemental GPS Latitude/Longitude X 4
Category
Start End
tem DWR UCIP LMA Responsibility 37.220227 ° 37.220227 °
-120.788634 °  -120.788634 °
DWR ID 19686
| e ¢ y
Concrete headwall visible on landward side.
LM Start 9.90 Rating ** M Issue No. 20 Photo 1 of 1 : SP_2020_NA0010_120_20_20200225_00008.jpg
LM End 9.90 |IssueType+ Ma | Location* LS Y Y :
Earthen Levee GPS Latitude/Longitude
Category
Start End
- Trim / Thin Trees 37.216923 ° 37.216923 °
-120.784007 °  -120.784007 °
DWR ID DWR_NA0010_02B_f _ 2019 20

. (Fall 2019)

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:13

FINAL DATA

Page 11 of 22




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 Corey
Unit No. 02B San Joaquin River Left 5.92 0412412020 Fujitani
LM Start =~ 10.09 Rating ** M Issue No. 32 Photo 1 of 3 : UCIP_SP_2020_36528 66224.jpg

. LMEnd = 10.09 " Issue Type +

Supplemental
Category PP

Item

DWR ID 19687

Ma Location *

GPS Latitude/Longitude

Start

DWR UCIP LMA Responsibility 37.214229 °

-120.784350 °

Comment Code

End
37.214229 °
-120.784350 °

Inspector Comment

DS_ID:19687
FS_ID:36528

EP_NO: N/A

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 05/14/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.7 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 115 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM

10.12)].
FS Date: 5/14/2014

LM Start  10.09 Rating **

LM End 10.09 | Issue Type +

M Issue No.
Ma Location *

32 (cont)

View of waterward Iope.

Photo 2 of 3 : UCIP_SP_2020_36528_66226.jpg

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement

Friday, May 29, 2020 01:13

FINAL DATA

Page 12 of 22




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 Corey
Unit No. 02B San Joaquin River Left 5.92 0412412020 Fujitani
LM Start | 10.09 ‘ Rating ** M Issue No. 32 (cont) Photo 3 of 3 : UCIP_SP_2020_36528_66222.jpg
LM End 10.09 ‘ Issue Type+ Ma  Location * s At
Category Supplemental GPS Latitude/Longitude
Stat  End

DWR UCIP LMA Responsibility 37.214229 ° 37.214229 °

Item
-120.784350 °  -120.784350 °
DWR ID 19687
View of waterward side.
LMStart  10.56 | Rating** M | Issue No. 19
LM End 10.69 ‘ Issue Type + Ma Location * CR No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.208554 ° 37.207015 °
-120.780322 °  -120.778826 °
DWR ID DWR_NA0010_02B_s _2020_19

Comment Code

V9 : Keep the crown roadway free of vegetation.

Inspector Comment

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13 FINAL DATA

Page 13 of 22




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 Corey
Unit No. 02B San Joaquin River Left 5.92 0412412020 Fujitani

LMStat  10.78  Rating ** M Issue No. 33
LM End 10.78 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.206352 ° 37.206352 °

Item
-120.777634 °  -120.777634 °
DWR ID 19688
Comment Code
Inspector Comment
DS_ID:19688
FS_ID:42504
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 05/14/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. Sediment buildup in pipe visible on
landward side--recommend clearing. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 115 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
10.81)].

FS Date: 5/14/2014

LM Start =~ 10.78 Rating ** M Issue No. 33 (cont)
LM End 10.78 | Issue Type + Ma | Location *

Photo 1 of 3 : UCIP_SP_2020_42504_66231.jpg

View of landward side.

Photo 2 of 3 : UCIP_SP_2020_42504_66232.jpg

R
d side.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain

+ Issue Type

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:13 FINAL DATA

Page 14 of 22




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Remove prunings from landside toe.

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 Corey
Unit No. 02B San Joaquin River Left 5.92 0412412020 Fujitani
LM Start 10.78 Rating ** M Issue No. 33 (cont) Photo 3 of 3: UCIP_SP_2020_42504_66234.jpg
LMEnd 10.78 |lssueType+ Ma  Location * £ :
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.206352 ° 37.206352 °
-120.777634 °  -120.777634 °
DWR ID 19688
502 201
SO, 5 J. Pichen
ward side.
LM Start = 10.94 Rating ** M Issue No. 14
LM End 10.94 Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.205711 ° 37.205711 °
-120.774741°  -120.774741 °
DWR ID DWR_NA0010_02B_f_2015_14
Comment Code
PR : Prunings

Inspector Comment

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13 FINAL DATA Page 15 of 22




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 Corey
Unit No. 02B San Joaquin River Left 5.92 0412412020 Fujitani

LMStat  11.14 | Rating** M | Issue No. 34
LM End 11.14 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.204640 ° 37.204640 °

Item
-120.771564 °  -120.771564 °
DWR ID 19689
Comment Code
Inspector Comment
DS_ID:19689
FS_ID:36530
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 05/14/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8 feet below the crown. Flap gate on the
waterside (WS) end. Brass cap No. 115 bench mark (BM) on the
headwall on the landside (LS). [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
11.17)).

FS Date: 5/14/2014

Photo 1 of 3 : UCIP_SP_2020_36530_66236.jpg

‘ Viw of Iandwd slop.

LM Start | 11.14 Rating ** M Issue No. 34 (cont) Photo 2 of 3 : UCIP_SP_2020_36530_66235.jpg
LM End 11.14 | Issue Type + Ma Location *
o 7 £y "w 4 ]
Slide gate visible on landward side blocked by vegetation.

* Location ** Rating +Issue Type

LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence

CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13 FINAL DATA

Page 16 of 22




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 Corey
Unit No. 02B San Joaquin River Left 5.92 0412412020 Fujitani
LM Start | 11.14 ‘ Rating ** M Issue No. 34 (cont) Photo 3 of 3 : UCIP_SP_2020_36530_66238.jpg
LM End 11.14 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
ttem DWR UCIP LMA Responsibility 37.204640 ° 37.204640 °
-120.771564 °  -120.771564 °
DWR ID 19689
View of waterward >S|de.A
LM Start = 11.39 ‘ Rating ** U Issue No. 21 Photo 1 of 1 : SP_2020_NA0010_120_21_20200225_00009.jpg
LM End 11.39 ‘ Issue Type+ Ma  Location * LS - .
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Erosion / Bank Caving 37.201839 ° 37.201839 °
-120.768489 °©  -120.768489 °
DWR ID DWR_NA0010_02B_f _2018 21

Comment Code

E2 : Schedule repair of erosion site prior to the next inspection.

Inspector Comment
Erosion occurring into the landside slope of levee.

A e

Erosion int Indide slope. Looking upstra. (Fall 2018)

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13 FINAL DATA

Page 17 of 22




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 Corey
Unit No. 02B San Joaquin River Left 5.92 0412412020 Fujitani

LM Start | 11.40 ‘ Rating ** M | lIssue No. 35
LM End 11.40 ‘ Issue Type+  Ma | Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.201792 ° 37.201792°
-120.768462 °  -120.768462 °
DWR ID 19690
Comment Code
Inspector Comment
DS_ID:19690
FS_ID:36531
EP_NO: N/A

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 05/14/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8 feet below the crown. Flap gate on the
waterside (WS) end. Screw gate on the landside (LS). [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M

Manual 601.1, 1967, (HLM 11.43)].
FS Date: 5/14/2014

LM Start 11.40 Rating **
LM End 11.40 | Issue Type +

M Issue No. 35 (cont)
Ma Location *

7

View of waterward side.

View of landward ide.

Photo 1 of 3 : UCIP_SP_2020_36531_66241.jpg

Photo 2 of 3 : UCIP_SP_2020_36531_66240.jpg

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable N : Not Inspected/Rated
M : Minimally Acceptable C : Corrected
U : Unacceptable A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement

Friday, May 29, 2020 01:13

FINAL DATA

Page 18 of 22




Comment Code

TR : Tree or limb

Inspector Comment
Fallen tree limbs are located on the landside slope.

Looking northwest at tree limb on landward

slope.

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 Corey
Unit No. 02B San Joaquin River Left 5.92 0412412020 Fujitani
LM Start = 11.40 ‘ Rating ** M Issue No. 35 (cont) Photo 3 of 3 : UCIP_SP_2020_36531_66239.jpg
LM End 11.40 ‘ Issue Type + Ma | Location *
B 3
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.201792 ° 37.201792°
-120.768462 °  -120.768462 °
DWR ID 19690
Flap gate visile on waeard toe.
LM Start | 12.21 ‘ Rating ** M Issue No. 1 Photo 1 of 1 : SP_2020_NA0010_120_1_ 20200225_00001.jpg
LM End 12.21 ‘ Issue Type+ Ma  Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.191528 ° 37.191528 °
-120.764541 °  -120.764541 °

DWR ID DWR_NA0010_02B_f_2014_1

Issue No.

LM Start =~ 12.86 Rating ** M 23
LM End 12.99 | Issue Type + Ma Location * CR
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.183375 ° 37.181646 °
-120.767687 ©  -120.766494 °

DWR ID DWR_NA0010_02B_s _2020_23

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

No Photos

easements.
Inspector Comment
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13

FINAL DATA

Page 19 of 22




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 Corey
Unit No. 02B San Joaquin River Left 5.92 0412412020 Fujitani

LM Start = 13.18 ‘ Rating ** M | lIssue No. 36
LM End 13.18 ‘ Issue Type+  Ma | Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.179265 ° 37.179265 °
-120.764870 °  -120.764870 °
DWR ID 19663
Comment Code
Inspector Comment
DS_ID:19663
FS_ID:39370
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 05/14/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. Sediment buildup in pipe--recommend
clearing. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 6.5 feet below the crown. Slide gate in a pipe
riser on the waterside (WS) slope. [Additional Reference(s): DWR
Levee Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967,
(recorded as HLM 13.32 should be 13.22)].

FS Date: 5/14/2014

Photo 1 of 3 : UCIP_SP_2020_39370_66245.jpg

Vie o landward side.

LM Start |~ 13.18 Rating ** M Issue No. 36 (cont) Photo 2 of 3 : UCIP_SP_2020_39370_66244.jpg
LM End 13.18 | Issue Type+ Ma | Location * . :
Overview of landward slope.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side C : Corrected

CR : Crown

M : Minimally Acceptable
U : Unacceptable

AIW : Acceptable but Monitor & Maintain

Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:13

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

it Mi Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 c
Unit No. 02B San Joaquin River Left = 5.92 04/24/2020 Fuitan

LM Start  13.18 Rating ** M Issue No. 36 (cont) Photo 3 of 3: UCIP_SP_2020_39370_66243.jpg

LM End 13.18  Issue Type + Ma Location * - e

Supplemental i i
Category ppi GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.179265 ° 37.179265 °
-120.764870 °  -120.764870 °

Item

DWR ID 19663

LM Start = 13.67 Rating ** M Issue No. 37
LM End 13.67 Issue Type + En Location * No Photos
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
o DWR UCIP Field Study 37.173327°  37.173327°

-120.761055 °©  -120.761055 °
DWR ID 19664
Comment Code

Inspector Comment

DS_ID:19664

FS_ID:39891

EP_NO: 14138

Repair Type: Non-Urgent

Crossing Status: Not Found

UCIP Comments: 05/14/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slope.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10 feet below the crown. Concrete cutoff wall at
the centerline of the pipe. Flap gate on the landside (LS) end. Screw
gate on the waterside (WS) end with accessible walkway. (Plans to
install a 24-inch reinforced concrete pipe through the levee authorized
under Permit No. 14138, 1985 - United States Fish and Wildlife
Service). [Additional Reference(s): DWR Levee Log, 2002].

FS Date: 5/14/2014

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13 FINAL DATA Page 21 of 22




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/24/2020 Corey
Unit No. 02B San Joaquin River Left 5.92 0412412020 Fujitani
LM Start |~ 13.72 ‘ Rating ** M Issue No. 25 Photo 1 of 1 : SP_2020_NA0010_120_25 20200225_00014.jpg
LMEnd  13.72 IssueType+ Ma  Location* LS S 3 NG S AR
B A
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Erosion / Bank Caving 37.172648 ° 37.172648 °
-120.761157 °  -120.761157 °
DWR ID DWR_NA0010_02B_f_ 2018_25
Comment Code
E1 : Note and monitor erosion site.
Inspector Comment
Erosion is occurring into the landside bank.
Lookin down Idside slope from crown at erosion site. (Fall 2018)

(MStat  13.73  Rating®* M IssueNo. 22 Photo 1 of 1: SP
LMEnd  13.73 IssueType+ Ma  Location* ws SF
Earthen Levee GPS Latitude/Longitude
Category
Start End
ttem Animal Control 37.172387 ° 37.172387 °
-120.761190 °  -120.761190 °

DWR ID DWR_NA0010_02B_f _ 2018 _22

Comment Code

Al : Exterminate rodents and backfill and compact or grout burrows.

Inspector Comment

There are several rodent burrows observed at this location.

AT LN

View of waterside slpe looking upstream. (Fall 2018)

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:13

FINAL DATA

Page 22 of 22




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Unit Cover Sheet
Spring 2020 Levee Inspection Results

Lower San Joaquin Levee District

Waterway Bank @ Unit Miles
Unit No. 03 San Joaquin River Right 2.10
Spring Summer (September - November) Winter
(March - May) (June - August) Fall (December - February)

Unit Maintenance Rating
(Fall Only)

Date of Inspection 4/27/2020 - 4/27/2020
DWR Inspector Corey Fujitani

Accompanied By

Summer & Winter Inspections

Department of Water Resources (DWR).
DWR must be informed on the:
a) completion of the inspection

b) any changes other than the results of normal maintenance
c¢) corrections to deficiencies noted in this report

http://cdec.water.ca.gov/Ima.html

summer inspections and March 31 for winter inspections.

If additional items are noted, further documentation of those items must also be submitted.

The Local Maintaining Agency (LMA) is responsible for summer and winter inspections. The LMA
is required to submit a report regarding summer and winter inspections to the California

The LMA should submit this information to DWR using the LMA web application tool available at:

If the LMA is unable to submit information on this webpage, please contact DWR for assistance.

The LMA should submit the information and any associated documentation by September 30 for

Friday, May 29, 2020 01:13

NA0010



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/27/2020 Corey
Unit No. 03 San Joaquin River Right | 2.10 0412712020 Fujitani

LM Start 0.19 Rating ** M ‘ Issue No. 67 Photo 1 of 1 : SP_2020_NA0010_121 67_20200225_00008.jpg
LM End 0.19 Issue Type + Ma Location * LS ey i
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.109013 ° 37.109013 °
-120.587799 °©  -120.587799 °

DWR ID DWR_NA0010 03 s 2015 67

Comment Code

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

Inspector Comment
Rodent holes are noted on the landside slope.

LM Start 0.37 Rating ** M Issue No. 9
LM End 0.37 Issue Type + Ma Location * LS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
ttem Animal Control 37.106799 ° 37.106799 °
-120.586388 °  -120.586388 °
DWRID DWR_NA0010_03 f_2019 9
Comment Code
A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.
Inspector Comment
LM Start 0.41 Rating ** M Issue No. 16
LM End 0.41 Issue Type+ Ma  Location * LS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.106310 ° 37.106310 °
-120.585859 °  -120.585859 °

DWR ID DWR_NA0010_03 f 2018 16

Comment Code

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

Inspector Comment
Several rodent holes are located on land and water side of gate.

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13

FINAL DATA

Page 1 of 9




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/27/2020 Corey
Unit No. 03 San Joaquin River Right | 2.10 0412712020 Fujitani

Repair Type: Non-Urgent
Crossing Status: Found

LM Start | 0.42 ‘ Rating ** M | lIssue No. 68
LM End 0.42 ‘ Issue Type+  Ma | Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.106233 ° 37.106233 °
-120.585797 °  -120.585797 °
DWR ID 19691
Comment Code
Inspector Comment
DS_ID:19691
FS_ID:34083
EP_NO: N/A

Photo 1 of 3 : UCIP_SP_2020_34083_61941.jpg

Concrete structure and flap gate visible on waterward side.

UCIP Comments: 04/17/2014 Need to contact owner. Recommend
removing tall grass on landward slope and clearing sediment build up
inside pipe. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.3 feet below the crown. Flap gate on the
waterside (WS) end. [Additional Reference(s): DWR Levee Log, 2002.
USACE San Joaquin O&M Manual 601.1, 1967, (HLM 0.43)].

FS Date: 4/17/2014

LMStat  0.42 | Rating*
LMEnd  0.42  lIssue Type +

M Issue No. 68 (cont)
Ma Location *

View of watehNafd side.

Photo 2 of 3 : UCIP_SP_2020_34083_61940.jpg

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable N : Not Inspected/Rated
M : Minimally Acceptable C : Corrected
U : Unacceptable A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement

Friday, May 29, 2020 01:13

FINAL DATA

Page 2 of 9




DWR ID |DWR_NA0010 03 s_ 2020_12

Comment Code
V1 : Control annual grass and weeds on the levee slopes and

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/27/2020 C
Unit No. 03 San Joaquin River Right | 2.10 04/27/2020 ;:u?i;?éi
LM Start 0.42 ‘ Rating ** M Issue No. 68 (cont) Photo 3 of 3 : UCIP_SP_2020_34083_61944.jpg
LM End 0.42 ‘ Issue Type + Ma Location *
Supplemental i i
Gy pplemental GPS Latitude/Longitude
Stat  End
ttem DWR UCIP LMA Responsibility 37.106233° 37.106233 °
-120.585797 °  -120.585797 °
DWR ID 19691
View of landward side.
LM Start 0.43 ‘ Rating ** M Issue No. 6 Photo 1 of 1 : SP_2020_NA0010_121 6_20200225_00002.jpg
LM End 0.43 ‘ Issue Type + Ma Location * LS s .
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Slope Stability 37.106121 ° 37.106121 °
-120.585680 °  -120.585680 °
DWR ID DWR_NA0010_03_f _2017_6
Comment Code
S3 : Repair the levee slope damaged by vehicle traffic and prevent
access where possible.
Inspector Comment
Loomg east at the landside slope.
LM Start 0.43 Rating ** M Issue No. 12 Photo 1 of 1 : SP_2020_NA0010_121_12_20200506_00021.jpg
LM End 1.89 Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.106076 ° 37.090204 °
-120.585617 ©  -120.570148 °

easements.
Inspector Comment
View along the landside slope looking upstream. (Spring 2020)
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13 FINAL DATA

Page 3 of 9




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/27/2020 Corey
Unit No. 03 San Joaquin River Right | 2.10 0412712020 Fujitani
LM Start 0.76 ‘ Rating ** A/W | Issue No. 69 Photo 1 of 3 : UCIP_SP_2020_36534_66248.jpg
LM End 0.76 ‘ Issue Type + Ma | Location * -
Category Supplemental GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.102964 ° 37.102964 °

Item
-120.581421 °  -120.581421 °
DWR ID 19692
Comment Code
Inspector Comment
DS_ID:19692
FS_ID:36534
EP_NO: N/A

Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9.3 feet below the crown. Flap gate on the
waterside (WS) end. [Additional Reference(s): DWR Levee Log, 2002.
USACE San Joaquin O&M Manual 601.1, 1967, (HLM 0.77)].

FS Date: 4/17/2014

View of waterward slope.

LMStat  0.76 Rating™  A/W | Issue No. 69 (cont) Photo 2 of 3 : UCIP_SP_2020_36534_66249.jpg

LM End 0.76 Issue Type + Ma Location *

Concrete structure located on waterward side.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13 FINAL DATA

Page 4 of 9




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/27/2020 Corey
Unit No. 03 San Joaquin River Right | 2.10 0412712020 Fuiitani
LM Start 0.76 Rating ** A/W | Issue No. 69 (cont) Photo 3 of 3 : UCIP_SP_2020_36534_66251.jpg
LM End 0.76 Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
it DWR UCIP LMA Responsibility 37.102964 ° 37.102964 °
em
-120.581421 °  -120.581421 °
DWR ID 19692
i
View of landward Iope.
LMStart | 0.83 Rating ** C Issue No. 7
LM End 0.83 Issue Type + Ma Location * CR No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.102190 ° 37.102190 °
-120.580717 °  -120.580717 °
DWR ID DWR_NA0010_03_f_2017_7
Comment Code
Al : Exterminate rodents and backfill and compact or grout burrows.
Inspector Comment
LM Start 1.54 Rating ** A/W Issue No. 65
LM End 1.54 Issue Type + Ma Location * LS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.094270 ° 37.094270 °
-120.573112 °  -120.573112 °
DWR ID DWR_NA0010 03 s _ 2015 65
Comment Code
A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.
Inspector Comment
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
Friday, May 29, 2020 01:13 FINAL DATA Page 5 of 9




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

NA0010

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/17/2014 Sediment buildup in pipe visible from
landward side--recommend clearing. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 6.8 feet below the crown. Flap gate on the
waterside (WS) end. [Additional Reference(s): DWR Levee Log, 2002.
USACE San Joaquin O&M Manual 601.1, 1967, (HLM 1.72)].

FS Date: 4/17/2014

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/27/2020 c
Unit No. 03 San Joaquin River Right | 2.10 04/27/2020 ;:u?i;?éi
LM Start 1.71 \ Rating ** M Issue No. 70 Photo 1 of 3: UCIP_SP_2020_39371_66252.jpg
LMEnd 171 IssueType+ Ma  Location* ;
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.092079 ° 37.092079 °
-120.572316 °  -120.572316 °
DWR ID 19693
Comment Code
Inspector Comment
DS _1D:19693
FS_1D:39371
EP_NO: N/A 3

i . A L <
View of levee crown at crossing.

LM Start 1.71 Rating ** M Issue No. 70 (cont) Photo 2 of 3: UCIP_SP_2020_39371_66254.jpg
LM End 1.71 Issue Type + Ma Location *
Concrete structure located on waterward side.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13

FINAL DATA

Page 6 of 9




Repair Type: Non-Urgent
Crossing Status: Found

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/27/2020 C
Unit No. 03 San Joaquin River Right | 2.10 04/2712020 Fujtani
LM Start 1.71 Rating ** M ‘ Issue No. 70 (cont) Photo 3 of 3 : UCIP_SP_2020_39371_66253.jpg
LM End 1.71 Issue Type + Ma | Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.092079 ° 37.092079 °
-120.572316 °  -120.572316 °
DWR ID 19693
Tk
View of waterward side--channel.
LM Start 2.04 Rating ** M Issue No. 71 Photo 1 of 3: UCIP_SP_2020_36543_66281.jpg
LM End 2.04 Issue Type + En Location *
Suppl tal i i
Category upplementa GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.089394 ° 37.089394 °
-120.567731 °  -120.567731 °
DWR ID 19694
Comment Code
Inspector Comment
DS_ID:19694
FS_ID:36543
EP_NO: N/A

Slide gate and concrete structure located on waterward slope.

UCIP Comments: 04/17/2014 Need to contact owner--additional
appurtenances found on waterward side not part of original description.
Unable to determine if walkway, pump, and pipe through waterward
berm is if part of original crossing. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 36-inch corrugated metal irrigation discharge
pipe through the levee, 6.6 feet below the crown. Pump on the
riverbank. Slide gate on the waterside (WS) end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M

Manual 601.1, 1967, (HLM 2.05)].
FS Date: 4/17/2014

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:13

FINAL DATA

Page 7 of 9




Comment Code

MA : Material

Inspector Comment
Two large concrete blocks are located on the landward toe.

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . . 04/27/2020 C
Unit No. 03 San Joaquin River Right | 2.10 04/2712020 Fujtani
LM Start 2.04 ‘ Rating ** M Issue No. 71 (cont) Photo 2 of 3 : UCIP_SP_2020_36543_66282.jpg
LM End 2.04 ‘ Issue Type + En Location *
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
- DWR UCIP Field Study 37.089394 ° 37.089394 °
-120.567731 ° -120.567731°
DWR ID 19694
b 5 i & -~
View of walkway and berm on waterward side.
LM Start ‘ 2.04 ‘ Rating ** M ‘ Issue No. 71 (cont) Photo 3 of 3 : UCIP_SP_2020_36543_66280.jpg
LM End ‘ 2.04 ‘ Issue Type +  En ‘ Location * ' - G
LM Start | 2.05 Rating ** u Issue No. 5
LM End 2.05 Issue Type + En Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.089289 ° 37.089289 °
-120.567463 °  -120.567463 °
DWRID DWR_NA0010 03 s_ 2018 5

N

Looking southwest t concrete blocks on landward toe. (Spring 2018)

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable

N : Not Inspected/Rated

AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:13

FINAL DATA

Page 8 of 9




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

2.10 04/27/2020 Corey

Unit No. 03 San Joaquin River Right 04/27/2020 Fujitani

Earthen Levee

Encroachments 37.089177 ° 37.089070
-120.567126 °  -120.566977

DWR_NA0010_03 f_2018_14

DE : Debris

Debris from ditch dredging left on landside slope.

View of debris from dredging left on Iandsideslope. (Fall 2018)

Friday, May 29, 2020 01:13 FINAL DATA Page 9 of 9



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Unit Cover Sheet
Spring 2020 Levee Inspection Results

Lower San Joaquin Levee District

Waterway Bank @ Unit Miles
Unit No. 04 San Joaquin River Left 141
Spring Summer (September - November) Winter
(March - May) (June - August) Fall (December - February)

Unit Maintenance Rating
(Fall Only)

Date of Inspection 4/27/2020 - 4/27/2020
DWR Inspector Corey Fujitani

Accompanied By

Summer & Winter Inspections

Department of Water Resources (DWR).
DWR must be informed on the:
a) completion of the inspection

b) any changes other than the results of normal maintenance
c¢) corrections to deficiencies noted in this report

http://cdec.water.ca.gov/Ima.html

summer inspections and March 31 for winter inspections.

If additional items are noted, further documentation of those items must also be submitted.

The Local Maintaining Agency (LMA) is responsible for summer and winter inspections. The LMA
is required to submit a report regarding summer and winter inspections to the California

The LMA should submit this information to DWR using the LMA web application tool available at:

If the LMA is unable to submit information on this webpage, please contact DWR for assistance.

The LMA should submit the information and any associated documentation by September 30 for

Friday, May 29, 2020 01:13

NA0010



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/27/2020 C
Unit No. 04 San Joaquin River Left = 1.41 0412712090 Fujtani

LMStart | 0.03 Rating ** M ‘ Issue No. 10
LM End 0.03 Issue Type + En Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.112353 ° 37.112353 °
-120.589565 °©  -120.589565 °
DWR ID 19977
Comment Code
Inspector Comment
DS_ID:19977
FS_1D:40529
EP_NO: 5024

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 10/27/2017 This structure is inspected annually
under the Structure and Channel Summer Inspection (part of the Levee
Inspection Program) conducted by the DWR Flood Project Integrity and
Inspection Branch (FPIIB). (DWR UCIP - O. Magana)

04/17/2014 Slide gates blocked by sediment. Recommend contacting
owner to determine status of crossing. Crossing appears to be
abandoned. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: [San Joaquin River Diversion Structure] 1 of
4: 72-inch by 60-inch reinforced concrete box gravity drainage culvert
through the levee, 21 feet below the crown. Slide gate on the waterside
(WS). Concrete headwall on each end. Landside (LS) slope cobble
revetted. Flashboards on the downstream side of the structure.

FS Date: 4/17/2014

LM Start 0.03 Rating ** M Issue No. 10 (cont)
LM End 0.03 Issue Type + En Location *

Photo 1 of 3 : UCIP_SP_2020_40529_61969.jpg

View of concrete structure located on landward side.

R

Photo 2 of 3 : UCIP_SP_2020_40529_61968.jpg

View of levee crown.

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Ob : Design & System Obsolescence

Friday, May 29, 2020 01:13 FINAL DATA

Page 1 of 10




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/27/2020 Corey
Unit No. 04 San Joaquin River Left 1.41 0412712020 Fujitani
LM Start 0.03 Rating ** M Issue No. 10 (cont) Photo 3 of 3 : UCIP_SP_2020_40529_61967.jpg

LM End 0.03 Issue Type + En Location *

Supplemental GPS Latitude/Longitude
Start End
37.112353° 37.112353 °

-120.589565 °  -120.589565 °

Category

DWR UCIP Field Study
Item

DWRID 19977

% 4 i

Concrete headwall Iocated-on waterward side.

LM Start 0.04 Rating ** M Issue No. 11 Photo 1 of 3 : UCIP_SP_2020_36875_67308.jpg
LM End 0.04 |lIssueType+ En | Location *
Suppl tal " .
Category pplementa GPS Latitude/Longitude
Start End

DWR UCIP Field Study 37.112348 ° 37.112348 °
-120.589581 °  -120.589581 °

Item

DWR ID 24856
Comment Code

Inspector Comment

DS_ID:24856

FS_ID:36875

EP_NO: 5024

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 10/27/2017 This structure is inspected annually
under the Structure and Channel Summer Inspection (part of the Levee
Inspection Program) conducted by the DWR Flood Project Integrity and
Inspection Branch (FPIIB). (DWR UCIP - O. Magana)

04/17/2014 Slide gates blocked by sediment. Recommend contacting
owner to determine status of crossing. Crossing appears to be
abandoned. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: [San Joaquin River Diversion Structure] 2 of
4: 72-inch by 60-inch reinforced concrete box gravity drainage culvert
through the levee, 21 feet below the crown. Slide gate on the waterside
(WS). Concrete headwall on each end. Landside (LS) slope cobble
revetted. Flashboards on the downstream side of the structure.

FS Date: 4/17/2014

»

Mg
View of concrete structure located on landward side.

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13 FINAL DATA Page 2 of 10



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/27/2020 Corey
Unit No. 04 San Joaquin River Left 1.41 0412712020 Fujitani
LM Start 0.04 ‘ Rating ** M ‘ Issue No. 11 (cont) Photo 2 of 3 : UCIP_SP_2020_36875_67307.jpg
LM End 0.04 ‘ Issue Type + En Location *
Supplem | i i
Gy pplemental GPS Latitude/Longitude
Start End
ttem DWR UCIP Field Study 37.112348° 37.112348 °
-120.589581 °  -120.589581 °
DWR ID 24856
iew of levee crown.
LM Start 0.04 ‘ Rating ** M ‘ Issue No. 11 (cont) Photo 3 of 3 : UCIP_SP_2020_36875_67306.jpg

|
LM End ‘ 0.04 ‘Issue Type+ En ‘Location*

Concrete héadwall located on waterward side.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13 FINAL DATA Page 3 of 10




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/27/2020 C
Unit No. 04 San Joaquin River Left = 1.41 0412712090 Fujtani

LMStat  0.04 | Rating®* | M | IssueNo. 12
LM End 0.04 Issue Type + En Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP Field Study 37.112343 ° 37.112343 °
-120.589601 °  -120.589601 °
DWR ID 24857
Comment Code
Inspector Comment
DS _1D:24857
FS_ID:36876
EP_NO: 5024

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 10/27/2017 This structure is inspected annually
under the Structure and Channel Summer Inspection (part of the Levee
Inspection Program) conducted by the DWR Flood Project Integrity and
Inspection Branch (FPIIB). (DWR UCIP - O. Magana)

04/17/2014 Slide gates blocked by sediment. Recommend contacting
owner to determine status of crossing. Crossing appears to be
abandoned. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: [San Joaquin River Diversion Structure] 3 of
4: 72-inch by 60-inch reinforced concrete box gravity drainage culvert
through the levee, 21 feet below the crown. Slide gate on the waterside
(WS). Concrete headwall on each end. Landside (LS) slope cobble
revetted. Flashboards on the downstream side of the structure.

FS Date: 4/17/2014

LM Start 0.04 Rating ** M Issue No. 12 (cont)
LM End 0.04 Issue Type + En Location *

Photo 1 of 3 : UCIP_SP_2020_36876_67318.jpg

View of concrete structure located on landward side.

R

Photo 2 of 3 : UCIP_SP_2020_36876_67317.jpg

View of levee crown.

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Ob : Design & System Obsolescence

Friday, May 29, 2020 01:13 FINAL DATA

Page 4 of 10




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/27/2020 c
Unit No. 04 San Joaquin River Left 1.41 0812712090 Fujtani
LM Start 0.04 Rating ** M Issue No. 12 (cont) Photo 3 of 3 : UCIP_SP_2020_36876_67316.jpg

LM End 0.04 Issue Type + En Location *

Supplemental GPS Latitude/Longitude
Start End
37.112343° 37.112343°

-120.589601 °  -120.589601 °

Category

DWR UCIP Field Study
Item

DWR ID 24857

% 4 i

Concrete headwall Iocated-on waterward side.

LM Start 0.04 Rating ** M Issue No. 13 Photo 1 of 3 : UCIP_SP_2020_36877_67328.jpg
LM End 0.04 |lIssueType+ En | Location *
Suppl tal " .
Category pplementa GPS Latitude/Longitude
Start End

DWR UCIP Field Study 37.112336 ° 37.112336 °
-120.589624 °  -120.589624 °

Item

DWR ID 24858
Comment Code

Inspector Comment

DS_ID:24858

FS_ID:36877

EP_NO: 5024

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 10/27/2017 This structure is inspected annually
under the Structure and Channel Summer Inspection (part of the Levee
Inspection Program) conducted by the DWR Flood Project Integrity and
Inspection Branch (FPIIB). (DWR UCIP - O. Magana)

04/17/2014 Slide gates blocked by sediment. Recommend contacting
owner to determine status of crossing. Crossing appears to be
abandoned. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: [San Joaquin River Diversion Structure] 4 of
4: 72-inch by 60-inch reinforced concrete box gravity drainage culvert
through the levee, 21 feet below the crown. Slide gate on the waterside
(WS). Concrete headwall on each end. Landside (LS) slope cobble
revetted. Flashboards on the downstream side of the structure.

FS Date: 4/17/2014

»

Mg
View of concrete structure located on landward side.

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13 FINAL DATA Page 5 of 10



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/27/2020 Corey
Unit No. 04 San Joaquin River Left 1.41 0412712020 Fujitani
LM Start 0.04 ‘ Rating ** M ‘ Issue No. 13 (cont) Photo 2 of 3: UCIP_SP_2020_36877_67327.jpg
LM End 0.04 ‘ Issue Type + En Location *
Suppl | i i
Gy pplemental GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.112336 ° 37.112336 °
-120.589624 °  -120.589624 °
DWR ID 24858
iew of levee crown.
LM Start 0.04 ‘ Rating ** M ‘ Issue No. 13 (cont) Photo 3 of 3 : UCIP_SP_2020_36877_67326.jpg

|
LM End ‘ 0.04 ‘Issue Type+ En ‘Location*

Concrete héadwall located on waterward side.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13 FINAL DATA Page 6 of 10




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/27/2020 C
Unit No. 04 San Joaquin River Left = 1.41 0412712090 Fujtani

LMStat 0.4 | Rating** M Issue No. 14
LM End 0.24 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.109933 ° 37.109933 °

Item
-120.590689 °  -120.590689 °
DWR ID 19695
Comment Code
Inspector Comment
DS_ID:19695
FS_ID:34093
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/17/2014 Sediment and debris blocking concrete
headwall located on waterward side. During inspection water was
flowing from landward side to waterward side. Recommend removing
sediment to confirm condition of flap gate and pipe. (DWR UCIP - O.
Magana)

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 18 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M
Manual 601.1, 1967, (HLM 0.27)].

FS Date: 4/17/2014

Photo 1 of 3 : UCIP_SP_2020_34093_61982.jpg
L =7 | 73 I o

L

side.

D S,

LM Start 0.24 Rating ** M Issue No. 14 (cont)
LM End 0.24 Issue Type + Ma Location *
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13 FINAL DATA

Page 7 of 10




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/27/2020 C
Unit No. 04 San Joaquin River Left 1.41 0812712090 Fujtani
LM Start 0.24 Rating ** M ‘ Issue No. 14 (cont) Photo 3 of 3 : UCIP_SP_2020_34093_61980.jpg
LM End 0.24 Issue Type + Ma | Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.109933 ° 37.109933 °
-120.590689 °  -120.590689 °
DWR ID 19695
View of waterward side.
LM Start 0.32 Rating ** M Issue No. 3 Photo 1 of 1: SP_2020_NA0010_122_3_20200225_00001.jpg
LM End 1.41 Issue Type + En Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.108822 ° 37.097556 °
-120.590718 °  -120.578130 °
DWR ID DWR_NA0010_04_s _2012_3
Comment Code
DT : Ditch

Inspector Comment
An irrigation ditch is within 10" easement.

Looking north at irrigation ditch at landside toe.

LM Start 0.44 Rating ** M Issue No. 9
LM End 1.39 Issue Type + Ma Location * WS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.107264 ° 37.097745 °
-120.589747 ©  -120.578145 °

DWR ID DWR_NA0010_04 s 2020 9

Comment Code

V1 : Control annual grass and weeds on the levee slopes and
easements.

Inspector Comment

Photo 1 of 1 : SP_2020_NA0010_122_9_20200506_00023.jpg

o

View of vegetation looking ownstream alngthe watersid
(Spring 2020)

e slope.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated

C : Corrected

AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:13

FINAL DATA

Page 8 of 10




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/27/2020 Corey

Unit No. 04 San Joaquin River Left 1.41 0412712020 Fujitani
LM Start 0.55 Rating ** C Issue No. 8
LM End 0.55 | IssueType+ Ma  Location* LS No Photos

Earthen Levee GPS Latitude/Longitude
Category
Start End

37.105957 ° 37.105957 °
-120.588684 °  -120.588684 °

Animal Control
Item

DWRID DWR_NA0010 04 f 2017 8
Comment Code

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

Inspector Comment

LM Start 1.34 Rating ** M Issue No. 15

LM End 1.34 Issue Type + En Location *
Supplemental GPS Latitude/Longitude

Category
Start End

DWR UCIP Field Study 37.095274°  37.095274°
-120.577959 °  -120.577959 °

Item

DWR ID 19975
Comment Code

Inspector Comment

DS_ID:19975

FS_ID:40530

EP_NO: 3416

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: Unable to confirm if crossing is still in use. Need to
contact owner to confirm status.

FIELD_STRUCT_DESC: 12-inch steel irrigation pipe, encased in 6-
inches of reinforced concrete through the levee. Concrete cutoff wall at
center of levee. Pumping plant on the waterward bank. Pump and
irrigation pipe retained under Permit No. 3416 (1964).

FS Date: 4/17/2014

Photo 1 of 3 : UCIP_SP_2020_40530_61987.jpg

View of aterward sid. -

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:13
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/27/2020 Corey
Unit No. 04 San Joaquin River Left 141 0412712020 Fujitani

LMStat  1.34 Rating ** M | Issue No. 15 (cont) Photo 2 of 3 : UCIP_SP_2020_40530_61988.jpg
LM End 1.34 Issue Type + En Location * el k
Supplemental GPS Latitude/Longitude
Category PP i gitu
Start End
- DWR UCIP Field Study 37.095274 ° 37.095274 °
-120.577959 °  -120.577959 °
DWR ID 19975
Overview of waterward side and levee crown at crossing.
LMStat ~ 1.34 Rating ** M | Issue No. 15 (cont) Photo 3 of 3 : UCIP_SP_2020_40530_61986.jpg
LM End 1.34 Issue Type + En Location * AN \ R
s 75 o
R TR A P e e -
Pump and walkway located on waterward side.
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:13
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Unit Cover Sheet
Spring 2020 Levee Inspection Results

Lower San Joaquin Levee District

Waterway Bank @ Unit Miles
Unit No. 05 East Side Bypass Right 34.85
Spring Summer (September - November) Winter
(March - May) (June - August) Fall (December - February)

Unit Maintenance Rating
(Fall Only)

Date of Inspection 4/28/2020 - 4/29/2020
DWR Inspector Corey Fujitani

Accompanied By

Summer & Winter Inspections

The Local Maintaining Agency (LMA) is responsible for summer and winter inspections. The LMA
is required to submit a report regarding summer and winter inspections to the California
Department of Water Resources (DWR).

DWR must be informed on the:
a) completion of the inspection
b) any changes other than the results of normal maintenance
c¢) corrections to deficiencies noted in this report
If additional items are noted, further documentation of those items must also be submitted.
The LMA should submit this information to DWR using the LMA web application tool available at:
http://cdec.water.ca.gov/Ima.html

If the LMA is unable to submit information on this webpage, please contact DWR for assistance.

The LMA should submit the information and any associated documentation by September 30 for
summer inspections and March 31 for winter inspections.

Friday, May 29, 2020 01:13



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/09/2014 Debris blocking landward headwall--

recommend clearing. (DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 8.6 feet below the crown. Concrete U-shaped
headwall and flap gate on the waterside (WS) end. Concrete headwall
on the landside (LS) end. [Additional Reference(s): DWR Levee Log,
2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 0.07)].

FS Date: 4/9/2014

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
LM Start 0.08 ‘ Rating ** M Issue No. 1310 Photo 1 of 3 : UCIP_SP_2020_39563_60921.jpg
LM End 0.08 ‘ Issue Type + Ma  Location * Tty -
[ tal GPS Latitude/Longitud oy :
Su men
Gy ppleme atitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.278174 ° 37.278174°
-120.823465 °  -120.823465 °
DWR ID 19756
Comment Code
Inspector Comment
DS_ID:19756
FS_1D:39563
EP_NO: N/A =

o 4 S} Sl 2 A ;
Pipe, flapgate, and concrete headwall on WS toe.

LMStart ~ 0.08 Rating ** M | Issue No. 1310 (cont) Photo 2 of 3 : UCIP_SP_2020_39563_60920.jpg
LM End 0.08 Issue Type + Ma Location * 3 ST Te
Pipe, flapgate, and concrete headwall on WS toe.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:14
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 C
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 ;:u?iigﬁi

LM Start 0.08 ‘ Rating ** M Issue No. 1310 (cont) Photo 3 of 3 : UCIP_SP_2020_39563_60922.jpg

LM End 0.08 ‘ Issue Type+  Ma  Location *

| | i i
Category Supplementa GPS Latitude/Longitude
Stat  End

DWR UCIP LMA Responsibility 37.278174 ° 37.278174°

Item
-120.823465 °  -120.823465 °
DWR ID 19756
Pipe and concrete headwall on LS toe.
LM Start 0.31 ‘ Rating ** ] Issue No. 1311 Photo 1 of 3 : UCIP_SP_2020_53185_71469.jpg
LM End 0.31 ‘ Issue Type + En Location * ;
Supplemental i i
G pp GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.276669 ° 37.276669 °
-120.819755 °©  -120.819755 °
DWR ID 24867

Comment Code

Inspector Comment

DS_ID:24867

FS_ID:53185

EP_NO: N/A

Repair Type: Urgent

Crossing Status: Found

UCIP Comments: 11/01/2018 Same as previous inspection, 1960s
levee breach; degraded levee section that drops about 4 feet within a
100-foot levee section. Crossing remains Urgent due to the levee
degradation at this location. (O. Magana - DWR UCIP)07/20/2016
same as previous inspection. Levee section at crossing has been
degraded. According to LMA representative, Rick, the low point at
crossing has been present for over 10 years when the pipe was
replaced. (DWR UCIP - O. Magana)04/09/2014 Pipe is open on both
ends and levee has been degraded at this location. No permit identified
for this crossing. (DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 96-inch corrugated metal gravity drainage
pipe through the levee, 4.5 feet below the crown. Pipe is composed of
two materials: corrugated metal pipe (CMP) on the waterside (WS) and
steel pipe on the landside (LS). This section of the levee is a degraded
section that drops approximately 4 feet within 100 feet of length. This
section of the levee is the site of the 1960s levee breach. [Additional
Reference(s): USACE Periodic Inspection Report 2014,
USACE_CESPK_LO5A_2014_p_0014].

FS Date: 11/1/2018 12:48:00 PM

=1 Aol G S R e S LS
Pipe through levee where levee has been degraded.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:14 FINAL DATA Page 2 of 167



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
LM Start 0.31 ‘ Rating ** U Issue No. 1311 (cont) Photo 2 of 3: UCIP_SP_2020_53185_71467.jpg
LM End 0.31 ‘ Issue Type + En Location * = :
Supplemental i i =
G pp GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.276669 ° 37.276669 °
-120.819755 °  -120.819755 °

DWR ID 24867
Pipe on WS toe.

(MStat 031  Rating** U | IssueNo. 1311 (cont) Photo 3 of 3 : UCIP_SP_2020_53185_71468.jpg

LM End ‘ 0.31 ‘ Issue Type +  En ‘ Location * -
RTINS
Pipe on LS toe.

* Location ** Rating +Issue Type

LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence

CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:14 FINAL DATA Page 3 of 167




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani

LMStart | 0.31 ‘ Rating ** M | lIssue No. 1312
LM End 0.31 ‘ Issue Type + En Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.276578 ° 37.276578 °
-120.819793 °  -120.819793 °
DWR ID 19557
Comment Code
Inspector Comment
DS_ID:19557
FS_1D:53194
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Indicator Found

UCIP Comments: 11/01/2018 24-inch corrugated metal pipe (CMP)
section found during pipe inspection of dsid 24867 (see photos);
according to LMA representative levee section is the location of levee
breach from 1960s; 24-inch pipe was undersized and was replaced
after levee breach with a 96-inch CMP and steel pipe.
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 5.6 feet below the crown. Flap gate on the
waterside (WS) end. Large pipe found at this location. [Additional
Reference(s): USACE San Joaquin O&M Manual 601.1, 1967, (HLM
0.30)].

FS Date: 4/9/2014

Photo 1 of 3 : UCIP_SP_2020_53194_78592.jpg

Overview of degraded levee section.

LM Start 0.31 Rating ** M Issue No. 1312 (cont) Photo 2 of 3 : UCIP_SP_2020_53194_78593.jpg
LM End 0.31 Issue Type + En Location * i ; o
LS view: CMP section found on LS.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side
CR : Crown

M : Minimally Acceptable
U : Unacceptable

C : Corrected
A/W : Acceptable but Monitor & Maintain

Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:14

FINAL DATA
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Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/09/2014 Excess debris on landward headwall--

recommend clearing. (DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 30-inch corrugated metal gravity drainage
pipe through the levee, 7.5 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,

1967, (HLM 0.59)].
FS Date: 4/9/2014

Concrete headwall, pipe, and flpgate on WS oe.

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 C
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 ;:u?iigﬁi
LM Start 0.31 ‘ Rating ** M Issue No. 1312 (cont) Photo 3 of 3 : UCIP_SP_2020_53194_78594.jpg
LM End 0.31 ‘ Issue Type + En Location * E
Supplemental i i
Gy pplemental GPS Latitude/Longitude
Start End
tem DWR UCIP Field Study 37.276578 ° 37.276578 °
-120.819793 °  -120.819793 °
DWR ID 19557
LS view: 24-ich pipe section found west of LS toe.
LM Start 0.60 ‘ Rating ** M Issue No. 1313 Photo 1 of 3 : UCIP_SP_2020_39584_60926.jpg
LM End 0.60 ‘ Issue Type + Ma Location * '
s . .
Category upplemental GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.273945 ° 37.273945 °
-120.815835 °  -120.815835 °
DWRID 19757
Comment Code
Inspector Comment
DS_ID:19757
FS_1D:39584 :
EP_NO: N/A : B % a

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:14
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1313 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.273945°
-120.815835 °

19757

1313 (cont)

Pipe and concrete headwall on LS toe. Note vegetation buildup.

Friday, May 29, 2020 01:14 FINAL DATA Page 6 of 167



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP LMA Responsibility 37.273398 °

-120.815082 °

19758

DS_ID:19758

FS_ID:39585

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/09/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 13.2 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. Cobble revetment around
both ends. [Additional Reference(s): DWR Levee Log, 2002. USACE
San Joaquin O&M Manual 601.1, 1967, (HLM 0.65)].

FS Date: 4/9/2014

w 1314 con

0.65 Ma

N S
Pipe, flapgate, and headwall at WS toe.

Friday, May 29, 2020 01:14 FINAL DATA Page 7 of 167



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 05 East Side Bypass Right | 34.85 8353353838 ;:%T.igﬁ.

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

LM Start 0.65 ‘ Rating ** M ‘ Issue No. 1314 (cont) Photo 3 of 3: UCIP_SP_2020_39585_60930.jpg
LM End 0.65 ‘ Issue Type +  Ma  Location * = ; : T p
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.273398 ° 37.273398 °
-120.815082 °  -120.815082 °
DWR ID 19758
Y *s K » X!
Concrete headwall at LS toe.
LM Start 0.67 ‘ Rating ** U Issue No. 126 Photo 1 of 1 : SP_2020_NA0010_123_126_20200506_00343.jpg
LM End 1.94 ‘ Issue Type + Ma Location * LS .
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.273226 ° 37.260707 °
-120.814911 °  -120.799490 °
DWR ID DWR_NA0010_05_s _2020_126

easements.
Inspector Comment
View of the landside slope looking upstream. (Spring 2020)
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:14

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Waterway

Start/End

Bank | Unit Miles |  Inspection Inspector

Unit No. 05 East Side Bypass

Right | 34.85 | (4592020

04/28/2020 Corey
Fujitani

Repair Type: No Action Needed
Crossing Status: Found

UCIP Comments:

LMStat  0.85 | Rating** | AW | IssueNo. 1315
LM End 0.85 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.271894 ° 37.271894 °
-120.812224 °  -120.812224 °
DWRID 19759
Comment Code
Inspector Comment
DS_ID:19759
FS_ID:33707
EP_NO: N/A

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 14.4 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,

1967, (HLM 0.84)].

FS Date: 4/9/2014

LM Start 0.85
LM End 0.85

Rating **
Issue Type +

A/W | lIssieNo. 1315 (cont)
Ma Location *

Photo 1 of 3 : UCIP_SP_2020_33707_60934.jpg

Concret headwall visible at LS to.

Photo 2 of 3 : UCIP_SP_2020_33707_60933.jpg

Pipe, fl

lapgate, and headall at WS toe.

* Location

LS : Land Side  N/A : Not Applicable

WS : Water Side
CR : Crown

** Rating + Issue Type
A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:14
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1315 (cont)

Supplemental

o

37.271894 37.271894
-120.812224 °  -120.812224 °

DWR UCIP LMA Responsibility

19759

Pipe and concrete headwall at LS toe.

No Photos
Earthen Levee

Encroachments 37.268866 ° 37.267948
-120.808460 °  -120.807513

DWR_NA0010_05_f_ 2018 111

TR : Tree or limb

Downed tree limbs left along the levee toe.

Friday, May 29, 2020 01:14 FINAL DATA Page 10 of 167



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Repair Type: No Action Needed
Crossing Status: Found
UCIP Comments:

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 21 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,

1967, (HLM 1.44)].
FS Date: 4/9/2014

IMStat ~ 1.45  Rating™
LMEnd  1.45  lIssue Type +

A/W | Issue No.
Ma Location *

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
LM Start 1.45 Rating ** AW ‘ Issue No. 1316 Photo 1 of 3 : UCIP_SP_2020_33708_60939.jpg
LM End 1.45 Issue Type + Ma Location *
Supplemental i i
Gy pplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.265804 ° 37.265804 °
-120.804955 °  -120.804955 °
DWR ID 19760
Comment Code
Inspector Comment
DS_ID:19760
FS_ID:33708
EP_NO: N/A

1316 (cont) Photo 2 of 3 : UCIP_SP_2020_33708_60938.jpg

P |

Flépgate on concrete headwall at WS toe.

04/09/2014 12:21

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance

En : Enforcement

Deficiancy

Ob : Design & System Obsolescence

Friday, May 29, 2020 01:14
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1316 (cont)

Supplemental

o

37.265804 37.265804
-120.804955 °  -120.804955 °

DWR UCIP LMA Responsibility

19760

i bt .

Pipe and concrete headwall on LS toe.

No Photos

Earthen Levee

Encroachments 37.265507 ° 37.265507
-120.804688 °  -120.804688

DWR_NA0010_05_s 2017 103

TR : Tree or limb

A fallen tree is located on the landside toe.

Earthen Levee

Animal Control 37.263448 ° 37.262225
-120.802715 °  -120.802296

DWR_NA0010_05_f _ 2015_80

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

Several rodent holes are located on levee crown and landside slope
within this section.

Looking at typical view of rodent holes within this section on |
slope.

ndward

Friday, May 29, 2020 01:14 FINAL DATA Page 12 of 167



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
No Photos
Earthen Levee
Vegetation 37.260676 ° 37.256518
-120.799420 °  -120.778807
DWR_NA0010_05_s _ 2020_190
V1 : Control annual grass and weeds on the levee slopes and
easements.
No Photos

Earthen Levee

Encroachments 37.256805 ° 37.256805

-120.785434 °  -120.785434

DWR_NA0010_05_s 2019 102

TR : Tree or limb

Friday, May 29, 2020 01:14 FINAL DATA Page 13 of 167



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/09/2014 Log partially blocking inlet at LS toe.

(DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 15 feet below the crown. Flap gate on the
waterside (WS) end. Concrete U-shaped headwall on each end.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
0&M Manual 601.1, 1967, (HLM 2.85)].

FS Date: 4/9/2014

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
LM Start 2.84 ‘ Rating ** M Issue No. 1317 Photo 1 of 3 : UCIP_SP_2020_33709_60943.jpg
LM End 284 ‘ Issue Type + Ma  Location * NG PR Pt
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.256810 ° 37.256810 °
-120.785113 °  -120.785113 °
DWR ID 19809
Comment Code
Inspector Comment
DS_1D:19809
FS_ID:33709
EP_NO: N/A

LM Start 2.84 Rating ** M Issue No. 1317 (cont)
LM End 2.84 Issue Type + Ma Location *
Headwall, pipe, and flapgate on WS toe.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:14

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1317 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.256810 °
-120.785113°

19809

S
]

. e N

headwall and metal gate hoist on LS toe.

Concrete

Earthen Levee

Encroachments 37.256554 ° 37.256554
-120.778847 °©  -120.778847
DWR_NA0010_05_f _2012_7
RA : Ramp
An unauthorized ramp is located on the waterside slope.

Looking south at unauthorized ramp on waterside slope.

193

CR
Earthen Levee
Vegetation 37.256518 ° 37.255564
-120.778807 °  -120.772381 °
DWR_NA0010_05_s _ 2020_193
V9 : Keep the crown roadway free of vegetation.
end at start of unit 7.

Looking downstream along the levee crown. (Spring 2020)

Friday, May 29, 2020 01:14 FINAL DATA Page 15 of 167



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 05 East Side Bypass Right | 34.85 8353353838 F‘ij’.{Zﬁ.

3.21 Rating **
3.62

Earthen Levee

LM Start
LM End

Category

Vegetation
Item

DWR ID

Issue Type +

191
LS

GPS Latitude/Longitude

U Issue No.
Ma Location *
Start

37.256518 °

-120.778807 °

DWR_NA0010_05_s_ 2020_191

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

End
37.255676 °
-120.771932 °

Photo 1 of 1 : SP_2020_NA0010_123_191_20200506_00345.jpg

Comment Code
A3 : No rodents visible, but rodent burrows visible; need to backfill and

compact or grout burrows.

Inspector Comment

easements.
Inspector Comment
Looking upstream along the landside slope. (Spring 2020)
LM Start | 3.21 Rating ** M | Issue No. 192
LM End 3.63 Issue Type + Ma Location * WS No Photos
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Vegetation 37.256518 ° 37.252960 °
-120.778807 °  -120.768367 °
DWRID DWR_NA0010_05_s _2020_192
Comment Code
V1 : Control annual grass and weeds on the levee slopes and
easements.
Inspector Comment
LM Start 3.23 Rating ** M Issue No. 127
LM End 3.23 Issue Type + Ma Location * WS No Photos
Earthen Levee » GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.256278 ° 37.256278 °
-120.778404 °  -120.778404 °
DWR ID DWR_NA0010 05 f 2018 127

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:14

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP LMA Responsibility 37.255258 ° 37.255258
-120.776996 °©  -120.776996

19810

DS_1D:19810

FS_1D:43055

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/15/2014 Pipe corroded through at flapgate on WS
toe. (DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 14.7 feet below the crown. Flap gate on the
waterside (WS) end. Concrete U-shaped headwall on each end.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
O&M Manual 601.1, 1967, (HLM 3.33)].

FS Date: 4/15/2014

Cas [TRERET w
a3 [eTwer Ma |

1318 (cont)

Flapgat and Concrete headwall at WS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani

Comment Code

TR : Tree or limb

Inspector Comment

Tree limbs fallen on the landside toe should be removed.

LM Start 3.34 ‘ Rating ** M Issue No. 1318 (cont) Photo 3 of 3 : UCIP_SP_2020_43055_60951.jpg
LM End 3.34 ‘ Issue Type+ Ma  Location * ;
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.255258 ° 37.255258 °
-120.776996 °©  -120.776996 °
DWR ID 19810
Pipe corroded through just behind flapgate at WS toe.
LMStart ~ 3.54  Rating** M | Issue No. 122
LM End 3.54 ‘ Issue Type + Ma Location * LS No Photos
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Encroachments 37.255182 ° 37.255182 °
-120.773708 °  -120.773708 °
DWR ID DWR_NAQ010_05_f_ 2019 122

LM Start 3.55 Rating ** M Issue No. 134
LM End 3.55 Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.255202 ° 37.255202 °
-120.773655 °  -120.773655 °

DWR ID DWR_NA0010_05 f 2018 134

Comment Code

A3 : No rodents visible, but rodent burrows visible; need to backfill and

compact or grout burrows.

Inspector Comment
Several rodent holes are located within this section.

Looking at typical rodent holes W|hinth|s section. (Spring 2018)

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:14

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP LMA Responsibility 37.252308 ° 37.252308
-120.768038 °  -120.768038

19811

DS_ID:19811

FS_ID:39586

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/16/2014 Sediment buildup in pipe visible from
landward side--recommend contacting owner to clear pipe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 15 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 3.67)].

FS Date: 4/16/2014

%
e

Pipe, hadwal, and flapgate on WS toe.

1319 (cont)

Pipe, hewall, and flapgate on WS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1319 (cont)

Supplemental

o

37.252308 37.252308
-120.768038 °  -120.768038 °

DWR UCIP LMA Responsibility

19811

A

Pipe and headwall on LS toe.

Supplemental

DWR UCIP LMA Responsibility 37.248432° 37.248432

-120.764066 °  -120.764066

19769

DS_ID:19769

FS_1D:39880

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/16/2014 Sediment buildup in pipe visible from
landward side--recommend contacting owner to clear pipe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 16 feet below the crown. Flap gate on the
waterside (WS) end. Concrete U-shaped headwall on each end.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
0&M Manual 601.1, 1967, (HLM 4.02)].

FS Date: 4/16/2014

Pipe, headwall, and flapgate on WS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Core
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujita)rci
LM Start 4.02 ‘ Rating ** M Issue No. 1320 (cont) Photo 2 of 3: UCIP_SP_2020_39880_61143.jpg
LM End 4.02 ‘ Issue Type + Ma Location * 3
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.248432 ° 37.248432°
-120.764066 °  -120.764066 °
DWR ID 19769
(MStat ~ 4.02 | Rating** M | lIssueNo. 1320 (cont)
LM End ‘ 4.02 ‘ Issue Type + Ma ‘ Location *
LM Start 4.25 Rating ** M Issue No. 117
LM End 4.33 Issue Type+ Ma  Location * WS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.246217 ° 37.245406 °
-120.760963 °©  -120.759946 °
DWR ID DWR_NA0010_05 f 2017 117
Comment Code
Al : Exterminate rodents and backfill and compact or grout burrows.
Inspector Comment
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
Friday, May 29, 2020 01:14 FINAL DATA Page 21 of 167




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 05 East Side Bypass Right | 34.85 8353353838 F?.j’.iiﬁ.

LMStat ~ 4.27  Rating** M | Issue No. 1321
LM End 4.27 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.246008 ° 37.246008 °

Item
-120.760706 °  -120.760706 °
DWRID 19770
Comment Code
Inspector Comment
DS_ID:19770
FS_ID:39588
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/16/2014 Sediment buildup in pipe visible from
landward side--recommend contacting owner to clear pipe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.6 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 4.27)].

FS Date: 4/16/2014

LM Start 4.27 Rating ** M Issue No. 1321 (cont)
LM End 4.27 Issue Type + Ma | Location *

Photo 1 of 3 : UCIP_SP_2020_39588_61146.jpg

Photo 2 of 3 : UCIP_SP_2020_39588_61145.jpg

T

Pipe, headwall, and fla|

5%

pgafé on WS toe.

s

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Ob : Design & System Obsolescence

Friday, May 29, 2020 01:14 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 C
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 ;:u?ii?,:i
LM Start 4.27 ‘ Rating ** M Issue No. 1321 (cont) Photo 3 of 3 : UCIP_SP_2020_39588_61147.jpg
LM End 4.27 ‘ Issue Type+ Ma  Location * S - sl o
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.246008 ° 37.246008 °
-120.760706 °  -120.760706 °
DWR ID 19770
AL > g $ i
Concrete headwall and pipe on LS toe.
LM Start 4.29 ‘ Rating ** M Issue No. 195
LM End 541 ‘ Issue Type + Ma Location * LS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.245825 ° 37.240252 °
-120.760471°  -120.742301 °
DWR ID DWR_NA0010_05_s _ 2020_195

Comment Code
V1 : Control annual grass and weeds on the levee slopes and

easements.
Inspector Comment
LM Start 4.33 Rating ** U Issue No. 131 Photo 1 of 1 : SP_2020_NA0010_123_131_20200225_00033.jpg
LM End 4.33 Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.245406 ° 37.245406 °
-120.759971 °  -120.759971 °

DWR ID DWR_NA0010_05 f 2018 131

Comment Code

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

Inspector Comment
Several large rodent holes are located on both sides of levee.

View of a large rodent holein landward slope (Fall 2018)

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:14 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

No Photos
Earthen Levee

Animal Control 37.244183 ° 37.244183
-120.758121 °  -120.758121

DWR_NA0010_05 f_2018_132

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

Supplemental

DWR UCIP LMA Responsibility 37.243668 ° 37.243668
-120.756812 °  -120.756812

19771

DS_1D:19771
FS_1D:39589

EP_NO: N/A
gff:;irn;yggtsgnpgﬁznt Pipe, flapgate, and headwall on WS toe.
UCIP Comments: 04/16/2014 Sediment buildup in pipe visible from
landward side--recommend contacting owner to clear pipe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 12 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 4.54)].

FS Date: 4/16/2014 8:16:00 AM
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1322 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.243668 °
-120.756812 °

19771

-Au._; i3 o o e N
Pipe, flapgate, and headwall on WS toe.

1322 (cont)

$¥

Pi|5e and headwall on LS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP LMA Responsibility 37.240978 °
-120.751613°

19772

DS_ID:19772
FS_ID:39590

EP_NO: N/A "
gfggirn';ygteétldgnlzlglrﬂznt Headwall, flapgate, and pipe on WS toe.
UCIP Comments: 04/16/2014 Heavy sediment buildup in pipe visible
from landward side--recommend contacting owner to clear pipe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 12.3 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 4.89)].

FS Date: 4/16/2014

P

1323 (cont)

Headwall, flapgate, anE ipe on WS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1323 (cont)

Supplemental

DWR UCIP LMA Responsibility 37.240978 37.240978

-120.751613 °  -120.751613 °

19772

Headwall and pipe on LS toe.

Supplemental

DWR UCIP LMA Responsibility 37.240607 ° 37.240607
-120.746916 °  -120.746916

19773

DS_ID:19773
FS_ID:39591

EP_NO: N/A K L
gffg{ngygfgtsgnpgﬂizm Headwall, flapgate, and pipe on WS toe.
UCIP Comments: 04/16/2014 Heavy sediment buildup in pipe visible
from landward side--recommend contacting owner to clear pipe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 12.2 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 5.15)].

FS Date: 4/16/2014
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1324 (cont)
Supplemental

DWR UCIP LMA Responsibility  37.240607 °
-120.746916 °

19773

5.15

1324 (cont)

Earthen Levee

Vegetation 37.240253 ° 37.213570
-120.742301 °  -120.706554

DWR_NA0010_05_s _ 2020_196

V1 : Control annual grass and weeds on the levee slopes and
easements.

—

View of the landside slope looking upstream. (Spring 2020)

Friday, May 29, 2020 01:14 FINAL DATA Page 28 of 167



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

No Photos
Earthen Levee

Vegetation 37.239708 ° 37.232897

-120.740772 °  -120.729075

DWR_NA0010_05_s_ 2020_197

V1 : Control annual grass and weeds on the levee slopes and
easements.

Supplemental

o

DWR UCIP LMA Responsibility 37.238879 37.238879

-120.739719 °  -120.739719 °

19774

DS_ID:19774

FS_ID:34151

EP_NO: N/A

Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9.5 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 5.58)].

FS Date: 4/16/2014
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DWR ID

DWR_NA0010_05_f 2018 138

-120.734164 °  -120.734164 °

Comment Code

Al : Exterminate rodents and backfill and compact or grout burrows.

Inspector Comment
Several large rodent holes are located at this location.

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 C
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 ;:u?iigﬁi
LM Start 5.58 ‘ Rating ** A/W | Issue No. 1325 (cont) Photo 2 of 3 : UCIP_SP_2020_34151_62095.jpg
LM End 5.58 \ Issue Type +  Ma  Location * 2 T R IR ¢ R
Suppl | i i :
Gy pplemental GPS Latitude/Longitude
Stat  End
ttem DWR UCIP LMA Responsibility 37.238879 ° 37.238879 °
-120.739719 °  -120.739719 °
DWRID 19774
Headwall, flapgate, and pipe on WS toe.
LM Start ‘ 5.58 ‘ Rating ** AW ‘ Issue No. 1325 (cont) Photo 3 of 3 : UCIP_SP_2020_34151_62097.jpg
LM End ‘ 5.58 ‘ Issue Type +  Ma ‘ Location * N S R
Headwall and pipe on LS toe with HDPE drain pipe being installed off LS
toe.
LM Start 5.94 Rating ** U Issue No. 138 Photo 1 of 1 : SP_2020_NA0010_123_138_20200225_00038.jpg
LM End 5.94 Issue Type + Ma Location * LS a
Earthen Levee GPS Latitude/Longitude
Category
Start End
Animal Control 37.236387 ° 37.236387 °
Item

b Sxaek st b

View of large rodent holes in landside Ioe. FII 208)

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:14
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

No Photos
Earthen Levee

Animal Control 37.236236 ° 37.231945
-120.733344°  -120.728323

DWR_NA0010_05 f_2017_116

A1l : Exterminate rodents and backfill and compact or grout burrows.

Rodent holes on both sides of the levee.

Earthen Levee

Vegetation 37.232897 ° 37.216634
-120.729075 °  -120.710815

DWR_NA0010_05_s _ 2020_198

V1 : Control annual grass and weeds on the levee slopes and
easements.

—

Looking upstream along the waterside slope. (Spring 2020)
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP LMA Responsibility 37.232589 °

-120.728822 °

19775

DS_ID:19775

FS_ID:34163

EP_NO: N/A

Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 13 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 6.35)].

FS Date: 4/16/2014

1326 (con
e

R et 4
Headwall, flapgate, and pipe on WS toe.

% 2

Headwall, flapgate, ad pipe on S toe.
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Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1326 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.232589 °
-120.728822 °

19775

Headwall and pipe on LS toe.

Earthen Levee
Animal Control 37.231900 ° 37.231900
-120.728345 °©  -120.728345
DWR_NA0010_05_f _2018_139
A1l : Exterminate rodents and backfill and compact or grout burrows.

View of rodent holes on landside shoulder. (Fall 2018)

136
LS No Photos

Earthen Levee

o

Animal Control 37.231316 37.231316

-120.727875 °  -120.727875 °

DWR_NA0010_05_f _2019_136

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

—
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Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

No Photos
Earthen Levee

Animal Control 37.230497
-120.727263 °

DWR_NA0010_05_s_ 2012_15

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

—

Earthen Levee

Animal Control 37.230013 ° 37.230013
-120.726832 °  -120.726832

DWR_NA0010_05_f 2018 _140

A2 : Repair the levee slope damaged by livestock and prevent large
animal access.

There is erosion on the landward slope near the gate.

Erosion on landward slope caused by foot traffic. (Fall 2018)

109 Photo1of1:SP_2020 NAODIO_123 1309 20200225 00074 g

LS

Earthen Levee

o

Animal Control 37.229682 37.229682

-120.726305 °  -120.726305 °

DWR_NA0010_05_s _ 2015_1309

A2 : Repair the levee slope damaged by livestock and prevent large
animal access.

The landside slope has damage caused by animal foot traffic.

Looking upstream at damaged landside slope. (Fall 2018)
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Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

No Photos
Earthen Levee

Animal Control 37.228861 ° 37.228861
-120.724579 °  -120.724579

DWR_NA0010_05 f_ 2017 115

A1l : Exterminate rodents and backfill and compact or grout burrows.

There are several squirrels active around the gate on both the land and
water side.

Supplemental

DWR UCIP LMA Responsibility 37.224560 ° 37.224560

-120.714057 °  -120.714057

19761

DS_ID:19761

FS_ID:39592

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/22/2014 Sediment buildup in pipe visible from
landward side--recommend contacting owner to clear pipe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 12 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the waterside (WS) end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M
Manual 601.1, 1967, (HLM 7.36)].

FS Date: 4/22/2014
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Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1327 (cont)

Supplemental

o

DWR UCIP LMA Responsibility 37.224560 37.224560

-120.714057 °  -120.714057 °

19761

7.36

1327 (cont)
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Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP Field Study 37.221465
-120.713780 °

19762

DS_ID:19762

FS_ID:34170

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Indicator Found

UCIP Comments: 04/22/2014 Appears abandoned and if so should be
done so properly. Slide gate rusted shut on WS slope. Unable to
locate inlet or outlet. (DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 20.4 feet below the crown. Slide gate in 36-inch
corrugated metal pipe (CMP) riser on the waterside (WS) slope.
Concrete U-shaped headwall on each end. Not found in 2014.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
O&M Manual 601.1, 1967, (HLM 7.58)].

FS Date: 4/22/2014

En

Likely inlet on LS toe. No pipe or headwall can be seen at current water
level.

1328 (cont)

% 350 00 Wt -‘./"a-';
Slide gate in CMP riser on WS slope. No outlet or pipe found on WS toe.
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Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Waterway Bank | Unit Miles 'gf;:g':{;‘ Inspector
Unit No. 05 East Side Bypass Right | 34.85 83?5353838 éﬁj’.lZ%.
LM Start 7.59 Rating ** M Issue No. 141
LM End 7.59 | IssueType+ Ma | Location* LS No Photos
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Animal Control 37.221303 ° 37.221303 °
-120.713707 °  -120.713707 °
DWR ID DWR_NA0010_05_f _2018_141
Comment Code
A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.
Inspector Comment
LM Start 7.68 Rating ** A/W | Issue No. 1329
LM End 7.68 | IssueType+ Ma | Location * No Photos
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.217839 ° 37.217839 °

-120.711462 °
DWR ID 19844
Comment Code

Inspector Comment

DS_ID:19844

FS_ID:34254

EP_NO: N/A

Repair Type: No Action Needed
Crossing Status: Found

-120.711462 °

UCIP Comments: 08/01/2018 USACE O&M manual has pipe listed
under Unit 10 HLM 0.02, however, based on the current levee
alignment pipe is located under Unit 5 CLM 7.68. Discrepancy in pipe
O&M reference is based on reference between Historic Levee
Alignment and Current Levee Alignment. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9.4 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (recorded as Unit 10 HLM 0.02 located in Unit 5 CLM 7.68)].

FS Date: 4/22/2014

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
LM Start 7.77 Rating ** M Issue No. 199
LM End 8.09 | IssueType+ Ma | Location* WS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
ttem Vegetation 37.216576 ° 37.213570 °
-120.710777 °  -120.706554 °
DWR ID DWR_NA0010_05_s _2020_199
Comment Code
V1 : Control annual grass and weeds on the levee slopes and
easements.
Inspector Comment
LM Start 8.09 Rating ** M Issue No. 104 Photo 1 of 1 : SP_2020_NA0010_123_104_20200507_00348.jpg
LM End 8.09 Issue Type + Ma Location * CR
Earthen Levee GPS Latitude/Longitude
Category
Start End
Repair Gates 37.213580 ° 37.213580 °
Item

-120.706550 °  -120.706550 °
DWR ID DWR_NA0010 05 s _2017_104
Comment Code

Inspector Comment
The gate is not opening correctly due to a bent fence post.

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP LMA Responsibility 37.209606 °
-120.702069 °

19763

DS_ID:19763 <o
FS_ID:34265 ; e A e W
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/22/2014 Pipe filled with silt on LS toe and should
be cleared. (DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 16 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 8.44)].

FS Date: 4/22/2014

) Headwl, flapgat, and pipe on WS toe

8.46 M 1330 (cont)

o [lsseTyer Mo

.:;‘.‘ e

(S

Headall, prgat, ad pipen WS toe
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Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1330 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.209606 °
-120.702069 °

19763

Supplemental

DWR UCIP LMA Responsibility 37.202742° 37.202742
-120.690064 °  -120.690064

19766

DS_ID:19766

FS_ID:34272

EP_NO: N/A

Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 14.8 feet below the crown. Slide gate in a 48-
inch corrugated metal pipe (CMP) riser on the waterside (WS) slope.
Concrete headwall on each end. [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 9.26)].
FS Date: 4/22/2014

Friday, May 29, 2020 01:14 FINAL DATA Page 41 of 167



Comment Code

V1 : Control annual grass and weeds on the levee slopes and

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
LM Start 9.28 ‘ Rating ** A/W | Issue No. 1331 (cont) Photo 2 of 3 UCIP_SP_. 2020 34272 62198. Jpg
LM End 9.28 ‘ Issue Type+ Ma  Location * ; E o S
Suppl | i i
Gy pplemental GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.202742 ° 37.202742°
-120.690064 °  -120.690064 °
DWR ID 19766
Headwall and pipe at WS toe.
(MStat 928 | Rating* AW |lssueNo. 1331 (cont) Photo 3 of 3 : UCIP_SP_2020_34272_62197.jpg
LM End ‘ 9.28 ‘ Issue Type + Ma ‘ Location * 7 ’ 2 -
Headwall and plpé at Lé toe.
LM Start 9.51 Rating ** U Issue No. 200 Photo 1 of 1 : SP_2020_NA0010_123_200_20200507_00349.jpg
LM End 10.33 | Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37'2005550, 37.191923 °
-120.686897 °©  -120.676784 °
DWR ID DWR_NA0010_05 s _ 2020 200

easements.
Inspector Comment
S | 7 AR 2
View of vegetation along the landside slope. (Spring 2020)

* Location ** Rating +Issue Type

LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence

CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
LM Start 9.51 ‘ Rating ** M Issue No. 201 Photo 1 of 1 : SP_2020_NA0010_123 201_20200507_00350.jpg
LMEnd  10.33 IssueType+ Ma  Location* ws
Earthen Levee GPS Latitude/Longitude
Category
Start End
- Vegetation 37.200554 ° 37.191923 °
-120.686897 °©  -120.676784 °
DWR ID DWR_NA0010 05 s 2020 201

Comment Code

V1 : Control annual grass and weeds on the levee slopes and
easements.

Inspector Comment

"

Lookin pstream Iong the waterside slope. (Sprng 2020)

LMStart  10.06 | Rating** M | Issue No. 1332
LM End 10.06 ‘ Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.194736 ° 37.194736 °
-120.680116 °  -120.680116 °
DWR ID 19767

Comment Code

Inspector Comment

DS_ID:19767

FS_ID:34273

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/22/2014 Slidegate actuator appears bent and
may not work properly (WS slope). (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 15 feet below the crown. Slide gate in a 36-inch
corrugated metal pipe (CMP) riser on the waterside (WS) slope.
Concrete headwall on each end. [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
10.05)].

FS Date: 4/22/2014

Photo 1 of 3 : UCIP_SP_2020_34273_62201.jpg

e

Iidegate inCMP riser on WS sle.

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

C : Corrected

N : Not Inspected/Rated

A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1332 (cont)

Supplemental

o

37.194736 37.194736
-120.680116 °  -120.680116 °

DWR UCIP LMA Responsibility

19767

10.06

1332 (cont)

No Photos
Earthen Levee

Vegetation 37.191923° 37.190287

-120.676784 °  -120.668640

DWR_NA0010_05_s _ 2020_202

V1 : Control annual grass and weeds on the levee slopes and
easements.

—
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Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Earthen Levee

Encroachments 37.190286 °
-120.671207 °

DWR_NA0010_05 f_2018_142

TR : Tree or limb

A fallen tree is located on the landside toe and slope.

Fallen tree on landside toe and slope. (Fall 2018)

No Photos
Earthen Levee

Animal Control 37.190285 ° 37.190285
-120.668869 °  -120.668869

DWR_NA0010_05_s _ 2020_203

A1l : Exterminate rodents and backfill and compact or grout burrows.

LS

Earthen Levee

o

Trim / Thin Trees 37.187792 37.187792

-120.659454 °  -120.659454 °

DWR_NA0010_05_f _ 2018_144

T2 : Thin trees to allow visibility of the ground and room to flood fight.

Tree limbs on the levee slope should be trimmed to allow access.

PR e 3 b

iew of tree limbs on Ievee slope.(Spring 2020)
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Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 05 East Side Bypass Right | 34.85 83533@838 éﬁ’.{gﬁ.

LMStat  11.41 | Rating** M | Issue No. 145
LMEnd 1141 |IssueType+ Ma  Location* LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Trim / Thin Trees 37.187404 ° 37.187404 °
-120.659005 °©  -120.659005 °

DWR ID DWR_NA0010_05 f 2018_145

Comment Code

T2 : Thin trees to allow visibility of the ground and room to flood fight.

Inspector Comment
A fallen tree trunk is located on the levee toe.

Fallen tree on levee toe. (F

all 2018)

Photo 1 of 1 : SP_2020_NA0010_123_145_20200225_00045.jpg

LMStart  11.44 | Rating** M | lIssue No. 146
LM End 11.44 ‘ Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
- Trim / Thin Trees 37.187021 ° 37.187021 °
-120.658564 °  -120.658564 °

DWR ID DWR_NA0010_05_f _2018_146

Comment Code

T2 : Thin trees to allow visibility of the ground and room to flood fight.

Inspector Comment
Fallen tree limbs are located on the levee toe.

y

5

RN

vee toe. (Spring 2020)

Photo 1 of 1 : SP_2020_NA0010_123_146_20200507_00352.jpg
— ——

LM Start | 11.49 Rating ** M Issue No. 147
LM End 11.49 | IssueType+ En | Location* LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.186482 ° 37.186482 °
-120.657935 °  -120.657935 °

DWR ID DWR_NA0010_05 f 2018 147

Comment Code
TR : Tree or limb

Inspector Comment
Tree limbs are located on landside slope and toe.

Tree limbs on Ieee oe. (Spring 200)

¥

Photo 1 of 1 : SP_2020_NA0010_123 147_20200507_00353.jpg

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 05 East Side Bypass Right | 34.85 8353353838 ;:(fl?.i?,:.

LM Start | 11.49 Rating* | A/W ‘ Issue No. 1333
LM End 11.49 | Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.186471 ° 37.186471°
-120.657915 °  -120.657915 °
DWRID 19768
Comment Code
Inspector Comment
DS_ID:19768
FS_1D:34281
EP_NO: N/A

Repair Type: No Action Needed
Crossing Status: Found

UCIP Comments:
FIELD_STRUCT_DESC: [Deadman Drainage Structure] 1 of 2: 48-inch
corrugated metal gravity drainage pipe through the levee, 16 feet below
the crown. Slide gate in a 60-inch corrugated metal pipe (CMP) riser on
the waterside (WS) slope. Concrete U-shaped headwall on each end.
Stairs on the landside (LS) slope. [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
11.48)].

FS Date: 4/22/2014

Rating **

LMStart | 11.49 AW | Issue No.

1333 (cont)

Issue Type +

LMEnd | 11.49

Ma ‘ Location *

Photo 1 of 3 : UCIP_SP_2020_34281_62219.jpg

g

'i‘» gt : o '%-
Slidegate in CMP riser, concrete headwall and pipe visible on WS slope.

Photo 2 of 3 : UCIP_SP_2020_34281_62217.jpg

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated

C : Corrected

AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 C
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 ;:u?iigﬁi
LM Start | 11.49 ‘ Rating ** A/W | Issue No. 1333 (cont) Photo 3 of 3: UCIP_SP_2020_34281_62218.jpg
LM End 11.49 ‘ Issue Type + Ma  Location * "
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.186471 ° 37.186471°
-120.657915 °  -120.657915 °
DWRID 19768
LMStat 11.50 | Rating** | AW | Issue No. 1334
LM End 11.50 ‘ Issue Type + Ma Location * r-
Suppl tal i i
Category pplemental GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.186458 ° 37.186458 °
-120.657903 °  -120.657903 °
DWR ID 19734
Comment Code
Inspector Comment
DS_ID:19734
FS_1D:34280
EP_NO: N/A

Repair Type: No Action Needed
Crossing Status: Found
UCIP Comments:

Concrete headwall, pipe

FIELD_STRUCT_DESC: [Deadman Drainage Structure] 2 of 2: 48-inch
corrugated metal gravity drainage pipe through the levee, 16 feet below
the crown. Slide gate in a 60-inch corrugated metal pipe (CMP) riser on
the waterside (WS) slope. Concrete U-shaped headwall on each end.
Stairs on the landside (LS) slope. [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM

11.48)].
FS Date: 4/22/2014

L2t

, and slidegate in CMP riser on WS of levee.

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance

Ob : Design & System Obsolescence

En : Enforcement

Deficiancy
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Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 05 East Side Bypass Right | 34.85 8353353838 ;:(fl?.i?,:.

LM Start = 11.50 Rating ** AW ‘ Issue No. 1334 (cont) Photo 2 of 3 : UCIP_SP_2020_34280_62214.jpg
LM End 11.50 | Issue Type+ Ma | Location* . S WS
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.186458 ° 37.186458 °
-120.657903 °  -120.657903 °
DWR ID 19734

> . X ‘;‘T‘r i -
BN A e
Stairs, concrete headwall and pipe on LS toe.

LM Start ‘ 11.50 Rating ** AW ‘ Issue No. 1334 (cont) Photo 3 of 3 : UCIP_SP_2020_34280_62215.jpg
LM End ‘ 11.50 | Issue Type + Ma ‘ Location * o SN
Inside pipe on WS toe.
LM Start 11.54 Rating ** U Issue No. 204 Photo 1 of 1 : SP_2020_NA0010_123_204_20200507_00354.jpg
LM End 13.74 | Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.185926 ° 37.167963 °
-120.657317 °  -120.629655 °

DWR ID DWR_NA0010_05 s _2020_204

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

easements.
Inspector Comment
View of vegetation on the landside slope. (Spring 2020)
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
No Photos
Earthen Levee
Vegetation 37.185277 ° 37.175825
-120.656550 °  -120.648766
DWR_NA0010_05_s _ 2020_205
V1 : Control annual grass and weeds on the levee slopes and
easements.
No Photos

Earthen Levee

Vegetation 37.185238 ° 37.182889
-120.656505 °  -120.653842

DWR_NA0010_05_s _ 2020_206

V9 : Keep the crown roadway free of vegetation.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
LM Start = 11.65 ‘ Rating ** A/W | Issue No. 1335 Photo 1 of 3 : UCIP_SP_2020_34283_62221.jpg
LM End 11.65 ‘ Issue Type + Ma Location *
Supplem | i i
Gy pplemental GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.184830 ° 37.184830 °
-120.656016 °  -120.656016 °
DWR ID 19704
Comment Code
Inspector Comment
DS_ID:19704
FS_1D:34283
EP_NO: N/A e

Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.8 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete saddle and apron on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 11.63)].

FS Date: 4/22/2014

Headwall, flapate, and pipe at S toe. ‘

LM Start 11.65 Rating ** A/W | Issue No. 1335 (cont) Photo 2 of 3: UCIP_SP_2020_34283_62223.jpg
LM End 11.65 | IssueType+ Ma | Location * e e e S S

& 3

Headwall, flapgate, ad pipe a WS toe.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1335 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.184830 °
-120.656016 °

19704

Supplemental

DWR UCIP LMA Responsibility 37.180291 ° 37.180291
-120.653931 °  -120.653931

19705

DS_ID:19705
FS_ID:34284
EP_NO: N/A A - b
g?g:slirn;yg%tsg ﬁgﬂ%’; Needed Headwall, flapgate, and pipe on WS toe.
UCIP Comments:

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 12.5 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete saddle and apron on the waterside (WS) end. Flashboard
attachment on the LS end. [Additional Reference(s): DWR Levee Log,
2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 11.99)].
FS Date: 4/22/2014
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1336 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.180291 °
-120.653931 °

19705

12.01

1336 (cont)

\ B

e oy W Sl jeee Y

e L O o g N
Headwall and pipe on LS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani

Photo 1 of 3 : UCIP_SP_2020_34285_62230.jpg

LM Start 12.40 ‘ Rating ** AW | Issue No. 1337
LMEnd 1240 | IssueType+ Ma | Location*
- supplemental ; :
Category PP GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.175958 ° 37.175958 °

Item
-120.649798 °  -120.649798 °
DWR ID 19706
Comment Code
Inspector Comment
DS_ID:19706
FS_ID:34285
EP_NO: N/A

Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.2 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete saddle and apron on the WS end. Flashboard attachment on
the LS end. Pipe crosses levee at 45 degrees to crown alignment.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
O&M Manual 601.1, 1967, (HLM 12.38)].

FS Date: 4/22/2014

LM Start | 12.40 Rating ** A/W | Issue No. 1337 (cont)

LM End 12.40 | Issue Type + Ma Location *

Photo 2 of 3 : UCIP_SP_2020_34285_62229.jpg

3

; TR

Headwall, flpate, ndpip on WS toe.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable

N : Not Inspected/Rated

AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1337 (cont)

Supplemental

o

DWR UCIP LMA Responsibility 37.175958 37.175958

-120.649798 °  -120.649798 °

19706

% gpod

Headwall and pipe on LS toe.

No Photos
Earthen Levee
Vegetation 37.175821 ° 37.175720
-120.645619 °  -120.639568
DWR_NA0010_05_s _ 2020_207
V9 : Keep the crown roadway free of vegetation.
No Photos

Earthen Levee

Vegetation 37.175813° 37.175805
-120.644782 °  -120.642506

DWR_NA0010_05_s _ 2020_208

V1 : Control annual grass and weeds on the levee slopes and
easements.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
No Photos
Earthen Levee
Crown Surface / Depressions / 37.175815° 37.172750
Rutting -120.643758 °  -120.634767
DWR_NA0010_05_s _ 2017_105
C2 : Repair depressions or ruts in the crown or slope.
No Photos
Earthen Levee
Encroachments 37.175793 ° 37.175793
-120.642227 ° -120.642227
DWR_NAQ0010_05_s _ 2017_108
TR : Tree or limb
No Photos

Earthen Levee

Encroachments 37.175799 ° 37.175799
-120.641595 °  -120.641595

DWR_NA0010_05_f _2018_151

TR : Tree or limb
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani

Comment Code

TR : Tree or limb

LMStat 12.88 = Ratng*™ M | IssueNo. 158
LM End 12.88 ‘ Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.175807 ° 37.175807 °
-120.641139 °  -120.641139 °

DWRID DWR_NA0010 05 f 2019 158

Inspector Comment
Tree limb on the landside slope should be removed.

Photo 1 of 1 : SP_2020_NA0010_123_158_20200225_00055.jpg

Repair Type: Non-Urgent
Crossing Status: Found
UCIP Comments: 04/22/2014 Sediment buildup in pipe visible from
landward side--recommend contacting owner to clear pipe. (DWR

UCIP - W.

Wylie)

LMStart  12.89  Rating** M | Issue No. 1338
LM End 12.89 ‘ Issue Type + Ma | Location *
Supplemental i i
e pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.175816 ° 37.175816 °
-120.640865 °  -120.640865 °
DWR ID 19707
Comment Code
Inspector Comment
DS_ID:19707
FS_1D:39593
EP_NO: N/A

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.2 feet below the crown. Concrete headwall
on the landside (LS) end with flashboards. Concrete saddle and apron
on the waterside (WS) end with a flap gate. Metal screen at LS toe
inlet. [Additional Reference(s): DWR Levee Log, 2002. USACE San
Joaquin O&M Manual 601.1, 1967, (HLM 12.87)].
FS Date: 4/22/2014

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Core
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujita)rci
LM Start 12.89 ‘ Rating ** M Issue No. 1338 (cont) Photo 2 of 3: UCIP_SP_2020_39593 62241.jpg
LM End 12.89 \ Issue Type +  Ma  Location * MR ¥ S b
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.175816 ° 37.175816 °
-120.640865 °  -120.640865 °
DWR ID 19707
(MStat  12.89  Rating** M | lIssueNo. 1338 (cont)
LMEnd  12.89 |IssueType+ Ma  Location*
LM Start 12.93 Rating ** C Issue No. 109
LM End 12.93 |Issue Type+ Ma | Location* LS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.175780 ° 37.175780 °
-120.640195 °  -120.640195 °
DWR ID DWR_NA0010 05 s _2017_109
Comment Code
TR : Tree or limb
Inspector Comment
A fallen tree is located on the landside toe.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 05 East Side Bypass Right | 34.85 8353353838 F‘ij’.{Zﬁ.

LM Start 13.01 Rating ** M Issue No. 2
LM End 13.01 | Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.175576 ° 37.175576 °
-120.638755 °  -120.638755 °

DWR ID DWR_NA0010 05 s 2016 2

Comment Code
TR : Tree or limb

Inspector Comment
There is a downed tree on landside toe.

Photo 1 of 1 : SP_2020_NA0010_123_2_20200225_00004.jpg

F‘ 3

IS

Rt

Lobking west at down tree at landward toe.

LM Start =~ 13.05 Rating ** M Issue No. 150
LM End 13.05 | Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
- Encroachments 37.175314 ° 37.175314 °
-120.638034 °  -120.638034 °

DWR ID DWR_NA0010_05_f 2018 150

Comment Code
TR : Tree or limb

Inspector Comment
There are tree trimmings on the levee slope and toe.

Photo 1 of 1 : SP_2020_NA0010_123_150_20200225_00049.jpg

Tree trimmings on landside slope and toe. (Fall 2018)

LM Start 13.15 Rating ** M Issue No. 152
LM End 13.15 | Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
" Encroachments 37.174444 ° 37.174444 °
em
-120.636589 °  -120.636589 °

DWRID DWR_NA0010 05 f 2018 152

Comment Code
TR : Tree or limb

Inspector Comment
There is a tree trunk on landside toe.

Photo 1 of 1 : SP_2020_NA0010_123_152_20200225_00051.jpg

"‘M_w‘(mw -

Tree truk on landside toe. (Fall 2018)

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

No Photos
Earthen Levee

Encroachments 37.173096 ° 37.173096
-120.635130 °  -120.635130

DWR_NA0010_05_s_ 2019 181

TR : Tree or limb

Supplemental

DWR UCIP LMA Responsibility 37.171523° 37.171523
-120.633442 °  -120.633442

19708

DS_ID:19708
FS_1D:34288

EP_NO: N/A

Repair Type: Non-Urgent
Crossing Status: Found
UCIP Comments: 04/22/2014 Some erosion around headwall on the
WS toe and there are animal burrows on both slopes. (DWR UCIP - W.
Wylie)

FIELD_STRUCT_DESC: 48-inch corrugated metal gravity drainage
pipe through the levee, 10 feet below the crown. Flap gate on the
waterside (WS) end. Flashboard attachment in concrete U-shaped
headwall on the landside (LS) end. Concrete U-shaped headwall on the
WS end. [Additional Reference(s): DWR Levee Log, 2002. USACE San
Joaquin O&M Manual 601.1, 1967, (HLM 13.40)].

FS Date: 4/22/2014
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
LM Start 13.42 Rating ** M Issue No. 1339 (cont) Photo 2 of 3: UCIP_SP_2020_34288_62243.jpg
LM End 13.42 | Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.171523 ° 37.171523 °
-120.633442 °  -120.633442 °
DWR ID 19708
Headwall, flapgate, and pipe on WS toe.
LM Start 13.42 Rating ** M Issue No. 1339 (cont) Photo 3 of 3 : UCIP_SP_2020_34288_62242.jpg
LM End 13.42 | IssueType+ Ma | Location * PO Nl e R Iy e
Headwall, flapgate, and pipe on WS toe.
LM Start 13.43 Rating ** M Issue No. 137
LM End 13.59 | Issue Type + Ma Location * LS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Trim / Thin Trees 37.171410° 37.169577 °
-120.633333 °  -120.631392 °
DWR ID DWR_NA0010_05_s _2018_137
Comment Code
T1: Trim trees to at least five feet above ground level.
Inspector Comment
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 C
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fu?i{?éi
LM Start  13.44 Rating ** M Issue No. 209 Photo 1 of 1 : SP_2020_NA0010_123 209_20200507_00356.jpg
LM End 13.44 | Issue Type + Ma Location * LS : AR ¥ 2 e
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.171249 ° 37.171249 °

-120.633157 °  -120.633157 °
DWR ID DWR_NA0010_05_s _ 2020_209
Comment Code
TR : Tree or limb

Inspector Comment
Dead tree should be removed before it can damage the levee.

Dead tree falling over on the landside toe. (Spring 2020)

LM Start =~ 13.49 Rating ** M Issue No. 210
LM End 13.70 Issue Type + Ma Location * CR No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
Vegetation 37.170737° 37.168438 °
ltem

-120.632616 °  -120.630160 °
DWRID DWR_NA0010_05_s _2020_210
Comment Code
V9 : Keep the crown roadway free of vegetation.

Inspector Comment

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey

Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
LM Start 13.72 Rating ** M ‘ Issue No. 1340 Photo 1 of 2 : UCIP_SP_2020_34824_62624.jpg
LM End 13.72 | IssueType+ Ma | Location * / . 3

Suppl | i i
Gy pplemental GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.168202 ° 37.168202 °

Item
-120.629886 °  -120.629886 °
DWR ID 19709
Comment Code
Inspector Comment
DS_ID:19709
FS_ID:34824
EP_NO: N/A

Slide gate at concrete headwall on LS toe.

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/22/2014 Pipe not visible and may need to have
silt removed from outlet on WS toe. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 16 feet below the crown. Flap gate on the
waterside (WS) end. Slide gate on concrete headwall at the landside
(LS) toe. Concrete saddle and apron on the WS end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M
Manual 601.1, 1967, (recorded as HLM 14.72 should be 13.72)].

FS Date: 4/22/2014

LMStart  13.72  Rating** M [lssueNo. 1340 (cont) UCIP_SP_2020_34824_62623.jpg

Photo 2 of 2 :

LM End ‘ 13.72  Issue Type + Ma ‘ Location *

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 05 East Side Bypass Right | 34.85 8353353838 ;:(fl?.i?,:.

LM Start = 13.85 Rating* | A/W ‘ Issue No. 1341
LM End 13.85 | Issue Type + Ma | Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.166760 ° 37.166760 °
-120.628304 °  -120.628304 °
DWRID 19710
Comment Code
Inspector Comment
DS _ID:19710
FS_ID:34657
EP_NO: N/A

Repair Type: No Action Needed
Crossing Status: Found
UCIP Comments:

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 12.4 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M

Manual 601.1, 1967, (HLM 13.83)].
FS Date: 4/23/2014 4:17:00 PM

Photo 1 of 3 : UCIP_SP_2020_34657_62450.jpg

Héadwéll, fiébgaté, and pipé on WS toe.

LMStart 13.85 | Rating*  A/W | Issue No. 1341 (cont) Photo 2 of 3 : UCIP_SP_2020_34657_62448.jpg
LMEnd  13.85 IssueType+ Ma | Location* —_ R : A i T g
Headwall, flapgate, and pipe on WS toe.
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani

LMStat 13.85 | Rating® | A/W |lIssueNo. 1341 (cont)

LM End 13.85 ‘ Issue Type + Ma | Location *

Supplemental GPS Latitude/Longitude

Photo 3 of 3 : UCIP_SP_2020_34657_62449.jpg

Category
Stat  End
tem DWR UCIP LMA Responsibility 37.166760 ° 37.166760 °
-120.628304 °  -120.628304 °
DWRID 19710
Concrete wier intake structure and pipe at LS toe.
LM Start = 14.46 ‘ Rating ** A/W | Issue No. 1342

LM End 14.46 ‘ Issue Type + Ma Location *

Supplemental GPS Latitude/Longitude
Category
Start End
DWR UCIP LMA Responsibility 37.162722 ° 37.162722°

Item
-120.618571 ° -120.618571 °

DWRID 19711
Comment Code

Inspector Comment

DS_ID:19711

FS_ID:34656

EP_NO: N/A

Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 12.5 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. Concrete weir
inlet structure on the landside (LS) toe. [Additional Reference(s): DWR
Levee Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967,
(HLM 14.44)].

FS Date: 4/23/2014

R

'Héédw.all, pipe, and flapgé;e o]

Photo 1 of 3 : UCIP_SP_2020_34656_62446.jpg

coa®

n WS toe: .

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

C : Corrected

N : Not Inspected/Rated

A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:14
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

34.85 04/28/2020 Corey

Unit No. 05 East Side Bypass Right 04/29/2020 Fujitani

1342 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.162722
-120.618571 °

19711

14.46

1342 (cont)

Concree weir inlet at S toe.

No Photos
Earthen Levee

Seepage / Sandboils 37.157570 ° 37.157570
-120.610570 °  -120.610570

182-2

2017 Storm Damage
Site ID No:36

Site Designation:182-2
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

it Mi Inspection
Waterway Bank | Unit Miles Start/End Inspector
[ [ ; 04/28/2020 c
Unit No. 05 East Side Bypass Right = 34.85 0412612020 Fu;gi
tMS@rt  15.11 | Raing* M lIssue No. 1343 Photo 1 of 3 : UCIP_SP_2020_34664_62454.jpg
LMEnd 15.11 | IssueType+ Ma | Location* e
- suppl | : :

Category pplemental GPS Latitude/Longitude

Start End

DWR UCIP LMA Responsibility 37.156805 ° 37.156805 °

Item
-120.609513 °  -120.609513 °

DWRID 19712

Comment Code

Inspector Comment
DS_ID:19712
FS_ID:34664 g SR gt P
EP_NO: N/A - A :

K 4
B 57

Repair Type: Non-Urgent Headwall énd inlet on LS toe.

Crossing Status: Found

UCIP Comments: 04/23/2014 Minor erosion at headwall on WS toe.
(DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 11.9 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M
Manual 601.1, 1967, (HLM 15.09)].

FS Date: 4/23/2014

LM Start | 15.11 Rating ** M Issue No. 1343 (cont) Photo 2 of 3 : UCIP_SP_2020_34664_62453.jpg
LM End 15.11 | IssueType+ Ma  Location * 3 S

Headwall and inlet on LS toe.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 05 East Side Bypass Right | 34.85 8353353838 ;:(fl?.i?,:.

Comment Code

V1 : Control annual grass and weeds on the levee slopes and
easements.

Inspector Comment

LM Start 15.11 Rating ** M Issue No. 1343 (cont) Photo 3 of 3: UCIP_SP_2020_34664_62452.jpg
LM End 15.11 | IssueType+ Ma | Location * e - \
Supplemental GPS Latitude/Longitude \
Category -
Start End .
tem DWR UCIP LMA Responsibility 37.156805 ° 37.156805 °
-120.609513 °  -120.609513 °
DWRID 19712
LM Start |~ 15.12 Rating ** U Issue No. 211
LM End 16.00 Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.156714 ° 37.147266 °
-120.609365 °  -120.598772 °
DWR ID DWR_NA0010_05_s _ 2020_211

S

Looking upstream along the landside slope. (Sring 202)

LM Start 15.12 Rating ** M Issue No. 212
LM End 18.24 | Issue Type + Ma Location * WS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.156713 ° 37.118442 °
-120.609365 °©  -120.580727 °

DWR ID DWR_NA0010 05 s _ 2020 212

Comment Code

V1 : Control annual grass and weeds on the levee slopes and
easements.

Inspector Comment

No Photos

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected

AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:14
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 05 East Side Bypass Right | 34.85 8353353838 ;:%T.igﬁ.

LMStat 1531  Ratng™ M lIssueNo. 213
LM End 15.31 ‘ Issue Type + Ma Location * WS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Erosion / Bank Caving 37.154837 ° 37.154837 °
-120.606737 °  -120.606737 °

DWR ID DWR_NA0010 05 s _ 2020 213

Comment Code

E1 : Note and monitor erosion site.

Inspector Comment

Photo 1 of 1 : SP_2020_NA0010_123 213_20200507_00358.jpg

Repair Type: Non-Urgent
Crossing Status: Found

LM Start |~ 15.76 ‘ Rating ** M Issue No. 1344
LM End 15.76 ‘ Issue Type+ Ma  Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.150012 ° 37.150012 °
-120.601330 °  -120.601330 °
DWR ID 19713
Comment Code
Inspector Comment
DS_ID:19713
FS_ID:39595
EP_NO: N/A

UCIP Comments: 04/23/2014 Sediment buildup in pipe visible from
landward side--recommend contacting owner to clear pipe. (DWR

UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M

Manual 601.1, 1967, (HLM 15.74)].

FS Date: 4/23/2014

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right =~ 34.85 | 04282020 Corey

Fujitani

1344 (cont)

Supplemental

o

DWR UCIP LMA Responsibility 37.150012 37.150012

-120.601330 °  -120.601330 °

19713

15.76

1344 (cont)

Headwal and pipe at LS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP LMA Responsibility, ~ 37.149381 °
-120.600761 °

19715

DS_ID:19715

FS_ID:39596

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/23/2014 Excess vegetation at inlet on LS toe
should be cleared. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 12 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete saddle and apron on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 15.80)].

FS Date: 4/23/2014

15.81 M 1345 (cont)

C1seL seTyer e

Headwall, pipe, and flapgate on WS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1345 (cont)

Supplemental

o

37.149381 37.149381
-120.600761 °  -120.600761 °

DWR UCIP LMA Responsibility

19715

" Headwall and pipe visible at LS toe.

No Photos
Earthen Levee
Vegetation 37.148434 ° 37.141434
-120.599863 °©  -120.594082
DWR_NA0010_05_s _ 2020_214
V9 : Keep the crown roadway free of vegetation.
No Photos

Earthen Levee

Vegetation 37.147266 ° 37.137767

-120.598772 °  -120.591536

DWR_NA0010_05_s _ 2020_215

V1 : Control annual grass and weeds on the levee slopes and
easements.

—
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Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
LM Start ~ 16.09 Rating ** M Issue No. 1 Photo 1 of 1 : SP_2020_NA0010_123 1 20200225_00002.jpg
Issue Type + Ma  Location * s 5 3 . FRL

LM End 16.13

Supplemental
Category PP

DWR Erosion Survey

GPS Latitude/Longitude

Start
37.145965 °

End
37.145965 °

Item
-120.597597 °

-120.597597 °
DWR ID NAO010UO5RM13.85

Comment Code

Inspector Comment

Site ID: NAO0O10UO5RM13.85

09/10/2019: The erosion has become worse during the past 2 flood
seasons. The erosion length has increased to approximately 200 ft from
55 ft. Signs of animal activity were observed.

09/20/2017: The erosion was discovered during spring levee inspection.
The site is covered by dense vegetation and the measurements of the
erosion are estimated.

* N

Close-up view of the erosion.

LM Start ~ 16.62 Rating ** M Issue No. 159
LM End 16.62 | Issue Type+ Ma | Location * LS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.139625 ° 37.139625 °
-120.592923 °  -120.592923 °

DWR ID DWR_NA0010_05 f_ 2019 159

Comment Code

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.
Inspector Comment

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP LMA Responsibility 37.138760

-120.592393 °

19716

DS_ID:19716

FS_ID:34725

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/23/2014 Pipe heavily silted on LS toe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.5 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M
Manual 601.1, 1967, (HLM 16.67)].

FS Date: 4/23/2014

Ceee [TRERGET M
Cleee [BeTwer Ma |

1346 (cont)

Headwall, flapgate, and pipe visible on WS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1346 (cont)

Supplemental

o

DWR UCIP LMA Responsibility 37.138760 37.138760

-120.592393 °  -120.592393 °

19716

Concrete heawall and pip visible on LS toe.

Earthen Levee

Vegetation 37.137766 ° 37.129337
-120.591536 °  -120.585879

DWR_NA0010_05_s _ 2020_216

V1 : Control annual grass and weeds on the levee slopes and
easements.

View of vegetation growing on the landside slope. (Spring 2020)
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP LMA Responsibility 37.132211
-120.587106 °

19717

DS_ID:19717

FS_ID:39597

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/23/2014 Sediment buildup in pipe visible from
landward side--recommend contacting owner to clear pipe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 12 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M
Manual 601.1, 1967, (HLM 17.20)].

FS Date: 4/23/2014

’ ‘ -“,’;Eﬁ.v" ki . 2 e
Headwall, flapgate, and pipe visible on WS toe.

17.22 M 1347 (cont)

122 [sseTer e

Headwall, flapgate, and pipe visible on WS toe.
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Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1347 (cont)

Supplemental

DWR UCIP LMA Responsibility 37.132211 37.132211

-120.587106 °  -120.587106 °

19717

" Headwall and |pe visible on LS te

No Photos
Earthen Levee

Vegetation 37.129253 ° 37.125429
-120.585845 °  -120.584216

DWR_NA0010_05_s _ 2020 217

V1 : Control annual grass and weeds on the levee slopes and
easements.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 05 East Side Bypass Right | 34.85 8353353838 %’.{Zﬁ.

Repair Type: Non-Urgent
Crossing Status: Found

LMStat  17.54 | Rating** M | IssueNo. 1348
LMEnd  17.54 |IssueType+ Ma  Location*
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.127843° 37.127843°
-120.585245 °  -120.585245 °
DWR ID 19743
Comment Code
Inspector Comment
DS_ID:19743
FS_1D:39599
EP_NO: N/A

UCIP Comments: 04/23/2014 Sediment buildup in pipe visible from
landward side--recommend contacting owner to clear pipe. (DWR

UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9.8 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M

Manual 601.1, 1967, (HLM 17.52)].
FS Date: 4/23/2014

IMsStat  17.54  Rating*®

M Issue No.

1348 (cont)

LM End 17.54 | Issue Type +

Ma Location *

Photo 1 of 3 : UCIP_SP_2020_39599_62485.jpg

el

‘ Hadwall, pipe, and flapgate visible on WS toe.

Photo 2 of 3 : UCIP_SP_2020_39599_62486.jpg

¥ AN ... 5

Pipe and heawall visible on LS toe.

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected

+ Issue Type

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence

A/W : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management -

Flood Control Project Maintenance
Levee Inspections

Flood Project Integrity & Inspection Branch

Levee Inspection Report By Mile - Spring 2020

NA0010

Lower San Joaquin Levee District
Waterway Bank | Unit Miles 'gf:ﬁl‘;ir‘]’é‘ Inspector
Unit No. 05 East Side Bypass Right | 34.85 8353355838 ;:%T.igﬁ.

LMStat  17.54 | Rating** M [issieNo! 1348 (cont) 7
LMEnd 17.54 | IssueType+ Ma | Location* E
- supplemental ; :
Category PP GPS Latitude/Longitude
Start ‘ End

DWR UCIP LMA Responsibility 37.127843 ° 37.127843°

Item
-120.585245 °  -120.585245 °
DWR ID 19743
~ Inside pipe on LS toe.
LM Start 17.72 ‘ Rating ** U Issue No. 218 Photo 1 of 1 : SP_2020_NA0010_123 218_20200507_00360.jpg
LM End 19.56 ‘ Issue Type+ Ma  Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.125360 ° 37.112598 °
-120.584189 °  -120.559427 °
DWR ID DWR_NA0010_05_s _ 2020_218

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

easements.
Inspector Comment
- & : f‘
Vie of the landside slope looking upstream. (Spring 2020)
LM Start 18.06 Rating ** U Issue No. 112 Photo 1 of 1 : SP_2020_NA0010_123_112_20200225_00022.jpg
LM End 18.06 | Issue Type + En Location * CR
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.120690 ° 37.120690 °
-120.582218 °©  -120.582218 °

DWR ID DWR_NA0010 05 s_2017_112

Comment Code
Pl : Pipe

Inspector Comment

There are 3 temporary eight inch pipes across the levee crown going
down both slopes.

View of pipe encroachment looking upstream along the levee crown.

(Spring 2019)

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

34.85 04/28/2020 Corey

Unit No. 05 East Side Bypass Right 04/29/2020 Fujitani

Supplemental

DWR UCIP LMA Responsibility 37.120309 ° 37.120309
-120.582041 °  -120.582041

19745

DS_ID:19745

FS_1D:34747 % '

EP_NO: N/A v Bk v § gl
Repair Type: Non-Urgent Headwall, pipe, and flapgate on WS toe.

Crossing Status: Found

UCIP Comments: 04/23/2014 Animal burrows in levee on both slopes.
(DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 12.4 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M
Manual 601.1, 1967, (HLM 18.07)].

FS Date: 4/23/2014

Ce00 [CRARGE w
1600 [seTwer Ma |

1349 (cont)
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani

LMStat ~ 18.09  Rating** M [issieNo! 1349 (cont)
LMEnd  18.09 |IssueType+ Ma  Location *
- supplemental ; .
Category PP GPS Latitude/Longitude
Start ’ End

DWR UCIP LMA Responsibility 37.120309 ° 37.120309 °

Photo 3 of 3 : UCIP_SP_2020_34747_62493.jpg

Item
-120.582041 °  -120.582041 °
DWR ID 19745
Headwall and pipe visible on LS te.
LM Start 18.70 ‘ Rating ** M Issue No. 1350 Photo 1 of 3 : UCIP_SP_2020_39600_62499.jpg
LM End 18.70 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.115472 ° 37.115472°
-120.573628 °  -120.573628 °
DWR ID 19746

Comment Code

Inspector Comment

DS_ID:19746

FS_ID:39600

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/23/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 18.68)].

FS Date: 4/23/2014

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Deficiancy

Ob : Design & System Obsolescence
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1350 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.115472
-120.573628 °

19746

18.70

1350 (cont)

Headwall and pipe on LS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP LMA Responsibility 37.115466
-120.565467 °

19747

DS_ID:19747

FS_ID:39601

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/23/2014 Sediment buildup in pipe visible from
landward side--recommend contacting owner to clear pipe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 19.11)].

FS Date: 4/23/2014

19.15

& 4 L AT, W e . N
Headwall, pipe, and flapgate visible on WS toe.

Ma

1351 (cont)
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Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1351 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.115466
-120.565467 °

19747

.

HedwaII and pipe visible on LS toe.

Supplemental

DWR UCIP LMA Responsibility 37.115463 ° 37.115463

-120.565086 °  -120.565086

19776

DS_ID:19776

FS_ID:34751

EP_NO: N/A

cR:Sé):slirn;yggtsg; ﬁgﬂ%’; Needed Headwall, pipe, and flapgate visible on WS toe.
UCIP Comments:

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.3 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 19.15)].

FS Date: 4/23/2014

e
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Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1352 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.115463
-120.565086 °

19776

19.17

1352 (cont)

Headwall and pipe visible on LS toe.
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Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP LMA Responsibility ~ 37.113542 °
-120.560389 °

19777

DS_ID:19777

FS_I1D:39602

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/23/2014 Sediment buildup in pipe visible from
landward side--recommend contacting owner to clear pipe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 19.46)].

FS Date: 4/23/2014

19.48

723 e
Headwall, pipe, and flapgate visible on WS toe.

Ma

1353 (cont)

Hadwall, pipe, and flpgate visible on WS toe.
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Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 C
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 ,:u?i{?,:i
LM Start 19.48 Rating ** M ‘ Issue No. 1353 (cont) Photo 3 of 3: UCIP_SP_2020_39602_62515.jpg
LM End 19.48 | Issue Type+ Ma | Location* R S g, - S
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.113542 ° 37.113542 °
-120.560389 °  -120.560389 °
DWRID 19777
Headwall and pipe visible on L toe.
LM Start 19.51 Rating ** M Issue No. 1354 Photo 1 of 2 : UCIP_SP_2020_39345_71477.jpg
LM End 19.51 | Issue Type + En Location * X
Supplemental i i
G pp GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.113172 ° 37.113172°°
-120.560014 °  -120.560014 °

DWR ID 24868

Comment Code

Inspector Comment

DS_ID:24868

FS_ID:39345

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Indicator Found

UCIP Comments: 04/23/2014 Markers closer to the levee may be
necessary to properly mark pipe crossing location. (DWR UCIP - W.
Wylie)

FIELD_STRUCT_DESC: Steel natural gas pipeline of an unknown size
through the levee, at an unknown depth. Corrugated metal pipe (CMP)
riser and gas line marker off the landside (LS) toe.

FS Date: 4/22/2014

Gasline marker off LS toe.

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1354 (cont)
Supplemental

DWR UCIP Field Study 37.113172
-120.560014 °

24868

Gasline marker off LS of oposite bank.

Supplemental

DWR UCIP LMA Responsibility 37.112953 ° 37.112953
-120.559943 °  -120.559943

19778

DS_ID:19778
FS_ID:39603

EP_NO: N/A ‘ :
g?g:slirn;yg%tsgnl:gﬂzm Headwall, pipe, and flapgate visible on WS toe.
UCIP Comments: 04/23/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. Sediment buildup in pipe visible
from landward side--recommend contacting owner to clear pipe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9.7 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 19.50)].

FS Date: 4/23/2014
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Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1355 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.112953°
-120.559943 °

19778

19.52

1355 (cont)

Headwall and pipe visible on LS toe.

No Photos
Earthen Levee

Vegetation 37.112582° 37.103502
-120.559412 °  -120.549868

DWR_NA0010_05_s _ 2020_219

V1 : Control annual grass and weeds on the levee slopes and
easements.

—
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Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP LMA Responsibility 37.109284 °

-120.555948 °

19779

DS_ID:19779
FS_1D:34754
EP_NO: N/A =
Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.3 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 19.84)].

FS Date: 4/23/2014

1356 (con)
e

Headwall and pipe visible on LS toe.

Headwall and pipe visible on LS toe.
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Lower San Joaquin Levee District

NA0010

Repair Type: No Action Needed
Crossing Status: Found
UCIP Comments:

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 9.8 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,

1967, (HLM 19.92))].
FS Date: 4/23/2014

Headwall, pipe, and flapgate visible on WS toe.

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
LM Start = 19.86 ‘ Rating ** A/W | Issue No. 1356 (cont) Photo 3 of 3 : UCIP_SP_2020_34754_62523.jpg
LMEnd 19.86 |lIssueType+ Ma  Location* 3 4 AP -
| L (=) | 2 ‘\ 1
Supplemental GPS Latitude/Longitude
Category
Start End N
tem DWR UCIP LMA Responsibility 37.109284 ° 37.109284 °
-120.555948 °  -120.555948 °
DWRID 19779
J § f f
04/23/2014 11:25
Inside pipe on LS toe.
LM Start = 19.94 ‘ Rating ** A/W | Issue No. 1357 Photo 1 of 3 : UCIP_SP_2020_34755_62529.jpg
LM End 19.94 ‘ Issue Type + Ma Location * -
Suppl i i
Category pplemental GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.108426 ° 37.108426 °
-120.554990 °  -120.554990 °
DWR ID 19780
Comment Code
Inspector Comment
DS_ID:19780
FS_ID:34755
EP_NO: N/A SN

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement
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Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
LM Start | 19.94 ‘ Rating ** A/W | Issue No. 1357 (cont) _ Photo 2 of 3 : UCIP_SP_2020_34755_62530.jpg
LM End 19.94 ‘ Issue Type + Ma  Location * - = e, DT :
Suppl [ i i / '
Gy pplemental GPS Latitude/Longitude
Stat  End
ttem DWR UCIP LMA Responsibility 37.108426 ° 37.108426 °
-120.554990 °  -120.554990 °
DWR ID 19780
Il—legdWaI, pip,and flapate visible onWS toe.
(MStat  19.94 | Rating* AW |lssueNo. 1357 (cont) Photo 3 of 3 : UCIP_SP_2020_34755_62528.jpg

LM End ‘ 19.94 ‘Issue Type + Ma ‘Location*

Headwall and pipe visible on LS toe.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP LMA Responsibility 37.107091 °

-120.553503 °

19781

DS_ID:19781

FS_ID:34757

EP_NO: N/A

Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 9.9 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 20.05)].

FS Date: 4/23/2014

1356 (con
e

3k b “’ s, W

le on WS toe.

Headwall, pipe, and flapgate visib

Headwall, pipe, and flapgate visible on WS toe.
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NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
LM Start = 20.10 Rating ** AW ‘ Issue No. 1358 (cont) Photo 3 of 3 : UCIP_SP_2020_34757_62534.jpg
LM End 20.10 | Issue Type + Ma | Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.107091 ° 37.107091 °
-120.553503 °  -120.553503 °
DWR ID 19781
i o . i oo
Headwall and pipe visible on LS toe.
LM Start = 20.19 Rating ** M Issue No. 1359 Photo 1 of 1 : UCIP_SP_2020_34759_62537.jpg
LM End 20.19 | Issue Type + En Location *
Suppl i i
Category pplemental GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.106149 ° 37.106149 °
-120.552538 °©  -120.552538 °
DWR ID 19782
Comment Code
Inspector Comment
DS_ID:19782 =
FS_ID:34759 " .
EP_NO: 13828 .w PE N i - b

Repair Type: Non-Urgent

Crossing Status: Not Found

UCIP Comments:

FIELD_STRUCT_DESC: *DELETE* NOT INSTALLED THROUGH
THE LEVEE. 24-inch steel irrigation pipe through the levee, 4.0 feet
below the crown. Pump missing from pad on the landward side. Steel
cutoff wall around pipe at center of levee. Siphon breaker on apex of
pipe on landward shoulder. Pre-existing ditch runs from waterward toe
to channel. Pipe extends from pump to the channel. Rock revetment on
the cut slopes of the inlet channel. (Permit No. 13828-1988)

FS Date: 4/23/2014

Well head visible off LS toe.

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP LMA Responsibility 37.105489
-120.551886 °

19783

DS_ID:19783

FS_ID:34760

EP_NO: N/A

Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 10.6 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M
Manual 601.1, 1967, (HLM 20.18)].

FS Date: 4/23/2014

20.24 AW 1360 (cont)

2024 [sseTwes Ma |

eadwall, pie, and flapgate visible on WS toe. .
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Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1360 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.105489
-120.551886 °

19783

e

" Headwall a pip

e

e visible on LS toe.

Earthen Levee
!
Vegetation 37.103477 ° 37.073146
-120.549844 °©  -120.516816
DWR_NA0010_05_s _ 2020_220
V1 : Control annual grass and weeds on the levee slopes and
easements.

Looking upstream along the landside slope. (Spring 2020)
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Lower San Joaquin Levee District

34.85 04/28/2020 Corey

Unit No. 05 East Side Bypass Right 04/29/2020 Fujitani

Supplemental

DWR UCIP LMA Responsibility 37.100903 °
-120.547282 °

19784

DS_ID:19784

FS_ID:39605

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/23/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.5 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 20.59)].

FS Date: 4/23/2014

w 1361 (con

20.65 Ma

S toe.

pe P

DX L Uty SN
Headwall, pipe, and flapgate visible on W

on WS toe.

e % - R
Headwall, pipe, and flapgate visible
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Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1361 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.100903 °
-120.547282 °

19784

Headwall and pipe visible on LS toe.

Supplemental

DWR UCIP LMA Responsibility 37.095603 ° 37.095603
-120.541593 °  -120.541593

19785

DS_ID:19785
FS_ID:39606

EP_NO: N/A
g?g:slirn;yg%tsgnl:gﬂzm Headwall, pipe, and flapgate visibl
UCIP Comments: 04/23/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.8 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 21.08)].

FS Date: 4/23/2014

a3

3

e on WS toe.
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Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 c
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 ;:u?iigﬁi
LM Start | 21.13 ‘ Rating ** M Issue No. 1362 (cont) Photo 2 of 3 : UCIP_SP_2020_39606_62551.jpg
LM End 21.13 ‘ Issue Type + Ma  Location * . Ry e . S
Supplemental i i “
G pp GPS Latitude/Longitude
Stat  End
ttem DWR UCIP LMA Responsibility 37.095603 ° 37.095603 °
-120.541593 °  -120.541593 °

DWRID 19785
(MStat  21.13  Rating** M [lssieNo. 1362 (cont)

LM End ‘ 21.13 ‘ Issue Type + Ma ‘ Location *

Headwall and pipe visible on LS toe.

LM Start  21.45 Rating ** M Issue No. 120 Photo 1 of 1 : SP_2020_NA0010_123_120_20200225_00027.jpg
LM End 21.45 | lIssue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Erosion / Bank Caving 37.092064 ° 37.092064 °

-120.537750 °  -120.537750 °

DWR ID |DWR_NA0010_05 f_2017_120

Comment Code

E2 : Schedule repair of erosion site prior to the next inspection.

Inspector Comment
Repair holes dug at the landside toe.

Sl 7
Looking southeast at the landside toe.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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Lower San Joaquin Levee District

34.85 04/28/2020 Corey

Unit No. 05 East Side Bypass Right 04/29/2020 Fujitani

Supplemental

DWR UCIP LMA Responsibility 37.091755

-120.537414 °

19786

DS_ID:19786

FS_ID:39614

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/23/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 12.7 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 21.42)].

FS Date: 4/23/2014

w 1363 (con

21.48 Ma

Headwall, pipe, and flapgate visible on WS toe.
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Lower San Joaquin Levee District

NA0010

Comment Code

Inspector Comment

DS_ID:19787

FS_ID:39883

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/23/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 12.4 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 21.81)].

FS Date: 4/23/2014

>

Headwall, pipe, and flapgate visible on WS toe.

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 C
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 ;:u?i;?éi
LM Start = 21.48 ‘ Rating ** M Issue No. 1363 (cont) Photo 3 of 3: UCIP_SP_2020_39614 62554.jpg
LMEnd @ 21.48 \ Issue Type+ Ma | Location *
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
ttem DWR UCIP LMA Responsibility 37.091755 ° 37.091755 °
-120.537414 °  -120.537414 °
DWR ID 19786
Headwall and pipe visible on LS toe.
LM Start | 21.91 ‘ Rating ** M Issue No. 1364 Photo 1 of 3 : UCIP_SP_2020_39883_62559.jpg
LM End 21.91 ‘ Issue Type + Ma | Location *
Suppl tal i i
Category pplemental GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.087525 ° 37.087525 °
-120.532827 °  -120.532827 °

DWR ID 19787

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1364 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.087525 °
-120.532827 °

19787

21.91

1364 (cont)

Headwall and pipe visible on LS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP LMA Responsibility 37.087108
-120.532374 °

19788

DS_1D:19788

FS_ID:39610

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/23/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.7 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 21.85)].

FS Date: 4/23/2014

w 1365 (con)

21.95 Ma

Headwall, pipe, and flapgate viible on WS toe.

Headwall, pipe and flapgate visible on WS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1365 (cont)

Supplemental

o

DWR UCIP LMA Responsibility 37.087108 37.087108

-120.532374 °  -120.532374 °

19788

Supplemental

DWR UCIP LMA Responsibility 37.083410 ° 37.083410

-120.528356 °  -120.528356

19789

DS_ID:19789
FS_ID:39611

EP_NO: N/A ?
gffg{ngygfgtsgnpgﬂizm Headwall, pipe, and flapgate visible on WS toe.
UCIP Comments: 04/23/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. Sediment buildup in pipe visible
from landward side--recommend contacting owner to clear pipe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.2 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 22.19)].

FS Date: 4/23/2014
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Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1366 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.083410
-120.528356 °

19789

22.28

1366 (cont)

Headwall and pipe visible on LS toe.

Earthen Levee

Animal Control 37.082696 37.082696
-120.527620 °  -120.527620

DWR_NA0010_05_f _2017_121

A2 : Repair the levee slope damaged by livestock and prevent large
animal access.

Waterside slope damaged by animal traffic.

Looking southeast at the waterside slope.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
LM Start = 22.55 ‘ Rating ** M Issue No. 1367 Photo 1 of 3 : UCIP_SP_2020_39613_62596.jpg
LM End 22.55 ‘ Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.080486 ° 37.080486 °

Item
-120.525180 °  -120.525180 °
DWR ID 19790
Comment Code
Inspector Comment
DS_ID:19790
FS_ID:39613
EP_NO: N/A i

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/23/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. Sediment buildup in pipe visible
from landward side--recommend contacting owner to clear pipe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.4 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 22.46)].

FS Date: 4/23/2014

LM Start =~ 22.55 Rating ** M Issue No. 1367 (cont)
LM End 2255 | IssueType+ Ma | Location *

Headwall, pipe, and flapgate visible on WS toe.

A7 PO (5 3 S
Headwall, pipe, and flapgate visible on WS toe.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 05 East Side Bypass Right | 34.85 8353353838 ;:%T.igﬁ.

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

LM Start = 22.55 ‘ Rating ** M ‘ Issue No. 1367 (cont) Photo 3 of 3 : UCIP_SP_2020_39613_62597.jpg
LM End 22.55 ‘ Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.080486 ° 37.080486 °
-120.525180 °  -120.525180 °
DWR ID 19790
Headwall and pipe visible on LS toe.
LM Start =~ 22.88 ‘ Rating ** M Issue No. 221
LM End 23.24 ‘ Issue Type + Ma Location * WS No Photos
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Vegetation 37.076959 ° 37.073146 °
-120.521291 ° -120.516816 °
DWR ID DWR_NA0010_05_s _ 2020_221

easements.
Inspector Comment
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP LMA Responsibility 37.076830 °
-120.521116 °

19791

DS_ID:19791

FS_ID:39616

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/23/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. Sediment buildup in pipe visible
from landward side--recommend contacting owner to clear pipe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 12.2 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 22.79)].

FS Date: 4/23/2014

w 1366 (con
e

eadwall, pipe, and flapgate visible on WS toe.

Headwall, pipe, and flapgate visible on WS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani

LMStat  22.89  Rating** M [lIssieNo. 1368 (cont) Photo 3 of 3 : UCIP_SP_2020_39616_62602.jpg

LMEnd @ 22.89 \ Issue Type + Ma | Location *

Supplemental GPS Latitude/Longitude
ey Stat  End

DWR UCIP LMA Responsibility 37.076830 ° 37.076830 °

Item
-120.521116 °  -120.521116 °
DWRID 19791
Heawall and pipe visibleon LS toe.
LM Start |~ 23.03 ‘ Rating ** M Issue No. 1369 Photo 1 of 3 : UCIP_SP_2020_39617_62606.jpg

LM End 23.03 ‘ Issue Type + Ma | Location *

Supplemental GPS Latitude/Longitude
Category
Start End
ttem DWR UCIP LMA Responsibility 37.075387 ° 37.075387 °

-120.519406 °  -120.519406 °

DWRID 19792
Comment Code

Inspector Comment

DS_ID:19792

FS_ID:39617

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/23/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.1 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 22.94)].

FS Date: 4/23/2014

A

Headwall,plpe, and flé'bgateA visible on WS toe.

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

34.85 04/28/2020 Corey

Unit No. 05 East Side Bypass Right 04/29/2020 Fujitani

1369 (cont)

Supplemental

o

DWR UCIP LMA Responsibility 37.075387 37.075387

-120.519406 °  -120.519406 °

19792

23.03

1369 (cont)

Headwall and pipe visible on LS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani

LMStat ~ 23.17  Rating** M | IssueNo. 1370
LMEnd 2317 |IssueType+ En  Location*
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP Field Study 37.073901 ° 37.073901 °
-120.517651°  -120.517651 °
DWRID 19793
Comment Code
Inspector Comment
DS_ID:19793
FS_1D:39618
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/23/2014 Debris blocking closure of outlet. Dense
vegetation limits the inspector's visibility to identify signs of pipe failure
(leaks) along the waterward and landward slopes. Recommend
removing vegetation along pipe alignment to conduct proper inspection
of structure. (DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.5 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002].

FS Date: 4/23/2014

Photo 1 of 3 : UCIP_SP_2020_39618_62611.jpg

Headwall, pipe, and flapgate visible on WS t

oe.

LM Start |~ 23.17 Rating ** M Issue No. 1370 (cont) Photo 2 of 3 : UCIP_SP_2020_39618_62610.jpg
LM End 23.17  Issue Type + En Location * T >
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side
CR : Crown

M : Minimally Acceptable
U : Unacceptable

C : Corrected
A/W : Acceptable but Monitor & Maintain

Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani

Comment Code

A2 : Repair the levee slope damaged by livestock and prevent large
animal access.

Inspector Comment
There is slope damage caused by livestock on waterside.

Slope damag cause by Iivetck foot traffic. (Fall 2018)

LM Start = 23.17 Rating ** M Issue No. 1370 (cont) Photo 3 of 3: UCIP_SP_2020_39618 62615.jpg
LM End 23.17 IssueType+ En  Location * : g & <
Supplemental i i @
G pp GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.073901 ° 37.073901 °
-120.517651 °  -120.517651 °
DWR ID 19793
Debﬁs blocking closure of outlet on WS toe.
LM Start |~ 23.23 Rating ** A/W | Issue No. 184 Photo 1 of 1 : SP_2020_NA0010_123_184_20200225_00069.jpg
LM End 23.23 Issue Type + En Location * CR e |
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.073259 ° 37.073259 °
-120.516970 °  -120.516970 °
DWR ID DWR_NA0010_05_s _ 2019 184
Comment Code
Pl : Pipe
Inspector Comment
View of pipe encroachment looking upstream along the levee crown.
(Spring 2019)
LM Start = 23.24 Rating ** A/W | Issue No. 160 Photo 1 of 1 : SP_2020_NA0010_123_160_20200225_00056.jpg
LM End 23.25 | IssueType+ Ma | Location* WS =
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.073064 ° 37.072946 °
-120.516771 ° -120.516634 °
DWR ID DWR_NA0010_05_f _2018_160

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable

N : Not Inspected/Rated

A/W : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP LMA Responsibility 37.072989 ° 37.072989

-120.516687 °  -120.516687

19794

DS_ID:19794

FS_ID:32763

EP_NO: N/A

Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 30-inch corrugated metal gravity drainage
pipe through the levee, 11.6 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 23.15)].

FS Date: 3/25/2014 9:04:45 AM

1371 (con
e

Concrete headwall on WS toe.

Flapgate and concrete headwall on WS toe.
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Flood Control Project Maintenance
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Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1371 (cont)

Supplemental

o

DWR UCIP LMA Responsibility 37.072989 37.072989

-120.516687 °  -120.516687 °

19794

Concrete headwall on LS toe.

No Photos
Earthen Levee

Vegetation 37.070163 ° 37.054371

-120.513604 °  -120.496220

DWR_NA0010_05_s _ 2020 222

V1 : Control annual grass and weeds on the levee slopes and
easements.

—
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Waterway

M Inspection
Bank | Unit Miles Start/End Inspector

Unit No. 05 East Side Bypass

: 04/28/2020 Corey
Right | 34.85 | (4592020 Fujitani

1372 Photo 1 of 3 : UCIP_SP_2020_39621_59272.jpg

Repair Type: Non-Urgent
Crossing Status: Found

LMStat  23.72  Rating** M lssue No.
LMEnd  23.72 |IssueType+ Ma  Location*
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.067799 ° 37.067799 °
-120.511093 °  -120.511093 °
DWRID 19796
Comment Code
Inspector Comment
DS_ID:19796
FS_1D:39621
EP_NO: N/A

UCIP Comments: 03/25/2014 Sediment buildup in pipe visible from
landward side--recommend contacting owner to clear pipe. (DWR

UCIP - W. Wylie)

FIELD_STRUCT_DESC: 30-inch corrugated metal gravity drainage
pipe through the levee, 12.1 feet below the crown. Flap gate on the
waterside (WS) end. Concrete U-shaped headwall on the WS end.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
O&M Manual 601.1, 1967, (HLM 23.62)].

FS Date: 3/25/2014

LM Start | 23.72 Rating **

M Issue No.

1372 (cont)

LM End 23.72  Issue Type +

Ma Location *

Concrete headwtall on WS toe.

Flapgate on Concrete headwall on WS toe.

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 03/25/2014 Minor sediment/debris buildup in pipe
visible from landward side--recommend contacting owner to clear pipe.

(DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 12.1 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,

1967, (HLM 23.85)].
FS Date: 3/25/2014

Concrete headwall on WS toe.

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 C
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 ,:u?i{?,:i
LM Start  23.72 ‘ Rating ** M Issue No. 1372 (cont) Photo 3 of 3: UCIP_SP_2020_39621_59271.jpg
LM End 23.72 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.067799 ° 37.067799 °
-120.511093 °  -120.511093 °
DWR ID 19796
Concrete headwall on LS toe.
LM Start | 24.02 ‘ Rating ** M Issue No. 1373 Photo 1 of 3: UCIP_SP_2020_39620_59282.jpg
LM End 24.02 ‘ Issue Type + Ma | Location *
Suppl i i
Category pplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.064494 ° 37.064494 °
-120.507531 °  -120.507531 °
DWR ID 19797
Comment Code
Inspector Comment
DS_ID:19797
FS_1D:39620
EP_NO: N/A 5

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
LM Start | 24.02 ‘ Rating ** M Issue No. 1373 (cont) P_2020_39620_59280.jpg
LM End 24.02 ‘ Issue Type + Ma Location * N RAE Ty T, M A S
Suppl | i i ‘ ‘ =
Gy pplemental GPS Latitude/Longitude
Stat  End
ttem DWR UCIP LMA Responsibility 37.064494 ° 37.064494 °
-120.507531 °  -120.507531 °
DWR ID 19797
Flapgate at Concrete headwall on WS toe.
LM Start ‘ 24.02 ‘ Rating ** M ‘ Issue No. 1373 (cont) Photo 3 of 3 : UCIP_SP_2020_39620_59281.jpg

LM End ‘ 24.02 ‘ Issue Type + Ma ‘ Location *

Concrete headwall on LS toe.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

34.85 04/28/2020 Corey

Unit No. 05 East Side Bypass Right 04/29/2020 Fujitani

Supplemental

DWR UCIP LMA Responsibility 37.061724

-120.504512 °

19798

DS_ID:19798

FS_1D:46850

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 03/25/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.2 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 24.18)].

FS Date: 3/25/2014

w 1374 (con

24.28 Ma

Concrete headwall at WS toe.

Flapgate at concrete headwall at WS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 05 East Side Bypass Right | 34.85 8353353838 ;:%T.igﬁ.

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

LM Start | 24.28 ‘ Rating ** M ‘ Issue No. 1374 (cont) Photo 3 of 3 : UCIP_SP_2020_46850_59286.jpg
LM End 24.28 ‘ Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.061724 ° 37.061724 °
-120.504512 °  -120.504512 °
DWR ID 19798
Concrete headwall at LS toe.
LM Start ~ 24.44 ‘ Rating ** M Issue No. 223
LM End 24.96 ‘ Issue Type + Ma Location * WS No Photos
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Vegetation 37.059961 ° 37.054371 °
-120.502607 °  -120.496220 °
DWR ID DWR_NA0010_05_s _ 2020_223

easements.
Inspector Comment
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani

LM Start | 24.56 ‘ Rating ** M | lIssue No. 1375
LM End 24.56 ‘ Issue Type+  Ma  Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.058673 ° 37.058673 °
-120.501238 °  -120.501238 °
DWR ID 19799
Comment Code
Inspector Comment
DS_ID:19799
FS_1D:39623
EP_NO: N/A

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 03/25/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.2 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,

1967, (HLM 24.46)].
FS Date: 3/25/2014

Photo 1 of 3 : UCIP_SP_2020_39623_59292.jpg

Concrete eadwall on WS toe.

LM Start = 24.56 Rating ** M Issue No. 1375 (cont) Photo 2 of 3: UCIP_SP_2020_39623 _59290.jpg
LMEnd 2456 | IssueType+ Ma  Location * e
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin

Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani

Inspector Comment

Concrete pipe left on landside toe.

LM Start = 24.56 ‘ Rating ** M Issue No. 1375 (cont) Photo 3 of 3 : UCIP_SP_2020_39623_59291.jpg
LM End 24.56 ‘ Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Stat  End
ttem DWR UCIP LMA Responsibility 37.058673 ° 37.058673 °
-120.501238 °  -120.501238 °
DWR ID 19799
Concrete headwall on LS toe.
LM Start = 24.56 ‘ Rating ** M Issue No. 175 Photo 1 of 1 : SP_2020_NA0010_123 175_20200225_00065.jpg
LM End 24.56 ‘ Issue Type + En Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tom  ENCroachments 37.058672°  37.058672° T
-120.501218 °  -120.501218 ° et
DWR ID DWR_NA0010_05_f _2019_175
Comment Code
Pl : Pipe

Sections of concrete pipe left along the landside toe. (Fall 2019)

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Moni

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

tor & Maintain

Friday, May 29, 2020 01:14
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 05 East Side Bypass Right | 34.85 83533@838 éﬁ’.{gﬁ.

LMStat 24.93 | Rating** | AW | Issue No. 1376
LMEnd @ 24.93 \ Issue Type+ Ma | Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.054481 ° 37.054481 °
-120.496798 °©  -120.496798 °
DWR ID 19800
Comment Code
Inspector Comment
DS _1D:19800
FS_1D:32786
EP_NO: N/A

Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.7 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 24.82)].

FS Date: 3/25/2014

Photo 1 of 3 : UCIP_SP_2020_32786_59297.jpg

LMStart =~ 24.93 | Rating* | A/W | Issue No. 1376 (cont) Photo 2 of 3: UCIP_SP_2020_32786_59295.jpg
LMEnd 2493 IssueType+ Ma | Location * e - JL"
o 4
Flapgate on concrete headwall on WS toe.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:14 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

NA0010

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Repair Type: No Action Needed

Crossing Status: Found
UCIP Comments:

FIELD_STRUCT_DESC: 30-inch corrugated metal gravity drainage
pipe through the levee, 10.9 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,

1967, (HLM 24.87)].
FS Date: 3/25/2014

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
LM Start  24.93 ‘ Rating ** A/W | Issue No. 1376 (cont) Photo 3 of 3: UCIP_SP_2020_32786_59296.jpg
LM End 24.93 ‘ Issue Type + Ma | Location * - :
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.054481 ° 37.054481 °
-120.496798 °  -120.496798 °
DWR ID 19800
Concrete headwall on LS toe.
LM Start  24.96 ‘ Rating ** A/W | Issue No. 1377 Photo 1 of 3: UCIP_SP_2020_39624 59302.jpg
LM End 24.96 ‘ Issue Type + Ma | Location *
Suppl i i
Category pplemental GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.054344 ° 37.054344 °
-120.496214 °  -120.496214 °
DWR ID 19801
Comment Code
Inspector Comment
DS_1D:19801
FS_1D:39624
EP_NO: N/A

Flapgate and channel off WS toe.

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:14
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1377 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.054344 °
-120.496214 °

19801

24.96

1377 (cont)

B

Igate n headwall at WS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani

LM Start | 24.98 ‘ Rating ** M | lIssue No. 1378
LM End 24.98 ‘ Issue Type + En Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP Field Study 37.054146 ° 37.054146 °
-120.495968 °©  -120.495968 °
DWR ID 19802
Comment Code
Inspector Comment
DS_ID:19802
FS_ID:41716
EP_NO: 12873

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 03/25/2014 Clear soil from siphon breaker and install
a protective riser. (DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 16-inch coated steel irrigation discharge pipe
through the levee, 2 feet below the crown. Slant pump at the channel
on the waterside (WS) toe. Siphon breaker on the WS shoulder. Gate
valve on the landside (LS) toe. A preexisting ditch runs from the WS toe
to the channel. Riprap placed around the intake. 2-inch polyvinyl
chloride (PVC) electrical conduit at the same location. (Plans to install a
pump with a discharge pipe through the levee authorized under Permit
No. 12873, 1980 - Bowles Farming Company). [Additional
Reference(s): DWR Levee Log, 2002].

FS Date: 3/25/2014

LM Start = 24.98 Rating ** M Issue No. 1378 (cont)
LM End 24.98 | Issue Type + En Location *

Photo 1 of 3 : UCIP_SP_2020_41716_59306.jpg

Slant pump at channel on WS toe.

oo B

Burried Sihn beaker on WS shoul

RET e

Photo 2 of 3 : UCIP_SP_2020_41716_59307.jpg
Bt = :

der.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Ob : Design & System Obsolescence
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Page 125 of 167




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 05 East Side Bypass Right | 34.85 8353355838 Fij’.iiﬁ.

Comment Code

Al : Exterminate rodents and backfill and compact or grout burrows.

Inspector Comment

T
|

Looking southwest at the landside slope.

LM Start = 24.98 ‘ Rating ** M Issue No. 1378 (cont) Photo 3 of 3: UCIP_SP_2020_41716_59304.jpg
LM End 24.98 ‘ Issue Type+ En | Location * R "_? s :T .,
Supplemental i i 3
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP Field Study 37.054146 ° 37.054146 °
-120.495968 °©  -120.495968 °
DWR ID 19802
Power pole, meter, and elé-étrical pahel off LS toe.
LM Start = 25.09 ‘ Rating ** M Issue No. 123 Photo 1 of 1 : SP_2020_NA0010_123_123 20200225_00029.jpg
LMEnd @ 25.26 \ Issue Type+ Ma | Location * LS P TR T
Earthen Levee GPS Latitude/Longitude
Category
Start End
ttem Animal Control 37.053103 ° 37.051252 °
-120.494651 °  -120.492368 °
DWR ID DWR_NA0010_05_f_2017_123

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:14
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani

LMStat  25.24 | Rating** M | IssueNo. 1379
LMEnd 2524 IssueType+ Ma  Location*
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.051477° 37.051477 °
-120.492650 °  -120.492650 °
DWR ID 19803
Comment Code
Inspector Comment
DS_ID:19803
FS_1D:32789
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 03/25/2014 Flapgate propped open during flood
season. (DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 30-inch corrugated metal gravity drainage
pipe through the levee, 11.3 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 25.43)].

FS Date: 3/25/2014

Photo 1 of 3 : UCIP_SP_2020_32789_59311.jpg

SPrrs

Concrete headwall and flapgate on WS toe.

LMStart  25.24  Rating ** M | Issue No. 1379 (cont) Photo 2 of 3 : UCIP_SP_2020_32789_59312.jpg
LM End 25.24 | Issue Type + Ma Location * R SR i
p L L d "‘ -;h‘w nn S BB D
Concrete headwall and flapgate on WS toe.

* Location ** Rating +Issue Type

LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence

CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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Comment Code

Al : Exterminate rodents and backfill and compact or grout burrows.

Inspector Comment
Several rodent holes are noted along this section.

2t

L = = ¥ ] o aa
View of representative rodent burrow. (Fall 2018)

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
i+ Mi Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 C
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fu?ii?r:i
LM Start = 25.24 ‘ Rating ** M ‘ Issue No. 1379 (cont) Photo 3 of 3 : UCIP_SP_2020_32789_59310.jpg
LM End 25.24 ‘ Issue Type + Ma | Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.051477 ° 37.051477 °
-120.492650 °  -120.492650 °
DWR ID 19803
Concrete headwall on LS toe.
LM Start = 25.28 ‘ Rating ** M Issue No. 9 Photo 1 of 1 : SP_2020_NA0010_123 9 20200225_00008.jpg
LM End 25.64 ‘ Issue Type + Ma  Location * LS > 5 3% e ¢ 7 b
Earthen Levee GPS Latitude/Longitude
Category
Start End
ttem Animal Control 37.051076 ° 37.047042 °
-120.492153 °  -120.488092 °

DWR ID DWR_NA0010_05_s _ 2012_9

LM Start =~ 25.53 Rating ** M Issue No. 224
LM End 26.86 | Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.048470 ° 37.032868 °
-120.489208 °©  -120.475446 °

DWR ID DWR_NA0010_05 s _2020_224

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

No Photos

easements.
Inspector Comment
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP LMA Responsibility 37.047455

-120.488443 °

19804

DS_1D:19804

FS_ID:39625

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 03/25/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. Sediment buildup in pipe visible
from landward side--recommend contacting owner to clear pipe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 30-inch corrugated metal gravity drainage
pipe through the levee, 12 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 25.51)].

FS Date: 3/25/2014

w 1380 (con
e

Concrete headwall on WS toe.

Flapgate on concrete headwall at WS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 C
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 ;:u?iigﬁi
LM Start = 25.61 ‘ Rating ** M Issue No. 1380 (cont) Photo 3 of 3 : UCIP_SP_2020_39625_59315.jpg
LMEnd 2561 |IssueType+ Ma  Location*
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.047455 ° 37.047455 °
-120.488443 °  -120.488443 °
DWR ID 19804
Concrete headwall on LS toe.
LM Start = 25.61 ‘ Rating ** M Issue No. 124 Photo 1 of 1 : SP_2020_NA0010_123_124 20200225_00030.jpg
LM End 25.61 ‘ Issue Type+ Ma  Location * WS
Earthen Levee GPS Latitude/Longitude
Category
Start End
ttem Animal Control 37.047416 ° 37.047416 °
-120.488411 °  -120.488411 °

DWR ID DWR_NA0010_05_f_2017_124

Comment Code

Al : Exterminate rodents and backfill and compact or grout burrows.

Inspector Comment

4 A

Looking east at the waterside slope.

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP LMA Responsibility 37.047170
-120.488222 °

19805

DS_1D:19805

FS_ID:39626

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 03/25/2014 Sediment buildup in pipe visible from
landward side--recommend contacting owner to clear pipe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 30-inch corrugated metal gravity drainage
pipe through the levee, 12.1 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 25.53)].

FS Date: 3/25/2014

25.63

Flapgate on headwall at WS toe.

Ma

1381 (cont)

= Bl X y
Concrete headwall on LS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 C
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 ;:u?ii?,:i
LM Start 25.63 ‘ Rating ** M Issue No. 1381 (cont) Photo 3 of 3: UCIP_SP_2020_39626_59319.jpg
LMEnd  25.63 ‘ Issue Type + Ma  Location * # = * 2 =3 s b
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.047170 ° 37.047170 °
-120.488222 °  -120.488222 °
DWR ID 19805
03/25/2014 11:21
Inside pipe on LS foe.
LM Start =~ 25.81 ‘ Rating ** M Issue No. 178
LM End 25.81 ‘ Issue Type + Ma Location * LS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
ttem Animal Control 37.044986 ° 37.044986 °
-120.486539 °  -120.486539 °

DWR ID DWR_NA0010_05_f _2019_178

Comment Code

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

Inspector Comment

LM Start 26.19 Rating ** M Issue No. 161
LM End 26.21 | Issue Type + Ma Location * WS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.040289 ° 37.040043 °
-120.482988 ©  -120.482795 °

DWR ID DWR_NA0010_05 f 2018 161

Comment Code

A2 : Repair the levee slope damaged by livestock and prevent large

animal access.

Inspector Comment

Waterside slope damage is caused by livestock foot traffic.

*

Slope damage on waterside. (Fall 2018)

Photo 1 of 1 : SP_2020_NA0010_123_161_20200225_00057.jpg

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 05 East Side Bypass Right | 34.85 8353353838 %’.{Zﬁ.

LM Start | 26.20 ‘ Rating ** M Issue No. 1382
LMEnd 26.20 | IssueType+ Ma | Location*
- supplemental : .
Category PP GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.040070 ° 37.040070 °

Item
-120.482796 °  -120.482796 °
DWR ID 19806
Comment Code
Inspector Comment
DS_ID:19806
FS_ID:39627
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 03/25/2014 Sediment buildup in pipe visible from
landward side--recommend contacting owner to clear pipe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 26.11)].

FS Date: 3/25/2014

LM Start |~ 26.20 Rating ** M Issue No. 1382 (cont)
LM End 26.20  Issue Type + Ma Location *

7

e ¥

A Canéreie headi}vall on WS tdé. ‘

Photo 1 of 3 : UCIP_SP_2020_39627_59341.jpg

Photo 2 of 3 : UCIP_SP_2020_39627_59340.jpg

2

Iapgate on Concrete headwall at WS toe.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Ob : Design & System Obsolescence
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Repair Type: No Action Needed
Crossing Status: Found
UCIP Comments:

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 13 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,

1967, (HLM 26.29)].
FS Date: 3/25/2014

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 c
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 ;:u?iigﬁi
LM Start |~ 26.20 ‘ Rating ** M Issue No. 1382 (cont) Photo 3 of 3: UCIP_SP_2020_39627_59342.jpg
LMEnd 2620 |IssueType+ Ma  Location* B e —
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.040070 ° 37.040070 °
-120.482796 °  -120.482796 °
DWR ID 19806
Concrete headwall on LS toe. A
LM Start = 26.39 ‘ Rating ** A/W | Issue No. 1383 Photo 1 of 3: UCIP_SP_2020_32804_59347.jpg
LMEnd 2639 IssueType+ Ma  Location* A ———
; prees g v
Suppl i i
Category pplemental GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.037772° 37.037772°
-120.481028 °  -120.481028 °
DWR ID 19807
Comment Code
Inspector Comment
DS_ID:19807
FS_ID:32804
EP_NO: N/A

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement

Friday, May 29, 2020 01:14

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . - 04/28/2020 c
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 ;:u?iigﬁi
LM Start |~ 26.39 ‘ Rating ** A/W | Issue No. 1383 (cont) Photo 2 of 3 : UCIP_SP_2020_32804_59346.jpg
LM End 26.39 ‘ Issue Type+  Ma  Location *
Suppl | i i

Gy upplementa GPS Latitude/Longitude

Stat  End

DWR UCIP LMA Responsibility 37.037772° 37.037772°

Item
-120.481028 °  -120.481028 °

DWR ID 19807

(MStat 2639 | Rating*™ AW |lssueNo. 1383 (cont)

LM End ‘ 26.39 ‘ Issue Type + Ma ‘ Location *

Flapgat on Concrete he

50 i e
adwall at WS toe.

LM Start |~ 26.95 Rating ** A/W | Issue No. 119
LM End 26.95 | Issue Type + En Location * CR No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.032667 ° 37.032667 °
-120.473943°  -120.473943 °

DWR ID DWR_NA0010_05 s 2018 119

Comment Code

Pl : Pipe

Inspector Comment
There is a temporary pipe crossing levee crown which should be

removed.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 05 East Side Bypass Right | 34.85 8353353838 F?,?.i;ﬁ.

LM Start = 26.95 Rating ** M Issue No. 1384
LM End 26.95 | Issue Type+ Ma | Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.032669 ° 37.032669 °
-120.473901 °  -120.473901 °
DWR ID 19808
Comment Code
Inspector Comment
DS_ID:19808
FS_ID:39628
EP_NO: N/A

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 03/25/2014 Pipe has heavy silt buildup visible from
landward side--recommend contacting owner to clear pipe. (DWR

UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.4 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,

1967, (HLM 26.85)].
FS Date: 3/25/2014

Photo 1 of 3: UCIP_SP_2020_39628 59350.jpg

Concrete headwall on LS toe.

LM Start 26.95 Rating ** M Issue No. 1384 (cont) Photo 2 of 3: UCIP_SP_2020_39628 59349.jpg
LM End 26.95 | IssueType+ Ma | Location* g
Concrete headwall on LS toe.
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:14

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Repair Type: Non-Urgent
Crossing Status: Found
UCIP Comments: 03/25/2014 Tumble weed buildup at inlet mat create

blockage and should be removed. (DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.3 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 26.87)].
FS Date: 3/25/2014

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 C
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 ;:u?iigﬁi
LM Start = 26.95 ‘ Rating ** M Issue No. 1384 (cont) Photo 3 of 3 : UCIP_SP_2020_39628_59348.jpg
LM End 26.95 ‘ Issue Type+ Ma | Location * ARTTEE
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.032669 ° 37.032669 °
-120.473901 °  -120.473901 °
DWR ID 19808
LM Start |~ 26.97 ‘ Rating ** M Issue No. 1385
LM End 26.97 ‘ Issue Type + Ma | Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.032680 ° 37.032680 °
-120.473454 °  -120.473454 °
DWR ID 19748
Comment Code
Inspector Comment
DS_ID:19748
FS_ID:32806
EP_NO: N/A

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement

Friday, May 29, 2020 01:14

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
LM Start |~ 26.97 ‘ Rating ** M ‘ Issue No. 1385 (cont) Photo 2 of 3 : UCIP_SP_2020_32806_59355.jpg
LMEnd  26.97 |IssueType+ Ma  Location* : B o - ’ g
Suppl | i i
Gy upplementa GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.032680 ° 37.032680 °
-120.473454 °  -120.473454 °

Item

DWR ID 19748

-3 il

te heawall at WS toe.

Flapgate and oncré

LMStart  26.97  Rating** M | lIssueNo. 1385 (cont) Photo 3 of 3 : UCIP_SP_2020_32806_59354.jpg
LMEnd  26.97 lIssueType+ Ma  Location* ~ e

~

LM Start |~ 27.00 Rating ** U Issue No. 162
LM End 27.04 | Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.032663 ° 37.032659 °
-120.472907 °  -120.472190 °

DWR ID DWR_NA0010_05 f 2018 162

Comment Code

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

Inspector Comment

Several rodent burrows with large quantities of material displaced noted
in this section.

Rodent burrow noed with large quantity of material displaced. (Fall

2018)
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

NA0010

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani

LMStat 27.01 | Ratng*™ M | IssueNo. 125
LMEnd 27.01 |lIssueType+ Ma  Location* LS r
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.032675 ° 37.032675 °
-120.472841 °  -120.472841°

DWR ID DWR_NA0010 05 f 2017 125

Comment Code
TR : Tree or limb

Inspector Comment

Photo 1 of 1: SP_2020_NA0010_123_125_20200225_00031.jpg

Looking north at the landside slope.

LM Start |~ 27.31 Rating ** A/W | Issue No. 1386
LM End 27.31 Issue Type + Ma Location *
Supplemental i i
e pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.032668 ° 37.032668 °
-120.467299 °  -120.467299 °
DWR ID 19749
Comment Code
Inspector Comment
DS_ID:19749
FS_1D:32807
EP_NO: N/A

Repair Type: No Action Needed
Crossing Status: Found
UCIP Comments:

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 12 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,

1967, (HLM 27.22)].
FS Date: 3/25/2014

Photo 1 of 3 : UCIP_SP_2020_32807_59358.jpg

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1386 (cont)

Supplemental

o

37.032668 37.032668
-120.467299 °  -120.467299 °

DWR UCIP LMA Responsibility

19749

27.31

1386 (cont)

Concrete headwall on LS toe.

No Photos
Earthen Levee

Vegetation 37.032596 ° 37.010492

-120.453430 °  -120.426907

DWR_NA0010_05_s _ 2020_225

V1 : Control annual grass and weeds on the levee slopes and
easements.

—

Friday, May 29, 2020 01:15 FINAL DATA Page 140 of 167



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

No Photos
Earthen Levee

Animal Control 37.032597 ° 37.032595

-120.450536 °  -120.450081

DWR_NA0010_05 f_2018_163

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

Supplemental

o

DWR UCIP LMA Responsibility 37.032623 37.032623

-120.450108 °  -120.450108 °

19750

DS_ID:19750
FS_ID:32823

EP_NO: N/A
gffg{ngygfgtsgnpgﬂizm Concrete headwall on WS toe.
UCIP Comments: 03/25/2014 Animal Burrowing activity at LS toe may
undermine headwall. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.8 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 28.17)].

FS Date: 3/25/2014
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1387 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.032623°
-120.450108 °

19750

28.27

1387 (cont)

Concrete headwall on LS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani

A/W | Issue No. 1388 Photo 1 of 3 : UCIP_SP_2020_32832_59420.jpg

Repair Type: No Action Needed
Crossing Status: Found
UCIP Comments:

LMStat  28.79  Rating**
LM End 28.79 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.031640 ° 37.031640 °
-120.441389 °  -120.441389 °
DWRID 19751
Comment Code
Inspector Comment
DS_ID:19751
FS_1D:32832
EP_NO: N/A

FIELD_STRUCT_DESC: 30-inch corrugated metal gravity drainage
pipe through the levee, 9.8 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,

1967, (HLM 28.69)].
FS Date: 3/27/2014

LMStat  28.79 | Rating*
LMEnd  28.79  Issue Type +

AW |lssueNo. 1388 (cont) Photo 2 of 3 : UCIP_SP_2020_32832_59419.jpg

Ma Location *

5 B

oncrete headwall on WS tbe.

Concrete headwall on LS toe.

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable N : Not Inspected/Rated
M : Minimally Acceptable C : Corrected
U : Unacceptable A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
LM Start =~ 28.79 Rating ** AW

Issue No. 1388 (cont) Photo 3 of 3 : UCIP_SP_2020_32832_59418.jpg
LM End 28.79 | Issue Type+ Ma | Location * - . 4 ! :

Supplemental GPS Latitude/Longitude
Start End

37.031640 ° 37.031640 °

-120.441389 °  -120.441389 °

Category

DWR UCIP LMA Responsibility
Item

DWRID 19751

Fiapga on oncrete headwall at WS toe.

LM Start  29.05 Rating ** M Issue No. 1389 Photo 1 of 3 : UCIP_SP_2020_50055_59410jpg
LM End 29.05 | Issue Type + En Location *
Suppl 3 :
G upplemental GPS Latitude/Longitude
Start End

DWR UCIP Field Study 37.028295 ° 37.028295 °
-120.439275 °  -120.439275 °

Item

DWRID 19752
Comment Code

Inspector Comment

DS_ID:19752

FS_ID:50055

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 7/20/2016 same as previous inspection. Crossing
has been downgraded from Urgent to Non-Urgent slide gate is on LS.
Pipe is buried through WS. Need to coordinate with owner to determine
permit used to authorized sleeved pipe. (DWR UCIP - O.
Magana)3/27/2014 Slide gate will not close due to 24-inch PVC pipe
sleeved through pipe. Also slide gate rails rusted beyond use. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: [Rodunder Siphon Structure] 48-inch
reinforced concrete irrigation siphon pipe through the levee, 12.1 feet
below the crown. Concrete U-shaped headwall on inlet structure on the
landside (LS) end. Slide gate mounted on concrete headwall on the LS.
36-inch corrugated metal pipe (CMP) riser with a slide gate on the LS, 8
feet upstream from the siphon. 24-inch pipe from this unit enters the
siphon behind the inlet structure. [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM
28.95)].

FS Date: 7/20/2016

Slide gate mounted to concrete headwall on LS toe.

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani

LM Start = 29.05 Rating ** M ‘ Issue No. 1389 (cont) Photo 2 of 3 : UCIP_SP_2020_50055_59409.jpg
LMEnd 29.05  IssueType+ En  Location* 2
Supplemental i i
Gy pplemental GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.028295 ° 37.028295 °
-120.439275 °  -120.439275 °
DWRID 19752
24-inch PVC pipe sleeved through 48-inch concrete pipe.
LM Start ‘ 29.05 Rating ** M ‘ Issue No. 1389 (cont) Photo 3 of 3 : UCIP_SP_2020_50055_59408.jpg
LM End ‘ 29.05 |lIssueType+ En ‘ Location *
24-inch PVC pipe sleeved through 48-inch concrete pipe. Rails on Slide
gate rusted beyond use.
LM Start = 29.43 Rating ** M Issue No. 164 Photo 1 of 1 : SP_2020_NA0010_123_164_20200225_00059.jpg
LM End 29.59 | Issue Type + Ma Location * WS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.023481 ° 37.021442 °
-120.435960 °  -120.434564 °

DWR ID DWR_NA0010_05 f 2018 164

Comment Code

A2 : Repair the levee slope damaged by livestock and prevent large

animal access.

There is slope damage on waterside from livestock traffic.

Inspector Comment

Slpe damae from animal traffic. (Fall 201)

* Location

LS : Land Side  N/A : Not Applicable

WS : Water
CR : Crown

Side

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 C
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 ;:u?iigﬁi
LM Start = 29.58 ‘ Rating ** M Issue No. 1390 Photo 1 of 3 : UCIP_SP_2020_39884_59414.jpg
LM End 29.58 ‘ Issue Type + Ma Location *
Suppl | i i
Gy upplementa GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.021497 ° 37.021497 °
-120.434602 °  -120.434602 °
DWR ID 19753
Comment Code
Inspector Comment

DS_ID:19753
FS_1D:39884
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 03/27/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. Sediment buildup in pipe visible
from landward side--recommend contacting owner to clear pipe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 10.2 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on the landside (LS) end.
Concrete U-shaped headwall on the WS end. [Additional Reference(s):
DWR Levee Log, 2002. USACE San Joaquin O&M Manual 601.1,
1967, (HLM 29.49)].

FS Date: 3/27/2014

IMStart = 2958 | Rating®™ | M | IssueNo. 1390 (cont) Photo 2 of 3 : UCIP_SP_2020_39884_59413.jpg
LMEnd 29.58 |lssueType+ Ma  Location* o T B

; ; Kiw
Flapgate on Concrete headwall at WS toe.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1390 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.021497
-120.434602 °

19753

Concrete headwall on LS toe.

Earthen Levee

Animal Control 37.020272 ° 37.018712
-120.433737 °  -120.432682

DWR_NA0010_05_s 2014 171

A2 : Repair the levee slope damaged by livestock and prevent large
animal access.

There is waterside erosion caused by livestock.

p

Looking north at animal erosion on waterward slope.

Friday, May 29, 2020 01:15 FINAL DATA Page 147 of 167



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani

LMStat  29.82  Rating** M | IssueNo. 1391
LMEnd  29.82 |IssueType+ Ma  Location*
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.018505 ° 37.018505 °
-120.432544 °  -120.432544 °
DWRID 19754
Comment Code
Inspector Comment
DS_ID:19754
FS_1D:39631
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 03/27/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 30-inch by 30-inch reinforced concrete box
gravity drainage culvert through the levee, 12 feet below the crown.
Flap gate on the waterside (WS) end. Concrete headwall on the
landside (LS) end. Concrete U-shaped headwall on the WS end.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
O&M Manual 601.1, 1967, (HLM 29.72)].

FS Date: 3/27/2014

Photo 1 of 3 : UCIP_SP_2020_39631_59424.jp

Concrete hadall on WS toe.

LM Start =~ 29.82 Rating ** M Issue No. 1391 (cont) Photo 2 of 3 : UCIP_SP_2020_39631_59426.jpg
LM End 29.82 | Issue Type + Ma Location *
Flapgate on Concrete headwall at WS toe.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side C : Corrected

CR : Crown

M : Minimally Acceptable
U : Unacceptable

A/W : Acceptable but Monitor & Maintain

Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1391 (cont)

Supplemental

o

DWR UCIP LMA Responsibility 37.018505 37.018505

-120.432544 °  -120.432544 °

19754

Concrete headwall on LS toe.

No Photos
Earthen Levee
Vegetation 37.017896 ° 37.008154
-120.432102 °  -120.424041
DWR_NA0010_05_s _ 2020_227
V1 : Control annual grass and weeds on the levee slopes and
easements.
No Photos

Earthen Levee

Crown Surface / Depressions / 37.017748° 37.002885
Rutting -120.432013°  -120.417550
DWR_NAQ010_05_f 2017 129

C3 : Add appropriate gravel or road base. Grade and compact.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

No Photos
Earthen Levee

Animal Control 37.017540 ° 37.016636
-120.431955°  -120.431243

DWR_NA0010_05_s_ 2012_16

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

Supplemental

DWR UCIP LMA Responsibility 37.014471 ° 37.014471
-120.429759 °  -120.429759

19696

DS_1D:19696

FS_ID:39632

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 03/27/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 30-inch by 30-inch reinforced concrete box
gravity drainage culvert through the levee, 13.1 feet below the crown.
Flap gate on the waterside (WS) end. Concrete headwall on the
landside (LS) end. Concrete U-shaped headwall on the WS end.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
O&M Manual 601.1, 1967, (HLM 30.04)].

FS Date: 3/27/2014

Concrete headwall on WS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

NA0010

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani

Comment Code

C2 : Repair depressions or ruts in the crown or slope.

Inspector Comment
There is a minor depression on levee crown. Possible sink hole.

LM Start | 30.14 ‘ Rating ** M Issue No. 1392 (cont) Photo 2 of 3 : UCIP_SP_2020_39632_59431.jpg
LMEnd 30.14 ‘ Issue Type+ Ma  Location * . 3 - ey G2 i "
Category Supplemental GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.014471 ° 37.014471°
-120.429759 °©  -120.429759 °
DWR ID 19696
B b " .
Flapgate on Concrete headwall at WS toe.
LM Start ‘ 30.14 ‘ Rating ** M ‘ Issue No. 1392 (cont) Photo 3 of 3 : UCIP_SP_2020_39632_59429.jpg
LM End ‘ 30.14 ‘ Issue Type + Ma ‘ Location *
Concrete headwall on LS toe.
LM Start 30.31 Rating ** C Issue No. 133
LM End 30.31 |IssueType+ Ma | Location * CR No Photos
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Crov_vn Surface / Depressions / 37.012273°  37.012273°
Rutting -120.428244 °  -120.428244 °
DWR ID DWR_NA0010 05 s 2018 133

* Location

LS : Land Side

WS : Water
CR : Crown

N/A : Not Applicable
Side

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May

29,2020 01:15

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

No Photos
Earthen Levee

Crown Surface / Depressions / 37.011992 ° 37.011992
Rutting -120.428050 °  -120.428050
DWR_NA0010_05_s _ 2019_187

C2 : Repair depressions or ruts in the crown or slope.

Earthen Levee

Vegetation 37.010492 ° 37.000923
-120.426907 °  -120.415335

DWR_NA0010_05_s _ 2020_226

V1 : Control annual grass and weeds on the levee slopes and
easements.

View of the landside slope looking upstream. (Spring 2020)

No Photos

Earthen Levee

Seepage / Sandboils 37.009410 ° 37.009410
-120.425560 °  -120.425560

DWR_NA0010_05_R_2012_01

2017 Storm Damage
Site ID No:26
Site Designation:DWR_NA0010_05_R_2012_01
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

No Photos
Earthen Levee

Vegetation 37.004474 ° 37.001108

-120.419527 ° -120.415542

DWR_NA0010_05_s_ 2020_228

V1 : Control annual grass and weeds on the levee slopes and
easements.

Supplemental

o

DWR UCIP LMA Responsibility 37.004212 37.004212

-120.419178 °  -120.419178 °

19697

DS_ID:19697
FS_ID:39633

EP_NO: N/A ; )
gffg{ngygfgtsgnpgﬂizm Concrete headwall on WS toe.
UCIP Comments: 03/27/2014 Some debris buildup at LS toe. Dense
vegetation limits the inspector's visibility to identify signs of pipe failure
(leaks) along the landward slope. Recommend removing vegetation
along pipe alignment to conduct proper inspection of structure. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 30-inch by 30-inch reinforced concrete box
gravity drainage culvert through the levee, 13.3 feet below the crown.
Flap gate on the waterside (WS) end. Concrete headwall on the
landside (LS) end. Concrete U-shaped headwall on the WS end.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
O&M Manual 601.1, 1967, (HLM 30.96)].

FS Date: 3/27/2014
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 05 East Side Bypass Right | 34.85 83533@838 éﬁ’.{gﬁ.

LMStat  31.06 | Rating** M | IssueNo. 1393 (cont)
LM End 31.06 ‘ Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.004212 ° 37.004212 °
-120.419178 °  -120.419178 °
DWR ID 19697

(MStat  31.06  Rating**

M \ Issue No.

1393 (cont)

LMEnd  31.06 Issue Type +

Ma ‘ Location *

Flapgate on Concrete headwall at WS toe.

Photo 2 of 3 : UCIP_SP_2020_39633_59436.jpg

Concrete headwall on LS toe.

Photo 3 of 3: UCIP_SP_2020_39633_59434.jpg

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 03/27/2014 Excess vegetation buildup at inlet on LS
toe. Dense vegetation limits the inspector's visibility to identify signs of
pipe failure (leaks) along the landward slope. Recommend removing
vegetation along pipe alignment to conduct proper inspection of

structure. (DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 30-inch by 30-inch reinforced concrete box
gravity drainage culvert through the levee, 13.4 feet below the crown.
Flap gate on the waterside (WS) end. Concrete headwall on the
landside (LS) end. Concrete U-shaped headwall on the WS end.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
0&M Manual 601.1, 1967, (HLM 31.19)].

FS Date: 3/27/2014

IMStat 31.30 | Rating™
LM End 31.30 | Issue Type +

M Issue No.
Ma Location *

1394 (cont)

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 C
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 ;:u?i;?éi
LM Start = 31.30 ‘ Rating ** M Issue No. 1394 Photo 1 of 3 : UCIP_SP_2020_39643_59439.jpg
LM End 31.30 ‘ Issue Type + Ma Location *
Suppl | i i
Gy upplementa GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.001754 ° 37.001754 °
-120.416254 °  -120.416254 °
DWR ID 19698
Comment Code
Inspector Comment

DS_1D:19698
FS_1D:39643
EP_NO: N/A

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy

Ob : Design & System Obsolescence

En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1394 (cont)

Supplemental

o

DWR UCIP LMA Responsibility 37.001754 37.001754

-120.416254 °  -120.416254 °

19698

Concrete headwall on LS toe.

No Photos

Earthen Levee

Vegetation 37.000859 ° 36.980353
-120.415269 °  -120.368552

DWR_NA0010_05_s _ 2020_229

V1 : Control annual grass and weeds on the levee slopes and
easements.

Earthen Levee

Animal Control 36.997828 ° 36.997828
-120.411920 °  -120.411920

DWR_NA0010_05_s _ 2020_230

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

—

Rodent burrows in the waterside slope. (Spring 2020)
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 05 East Side Bypass Right | 34.85 83533@838 %’.{Zﬁ.

LM Start | 31.74 ‘ Rating ** AW | Issue No. 1395
LMEnd 3174 | IssueType+ Ma | Location*
- supplemental ; .
Category PP GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 36.997001 ° 36.997001 °

Item
-120.410991 °  -120.410991 °
DWR ID 19699
Comment Code
Inspector Comment
DS_ID:19699
FS_ID:39644
EP_NO: N/A

Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 48-inch by 36-inch reinforced concrete box
gravity drainage culvert through the levee, 14.5 feet below the crown.
Flap gate on the waterside (WS) end. Concrete U-shaped headwall on
each end. [Additional Reference(s): DWR Levee Log, 2002. USACE
San Joaquin O&M Manual 601.1, 1967, (HLM 31.64)].

FS Date: 3/27/2014

Photo 1 of 3 : UCIP_SP_2020_39644_59444.jpg

Concrete headwall on WS te.

LM Start 31.74 Rating ** A/W | Issue No. 1395 (cont) Photo 2 of 3: UCIP_SP_2020_39644 59442.jpg
LMEnd 31.74  IssueType+ Ma  Location * s i
! 2 a s :‘ ‘ ‘
Concrete headwall on WS toe.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1395 (cont)
Supplemental

DWR UCIP LMA Responsibility 36.997001 °
-120.410991 °

19699

Concrete headwall on LS toe. Note tumbleweeds blocking inlet.

Supplemental

DWR UCIP LMA Responsibility 36.995029 ° 36.995029

-120.408914 °  -120.408914

19700

DS_ID:19700
FS_ID:39645

EP_NO: N/A
g?g:slirn;yg%tsgnl:gﬂzm Concrete headwall at channel on WS toe.
UCIP Comments: 04/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 30-inch by 30-inch reinforced concrete box
gravity drainage culvert through the levee, 13 feet below the crown.
Flap gate on the waterside (WS) end. Concrete headwall on the
landside (LS) end with flashboard attachment. Concrete U-shaped
headwall on the WS end. [Additional Reference(s): DWR Levee Log,
2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 31.71)].
FS Date: 4/1/2014
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right =~ 34.85 | 04282020 Corey

Fujitani

1396 (cont)

Supplemental

o

DWR UCIP LMA Responsibility 36.995029 36.995029

-120.408914 °  -120.408914 °

19700

31.80

1396 (cont)

Concrete headwall on LS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

Supplemental

DWR UCIP LMA Responsibility 36.989435 ° 36.989435
-120.402626 °  -120.402626

19701

DS_ID:19701

FS_ID:39646

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/01/2014 Some silt buildup inside culvert. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: 30-inch by 30-inch reinforced concrete box
gravity drainage culvert through the levee, 14.2 feet below the crown.
Flap gate on the waterside (WS) end. Concrete headwall on the
landside (LS) end with flashboard attachment. Concrete U-shaped
headwall on the WS end. [Additional Reference(s): DWR Levee Log,
2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 32.22)].
FS Date: 4/1/2014

Concrete headwall at inlet on LS toe.

32.32 M 1397 (cont)

a2z el Ma

Flapgate on Concrete headwall at WS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1397 (cont)
Supplemental

DWR UCIP LMA Responsibility 36.989435
-120.402626 °

19701

Supplemental

DWR UCIP LMA Responsibility 36.980861 ° 36.980861
-120.393116 °  -120.393116

19702

DS_ID:19702
FS_ID:39647

EP_NO: N/A
gff:;irn;ygfgtﬂgn.:gﬁzm Concrete headwall at WS toe.
UCIP Comments: 04/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. Debris buildup blocking
landward headwall--recommend contacting owner to clear debris.
(DWR UCIP - W. Wylie)

FIELD_STRUCT_DESC: 30-inch by 30-inch reinforced concrete box
gravity drainage culvert through the levee, 12.2 feet below the crown.
Flap gate on the waterside (WS) end. Concrete headwall on the
landside (LS) end. Concrete U-shaped headwall on the WS end.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
O&M Manual 601.1, 1967, (HLM 33.01)].

FS Date: 4/1/2014
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 05 East Side Bypass Right | 34.85 83533@838 %’.{Zﬁ.

LMStat  33.11  Rating** M | IssueNo. 1398 (cont)
LMEnd = 33.11 \ Issue Type+ Ma | Location *
Supplemental i i
Category ppi GPS Latitude/Longitude
Stat  End
ttem DWR UCIP LMA Responsibility 36.980861 ° 36.980861 °
-120.393116 °  -120.393116 °

DWRID 19702
(MStat 3311  Rating** M | lIssueNo. 1398 (cont)

LMEnd 3311 lssue Type+

Ma ‘ Location *

Photo 2 of 3 : UCIP_SP_2020_39647_59699.jpg

Flapgate on Concrete headwall at WS toe.

Photo 3 of 3 : UCIP_SP_2020_39647_59698.jpg

Concrete headwall at inlet on LS toe.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . . 04/28/2020 Corey
Unit No. 05 East Side Bypass Right | 34.85 04/29/2020 Fujitani
LM Start = 33.81 ‘ Rating ** M Issue No. 1399 Photo 1 of 3 : UCIP_SP_2020_39648_59701.jpg
LM End 33.81 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
- DWR UCIP LMA Responsibility 36.976808}’ 36.976808 °
-120.382593 °  -120.382593 °
DWR ID 19703
Comment Code
Inspector Comment
DS_ID:19703
FS_1D:39648
EP_NO: N/A
Repair Type: Non-Urgent
Crossing Status: Found Concrete headwall at WS toe.
UCIP Comments: 04/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slopes.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - W. Wylie)
FIELD_STRUCT_DESC: 30-inch by 30-inch reinforced concrete box
gravity drainage culvert through the levee, 13.9 feet below the crown.
Flap gate on the waterside (WS) end. Concrete headwall on the
landside (LS) end. Concrete U-shaped headwall on the WS end.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
O&M Manual 601.1, 1967, (HLM 33.72)].
FS Date: 4/1/2014
LM Start | 33.81 Rating ** M Issue No. 1399 (cont) Photo 2 of 3 : UCIP_SP_2020_39648_59700.jpg
LM End 33.81 | IssueType+ Ma | Location * ’ i
-/
Flapgate on Concrete headwall at WS toe.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1399 (cont)

Supplemental

o

36.976808 36.976808
-120.382593 °  -120.382593 °

DWR UCIP LMA Responsibility

19703

Concrete headwall at LS toe.

Earthen Levee

Animal Control 36.976849 ° 36.976849
-120.382393 °  -120.382393

DWR_NA0010_05_f_2017_130

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

ooking east a the Iandside shouler.

No Photos
Earthen Levee

Vegetation 36.976983 ° 36.980353

-120.381995 °  -120.368552

DWR_NA0010_05_s _ 2020_231

V1 : Control annual grass and weeds on the levee slopes and
easements.

—
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Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

No Photos
Earthen Levee

Crown Surface / Depressions / 36.978510 ° 36.978504
Rutting -120.374796°  -120.370342
DWR_NA0010_05_f _2019_176

C2 : Repair depressions or ruts in the crown or slope.

Earthen Levee

Encroachments 36.978523 ° 36.978523
-120.368520 °  -120.368520

DWR_NA0010_05_s_ 2012_11

There is an unauthorized ramp on waterside slope. Landowner cut
unauthorized ramp on waterside slope and levee crown.

Looking west at ramp on waterward slope.
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Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Waterway

M Inspection
Bank | Unit Miles Start/End Inspector

Unit No. 05 East Side Bypass

: 04/28/2020 Corey
Right | 34.85 | (4592020 Fujitani

LM Start | 34.61 ‘ Rating ** M | lIssue No. 1400
LM End 34.61 ‘ Issue Type + En Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 36.978593 ° 36.978593 °
-120.368511 °  -120.368511 °
DWR ID 19755
Comment Code
Inspector Comment
DS_ID:19755
FS_1D:39649
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/01/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. Debris buildup visible on
waterward headwall--recommend contacting owner to clear pipe. (DWR
UCIP - W. Wylie)

FIELD_STRUCT_DESC: [Chowchilla Canal Irrigation Structure] 36-inch
by 36-inch reinforced concrete box gravity irrigation culvert through the
levee, 9.7 feet below the crown. Slide gate in a 56-inch by 91-inch
concrete riser on the waterside (WS) slope. Concrete U-shaped
headwall on each end. Landside channel cobble revetted for 8 feet.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
O&M Manual 601.1, 1967, (HLM 34.51)].

FS Date: 4/1/2014

LM Start ~ 34.61 Rating ** M Issue No. 1400 (cont)
LMEnd  34.61 IssueType+ En | Location*

Photo 1 of 3 : UCIP_SP_2020_39649_59706.jpg

Slide gate in concrete riser on WS shoulder.

Photo 2 of 3 : UCIP_SP_2020_39649_59704.jpg

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable

N : Not Inspected/Rated

+ Issue Type

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence

A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 05 East Side Bypass Right = 34.85 | 04202000 | Sy,

1400 (cont)

Supplemental

o

DWR UCIP Field Study 36.978593 36.978593

-120.368511 °  -120.368511 °

19755

Concrete headwall at LS toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Unit Cover Sheet
Spring 2020 Levee Inspection Results

Lower San Joaquin Levee District

Waterway Bank @ Unit Miles
Unit No. 06 East Side Bypass Left 36.47
Spring Summer (September - November) Winter
(March - May) (June - August) Fall (December - February)

Unit Maintenance Rating
(Fall Only)

Date of Inspection 4/22/2020 - 4/23/2020
DWR Inspector Corey Fujitani

Accompanied By

Summer & Winter Inspections

Department of Water Resources (DWR).
DWR must be informed on the:
a) completion of the inspection

b) any changes other than the results of normal maintenance
c¢) corrections to deficiencies noted in this report

http://cdec.water.ca.gov/Ima.html

summer inspections and March 31 for winter inspections.

If additional items are noted, further documentation of those items must also be submitted.

The Local Maintaining Agency (LMA) is responsible for summer and winter inspections. The LMA
is required to submit a report regarding summer and winter inspections to the California

The LMA should submit this information to DWR using the LMA web application tool available at:

If the LMA is unable to submit information on this webpage, please contact DWR for assistance.

The LMA should submit the information and any associated documentation by September 30 for

Friday, May 29, 2020 01:15

NA0010



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left 36.47 04/23/2020 Fujitani
No Photos
Earthen Levee
Animal Control 37.275835 ° 37.275835
-120.824517 °©  -120.824517
DWR_NA0010_06_s _ 2020 61
A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.
No Photos
Earthen Levee
Animal Control 37.273362 ° 37.273362
-120.818471° -120.818471
DWR_NA0010_06_f 2018 94
A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.
No Photos

Earthen Levee

Vegetation 37.271550 ° 37.211391
-120.816312 °  -120.706688

DWR_NA0010_06_s _ 2020_63

V1 : Control annual grass and weeds on the levee slopes and
easements.

Friday, May 29, 2020 01:15 FINAL DATA Page 1 of 100



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani

Rating ** M
Issue Type + En

Issue No. 1212
Location *

LM Start 0.66
LM End 0.66

Supplemental GPS Latitude/Longitude
Category
Start End
tem DWR UCIP Field Study 37.271444 ° 37.271444 °

-120.815835 °  -120.815835 °

DWR ID 19815
Comment Code

Inspector Comment

DS_ID:19815

FS_1D:39463

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/18/2014 Need to contact owner. Sediment
buildup on landward side. Recommend removing sediment buildup on
landward toe. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal irrigation discharge
pipe through the levee, 7.2 feet below the crown. Pump on concrete
structure in the channel. Slide gate in a 36-inch corrugated metal pipe
(CMP) riser on the waterside (WS) slope. Concrete headwall on each
end. [Additional Reference(s): DWR Levee Log, 2002. USACE San
Joaquin O&M Manual 601.1, 1967, (HLM 0.74)].

FS Date: 4/18/2014

Photo 1 of 3 : UCIP_SP_2020_39463_66341.jpg

VieW of Watrward side.

LMStat  0.66 Rating ** M | Issue No. 1212 (cont) Photo 2 of 3 : UCIP_SP_2020_39463_66343.jpg
LM End 0.66 Issue Type + En Location *
*
View of slope on waterward side.
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side
CR : Crown

M : Minimally Acceptable
U : Unacceptable

C : Corrected
A/W : Acceptable but Monitor & Maintain

Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA

Page 2 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 06 East Side Bypass Left | 36.47 | Ja222020 Fcu]-’iIZﬁi

1212 (cont)

Supplemental

DWR UCIP Field Study 37.271444 37.271444

-120.815835 °  -120.815835 °

19815

Supplemental

DWR UCIP LMA Responsibility 37.270460 ° 37.270460

-120.814290 °  -120.814290

19816

DS_ID:19816

FS_ID:36565

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/18/2014 Landward side blocked--need to contact
owner to determine status of crossing. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 16.2 feet below the crown. Flap gate on the
waterside (WS) end. Concrete U-shaped headwall on each end.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
O&M Manual 601.1, 1967, (HLM 0.86)].

FS Date: 4/18/2014

3 S TV
Overview of waterward side.

Friday, May 29, 2020 01:15 FINAL DATA Page 3 of 100



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 06 East Side Bypass Left | 36.47 835333838 F(Ejii?r;

(MStat 078 | Rating®™ M |lssueNo. 1213 (cont)
LM End 0.78 Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.270460 ° 37.270460 °
-120.814290 °  -120.814290 °
DWR ID 19816

Rating ** M 121

LM Start ‘ 0.78 ‘ Issue No.

3 (cont)

Issue Type +

LM End ‘ 0.78 Ma ‘Location*

Photo 2 of 3 : UCIP_SP_2020_36565_66345.jpg

Concrete structure located on waterward toe.

Photo 3 of 3 : UCIP_SP_2020_36565_66344.jpg

View o landward side. »

LM Start 1.13 Rating ** M Issue No. 73
LM End 2.44 Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
- Vegetation 37.267648 ° 37.254116 °
-120.810178 °  -120.795005 °

DWR ID DWR_NA0010_06_s _ 2020_73

Comment Code

V1 : Control annual grass and weeds on the levee slopes and
easements.

Inspector Comment

No Photos

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected

AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA

Page 4 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 06 East Side Bypass Left | 36.47 | Ja222020 Fcu]-’iIZﬁi

Earthen Levee

Animal Control 37.267101 ° 37.267101
-120.809603 °  -120.809603

DWR_NA0010_06_f 2018 93

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

Several rodent burrows including large burrows were observed at this
location.

View of landside slope. (Fall 2018)

No Photos
Earthen Levee

Animal Control 37.259527 ° 37.259527

-120.803300 °  -120.803300

DWR_NA0010_06_s 2012 125

A1l : Exterminate rodents and backfill and compact or grout burrows.

—

Friday, May 29, 2020 01:15 FINAL DATA Page 5 of 100



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani

Repair Type: Non-Urgent
Crossing Status: Found

LM Start | 1.87 ‘ Rating ** M | lIssue No. 1214
LM End 1.87 ‘ Issue Type+  Ma | Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.259312 ° 37.259312 °
-120.802863 °  -120.802863 °
DWR ID 19817
Comment Code
Inspector Comment
DS_ID:19817
FS_ID:36566
EP_NO: N/A

UCIP Comments: 04/18/2014 No access was available to landward
side due to fence. Recommend removing some of the vegetation on
waterward toe. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 13.5 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional

Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M

Manual 601.1, 1967, (HLM 1.95)].
FS Date: 4/18/2014

LM Start 1.87 Rating **

M Issue No.

1214 (cont)

LM End 1.87  Issue Type +

Ma Location *

—

Photo 1 of 3 : UCIP_SP_2020_36566_66348.jpg

&

View of waterward side.

Photo 2 of 3 : UCIP_SP_2020_36566_66350.jpg

View of Wate.rward side.

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected

+ Issue Type

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence

A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA

Page 6 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 C
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fu?i;gﬁi
LM Start 1.87 ‘ Rating ** M Issue No. 1214 (cont) Photo 3 of 3 : UCIP_SP_2020_36566_66349.jpg
LM End 1.87 ‘ Issue Type+  Ma  Location * o
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.259312 ° 37.259312 °
-120.802863 °  -120.802863 °
DWR ID 19817
Flap gate viible on waterward side.
LM Start 2.42 ‘ Rating ** U Issue No. 92 Photo 1 of 1 : SP_2020_NA0010_124 92_20200225_00038.jpg
LM End 2.42 ‘ Issue Type+ Ma  Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
ttem Animal Control 37.254519 ° 37.254519 °
-120.795141 °  -120.795141 °

DWR ID DWR_NA0010_06_f 2018 92

Comment Code

A3 : No rodents visible, but rodent burrows visible; need to backfill and

compact or grout burrows.

Inspector Comment

‘8

View of large rodent holes in landside slope. (Fall 2018)

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA

Page 7 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 06 East Side Bypass Left | 36.47 82‘53555838 F‘i?.{?é.

LMStat 253 | Raing® M | lssueNo. 1215 Photo 1 of 3 : UCIP_SP_2020_39464_66354.pg
LMEnd 253 IssueType+ Ma  Location*
- suppl | : .
Category upplemental GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.252948 ° 37.252948 °

Item
-120.794352 °  -120.794352 °
DWRID 19818
Comment Code
Inspector Comment
DS_ID:19818
FS_ID:39464
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/18/2014 Need to contact owner. Sediment
buildup in pipe visible on landward side. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 6.9 feet below the crown. Slide gate in a 48-inch
corrugated metal pipe (CMP) riser on the waterside (WS) slope.
Concrete headwall on each end. [Additional Reference(s): DWR Levee
Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 2.61)].
FS Date: 4/18/2014

LM Start 2.53 Rating ** M Issue No. 1215 (cont)
LM End 2.53 Issue Type + Ma | Location *

View of waterward side

T

Photo 2 of 3 : UCIP_SP_2020_39464_66357.jpg

View of waterward side.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:15 FINAL DATA

Page 8 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 C
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fu?i;?r:i
LM Start 2.53 ‘ Rating ** M Issue No. 1215 (cont) Photo 3 of 3 : UCIP_SP_2020_39464_66356.jpg
LM End 2.53 ‘ Issue Type+  Ma  Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.252948 ° 37.252948 °
-120.794352 °  -120.794352 °
DWR ID 19818
CMP riser, concrete headwall, and pipe visible on waterward side.
LM Start 2.54 ‘ Rating ** M Issue No. 76 Photo 1 of 1 : SP_2020_NA0010_124 76_20200225_00024.jpg
LMEnd 254 IssueType+ Ma  Location* LS © EEEETEEE T T R AN
Earthen Levee GPS Latitude/Longitude :
Category
Start End
ttem Animal Control 37.252874° 37.252874°
-120.794192 °  -120.794192 °

DWR ID DWR_NA0010_06_f _2016_76

Comment Code

A3 : No rodents visible, but rodent burrows visible; need to backfill and

compact or grout burrows.

Inspector Comment

There are several rodent burrows in the landside slope at this location.

Representative view of rodent burrow found at this section. (Fall 2018)

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA

Page 9 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 06 East Side Bypass Left | 36.47 82‘53555838 F‘i?.{?é.

LM Start | 2.57 ‘ Rating ** M | lIssue No. 1216
LMEnd 257 IssueType+ Ma  Location*
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.252743° 37.252743°
-120.793756 °  -120.793756 °
DWR ID 19819
Comment Code
Inspector Comment
DS_ID:19819
FS_ID:36568
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/18/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe condition on landward toe--headwall
blocked by dense vegetation. Recommend removing vegetation from
landward toe. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9.2 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M
Manual 601.1, 1967, (HLM 2.65)].

FS Date: 4/18/2014

Photo 1 of 3 : UCIP_SP_2020_36568_66362.jpg

Overview of levee crown at crossing.

LM Start =~ 2.57 Rating ** M | Issue No. 1216 (cont) Photo 2 of 3: UCIP_SP_2020_36568_66360.jpg
LM End 2.57 Issue Type + Ma Location *
View of waterward side.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:15 FINAL DATA

Page 10 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 06 East Side Bypass Left | 36.47 835333838 ;:?JT.E?A.

LMStat ~ 2.57  Rating** M | IssueNo. 1216 (cont)
LM End 2.57 ‘ Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Stat  End
ttem DWR UCIP LMA Responsibility 37.252743° 37.252743°
-120.793756 °©  -120.793756 °
DWR ID 19819

Photo 3 of 3 : UCIP_SP_2020_36568_66359.jpg

View of concrete headwall, flap gate, and concrete apron located on
waterward side.

LM Start 2.77 Rating ** M Issue No. 1217
LM End 277 Issue Type + Ma Location *
Supplemental i i
Sty pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.253020 ° 37.253020 °
-120.790219 °  -120.790219 °
DWR ID 19820
Comment Code
Inspector Comment
DS_1D:19820
FS_ID:36569
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/18/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe condition on landward toe--headwall
blocked by dense vegetation. Recommend removing vegetation from
landward toe. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.5 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M
Manual 601.1, 1967, (HLM 2.85)].

FS Date: 4/18/2014

Photo 1 of 3 : UCIP_SP_2020_36569_66369.jpg

View of waterward side.

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA

Page 11 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 06 East Side Bypass Left | 36.47 | Ja222020 Fcuﬁ’i{Zﬁi

1217 (cont)
Supplemental

DWR UCIP LMA Responsibility 37.253020 °
-120.790219 °

19820

2.77

1217 (cont)

S

View of Iandard sid.

Friday, May 29, 2020 01:15 FINAL DATA Page 12 of 100



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 06 East Side Bypass Left | 36.47 835335838 F(fl?.g.

LMStat 301  Ratng™ M lIssueNo. 1218
LM End 3.01 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.253811 ° 37.253811°

Item
-120.786059 °  -120.786059 °
DWRID 19821
Comment Code
Inspector Comment
DS_ID:19821
FS_ID:36583
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/18/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe condition on landward toe--headwall
blocked by dense vegetation. Recommend removing vegetation from
landward toe. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.2 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M
Manual 601.1, 1967, (HLM 3.09)].

FS Date: 4/18/2014

LM Start 3.01 Rating ** M Issue No. 1218 (cont)
LM End 3.01 Issue Type + Ma | Location *

Photo 1 of 3 : UCIP_SP_2020_36583_66381.jpg

View of waterward side. ‘

Photo 2 of 3 : UCIP_SP_2020_36583_66380.jpg

Vil S

Flap gate and concrete headwall visible on waterwar

S0
d side.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Ob : Design & System Obsolescence

Friday, May 29, 2020 01:15 FINAL DATA

Page 13 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

04/22/2020

Unit No. 06 East Side Bypass Left 36.47 04/23/2020 Fi:j%;:}r:i

1218 (cont)

Supplemental

o

DWR UCIP LMA Responsibility 37.253811 37.253811

-120.786059 °  -120.786059 °

19821

View oflandwar side.

No Photos
Earthen Levee

Vegetation 37.253664 ° 37.251962
-120.782917 °  -120.779604

DWR_NA0010_06_s _2020_71

V1 : Control annual grass and weeds on the levee slopes and
easements.

Friday, May 29, 2020 01:15 FINAL DATA Page 14 of 100



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 06 East Side Bypass Left | 36.47 | Ja222020 Fﬁ}{gﬁi

Supplemental

DWR UCIP LMA Responsibility 37.253513°
-120.782509 °

19822

DS_ID:19822
FS_ID:36584

EP_NO: N/A ;
g?gg{ngyg?éﬂ;%gﬁ%m Overview of levee crown and landward side.
UCIP Comments: 04/18/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe condition on waterward slope and
landward toe (headwall blocked by dense vegetation). Recommend
removing vegetation from landward toe. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.4 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M
Manual 601.1, 1967, (HLM 3.29)].

FS Date: 4/18/2014

Ma

1219 (cont)

View of waterward side.

Friday, May 29, 2020 01:15 FINAL DATA Page 15 of 100



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 06 East Side Bypass Left | 36.47 82‘53555838 ;:?JT.E?A.

LMStat ~ 3.21  Rating** M | IssueNo. 1219 (cont)
LM End 3.21 ‘ Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Stat  End
ttem DWR UCIP LMA Responsibility 37.253513° 37.253513 °
-120.782509 °  -120.782509 °
DWR ID 19822

Photo 3 of 3 : UCIP_SP_2020_36584_66385.jpg

\

> PR O
Crossing goes tl

hrough the levee at an angle. Flap gate visible on
waterward side.

LM Start 3.38 Rating ** M Issue No. 1220

LM End 3.38 | Issue Type+ Ma | Location *
Supplemental ; :
Category PP GPS Latitude/Longitude
Start End
DWR UCIP LMA Responsibility ~ 37.252152°  37.252152 °

Item

-120.779969 °  -120.779969 °

DWR ID 19823
Comment Code

Inspector Comment

DS_ID:19823

FS_ID:36585

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/18/2014 Alignment of crossing unknown--altered
crossing. No headwall found on landward side only siphon breaker
found a short distance from landward toe. Tall grass observed on
waterward slope and some burrow activity also noticed. Need to contact
owner to determine alignment of crossing and status of crossing. (DWR
UCIP - O. Magana)

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 15.7 feet below the crown. Flap gate on the
waterside (WS) end. Concrete U-shaped headwall on each end. Bench
mark (BM) stamped 9770-152 on top of the WS headwall. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M
Manual 601.1, 1967, (HLM 3.43)].

FS Date: 4/18/2014

Photo 1 of 3 : UCIP_SP_2020_36585_66389.jpg

Overview of levee crown at crossing.

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA

Page 16 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Core!
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujita)r/ﬂ
LM Start 3.38 ‘ Rating ** M Issue No. 1220 (cont) Photo 2 of 3: UCIP_SP_2020_36585_66390.jpg
LM End 3.38 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.252152 ° 37.252152°
-120.779969 °  -120.779969 °
DWR ID 19823
(MStat 338  Rating** M | lIssueNo. 1220 (cont)
LMEnd 338 IssueType+ Ma  Location*
View of landward side. No signs of concrete headwall only siphon
breaker visible on landward side.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA

Page 17 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani

LM Start 3.42 ‘ Rating ** M Issue No. 1221
LM End 3.42 ‘ Issue Type + En Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.251902 ° 37.251902 °
-120.779391 °  -120.779391 °
DWR ID 19824
Comment Code
Inspector Comment
DS_ID:19824
FS_1D:39482
EP_NO: 6965

Repair Type: Non-Urgent

Crossing Status: Indicator Found

UCIP Comments: 04/18/2014 Description of structure does not match.
Need to contact owner. Current description includes concrete platform,
trash screen, and gage reading on waterward side. Metal box located
on waterward shoulder. Large plant facility locate on landward side.
(DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 16-inch coated steel irrigation discharge pipe
through the levee, 7.4 feet below the crown. Corrugated metal cutoff
wall around the pipe in the center of the levee. Pump on the waterside
(WS) with a timber platform on the berm for support. Siphon breaker on
the apex of the pipe on the landside (LS) shoulder. Pipe exposed on
both slopes. (Plans to place a 20-inch irrigation pipe through the levee
authorized under Permit No. 6965, 1971 - Scarborough, Robinson, and
Associates). [Additional Reference(s): DWR Levee Log, 2002].

FS Date: 4/10/2014

LM Start 3.42 Rating ** M Issue No. 1221 (cont)
LM End 3.42  IssueType+ En | Location*

Photo 1 of 3 : UCIP_SP_2020_39482_71643.jpg

View of structure located on waterward side.

Photo 2 of 3: UCIP_SP_2020_39482_71644.jpg

View of waterward side.

+ Issue Type
Ma : Maintenance

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Deficiancy

Ob : Design & System Obsolescence

Friday, May 29, 2020 01:15 FINAL DATA

Page 18 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Comment Code

Inspector Comment

DS_ID:19825

FS_ID:39465

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/18/2014 Sediment buildup inside pipe visible from
landward side. Excess soil is also present on landward toe partially
blocking concrete headwall and inlet. Recommend removing soil from
landward toe and clear buildup inside. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 6.8 feet below the crown. Slide gate in a 48-inch
corrugated metal pipe (CMP) riser on the waterside (WS) slope.
Concrete headwall on each end. Pipe connects to a 30-inch steel
drainage pipe on the WS. Drainage pipe extends to the pump on the
WS on a support platform in the channel. (Extension drainage pipe and
pump installed under Permit No. 12527, 1979 - Joseph Gallo).
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
O&M Manual 601.1, 1967, (HLM 3.54)].

FS Date: 4/18/2014

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani
LM Start 3.42 ‘ Rating ** M Issue No. 1221 (cont) Photo 3 of 3: UCIP_SP_2020_39482_71642.jpg
LM End 3.42 ‘ Issue Type + En Location *
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
- DWR UCIP Field Study 37.251902 ° 37.251902 °
-120.779391 °  -120.779391 °
DWR ID 19824
Metal box located on waterward shoulder.
LM Start 3.47 ‘ Rating ** M Issue No. 1222 Photo 1 of 3 : UCIP_SP_2020_39465_66394.jpg
LM End 3.47 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.251687 ° 37.251687 °
-120.778534 °  -120.778534 °

DWR ID 19825

View of waterward side--cmp riser and concrete headwall visible.

* Location ** Rating

+ Issue Type

LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA

Page 19 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Inspection

Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 C
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fu?igi

Comment Code

A3 : No rodents visible, but rodent burrows visible; need to backfill and

compact or grout burrows.

Inspector Comment

Looking east at the landside slope.

LM Start 3.47 Rating ** M Issue No. 1222 (cont) Photo 2 of 3 : UCIP_SP_2020_39465_66395.jpg
LM End 3.47 | IssueType+ Ma | Location * 3 >~
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.251687 ° 37.251687 °
-120.778534 °  -120.778534 °
DWR ID 19825
LM Start 3.47 Rating ** M Issue No. 1222 (cont) Photo 3 of 3 : UCIP_SP_2020_39465_66397.jpg
LM End 3.47 Issue Type + Ma Location *
Inside view of pipe from waterward side.
LM Start 3.49 Rating ** M Issue No. 67 Photo 1 of 1 : SP_2020_NA0010_124 67_20200225_00015.jpg
LM End 3.49 Issue Type + Ma Location * LS : S5,
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37'2516020 37.251602 °
-120.778118 °  -120.778118 °
DWR ID DWR_NA0010 06 f 2017 67

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA

Page 20 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 06 East Side Bypass Left | 36.47 | Ja222020 Fﬁ}{gﬁi

Supplemental

DWR UCIP LMA Responsibility 37.251199
-120.774474 °

19826

DS_1D:19826
FS_1D:39466

EP_NO: N/A

Repair Type: Non-Urgent - . :
Crossing Status: Found View of waterward side.
UCIP Comments: 04/18/2014 Sediment buildup inside crossing and is
visible from landward side. Recommend clearing sediment buildup
inside pipe and check wall integrity to determine condition. (DWR
UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 7 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M
Manual 601.1, 1967, (HLM 3.77)].

FS Date: 4/18/2014

Ma

1223 (cont)

Vie of Indward side.

Friday, May 29, 2020 01:15 FINAL DATA Page 21 of 100



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Core!
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujita)r/ﬂ
LM Start 3.69 ‘ Rating ** M Issue No. 1223 (cont) Photo 3 of 3: UCIP_SP_2020_39466_66411.jpg
LM End 3.69 ‘ Issue Type + Ma Location *
Supplemental GPS Latitude/Longitud
Gy pp atitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.251199 ° 37.251199 °
-120.774474 °  -120.774474 °
DWR ID 19826
LM Start 3.74 ‘ Rating ** M Issue No. 62
LM End 3.97 ‘ Issue Type + Ma Location * LS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
— Vegetation 37.251159 ° 37.249856 °
-120.773580 °  -120.770196 °
DWR ID DWR_NA0010_06_s _ 2020_62
Comment Code
V1 : Control annual grass and weeds on the levee slopes and
easements.
Inspector Comment
*Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
Friday, May 29, 2020 01:15 FINAL DATA Page 22 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani

Rating ** M
Issue Type + Ma

Issue No. 1224
Location *

LM Start 3.89
LM End 3.89

Supplemental GPS Latitude/Longitude
Category
Start End
tem DWR UCIP LMA Responsibility 37.250742 ° 37.250742°

-120.771026 °  -120.771026 °

DWR ID 19827
Comment Code

Inspector Comment

DS_ID:19827

FS_1D:39467

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/18/2014 Sediment buildup inside crossing and is
visible from landward side. Recommend clearing sediment buildup
inside pipe and check wall integrity to determine condition. (DWR
UCIP - O. Magana)

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 6.7 feet below the crown. Slide gate in a 48-inch
corrugated metal pipe (CMP) riser on the waterside (WS) slope.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
0&M Manual 601.1, 1967, (HLM 3.97)].

FS Date: 4/18/2014

Photo 1 of 3: UCIP_SP_2020_39467_66407.jpg

—

View of waterward side.

LMStart | 3.89 Rating ** M | Issue No. 1224 (cont) Photo 2 of 3 : UCIP_SP_2020 39467 _66406.jpg
LM End 3.89 Issue Type + Ma Location *
; Lol o
Slide gate inside CMP riser visible on waterward slope.
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side
CR : Crown

M : Minimally Acceptable
U : Unacceptable

C : Corrected
A/W : Acceptable but Monitor & Maintain

Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA

Page 23 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani

Comment Code

Inspector Comment

DS_ID:19828

FS_ID:36606

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/18/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe condition on landward toe--headwall
blocked by dense vegetation. Recommend removing vegetation from
landward toe. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.8 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M
Manual 601.1, 1967, (HLM 4.17)].

FS Date: 4/18/2014

LM Start 3.89 Rating ** M Issue No. 1224 (cont) Photo 3 of 3: UCIP_SP_2020_39467_66410.jpg
LM End 3.89 Issue Type+  Ma  Location * » -
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.250742 ° 37.250742°
-120.771026 °  -120.771026 °
DWR ID 19827
Inside view of CMP riser located on waterward side.
LM Start 4.09 Rating ** M Issue No. 1225 Photo 1 of 3: UCIP_SP_2020_36606_66418.jpg
LM End 4.09 Issue Type + Ma | Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.248353 ° 37.248353 °
-120.768922 °©  -120.768922 °
DWR ID 19828

View of waterward side.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable

+ Issue Type

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence

AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:15 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani
LM Start 4.09 ‘ Rating ** M Issue No. 1225 (cont) Photo 2 of 3: UCIP_SP_2020_36606_66417.jpg
LM End 4.09 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
ttem DWR UCIP LMA Responsibility 37.248353 ° 37.248353 °
-120.768922 °  -120.768922 °
DWR ID 19828
“Overview of levee cron at crossing.
LM Start ‘ 4.09 ‘ Rating ** M ‘ Issue No. 1225 (cont) Photo 3 of 3 : UCIP_SP_2020_36606_66416.jpg
LM End ‘ 4.09 ‘ Issue Type + Ma ‘ Location * 3 )
Concrete hedwall visible on landward side.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
Friday, May 29, 2020 01:15 FINAL DATA Page 25 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 06 East Side Bypass Left | 36.47 835335838 F(fl?.igﬁ.

LMStat ~ 4.33  Rating** M | Issue No. 1226
LM End 4.33 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.246459 ° 37.246459 °

Item
-120.765470 °  -120.765470 °
DWR ID 19829
Comment Code
Inspector Comment
DS_ID:19829
FS_ID:36607
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/18/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe condition on landward toe--headwall
blocked by dense vegetation. Recommend removing vegetation from
landward toe. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.3 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M
Manual 601.1, 1967, (HLM 4.41)].

FS Date: 4/18/2014

LM Start 4.33 Rating ** M Issue No. 1226 (cont)
LM End 4.33 Issue Type+  Ma  Location *

Photo 1 of 2 : UCIP_SP_2020_36607_66422.jpg

e

View of Wateward side--concrete eadwall and flap gate visible.

-~

Photo 2 of 2 : UCIP_SP_2020_36607_66421.jpg

View of landward side—concrete headwall visible though dense

vegetation.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Deficiancy

Ob : Design & System Obsolescence

Friday, May 29, 2020 01:15 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Waterway Bank | Unit Miles 'gf:ﬁl‘é'r:’é‘ Inspector
Unit No. 06 East Side Bypass Left = 36.47 | Jaarouey et
LMStat  4.54 | Rating** M Issue No. 91
LMEnd 864 IssueType+ Ma | Location* LS No Photos
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Vegetation 37.244754 ° 37.211394 °
-120.762350 °  -120.706691 °
DWR ID DWR_NA0010_06_s _ 2020 _91

Comment Code
V1 : Control annual grass and weeds on the levee slopes and

easements.
Inspector Comment
LM Start 4.62 ‘ Rating ** M Issue No. 1227 Photo 1 of 3 : UCIP_SP_2020_39468_66425.jpg
LM End 4.62 ‘ Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.243946 ° 37.243946 °
-120.761296 °  -120.761296 °
DWR ID 19830
Comment Code
Inspector Comment
DS_ID:19830
FS_ID:39468
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/18/2014 Sediment buildup inside crossing visible
from landward side. Recommend clearing sediment buildup inside pipe
and check wall integrity to determine condition. (DWR UCIP - O.
Magana)

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 6.9 feet below the crown. Slide gate in a 48-inch
corrugated metal pipe (CMP) riser on the waterside (WS) slope.
Concrete headwall on the landside (LS) end. Concrete saddle and
apron on the WS end. [Additional Reference(s): DWR Levee Log, 2002.
USACE San Joaquin O&M Manual 601.1, 1967, (HLM 4.70)].

FS Date: 4/18/2014

Overview of levee crown at crossing.

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

Friday, May 29, 2020 01:15

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani
LM Start 4.62 ‘ Rating ** M Issue No. 1227 (cont) Photo 2 of 3: UCIP_SP_2020_39468_66426.jpg
LM End 4.62 ‘ Issue Type + Ma  Location * 5 y ™ \:
Supplemental i i -
G pp GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.243946 ° 37.243946 °
-120.761296 °  -120.761296 °
DWR ID 19830
Inside view of CMP riser located on waterward.
(MStat 462 | Rating** M | lIssueNo. 1227 (cont) Photo 3 of 3 : UCIP_SP_2020_39468_66424.jpg
LMEnd ~ 4.62 IssueType+ Ma  Location* - =y > 2
Inside view of pipe from waterward side.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:15
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Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/18/2014 Need to contact owner. Recommend
removing tall grass on landward toe to determine condition of crossing
from landward side. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.8 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M

Manual 601.1, 1967, (HLM 4.75)].
FS Date: 4/18/2014

LM Start 4.67 Rating **

M Issue No.

1228 (cont)

LM End 4.67 | Issue Type +

Ma Location *

View of waterward side.

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 C
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fu?i;?rgi
LM Start 4.67 ‘ Rating ** M Issue No. 1228 Photo 1 of 3 : UCIP_SP_2020_36609_66433.jpg
LM End 4.67 ‘ Issue Type + Ma | Location *
Suppl | i i
Gy pplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.243408 ° 37.243408 °
-120.760564 °  -120.760564 °
DWR ID 19831
Comment Code
Inspector Comment

DS_ID:19831
FS_1D:36609
EP_NO: N/A

Photo 2 of 3 : UCIP_SP_2020_36609_66432.jpg

oy

Flap gate, concrete headwall and apron visible on waterward toe.

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement

Friday, May 29, 2020 01:15
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Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/18/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the waterward
slope. Recommend removing vegetation along waterward slope to
conduct proper inspection of structure. Also recommend removing
dense vegetation blocking landward headwall. (DWR UCIP - O.

Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.8 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M

Manual 601.1, 1967, (HLM 4.94)].
FS Date: 4/18/2014

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
i+ Mi Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left 36.47 04/23/2020 Fuiitani
LM Start 4.67 ‘ Rating ** M Issue No. 1228 (cont) Photo 3 of 3: UCIP_SP_2020_36609_66431.jpg
LMEnd  4.67 IssueType+ Ma  Location* [————
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.243408 ° 37.243408 °
-120.760564 °  -120.760564 °
DWR ID 19831
iew of Iadward side.
LM Start 4.86 ‘ Rating ** M Issue No. 1229 Photo 1 of 3 : UCIP_SP_2020_36610_66436.jpg
LM End 4.86 ‘ Issue Type + Ma Location *
Suppl tal i i
Category upplemental GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.242024 ° 37.242024 °
-120.757602 °  -120.757602 °
DWR ID 19862
Comment Code
Inspector Comment
DS_ID:19862
FS_ID:36610
EP_NO: N/A

/

View of waterward side.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:15
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani

LMStat  4.86  Rating** M [lssueNo. 1229 (cont) Photo 2 of 3 : UCIP_SP_2020_36610_66438.jpg

LM End 4.86 ‘ Issue Type+  Ma  Location *

Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.242024 ° 37.242024 °
-120.757602 °  -120.757602 °
DWR ID 19862
View of flap gate, concrete headwall and apron located on waterward
side.
LMStat  4.86 Rating ** M [lssueNo. 1229 (cont) Photo 3 of 3 : UCIP_SP_2020_36610_66437.jpg
LM End 4.86 Issue Type+ Ma  Location * F L2 ke T el o ; o
' . : ¥ P
z ~m"~£§f\ t B It ) §
Close up of flap gate located on waterward side.

* Location ** Rating +Issue Type

LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy

WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence

CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:15 FINAL DATA Page 31 of 100




Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/18/2014 Clear vegetation from waterward slope
and landward headwall. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.9 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M

Manual 601.1, 1967, (HLM 5.34)].
FS Date: 4/18/2014

LMStat 526 | Rating*
LMEnd  5.26  Issue Type +

M Issue No.
Ma Location *

View of waterward side.

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 C
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fu?i;?r:i
LM Start 5.26 ‘ Rating ** M Issue No. 1230 Photo 1 of 3 : UCIP_SP_2020_39875_61599.jpg
LM End 5.26 ‘ Issue Type + Ma Location *
Suppl | i i
Gy pplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.239098 ° 37.239098 °
-120.751774 °  -120.751774°
DWR ID 19863
Comment Code
Inspector Comment

DS_1D:19863
FS_1D:39875
EP_NO: N/A

1230 (cont) Photo 2 of 3 : UCIP_SP_2020_39875_61598.jpg

Overview of levee crown at crossing.

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement

Friday, May 29, 2020 01:15
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Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/18/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the waterward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. Also recommend removing
excess vegetation at landward headwall. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M

Manual 601.1, 1967, (HLM 5.63)].
FS Date: 4/18/2014

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 C
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fu?i;?r:i
LM Start 5.26 ‘ Rating ** M Issue No. 1230 (cont) Photo 3 of 3 : UCIP_SP_2020_39875_61597.jpg
LM End 5.26 ‘ Issue Type + Ma | Location *
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.239098 ° 37.239098 °
-120.751774 °  -120.751774°
DWR ID 19863
LM Start 5.55 ‘ Rating ** M Issue No. 1231
LM End 5.55 ‘ Issue Type + Ma Location *
Suppl tal i i
Category pplementa GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.238610 ° 37.238610 °
-120.746591 °©  -120.746591 °
DWR ID 19864
Comment Code
Inspector Comment
DS_ID:19864
FS_ID:36611
EP_NO: N/A

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 06 East Side Bypass Left | 36.47 8353553838 F(il?lz?rlll

LMStat  5.55 | Rating** M | IssueNo. 1231 (cont)
LM End 5.55 ‘ Issue Type + Ma | Location *
Supplemental i i
Category ppi GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.238610 ° 37.238610 °
-120.746591°  -120.746591 °

DWRID 19864
(MStat 555 | Rating** M | lIssueNo. 1231 (cont)
LMEnd 555 IssueType+ Ma  Location*

Photo 2 of 3 : UCIP_SP_2020_36611_66440.jpg

View of waterward side--dense vegetation covers slope.

Photo 3 of 3: UCIP_SP_2020_36611_66439.jpg

LM Start 5.81 Rating ** M Issue No. 66
LM End 5.81 Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.238189 ° 37.238189 °
-120.741946 °©  -120.741946 °

DWR ID DWR_NA0010 06 f 2017 _66

Comment Code

A2 : Repair the levee slope damaged by livestock and prevent large
animal access.

Inspector Comment
There is damage to the landside slope and shoulder from livestock.

Photo 1 of 1 : SP_2020_NA0010_124 66_20200225_00013.jpg

View of damage to landside slope from livestock traffic looking
downstream. (Fall 2019)

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Deficiancy

Ob : Design & System Obsolescence

Friday, May 29, 2020 01:15 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 06 East Side Bypass Left | 36.47 | Ja222020 Fcu]-’iIZﬁi

Earthen Levee

Encroachments 37.236936 ° 37.235487
-120.740384 °  -120.737685

DWR_NA0010_06_f _2015_69

PO : Pole

There are several PG&E poles within this section at the landside toe
and slope.

! y \ \ By * P 2
Looking west at several PG&E poles on landward slope.

Supplemental
DWR UCIP LMA Responsibility,  37.236414 ° 37.236414
-120.739735°  -120.739735

19865

DS_ID:19865

FS_ID:51312

EP_NO: N/A

Repair Type: No Action Needed

Crossing Status: Found View of WS--rock protection along drainage path.

UCIP Comments: 7/19/2016 Site has been repaired on WS and LS
(see photos below). (DWR UCIP - omagana)5/26/2016 Erosion is
undermining the WS headwall of drainage structure (photos of WS
headwall provided by DWR Inspector R. Willoughby). Potential pipe
failure at the outlet just behind headwall, recommend completing
internal wall integrity of pipe length through levee to determine extent of
damage to pipe. (DWR UCIP - omagana)4/18/2014 Need to contact
owner. Sediment buildup in pipe visible on landside--recommend
clearing. (DWR UCIP - omagana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M
Manual 601.1, 1967, (HLM 6.06)].

FS Date: 7/19/2016
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani
LM Start 5.98 Rating ** AW ‘ Issue No. 1232 (cont) Photo 2 of 3 : UCIP_SP_2020_51312_75488.jpg
LM End 5.98 Issue Type + Ma Location * — . e :
Suppl | i i 5
Gy pplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.236414 ° 37.236414 °
-120.739735 °  -120.739735 °
DWR ID 19865

Comment Code

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

Inspector Comment

LMStart  5.98 Rating* | A/W | IssueNo. 1232 (cont)
LM End ‘ 5.98 Issue Type + Ma ‘ Location *
Inside view of pibé?rom W
LMStat  6.06  Raing®™ M  lIssueNo. 22
LM End 6.06 | IssueType+ Ma  Location* LS No Photos
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Animal Control 37'2357770 37.235777 °
-120.738598 °  -120.738598 °

DWR ID DWR_NA0010_06_s _ 2012_22

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:15
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

04/22/2020

Unit No. 06 East Side Bypass Left 36.47 04/23/2020 F(-lj_j(j%::.)l:i

No Photos
Earthen Levee

Animal Control 37.235623 °
-120.738017 °

DWR_NA0010_06_s_ 2012 21

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

—

Earthen Levee

Animal Control 37.235572 ° 37.235572

-120.738002 °  -120.738002

DWR_NA0010_06_f _ 2018_85

A2 : Repair the levee slope damaged by livestock and prevent large
animal access.

Livestock damage to slope and shoulder of levee.

View of livestock damage on waterside slope. (Fall 2018)

84 - Photo 1of1:SP_2020 NAQD10_124_84 20200225 0003Ljpg

LS

Earthen Levee

o

Animal Control 37.235570 37.235570

-120.737998 °  -120.737998 °

DWR_NA0010_06_f _ 2018_84

A2 : Repair the levee slope damaged by livestock and prevent large
animal access.

Damage to slope and crown from livestock.

Erosion to slope and into crown from livestock. (Fall 2018)
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani

LMStart = 6.70 ‘ Rating* | A/W ‘ Issue No. 1233
LM End 6.70 ‘ Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.230508 ° 37.230508 °
-120.729634 °  -120.729634 °
DWR ID 19866
Comment Code
Inspector Comment
DS_1D:19866
FS_1D:33984
EP_NO: N/A

Repair Type: No Action Needed
Crossing Status: Found
UCIP Comments:

Photo 1 of 3 : UCIP_SP_2020_33984_61628.jpg

Slide gate inside CMP riser and pipe visible on waterward ide.

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 7 feet below the crown. Slide gate in a 36-inch
corrugated metal pipe (CMP) riser on the waterside (WS) slope.
Concrete headwall on the landside (LS) end. Concrete saddle and
apron on the WS end. [Additional Reference(s): DWR Levee Log, 2002.
USACE San Joaquin O&M Manual 601.1, 1967, (HLM 6.79)].

FS Date: 4/18/2014

LMStart ~ 6.70 Rating* | A/W | Issue No. 1233 (cont) Photo 2 of 3 : UCIP_SP_2020 33984 61627.jpg
LM End 6.70 Issue Type+ Ma | Location * _
Concrete headwall visible on waterward side.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA

Page 38 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left 36.47 04/23/2020 Fuiitani
LM Start 6.70 Rating ** A/W | Issue No. 1233 (cont) Photo 3 of 3: UCIP_SP_2020_33984_61626.jpg
LMEnd = 6.70 | IssueType+ Ma | Location * P L7 : Wy %
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.230508 ° 37.230508 °
-120.729634 °  -120.729634 °
DWR ID 19866
Inside view pipe from waterward side.
LM Start 6.89 Rating ** A/W | Issue No. 1234 Photo 1 of 3 : UCIP_SP_2020_33985_61640.jpg
LM End 6.89 Issue Type + Ma Location *
Supplemental i i
G pp GPS Latitude/Longitude I}
Start End
ttem DWR UCIP LMA Responsibility 37.228253 ° 37.228253 °
-120.727865 °©  -120.727865 °

DWR ID 19867

Comment Code

Inspector Comment

DS_ID:19867

FS_ID:33985

EP_NO: N/A

Repair Type: No Action Needed

Crossing Status: Found

UCIP Comments:

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 10.7 feet below the crown. Slide gate in a 48-
inch corrugated metal pipe (CMP) riser on the waterside (WS) slope.
Concrete headwall on the landside (LS) end. Concrete U-shaped
headwall on the WS end. [Additional Reference(s): DWR Levee Log,
2002. USACE San Joaquin O&M Manual 601.1, 1967, (HLM 6.97)].
FS Date: 4/18/2014

2N

View of waterward side.

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani
LM Start 6.89 ‘ Rating ** A/W | Issue No. 1234 (cont) Photo 2 of 3: UCIP_SP_2020_33985_61639.jpg
LM End 6.89 ‘ Issue Type + Ma Location * i TR
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.228253 ° 37.228253°
-120.727865 °  -120.727865 °
DWR ID 19867
Concrete heawall and CMP riser visible on waterward side.
LM Start ‘ 6.89 ‘ Rating ** AW ‘ Issue No. 1234 (cont) Photo 3 of 3 : UCIP_SP_2020_33985_61638.jpg
LM End ‘ 6.89 ‘ Issue Type + Ma ‘ Location * F
View of Iandward side.
LM Start 6.92 Rating ** A/W | Issue No. 79 Photo 1 of 1 : SP_2020_NA0010_124 79 20200225_00025.jpg
LM End 6.92 Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.228054 ° 37.228054 °
-120.727428 °©  -120.727428 °
DWR ID DWR_NA0010 06 _f 2018 79
Comment Code
A2 : Repair the levee slope damaged by livestock and prevent large
animal access.
Inspector Comment
There is livestock damage to slope and shoulder of levee.
Damage to slope and shoulder from livestock. (Fall 2018)
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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Comment Code

A1l : Exterminate rodents and backfill and compact or grout burrows.

Inspector Comment

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Core
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujita)r:i
LMStat ~ 7.10  Rating** M Issue No. 7
LMEnd ~ 7.10 IssueType+ Ma  Location* LS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.226675 ° 37.226675 °
-120.724498 °©  -120.724498 °
DWR ID DWR_NA0010 06_s 2012 7

LMStat ~ 7.21  Rating** M | Issue No. 1235
LM End 7.21 ‘ Issue Type + Ma Location *
Supplemental i i
e pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.226102 ° 37.226102 °
-120.722739 °  -120.722739 °
DWR ID 19868
Comment Code
Inspector Comment
DS_ID:19868
FS_1D:39471
EP_NO: N/A

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/18/2014 Need to contact owner. Clear animal
from waterward side. Some sediment buildup in pipe visible landward

side--recommend clearing. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.6 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M

Manual 601.1, 1967, (HLM 7.29)].
FS Date: 4/18/2014

Photo 1 of 3 : UCIP_SP_2020_39471_61650.jpg

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 06 East Side Bypass Left | 36.47 | Ja222020 Fcu?iiiﬁi

1235 (cont)

Supplemental

DWR UCIP LMA Responsibility 37.226102
-120.722739 °

19868

Concrete headwall and flap gate visible on waterward side. Dead animal
inside pipe.

w 1235 (con

7.21 Ma

View of Iandard side.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Repair Type: Non-Urgent
Crossing Status: Found
UCIP Comments: 04/18/2014 Some sediment buildup in

pipe visible on

landward side--recommend clearing. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.8 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. Skewed crossing.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin

0&M Manual 601.1, 1967, (HLM 7.74)].
FS Date: 4/18/2014

View of waterward side.

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 c
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fu?i:?r/ﬂ

LM Start 7.66 \ Rating ** M Issue No. 1236 Photo 1 of 3: UCIP_SP_2020_39472_66462.jpg

LMEnd  7.66 IssueType+ Ma  Location*

Supplemental i i
Gy pplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.222743" 37.222743° EEE Ll S e —
-120.716416 °  -120.716416 °
DWR ID 19869
Comment Code
Inspector Comment

DS_1D:19869
FS_1D:39472
EP_NO: N/A

LMStart ~ 7.66 Rating ** M | Issue No. 1236 (cont) Photo 2 of 3 : UCIP_SP_2020_39472_66461.jpg
LM End 7.66 Issue Type+  Ma  Location *
Pipe crossses levee at an angle.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 C
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fu?i:?r/ﬂ
LM Start 7.66 ‘ Rating ** M Issue No. 1236 (cont) Photo 3 of 3 : UCIP_SP_2020_39472_66460.jpg
LM End 7.66 ‘ Issue Type + Ma Location * o . 2
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.222743° 37.222743°
-120.716416 °  -120.716416 °
DWR ID 19869
Concrete headwall and pr gate visible onwateard side.
LM Start 7.66 ‘ Rating ** A/W | Issue No. 74 Photo 1 of 1 : SP_2020_NA0010_124 74_20200225_00023.jpg
LM End 7.66 ‘ Issue Type+ Ma  Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
ttem Animal Control 37.222689 ° 37.222689 °
-120.716400 °  -120.716400 °

DWR ID DWR_NA0010_06_f _2018_74

Comment Code

A2 : Repair the levee slope damaged by livestock and prevent large

animal access.

Inspector Comment

Damage to levee slope from livestock access.

Slope damage from livestock. (Fall 2018)

LM Start 8.08 Rating ** A/W | Issue No. 65
LM End 8.08 Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.217199 ° 37.217199 °
-120.713374°  -120.713374°

DWR ID DWR_NA0010_06 f 2017 65

A2 : Repair the levee slope damaged by livestock and prevent large

Comment Code

animal access.

Inspector Comment

Livestock damage to levee slope.

Looking southwest at the landside slope.

Photo 1 of 1 : SP_2020_NA0010_124 65_20200225_00012.jpg
1

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
Friday, May 29, 2020 01:15 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani

LM Start 8.13 ‘ Rating ** M Issue No. 1237
LMEnd 8.3 IssueType+ Ma  Location*

| supplemental ; .
Category PP GPS Latitude/Longitude

Start End

DWR UCIP LMA Responsibility 37.216547 ° 37.216547 °

Item
-120.713000 °  -120.713000 °
DWR ID 19870
Comment Code
Inspector Comment
DS_ID:19870
FS_ID:39473
EP_NO: N/A

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/18/2014 Sediment buildup in pipe--recommend
contacting owner to clear sediment. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 16.5 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M

Manual 601.1, 1967, (HLM 8.21)].
FS Date: 4/18/2014

(MStat 813  Ratng*
LMEnd 813  lIssue Type +

M [lssueNo. 1237 (cont)
Ma Location *

Photo 1 of 3 : UCIP_SP_2020_39473_61674.jpg

iew of waterward side.

Photo 2 of 3 : UCIP_SP_2020_39473_61673.jpg

Pipe crosses levee at an angle.

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating + Issue Type
A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA
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Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 06 East Side Bypass Left | 36.47 | Ja222020 Fﬁ}{gﬁi

1237 (cont)
Supplemental

DWR UCIP LMA Responsibility  37.216547 °
-120.713000 °

19870

Concrete headwall and flap gate visible on waterward side.

Earthen Levee

Animal Control 37.214273 ° 37.214273

-120.711100 °  -120.711100

DWR_NA0010_06_f _ 2019_89

A2 : Repair the levee slope damaged by livestock and prevent large
animal access.

Erosion from livestock traffic both sides of the levee.

View of damage to the waterside slope looking upstream. (Fall 2019)

Friday, May 29, 2020 01:15 FINAL DATA Page 46 of 100



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani

LM Start 8.43 ‘ Rating ** M Issue No. 1238
LMEnd 843 IssueType+ Ma  Location*
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.213288 ° 37.213288 °
-120.709503 °  -120.709503 °
DWRID 19871
Comment Code
Inspector Comment
DS_ID:19871
FS_1D:39474
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/18/2014 Need to contact owner. Sediment
buildup in pipe visible on landward side--recommend clearing. Good
candidate for pressure test or video inspection due to signs of heavy
corrosion. If no leaks after tests this crossing would be a good
candidate for rehabilitation. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 9.2 feet below the crown. Flap gate on the
waterside (WS) end. Concrete headwall on each end. [Additional
Reference(s): DWR Levee Log, 2002. USACE San Joaquin O&M
Manual 601.1, 1967, (HLM 8.51)].

FS Date: 4/18/2014

Photo 1 of 3 : UCIP_SP_2020_39474_61685.jpg

LM Start 8.43 Rating ** M Issue No. 1238 (cont) Photo 2 of 3 : UCIP_SP_2020_39474_61684.jpg
LM End 8.43 Issue Type + Ma Location *
View of landward side.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:15 FINAL DATA

Page 47 of 100
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Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 06 East Side Bypass Left | 36.47 835335838 F(fl?.g.

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

LM Start 8.43 ‘ Rating ** M Issue No. 1238 (cont) Photo 3 of 3 : UCIP_SP_2020_39474_61683.jpg
LM End 8.43 ‘ Issue Type + Ma Location * X
Category Supplemental GPS Latitude/Longitude
Stat  End
tem DWR UCIP LMA Responsibility 37.213288 ° 37.213288 °
-120.709503 °  -120.709503 °
DWR ID 19871
Plpe-crosss levee aAt- an angle. ;
LM Start 9.24 ‘ Rating ** M Issue No. 96
LM End 11.13 ‘ Issue Type + Ma Location * LS No Photos
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Vegetation 37.205112 ° 37.186710 °
-120.699063 °  -120.675012 °
DWR ID DWR_NA0010_06_s _2020_96

easements.
Inspector Comment
LM Start 9.50 Rating ** U Issue No. 150 Photo 1 of 1 : SP_2020_NA0010_124_150_20200508_00212.jpg
LM End 19.22 Issue Type + Ma Location * WS -

Earthen Levee

GPS Latitude/Longitude

Category
Start End
- Vegetation 37.202577 ° 37.113708 °
-120.695517 ©  -120.588220 °
DWR ID DWR_NA0010_06_s _2020_150

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

easements.
Inspector Comment
View of vegetation on the waterside slope. (Spring 2020)
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani

LMStart | 9.52 ‘ Rating ** M | lIssue No. 1239
LM End 9.52 ‘ Issue Type + En Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.202481 ° 37.202481 °
-120.695303 °  -120.695303 °
DWR ID 19872
Comment Code
Inspector Comment
DS_ID:19872
FS_1D:42525
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Indicator Found

UCIP Comments: 12/05/2014 Accidently missed updating record.
Photos have been added and coordinates have been updated. Unable
to confirm if crossing is the same cable line originally identified in desk
study at levee mile 6.43. Recommend contacting owner to confirm
alignment, size of conduit, and permit issued. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: Telephone cable of an unknown size or
material under crown of roadway, at an unknown depth. [Additional
Reference(s): DWR Levee Log, 2002].

FS Date: 4/18/2014

LM Start 9.52 Rating ** M Issue No. 1239 (cont)

Issue Type + En Location *

LM End 9.52

Photo 1 of 2 : UCIP_SP_2020_42525_72925.jpg

Service box located on waterward levee shoulder.

Photo 2 of 2 : UCIP_SP_2020_42525_72924.jpg

Service box is for electrical conduit.

* Location ** Rating

+ Issue Type

LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 06 East Side Bypass Left | 36.47 835333838 F%%Zﬁ.

LMStart | 9.56 Rating ** M ‘ Issue No. 1240
LM End 9.56 Issue Type + En Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.202014 ° 37.202014 °
-120.694820 °  -120.694820 °
DWR ID 19873
Comment Code
Inspector Comment
DS_ID:19873
FS_1D:42524
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 12/05/2014 Accidently missed entry. Photos have
been added and coordinates have been updated by Olivia Magana.
Unable to determine condition of crossing due to limited access.
Recommend contacting owner to provide condition of crossing. (DWR
UCIP - O. Magana)

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 14 feet below the crown. Slide gate in a
concrete diversion box on the waterside (WS) shoulder. [Additional
Reference(s): DWR Levee Log, 2002].

FS Date: 4/18/2014

LM Start 9.56 Rating ** M Issue No. 1240 (cont)
LM End 9.56 Issue Type + En Location *

Photo 1 of 3 : UCIP_SP_2020_42524_72922.jpg

Overview of levee crown looking upstream.

Photo 2 of 3 : UCIP_SP_2020_42524_72921.jpg

Concrete box located on waterward side.

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Deficiancy

Ob : Design & System Obsolescence

Friday, May 29, 2020 01:15 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani
LM Start 9.56 Rating ** M Issue No. 1240 (cont) Photo 3 of 3 : UCIP_SP_2020_42524 72920.jpg
LM End 9.56 Issue Type + En Location * b%J/t"‘ o
Supplemental i i
G pp GPS Latitude/Longitude ¢
Start End i
- DWR UCIP Field Study 37.202014 ° 37.202014 °
-120.694820 °  -120.694820 °
DWR ID 19873
Trash gate visibleon Watrward side.
LM Start 9.59 Rating ** M Issue No. 1241
LM End 9.59 Issue Type + En Location * No Photos
Supplemental i i
G pp GPS Latitude/Longitude
Start End
- DWR UCIP Field Study 37.201544 ° 37.201544 °
-120.694865 °©  -120.694865 °
BEURICN 19742
Comment Code
Inspector Comment
DS_ID:19742
FS_ID:39492
EP_NO: N/A
Repair Type: Non-Urgent
Crossing Status: Found
UCIP Comments: 10/27/2017 This structure is inspected annually
under the Structure and Channel Summer Inspection (part of the Levee
Inspection Program) conducted by the DWR Flood Project Integrity and
Inspection Branch (FPIIB). (DWR UCIP - O. Magana)
04/21/2014 Accidently missed--need photos (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: [Mariposa Bypass Structure] 1 of 6:
Approximately 14 reinforced concrete box gravity drainage culverts of
an unknown size across the intersection of the Mariposa Bypass and
the Eastside Bypass. Roadway across structure. Controlled slide gates
on end four culverts, both sides. Wing wall on each side of the
structure. Rock revetment immediately downstream of the structure.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
O&M Manual 601.2, 1969].
FS Date: 4/21/2014
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
Friday, May 29, 2020 01:15 FINAL DATA Page 51 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 C
Unit No. 06 East Side Bypass Left | 36.47 | Gu320%0 Fuitan
LM Start 9.59 Rating ** M Issue No. 1242
LM End 9.59 Issue Type + En Location * No Photos
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP Field Study 37.201544 ° 37.201544 °

-120.694870 °  -120.694870 °

DWR ID 19739
Comment Code

Inspector Comment

DS_ID:19739

FS_ID:47014

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 10/27/2017 This structure is inspected annually
under the Structure and Channel Summer Inspection (part of the Levee
Inspection Program) conducted by the DWR Flood Project Integrity and
Inspection Branch (FPIIB). (DWR UCIP - O. Magana)

04/21/2014 Accidently missed--need photos. (DWR UCIP - O.
Magana)

FIELD_STRUCT_DESC: [Mariposa Bypass Structure] 2 of 6:
Approximately 14 reinforced concrete box gravity drainage culverts of
an unknown size across the intersection of the Mariposa Bypass and
the Eastside Bypass. Roadway across structure. Controlled slide gates
on end four culverts, both sides. Wing wall on each side of the
structure. Rock revetment immediately downstream of the structure.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
O&M Manual 601.2, 1969].

FS Date: 4/21/2014

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain

Friday, May 29, 2020 01:15 FINAL DATA

+Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement
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Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 C
Unit No. 06 East Side Bypass Left | 36.47 | Gu320%0 Fuitan
LM Start 9.59 Rating ** M Issue No. 1243
LM End 9.59 Issue Type + En Location * No Photos
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP Field Study 37.201544 ° 37.201544 °

-120.694870 °  -120.694870 °

DWR ID 19740
Comment Code

Inspector Comment

DS_ID:19740

FS_ID:47011

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 10/27/2017 This structure is inspected annually
under the Structure and Channel Summer Inspection (part of the Levee
Inspection Program) conducted by the DWR Flood Project Integrity and
Inspection Branch (FPIIB). (DWR UCIP - O. Magana)

04/21/2014 Accidently missed--need photos (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: [Mariposa Bypass Structure] 3 of 6:
Approximately 14 reinforced concrete box gravity drainage culverts of
an unknown size across the intersection of the Mariposa Bypass and
the Eastside Bypass. Roadway across structure. Controlled slide gates
on end four culverts, both sides. Wing wall on each side of the
structure. Rock revetment immediately downstream of the structure.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
O&M Manual 601.2, 1969].

FS Date: 4/21/2014

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain

Friday, May 29, 2020 01:15 FINAL DATA

+Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement
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Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 C
Unit No. 06 East Side Bypass Left | 36.47 | Gu320%0 Fuitan
LM Start 9.60 Rating ** M Issue No. 1244
LM End 9.60 Issue Type + En Location * No Photos
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP Field Study 37.201544 ° 37.201544 °

-120.694870 °  -120.694870 °

DWR ID 19741
Comment Code

Inspector Comment

DS_ID:19741

FS_ID:47015

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 10/27/2017 This structure is inspected annually
under the Structure and Channel Summer Inspection (part of the Levee
Inspection Program) conducted by the DWR Flood Project Integrity and
Inspection Branch (FPIIB). (DWR UCIP - O. Magana)

04/21/2014 Accidently missed--need photos (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: [Mariposa Bypass Structure] 4 of 6:
Approximately 14 reinforced concrete box gravity drainage culverts of
an unknown size across the intersection of the Mariposa Bypass and
the Eastside Bypass. Roadway across structure. Controlled slide gates
on end four culverts, both sides. Wing wall on each side of the
structure. Rock revetment immediately downstream of the structure.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
O&M Manual 601.2, 1969].

FS Date: 4/21/2014

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain

Friday, May 29, 2020 01:15 FINAL DATA

+Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

NA0010

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 10/27/2017 This structure is inspected annually
under the Structure and Channel Summer Inspection (part of the Levee
Inspection Program) conducted by the DWR Flood Project Integrity and

Inspection Branch (FPIIB). (DWR UCIP - O. Magana)

04/21/2014 Accidently missed--need photos (DWR UCIP -

O. Magana)

FIELD_STRUCT_DESC: [Mariposa Bypass Structure] 5 of 6:
Approximately 14 reinforced concrete box gravity drainage culverts of
an unknown size across the intersection of the Mariposa Bypass and
the Eastside Bypass. Roadway across structure. Controlled slide gates
on end four culverts, both sides. Wing wall on each side of the
structure. Rock revetment immediately downstream of the structure.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin

0O&M Manual 601.2, 1969].
FS Date: 4/21/2014

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani
LM Start 9.60 Rating ** M Issue No. 1245
LM End 9.60 | IssueType+ En  Location* No Photos
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP Field Study 37.201544 ° 37.201544 °
-120.694870 °  -120.694870 °
DWR ID 19558
Comment Code
Inspector Comment
DS_ID:19558
FS_1D:47013
EP_NO: N/A

1246

GPS Latitude/Longitude

LM Start 9.66 Rating ** M Issue No.
LM End 9.66 Issue Type + En Location *
Supplemental
Category PP
Start
- DWR UCIP Field Study 37.200948 °
-120.694362 °
DWR ID 19874
Comment Code
Inspector Comment
DS_ID:19874
FS_1D:39475
EP_NO: N/A

Repair Type: Non-Urgent
Crossing Status: Found

End
37.200948 °
-120.694362 °

UCIP Comments: 04/17/2014 Waterward side not visible--need to

determine alignment. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 14 feet below the crown. Slide gate in a
concrete diversion box on the waterside (WS) shoulder. [Additional

Reference(s): DWR Levee Log, 2002].
FS Date: 4/17/2014

Photo 1 of 2 : UCIP_SP_2020_39475_61691.jpg

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA
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Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 C
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fu?i;gﬁi
LM Start 9.66 ‘ Rating ** M Issue No. 1246 (cont) Photo 2 of 2 : UCIP_SP_2020_39475_61690.jpg
LM End 9.66 ‘ Issue Type + En  Location * / B O P B T W
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
- DWR UCIP Field Study 37.200948 ° 37.200948 °
-120.694362 °©  -120.694362 °
DWR ID 19874
Pipe, slide gate, and concrete headwall visible on landwardward side.
LM Start = 11.13 ‘ Rating ** U Issue No. 153 Photo 1 of 1 : SP_2020_NA0010_124 153_20200508_00213.jpg
LM End 16.40 ‘ Issue Type+ Ma  Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.186694 ° 37.149837 °
-120.674965 °  -120.607734 °

DWR ID DWR_NA0010_06_s _2020_153

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

Comment Code
T1: Trim trees to at least five feet above ground level.

Inspector Comment
Almond tree located along Sandy Mush Road on waterside slope.

easements.
Inspector Comment
View of the landside slope looking downstream. (Spring 2020)
LM Start | 11.49 Rating ** M Issue No. 14 Photo 1 of 1 : SP_2020_NA0010_124 14 20200225_00010.jpg
LM End 11.49 | Issue Type + Ma Location * WS o] " ” ; =
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Trim / Thin Trees 37.186189 ° 37.186189 °
-120.668476 °©  -120.668476 °

DWR ID DWR_NA0010 06 s 2015 14

oA 74

L i 3
Looking west at tree on waterward slope.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani
LM Start 11.56 Rating ** M Issue No. 1247
LMEnd 1156 IssueType+ En  Location* No Photos
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP Field Study 37.186227 ° 37.186227 °
-120.667337 °  -120.667337 °
DWR ID 19875
Comment Code
Inspector Comment
DS_ID:19875
FS_1D:39892
EP_NO: N/A
Repair Type: Non-Urgent
Crossing Status: Indicator Found
UCIP Comments: 04/17/2014 Unable to stop--high traffic area--safety
issue. Crossing needs to be evaluated. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 16.6 feet below the crown. Flap gate on the
waterside (WS) end. [Additional Reference(s): DWR Levee Log, 2002.
USACE San Joaquin O&M Manual 601.1, 1967, (HLM 11.64)].
FS Date: 4/17/2014
LM Start = 11.74 Rating ** M Issue No. 1248 Photo 1 of 3 : UCIP_SP_2020_39476_66488.jpg
LM End 11.74 Issue Type + Ma Location *
Supplemental i i
ey upp! GPS Latitude/Longitude
| Start End
tem DWR UCIP LMA Responsibility 37.185513 ° 37.185513 °

-120.664561 °©  -120.664561 °
DWR ID 19876

Comment Code

Inspector Comment

DS_ID:19876

FS_ID:39476

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/17/2014 Clear debris from waterward and
landward toes. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 17 feet below the crown. Slide gate in a pipe
riser on the waterside (WS) slope. [Additional Reference(s): DWR
Levee Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967,
(HLM 11.82)].

FS Date: 4/17/2014

View of waterward side.

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left 36.47 04/23/2020 Fuiitani
LM Start | 11.74 ‘ Rating ** M Issue No. 1248 (cont) Photo 2 of 3 : UCIP_SP_2020_39476_66487.jpg
LM End 11.74 ‘ Issue Type + Ma Location *
Suppl | i i
Gy pplemental GPS Latitude/Longitude
Stat  End
ttem DWR UCIP LMA Responsibility 37.185513° 37.185513 °
-120.664561 °  -120.664561 °
DWR ID 19876
View of landward side.
(MStat  11.74 | Rating** M | lIssueNo. 1248 (cont)

LM End ‘ 11.74 ‘Issue Type + Ma ‘Location*

Photo 3 of 3: UCIP_SP_2020_39476_66486.jpg

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA Page 58 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani

LM Start | 13.22 ‘ Rating ** M | lIssue No. 1249
LM End 13.22 ‘ Issue Type+  Ma | Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.171675 ° 37.171675°
-120.655064 °  -120.655064 °
DWR ID 19877
Comment Code
Inspector Comment
DS_ID:19877
FS_1D:39477
EP_NO: N/A

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/17/2014 Not accessible--crossing is buried on
landward side. Need to contact owner to determine status. (DWR

UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.8 feet below the crown. Flap gate on the
waterside (WS) end. [Additional Reference(s): DWR Levee Log, 2002.
USACE San Joaquin O&M Manual 601.1, 1967, (HLM 13.30)].

FS Date: 4/17/2014

LM End 13.22  Issue Type +

M [lssueNo. 1249 (cont)
Ma Location *

Photo 1 of 3 : UCIP_SP_2020_39477_66492.jpg

View of levee crown at crossing.

View of waterward slope.

Photo 2 of 3 : UCIP_SP_2020_39477_66494.jpg

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable N : Not Inspected/Rated
M : Minimally Acceptable C : Corrected
U : Unacceptable A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

NA0010

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin

Levee District

Inspector Comment

Landowner or farmer installed a temporary 4-inch pipe across levee
crown.

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani

LM Start 13.22 ‘ Rating ** M Issue No. 1249 (cont) Photo 3 of 3 : UCIP_SP_2020_39477_66495.jpg

LMEnd  13.22 ‘ Issue Type+ Ma  Location * &, e B

Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.171675 ° 37.171675°
-120.655064 °  -120.655064 °

DWR ID 19877

LM Start = 13.23 ‘ Rating ** A/W | Issue No. 88

LM End 13.23 ‘ Issue Type + En Location * CR

Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.171678 ° 37.171678 °
-120.654920 °  -120.654920 °
DWR ID DWR_NA0010_06_s _2018_88
Comment Code

Pl : Pipe

Looking north at pipe across Ieve crown. (Spring 2018)

LM Start 13.24 Rating ** M Issue No. 68
LM End 13.24 Issue Type + En Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.171686 ° 37.171686 °
-120.654562 °©  -120.654562 °
DWR ID DWR_NA0010_06 f 2015 68
Comment Code
MA : Material

Inspector Comment
Landowner stockpiled dirt at landside toe.

Photo 1 of 1 : SP_2020_NA0010_124 68_20200225_00016.jpg

Friday, May 29, 2020 01:15 FINAL DATA

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani

LM Start 13.48 Rating ** A/W Issue No.
LM End 13.48 | Issue Type + En Location *
Earthen Levee
Category
Start
Encroachments 37.171651 °
Item
-120.650354 °
DWR ID DWR_NA0010 06 s _ 2019 116
Comment Code
Pl : Pipe

-120.650354 °

116
CR

GPS Latitude/Longitude

End
37.171651 °

Inspector Comment

Landowner or farmer installed a pipe across levee crown.

Photo 1 of 1 : SP_2020_NA0010_124_116_20200225_00057.jpg

View of pipe encroachment looking upstream. (Spring 2019)

LM Start =~ 13.70 Rating ** M Issue No. 98
LM End 15.08 | Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
— Vegetation 37.171633 ° 37.161387 °
-120.646295 °©  -120.626546 °

DWR ID DWR_NA0010_06_f _2019_98

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

No Photos

easements.
Inspector Comment
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani

LM Start | 14.36 ‘ Rating ** M | lIssue No. 1250
LM End 14.36 ‘ Issue Type+  Ma  Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.167888 ° 37.167888 °
-120.636419 °  -120.636419 °
DWR ID 19878
Comment Code
Inspector Comment
DS_ID:19878
FS_1D:39478
EP_NO: N/A

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/17/2014 Not accessible--crossing is buried on
landward side. Need to contact owner to determine status. (DWR

UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 12.3 feet below the crown. Flap gate on the
waterside (WS) end. [Additional Reference(s): DWR Levee Log, 2002.
USACE San Joaquin O&M Manual 601.1, 1967, (HLM 14.44)].

FS Date: 4/17/2014

LM End 14.36 | Issue Type +

M [lssieNo. 1250 (cont)
Ma Location *

SR

Photo 1 of 3 : UCIP_SP_2020_39478_66496.jpg

View of pipe daylight, flap gate, and concrete headwall visible on
waterward toe.
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
Friday, May 29, 2020 01:15 FINAL DATA Page 62 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Inspection

Inspector Comment

Pipe left on landside slope and toe.

57

3

: ! gl / AN
View of pipe on landside slope and toe. (Fall 2019)

Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Core
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujita)r/ﬂ
LM Start = 14.36 ‘ Rating ** M Issue No. 1250 (cont) Photo 3 of 3 : UCIP_SP_2020_39478_66498.jpg
LM End 14.36 ‘ Issue Type+  Ma  Location *
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.167888 ° 37.167888 °
-120.636419 °  -120.636419 °
DWR ID 19878
LM Start |~ 14.36 ‘ Rating ** M Issue No. 99
LM End 14.36 ‘ Issue Type + En Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.167825 ° 37.167825 °
-120.636347 °  -120.636347 °
DWR ID DWR_NA0010_06_f _2019_99
Comment Code
Pl : Pipe

LM Start 14.63 Rating ** M Issue No. 101
LM End 14.64 | Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.164871° 37.164824 °
-120.633222 °©  -120.633167 °

DWR ID DWR_NA0010_06_f 2018 101

Comment Code

A3 : No rodents visible, but rodent burrows visible; need to backfill and

compact or grout burrows.

Inspector Comment
Burrows are located along landside shoulder.

&)

View of rodent hole on landside s

Photo 1 of 1 : SP_2020_NA0010_124 101_20200225_00046.jpg

houlder. (Fall 2018)

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance

Deficiancy

Ob : Design & System Obsolescence

En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Waterway Bank | Unit Miles 'gf:r‘:l‘é'r:’é‘ Inspector
Unit No. 06 East Side Bypass Left | 36.47 835333838 F%%Zﬁ.
LMStat 1546 ~ Ratng™ M | IssueNo. 124
LM End 15.70 | IssueType+ Ma | Location* LS No Photos
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Animal Control 37.158920 ° 37.157217 °
-120.620232 °  -120.618915 °

DWR ID DWR_NA0010_06_s _ 2012_124

Comment Code
A1l : Exterminate rodents and backfill and compact or grout burrows.

Inspector Comment

LM Start =~ 15.68 Rating ** M Issue No. 1251
LM End 15.68  Issue Type + Ma Location * 3
Supplemental i i
G ppi GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.156934 ° 37.156934 °

Item
-120.617210 °  -120.617210 °

DWR ID 19884
Comment Code

Inspector Comment

DS_ID:19884

FS_ID:39480

EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/17/2014 Need to contact owner. Sediment
buildup on both the waterward and landward side. Recommend
removing sediment buildup from both side. Also recommend clearing
excess sediment inside crossing. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 14 feet below the crown. Flap gate on the
waterside (WS) end. [Additional Reference(s): DWR Levee Log, 2002.
USACE San Joaquin O&M Manual 601.1, 1967, (HLM 15.76)].

FS Date: 4/17/2014

>

Photo 1 of 3 : UCIP_SP_2020_39480_66507.jpg

R

Flap ateburiedhlfway on waterward side.

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 06 East Side Bypass Left | 36.47 835333838 F%%Zﬁ.

LMStat ~ 15.68  Rating* M |lIssueNo. 1251 (cont)
LM End 15.68 | Issue Type + Ma | Location *
Supplemental i i
Category ppi GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.156934 ° 37.156934 °
-120.617210 °  -120.617210 °

DWR ID 19884
LMStart  15.68 | Rating** M [lssieNo. 1251 (cont)

LMEnd 1568 Issue Type +

Ma ‘ Location *

Photo 2 of 3 : UCIP_SP_2020_39480_66506.jpg

View of waterward side.

Photo 3 of 3 : UCIP_SP_2020_39480_66505.jpg

Overview of levee crown at crossing.

* Location

LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

C : Corrected

N : Not Inspected/Rated

AIW : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani

LMStat  15.82  Rating ** YR 1252
LMEnd 15.82 | IssueType+ Ma | Location*
- supplemental ; .
Category PP GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.155539 ° 37.155539 °

Item
-120.615303 °  -120.615303 °
DWR ID 19885
Comment Code
Inspector Comment
DS_ID:19885
FS_ID:36663
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/17/2014 Need to contact owner to determine
status of crossing. Waterward side is buried and not accessible.
Landward side headwall is blocked by dense vegetation. Recommend
confirming status of flap gate on waterward side and removing dense
vegetation form landward side. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity drainage
pipe through the levee, 16.6 feet below the crown. Flap gate on the

waterside (WS) end. [Additional Reference(s): DWR Levee Log, 2002.

USACE San Joaquin O&M Manual 601.1, 1967, (HLM 15.91)].
FS Date: 4/17/2014

LM Start =~ 15.82 Rating ** M Issue No. 1252 (cont)
LM End 15.82 | Issue Type + Ma | Location *

Photo 1 of 3 : UCIP_SP_2020_36663_66530.jpg

View of waterward side, Photo 1 of 3.

Photo 2 of 3 : UCIP_SP_2020_36663_66526.jpg

i’

View of waterward side, poto 2 of 3.

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Deficiancy

Ob : Design & System Obsolescence

Friday, May 29, 2020 01:15 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Lower San Joaquin Levee District

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani

Photo 3 of 3 : UCIP_SP_2020_36663_66529.jpg

Comment Code
V9 : Keep the crown roadway free of vegetation.

Inspector Comment

LM Start  15.82 Rating ** M Issue No. 1252 (cont)
LM End 15.82 | Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.155539 ° 37.155539 °
-120.615303 °  -120.615303 °
DWR ID 19885
View of waterward side, photo 3 of 3.
LM Start  16.15 Rating ** Cc Issue No. 103
LM End 16.15 Issue Type + En Location * LS No Photos
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Encroachments 37.152394 ° 37.152394 °
-120.610964 °©  -120.610964 °
DWR ID DWR_NA0010_06_f _2019_103
Comment Code
Pl : Pipe
Inspector Comment
Pipe left on landside shoulder.
LM Start 16.16 Rating ** M Issue No. 154
LM End 16.39 Issue Type + Ma Location * CR No Photos
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Vegetation 37.152251 ° 37.149948 °
-120.610768 °  -120.607828 °
DWR ID DWR_NA0010 06 s 2020 154

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+Issue Type

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA

Page 67 of 100




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Waterway Bank | Unit Miles '2?;’:;;‘:(;‘ Inspector
Unit No. 06 East Side Bypass Left | 36.47 83;333838 F?Jii?r;
LM Start = 16.40 Rating ** M Issue No. 152
LM End 16.56 | IssueType+ Ma | Location* LS No Photos
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Vegetation 37.149837 ° 37.147942°
-120.607734°  -120.605963 °

DWR ID DWR_NA0010_06_s _ 2020_152

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/17/2014 Need to contact owner to determine
status of crossing. Unable to confirm pipe diameter. (DWR UCIP - O.

Magana)

FIELD_STRUCT_DESC: 36-inch corrugated metal irrigation siphon
pipe through the levee, 5.9 feet below the crown. Slide gate on the

waterside (WS). Siphon extends under channel. [Additional

Reference(s): USACE San Joaquin O&M Manual 601.1, 1967, (HLM

16.49)].
FS Date: 4/17/2014

View of waterward side.

easements.
Inspector Comment
LM Start |~ 16.40 Rating ** M Issue No. 1253 Photo 1 of 3 : UCIP_SP_2020_36665_66541.jpg
LM End 16.40 | Issue Type + En Location *
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP Field Study 37.149747 ° 37.149747 °
-120.607702 °  -120.607702 °
DWR ID 19559
Comment Code
Inspector Comment
DS_ID:19559
FS_ID:36665
EP_NO: N/A

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+Issue Type

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence

En : Enforcement

Friday, May 29, 2020 01:15
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 06 East Side Bypass Left | 36.47 835333838 ;:?JT.E?A.

LMStat  16.40 | Rating** M | IssueNo. 1253 (cont)
LM End 16.40 ‘ Issue Type + En Location *
Category Supplemental GPS Latitude/Longitude
Stat  End
tem DWR UCIP Field Study 37.149747 ° 37.149747 °
-120.607702 °  -120.607702 °
DWR ID 19559

(MStat 1640 | Rating**

M \ Issue No.

1253 (cont)

LM End ‘ 16.40 ‘ Issue Type +

En ‘ Location *

Photo 2 of 3 : UCIP_SP_2020_36665_66539.jpg

SN oS

Concrete headwall and pipe visible on waterward side.

Photo 3 of 3 : UCIP_SP_2020_36665_66540.jpg

View of landward side, photo 1 of 2.

LM Start = 16.57 Rating ** U Issue No. 151
LM End 19.22 | IssueType+ Ma | Location* LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.147889 ° 37.113707 °
-120.605914 °  -120.588220 °

DWR ID DWR_NA0010_06_s _ 2020_151

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

Photo 1 of 1 : SP_2020_NA0010_124_151_20200508_00214.jpg

easements.
Inspector Comment
Looking downstream along the landside slope. (Spring 2020)
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:15
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani
LM Start = 18.18 ‘ Rating ** A/W | Issue No. 72 Photo 1 of 1 : SP_2020_NA0010_124 72_20200225_00021.jpg
LMEnd 1818 IssueType+ En  Location* CR
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.127982 ° 37.127982 °
-120.590911 °  -120.590911 °

DWR ID DWR_NA0010_06 f 2017 72
Comment Code

Pl : Pipe

Inspector Comment
Non permitted pipe across the levee crown.

Looking northwest at the pipe across the levee crown. (Fall 2017)

LMStart  18.20  Rating** M | Issue No. 1254
LM End 18.20 ‘ Issue Type + Ma Location *
Category Supplemental GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.127773 ° 37.127773°
-120.590809 °  -120.590809 °
DWR ID 19887

Comment Code

Inspector Comment

DS_ID:19887
FS_ID:39876

EP_NO: N/A

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 04/17/2014 Sediment build up on landward side
toe -- debris blockage. No photos available. Recommend taking photos

of crossing. (DWR UCIP - O. Magana)

FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 11.5 feet below the crown. Flap gate on the
waterside (WS) end. [Additional Reference(s): DWR Levee Log, 2002.
USACE San Joaquin O&M Manual 601.1, 1967, (HLM 18.27)].

FS Date: 4/17/2014

No Photos

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AIW : Acceptable but Monitor & Maintain

+ Issue Type

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence

En : Enforcement

Friday, May 29, 2020 01:15
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 c
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fu?igi
LM Start ~ 18.46 Rating ** A/W | Issue No. 70 Photo 1 of 1 : SP_2020_NA0010_124 70_20200225_00019.jpg

LM End 18.46 | Issue Type+ En | Location* CR
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.124088 ° 37.124088 °

-120.589249 °  -120.589249 °

DWR ID DWR_NA0010_06_s _ 2018 70
Comment Code
Pl : Pipe

Inspector Comment
Landowner or farmer installed a pipe across levee crown.

Looking south at pipe across levee crown. (Spring 2018)

LMStat 18.81  Rating* U lssueNo. 1255 Photo 1 of 3 : UCIP_SP_2020_53191_66562.jpg

LM End 18.81 | Issue Type + En Location *

Supplemental GPS Latitude/Longitude
Category
Start End
- DWR UCIP Field Study 37.119268 ° 37.119268 °

-120.587208 °  -120.587208 °

DWR ID 19888
Comment Code

Inspector Comment

DS_ID:19888

FS_ID:53191

EP_NO: 3040

Repair Type: Urgent

Crossing Status: Found

UCIP Comments: 11/01/2018 Signs of pipe leakage (wet spot) visible
in floodway. Crossing remains Urgent due to potential leakage along
the pipe. Recommend internal inspection to determine pipe integrity
through the levee. (O. Magana - DWR UCIP)07/20/2016 Same as
previous inspection. Dense vegetation prevents proper inspection along
floodway. (DWR UCIP - omagana)04/17/2014 Need to contact

owner. Leak on waterward toe approximately 15 feet from toe. Good
candidate for video or pressure test. (DWR UCIP - omagana)
FIELD_STRUCT_DESC: 48-inch corrugated metal irrigation siphon
pipe through the levee, 8.8 feet below the crown. Slide gate in a pipe
riser on the landside (LS) slope, not the waterside (WS) slope.
Concrete headwall on the LS, not the WS. Siphon extends under the
channel. 24-inch corrugated metal cleanout pipe at the center of the
channel with a metal plate cover. (Plans for construction of two
reinforced concrete siphons across the Eastside Bypass authorized
under Permit No. 3040, 1959 - Newhall Land and Farming Company).
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
O&M Manual 601.1, 1967, (HLM 18.91)].

FS Date: 11/1/2018 12:52:00 PM

View of WS. Channel section exposed near waterward toe.

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 06 East Side Bypass Left | 36.47 8353553838 F(il?lz?rlll

LMStat  18.81  Rating** U |lIssueNo. 1255 (cont)
LM End 18.81 ‘ Issue Type + En Location *
Category Supplemental GPS Latitude/Longitude
Stat  End
tem DWR UCIP Field Study 37.119268 ° 37.119268 °
-120.587208 °  -120.587208 °
DWR ID 19888

(MStat 1881  Rating**

U \ Issue No.

1255 (cont)

LMEnd  18.81 lssue Type+

En ‘ Location *

Overview of Eastside Bypass.

Photo 2 of 3 : UCIP_SP_2020_53191_66564.jpg

Photo 3 of 3 : UCIP_SP_2020_53191_66563.jpg

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:15

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani

LM Start 18.89 Rating ** M Issue No. 1256
LM End 18.89 | IssueType+ Ma | Location *
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.118178 ° 37.118178 °
-120.586783 °  -120.586783 °
DWR ID 19889
Comment Code
Inspector Comment
DS_1D:19889
FS_ID:36687
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/17/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the landward
slope. Recommend removing vegetation along pipe alignment to
conduct proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity drainage
pipe through the levee, 10.2 feet below the crown. Slide gate in a pipe
riser on the waterside (WS) slope. [Additional Reference(s): DWR
Levee Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967,
(HLM 18.97)].

FS Date: 4/17/2014

LM Start =~ 18.89 Rating ** M Issue No. 1256 (cont)
LM End 18.89 | Issue Type + Ma Location *

Photo 1 of 3 : UCIP_SP_2020_36687_66579.jpg

View of waterward side.

Photo 2 of 3 : UCIP_SP_2020_36687_66582.jpg

Inside view of CMP riser located on waterward slope. :

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Deficiancy

Ob : Design & System Obsolescence

Friday, May 29, 2020 01:15 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 C
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fu?i;gﬁi
LM Start = 18.89 ‘ Rating ** M Issue No. 1256 (cont) Photo 3 of 3 : UCIP_SP_2020_36687_66581.jpg
LMEnd  18.89 IssueType+ Ma | Location*
Supplemental i i
G pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.118178° 37.118178 °
-120.586783 °  -120.586783 °
DWR ID 19889
=
Pipe daylight on waterward side.
LM Start = 19.14 ‘ Rating ** U Issue No. 1211 Photo 1 of 1 : SP_2020_NA0010_124 1211 20200225_00075.jpg
LM End 19.14 ‘ Issue Type + Ma | Location * WS ‘ o
Earthen Levee GPS Latitude/Longitude
Category
Start End
ttem Animal Control 37.114793° 37.114793°
-120.587582 °©  -120.587582 °

DWR ID DWR_NA0010_06_s _ 2015_1211

Comment Code

Al : Exterminate rodents and backfill and compact or grout burrows.

Several large rodent holes with more than 2 cubic feet of material were

Inspector Comment

noted on the waterside slope.

Looking at several

’A

B

rodent holes on waterward slope. (Fall 2015)

LM Start = 19.22 Rating ** M Issue No. 143
LM End 27.56 | Issue Type + Ma Location * WS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.113707 ° 37.037955 °
-120.588220 °©  -120.485153 °

DWR ID DWR_NA0010 06 s 2020 143

Comment Code

V1 : Control annual grass and weeds on the levee slopes and

No Photos

easements.
Inspector Comment
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani

LMStat  19.28  Rating ** YR 1257
LMEnd  10.28 IssueType+ Ma  Location*
- supplemental ; .
Category PP GPS Latitude/Longitude
Start End

DWR UCIP LMA Responsibility 37.112902 ° 37.112902 °

Item
-120.588751 °  -120.588751 °
DWR ID 19890
Comment Code
Inspector Comment
DS_ID:19890
FS_ID:36688
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/17/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slopes.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 48-inch corrugated metal gravity drainage
pipe through the levee, 20 feet below the crown. Slide gate in a pipe
riser on the waterside (WS) slope. Riprap along the landside (LS) slope.
[Additional Reference(s): DWR Levee Log, 2002. USACE San Joaquin
0O&M Manual 601.1, 1967, (HLM 19.36)].

FS Date: 4/17/2014

LM Start =~ 19.28 Rating ** M Issue No. 1257 (cont)
LM End 19.28 | Issue Type + Ma | Location *

Photo 1 of 3 : UCIP_SP_2020_36688_66583.jpg

ieW f wtrward sde

Photo 2 of 3 : UCIP_SP_2020_3

Riser located on waterward slope.

88

66

.

66584.jpg

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Deficiancy

Ob : Design & System Obsolescence
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 06 East Side Bypass Left | 36.47 | Ja222020 Fcu]-’iIZﬁi

1257 (cont)

Supplemental

o

DWR UCIP LMA Responsibility 37.112902 37.112902

-120.588751 °  -120.588751 °

19890

View of landward slope.

No Photos
Earthen Levee

Animal Control 37.112556 ° 37.112556

-120.586921 °  -120.586921

DWR_NA0010_06_f _2019_111

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

—
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 06 East Side Bypass Left | 36.47 82‘53555838 Fi?.{gﬁ.

LMStat  19.94  Rating** M | IssueNo. 1258
LMEnd  19.94 |IssueType+ Ma  Location*
Supplemental i i
Category pp GPS Latitude/Longitude
Start End
ttem DWR UCIP LMA Responsibility 37.113304 ° 37.113304 °
-120.579102°  -120.579102 °
DWR ID 19891
Comment Code
Inspector Comment
DS_ID:19891
FS_1D:36689
EP_NO: N/A

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/17/2014 Dense vegetation limits the inspector's
visibility to identify signs of pipe failure (leaks) along the slopes.
Recommend removing vegetation along pipe alignment to conduct
proper inspection of structure. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 30-inch by 30-inch reinforced concrete box
gravity drainage culvert through the levee, 14 feet below the crown.
Flap gate on the waterside (WS) end. [Additional Reference(s): DWR
Levee Log, 2002. USACE San Joaquin O&M Manual 601.1, 1967,
(HLM 19.85)].

FS Date: 4/17/2014

LM Start =~ 19.94 Rating ** M Issue No. 1258 (cont)

LM End 19.94 | Issue Type + Ma Location *

Photo 1 of 3 : UCIP_SP_2020_36689_66591.jpg

Overview of levee crown looking downstream.

Photo 2 of 3 : UCIP_SP_2020_36689_66592.jpg

View of levee crown at crossing.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

N : Not Inspected/Rated
C : Corrected
A/W : Acceptable but Monitor & Maintain

+ Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
i+ Mi Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left 36.47 04/23/2020 Fuiitani
LM Start  19.94 Rating ** M Issue No. 1258 (cont) Photo 3 of 3: UCIP_SP_2020_36689_66590.jpg
LM End 19.94 | IssueType+ Ma | Location * : &
Supplemental i i
G pp GPS Latitude/Longitude
Start End
tem DWR UCIP LMA Responsibility 37.113304 ° 37.113304 °
-120.579102 °  -120.579102 °
DWR ID 19891
g
View of "U" concrete headwall located on waterward side.
LM Start | 20.57 Rating ** M | Issue No. 149
LM End 20.97 |IssueType+ Ma | Location * LS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
ttem Vegetation 37.113295 ° 37.111134°
-120.567552 °  -120.561462 °

DWR ID DWR_NA0010_06_s _ 2020_149

Comment Code
V1 : Control annual grass and weeds on the levee slopes and

easements.
Inspector Comment
LM Start = 20.79 Rating ** M Issue No. 1209 Photo 1 of 1 : SP_2020_NA0010_124 1209 20200508 _00215.jpg
LM End 21.10 | Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.113107 ° 37.109735 °
-120.563782 °  -120.560079 °

DWRID DWR_NA0010_06_s 2015 1209

Comment Code

A2 : Repair the levee slope damaged by livestock and prevent large
animal access.

Inspector Comment

Erosion on landside slope greater than 3 inches. Erosion caused by
livestock.

%

Erosin on the Iaside slope from livestock ;ctivity. (Spring 2020)

* Location ** Rating + Issue Type

LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected

CR : Crown

Friday, May 29, 2020 01:15

U : Unacceptable

A/W : Acceptable but Monitor & Maintain

Ob : Design & System Obsolescence
En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 06 East Side Bypass Left | 36.47 | Ja222020 Fcu]-’iIZﬁi

No Photos
Earthen Levee

Seepage / Sandboils 37.107670 ° 37.107670
-120.557990 °  -120.557990

253-136

2017 Storm Damage
Site ID No:35
Site Designation:253-136

Earthen Levee

Animal Control 37.106397 ° 37.106397
-120.556727 °  -120.556727

DWR_NA0010_06_f _2019_114

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

View of rodent burrows on the landside slope. (Spring 2020)

No Photos
Earthen Levee

Vegetation 37.103732° 37.096260
-120.554029 °  -120.546345

DWR_NA0010_06_s _ 2020_148

V1 : Control annual grass and weeds on the levee slopes and
easements.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Spring 2020
Lower San Joaquin Levee District
M Inspection
Waterway Bank | Unit Miles Start/End Inspector
Unit No. 06 East Side Bypass Left | 36.47 835335838 F(fl?.g.

LMStart | 21.71 ‘ Rating ** M | lIssue No. 107
LMEnd 21.78 |IssueType+ Ma  Location* Ls
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.102844 ° 37.102002 °
-120.553160 °  -120.552314 °

DWR ID DWR_NA0010_06 f 2018_107

A2 : Repair the levee slope damaged by livestock and prevent large

Comment Code

animal access.

Inspector Comment
Erosion into levee prism due to livestock activities.

Photo 1 of 1 : SP_2020_NA0010_124_107_20200225_00050.jpg

View of erosion in landside levee prism. (Spring 2019)

LMStart | 22.41 ‘ Rating ** M Issue No. 86
LM End 22.46 ‘ Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
ttem Animal Control 37.094969 ° 37.094479 °
-120.544964 °  -120.544435 °

DWR ID DWR_NA0010_06_f _2017_86

Comment Code

A2 : Repair the levee slope damaged by livestock and prevent large

animal access.

Erosion greater than 3 inches on landside slope caused by livestock.

Inspector Comment

)

Looking northwest at the land

side slope.

Photo 1 of 1 : SP_2020_NA0010_124_86_20200225_00033.jpg

LM Start 22.87 Rating ** M Issue No. 117 Photo 1 of 1 : SP_2020_NA0010_124_117_20200225_00059.jpg
LM End 22.87 | Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.089954 ° 37.089954 °
-120.539535 °©  -120.539535 °
DWR ID DWR_NA0010_06_f _2019 117
Comment Code
DE : Debris
Inspector Comment
Large block of concrete left on the landside toe.
Large concrete block left on the landside toe. (Fall 2019)
* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

Waterway Bank | Unit Miles '2?;’:;;‘:(;‘ Inspector
Unit No. 06 East Side Bypass Left | 36.47 83;333838 F?Jii?r;
LM Start ~ 23.07 Rating ** M Issue No. 147
LM End 24,11 |IssueType+ Ma | Location * LS No Photos
Category Earthen Levee GPS Latitude/Longitude
Start End
tem Vegetation 37.087758 ° 37.076429 °
-120.537147 °  -120.524885 °
DWR ID DWR_NA0010_06_s _ 2020_147
Comment Code
V1 : Control annual grass and weeds on the levee slopes and
easements.
Inspector Comment
LM Start = 24.02 Rating ** M Issue No. 1259 Photo 1 of 3 : UCIP_SP_2020_34010_61871.jpg
LM End 24.02 Issue Type + En Location *
Category Supplemental GPS Latitude/Longitude
Start End
tem DWR UCIP Field Study 37.077406 ° 37.077406 ° F

-120.525938 °  -120.525938 °

DWR ID 19879
Comment Code

Inspector Comment

DS_ID:19879

FS_ID:34010

EP_NO: 13638

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 04/17/2014 Need to contact owner to determine
status. Crossing has been modified. (DWR UCIP - O. Magana)
FIELD_STRUCT_DESC: 16-inch coated steel irrigation discharge pipe
through the levee, 3.5 feet below the crown. Cutoff wall around the pipe
at the center of the levee. Pump on the waterside (WS). Siphon breaker
on the landside (LS) shoulder. Intake trench on the WS. (Plans to install
a pump with a 16-inch pipeline over the levee authorized under Permit
No. 13638, 1983 - Hamonds Ranch). [Additional Reference(s): DWR
Levee Log, 2002].

FS Date: 4/17/2014

Overview of levee crown at crossing.

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 c
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fu?i:?r/ﬂ
LM Start |~ 24.02 \ Rating ** M Issue No. 1259 (cont) Photo 2 of 3: UCIP_SP_2020_34010_61870.jpg
LMEnd @ 24.02 \ Issue Type+ En | Location *
Supplemental i i
G pp GPS Latitude/Longitude
Stat  End
- DWR UCIP Field Study 37.077406 ° 37.077406 °
-120.525938 °  -120.525938 °

DWR ID 19879

View of waterward side.

IMStat = 2402 | Rating™ M | IssieNo. 1259 (cont) Photo 3 of 3 : UCIP_SP_2020_34010_61875.jpg
LMEnd  24.02 IssueType+ En  Location* g

Concrete pad with abandoned subport frame located on waterward side.

LM Start 2451 Rating ** U Issue No. 5 Photo 1 of 1 : SP_2020_NAO0010_124 5 20200225_00007.jpg
LM End 25.01 | Issue Type + Ma Location * LS -
Earthen Levee GPS Latitude/Longitude
Category
Start End
Animal Control 37.072048 ° 37.066501 °
Item =

-120.520180 °  -120.514193 °

DWR ID DWR_NA0010_06_s _2012 5
Comment Code

A2 : Repair the levee slope damaged by livestock and prevent large
animal access.

Inspector Comment

Landside erosion and slope instability caused by livestock extends into
levee crown. At the worst locations erosion extends 2.5 feet to 3 feet
from the shoulder into the crown.

Looking north at livestock erosion into landward shoulder. (Spring 2018)

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 Corey
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fujitani

LMStat 24.98 | Rating** | AW | Issue No. 83
LM End 24.98 ‘ Issue Type + En Location * CR
Category Earthen Levee GPS Latitude/Longitude
Start End
- Encroachments 37.066893" 37.066893 °
-120.514623 °  -120.514623 °
DWR ID DWR_NA0010 06 f 2017 83
Comment Code
Pl : Pipe

Inspector Comment

Temporary pipe has been removed but the material used to ramp over
the pipe was left on the levee crown.

Photo 1 of 2 : SP_2020_NA0010_124 83 20200225_00029.jpg

View of material left on levee crown used to ramp over the temporary

pipe. (Fall 2019)

LM Start |~ 24.98 Rating ** A/W | Issue No. 83 (cont) Photo 2 of 2 : SP_2020_NA0010_124 83 20200225_00030.jpg
LMEnd 24.98 | lIssueType+ En | Location * CR |
4 SRR >
Looking southeast at the pipe on the levee crown. (Fall 2017)
LM Start |~ 25.06 Rating ** M Issue No. 146
LM End 26.07 | IssueType+ Ma | Location* LS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.065997 ° 37.054885 °
-120.513614 °  -120.501627 °

DWR ID DWR_NA0010_06_s _ 2020_146

Comment Code

V1 : Control annual grass and weeds on the levee slopes and
easements.

Inspector Comment

N : Not Inspected/Rated

+ Issue Type

Ma : Maintenance Deficiancy

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable

A/W : Acceptable but Monitor & Maintain

Ob : Design & System Obsolescence
En : Enforcement

Friday, May 29, 2020 01:15
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

Unit No. 06 East Side Bypass Left | 36.47 | Ja222020 Fcu‘,-’iIZﬁi

Earthen Levee

Animal Control 37.054222 ° 37.054222
-120.500862 °  -120.500862

DWR_NA0010_06_s_ 2015_1208

A3 : No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

Noted several rodent holes next to and within rock revetment on
landside slope.

No Photos
Earthen Levee
Vegetation 37.054088 ° 37.038736
-120.500671 °©  -120.485749
DWR_NA0010_06_s _ 2020_144
V9 : Keep the crown roadway free of vegetation.
No Photos

Earthen Levee

Vegetation 37.047527° 37.040157
-120.492528 °  -120.486840

DWR_NA0010_06_s _ 2020_145

V1 : Control annual grass and weeds on the levee slopes and
easements.

Friday, May 29, 2020 01:15 FINAL DATA Page 84 of 100



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch NA0010

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 C
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fu?i;gﬁi
LM Start | 27.43 ‘ Rating ** M Issue No. 3 Photo 1 of 1 : SP_2020_NA0010_124 3 20200225_00003.jpg
LM End 27.99 ‘ Issue Type+  Ma  Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 37.036955 ° 37.032762 °
-120.484395 °  -120.481078 °

DWR ID DWR_NA0010 06 s 2012 3
Comment Code

A2 : Repair the levee slope damaged by livestock and prevent large

animal access.

Inspector Comment

Landside erosion and slope instability caused by livestock. Erosion
greater than 3" in depth on landside slope. Levee crown has narrowed

within this reach.

Loking south along Ianside slope. (Sring 2019)

LMStart  27.88  Rating** M | lIssue No. 141
LM End 31.30 ‘ Issue Type + Ma Location * WS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Vegetation 37.034051 ° 37.015320 °
-120.482160 °  -120.433227 °
DWR ID DWR_NA0010_06_s _2020_141
Comment Code
V1 : Control annual grass and weeds on the levee slopes and
easements.
Inspector Comment
LM Start  28.18 Rating ** A/W | Issue No. 127 Photo 1 of 2 : SP_2020_NA0010_124_127_20200225_00061.jpg
LM End 28.18  Issue Type + En Location * CR
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.030924 ° 37.030924 °
-120.478411 °  -120.478411 °

DWR ID [DWR_NA0010 06 s_ 2019 127

Comment Code
Pl : Pipe

Inspector Comment
Landowner has installed pipe in levee crown.

View of pipe crossing Ikmg §outhest. (Spring éblé)

)

* Location ** Rating +Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AIW : Acceptable but Monitor & Maintain En : Enforcement

Friday, May 29, 2020 01:15
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Spring 2020

Lower San Joaquin Levee District

NA0010

M Inspection
Waterway Bank | Unit Miles Start/End Inspector
. . 04/22/2020 c
Unit No. 06 East Side Bypass Left | 36.47 04/23/2020 Fu?ii?rgi
LM Start = 28.18 Rating ** A/W | Issue No. 127 (cont) Photo 2 of 2 : SP_2020_NA0010_124 127_20200225_00062.jpg
LM End 28.18  Issue Type + En Location * CR
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Encroachments 37.030924 ° 37.030924 °
-120.478411 °  -120.478411°
DWR ID DWR_NA0010_06_s _2019_127

View of pipe crossing looking south. (spring 2019)

LMStat  28.43 | Rating™  A/W | Issue No. 110 Photo 1 of 3 : SP_2020_NA0010_124 110_20200225_00054.jpg
LMEnd  28.43 |IssueType+ En  Location * CR ===
p— '
Earthen Levee GPS Latitude/Longitude
Category =
Start End
tem Encroachments 37.029935 ° 37.029935 °
-120.474057 °© -120.474057 °
DWR ID [DWR_NA0010_06_s_ 2019 110

Comment Code
Pl : Pipe

Inspector Comment

Landowner has installed a temporary pipe across the levee. The size
of the pipe and short ramp increases the chances of vehicles bottoming
out.

View of temporary pipe looking upstream. (Spring 2019)

LM Start  28.43 Rating ** A/W | Issue No. 110 (cont) Photo 2 of 3: SP_2020_NA0010_124 110_20200225_00055.jpg

LM End 28.43 | Issue Type + En Location * CR

2 i 2 ¥

View of pipe crossing iooking West. (Spring 201